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USE IN LIFE SUPPORT DEVICES OR SYSTEMS MUST BE EXPRESSLY AUTHORIZED 


SGS-THOMSON PRODUCTS ARE NOT AUTHORIZED FOR USE AS CRITICAL COMPONENTS IN LIFE SUPPORT 
DEVICES OR SYSTEMS WITHOUT THE EXPRESS WRITTEN APPROVAL OF SGS-THOMSON Microelectronics. As 
used herein: 


1. Life support devices or systems are those which (a) are 2. A critical component is any component of a life support 
intended for surgical implant into the body, or (b) support device or system whose failure to perform can reason- 
or sustain life, and whose failure to perform, when prop- ably be expected to cause the failure of the life support 
erly used in accordance with instructions for use pro- device or system, or to affect its safety or effectiveness. 


vided with the product, can be reasonably expected to 
result in significant injury to the user. 
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ST9 APPLICATION TAILORED MCU 


The ST9 family of 8/16 bit Microcontrollers (MCUs) was designed after the requirements of the most 
advanced applications in computer, consumer, telecom, industrial and automotive Segments. 


Processed with the same proprietary CMOS EPROM and EEPROM technologies that have established 
SGS-THOMSON as a world leading supplier of non-volatile memories, the ST9 provides high speed 
computing with reduced power consumption. 


Built around a high performance, register based core, the ST9 family offers different program and data 
memory sizes and a wide range of on-chip peripherals to meet the needs of most systems. 


Time to market is minimized with ST9’s well defined, socket compatible, evolution path, from application 
evaluation with EPROMs, to prototyping using OTPs, up to the high volume production using cost effective 
ROM versions. 

All standard ST9 devices include a Serial Peripheral Interface, a Watchdog Timer to ensure system integrity 
against externally generated malfunctions, bit configurable I/Os, prioritizable Interrupts for real-time data 
handling, and DMA for fast data transfers with handshake (HSHk). 


In addition ST9 family variants include up to three Multi-Function Timers, two Serial Communication Interfaces 
(SCI), an Analog to Digital converter (A/D) and On-Screen Display and Data-Slicer for TV control. 


REGISTER BASED ARCHITECTURE 


The Register based architecture provides more efficient data handling and reduced code size compared 
to an accumulator based MCU. It also provides the capability for fast context switching. 


224 of the 256 8-bit Registers in the ST9 Register File are available as accumulators, index registers, or stack 
pointers and can be cascaded to perform all these functions as 16-bit registers. The remaining registers are 
dedicated to system and peripheral control. 


This architecture is common to all ST9 devices. 
FLEXIBLE I/O 


The flexibility of the ST9 I/O pins allow designers to match the MCU to the application, and not the application 
to the MCU. 


Most I/Os can be individually programmed as input (TTL or CMOS thresholds), output (open-drain or 
push-pull), bidirectional, or as the Alternate Function of a peripheral, such as a Timer or an A/D Converter. 
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COMPREHENSIVE SCI 


Serial communication is easily implemented, using formats and facilities offered by the ST9 Serial 
Communication Interface. 


This peripheral provide full flexibility in character format (5,6,7,8 databits), odd, even or no parity, address 
bit, 1, 1.5, or 2 stop bits in asynchronous mode, and an integral baud rate generator allowing communication 
at up to 370k baud in asynchronous mode or 1.5Mbyte/s in synchronous mode. 


Industrial, telecom and communication systems users can furthermore benefit from the self-test and 
address bit wake-up facility offered by the character search mode. 
FAST A/D WITH ANALOG WATCHDOG 


Up to 8 analog input voltages can be sequentially converted by the Analog to Digital converter including 
on-chip sample and hold. 


The 11us conversion time, and the possibility to trigger conversions either by the on-chip timers, or by 
external sources, allows real time processing of analog data. 


CPU loading is also reduced by the analog watchdog on two channels, the peripheral interrupts the ST9 
when the analog input voltage moves out of a preset threshold window. 

UNIVERSAL SPI 

A universal Serial Peripheral Interface, providing basic I°C-bus, Microwire-Bus and S-BUS functionality, 


allows efficient communication with low-cost external peripherals or serial access memories such as 
EEPROMs. 


MULTI-FUNCTION TIMERS 


The 16 bit up/down counter operating in 13 modes gives the ST9 Multi-function Timer the possibility to 
cover most application timing requirements. 


Two input pins, programmable as external clock, gate or trigger, allow 16 modes of operation, including 
autodiscrimination of the direction of externally generated signals. 


Pulse Width Generation can easily be implemented, using the overflow/underflow signal and the two 16 
bit comparison registers, each of them able to independently set, reset, toggle or ignore two output bits. 


The Multifunction Timer outputs may also generate interrupts for system scheduling, and trigger DMA 
transactions of a data byte to or from a data table in memory through an I/O Port with handshake. 
ON-SCREEN DISPLAY 

Interactive information display for television control is easily implemented with the powerful ST9 On-Screen 


Display. With up to 34 characters in 15 rows, and colour, italic, underline, flash, tranparent and fringe options, 
the 128 character set can be adapted for all needs. 


DATA-SLICER 


Closed Caption Data can be easily extracted from the video signal with the ST9 Data Slicer. When used 
in conjunction with the ST9 On-Screen Display, a powerful TV controller can be achieved with the minimum 
of components. 


POWERFUL INSTRUCTION SET 


The ST9 has 14 addressing modes and instructions (including multiply, divide, table search and block move) 
to cover all data manipulation needs, bit, byte and word, at the speed required by even the most demanding 
control application. 


Its instruction set was conceived to facilitate the software designer’s task, and to improve programming 
efficiency. 
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“All devices have 256 byte Register File with 224 General Purpose Registers (Accumulators/RAM), TWD and SPI Peripherals. 


DEVICE ROM EPROM pl sia 
x8 OTP ROM") MFT | SCI sa 
x8 


ST9020 12K 
ST9027 

ST9028 

ST90E27 
ST90E28 
ST90T27 
ST90T28 
ST90R26 


a a ee ee 
a ee a a ee a ef 


$T9030 
ST90E30 
ST90T30 
ST90R30 


een | 
a aoe 
co CO © 
oO Ul 
sis sas 
coe 


ST9040 
ST90E40 
ST90T40 
ST90R40 


ST9294 
ST92E94 
ST92T94 


Keys : 
TWD Timer/Watchdog SCI Serial Communications Interface 
SPI Serial Peripheral Interface A/D 8 bit 8 channel A/D Converter 
MFT Multi-Function Timer BSS Bankswitch logic 16M byte address range 
/O In :TTL/CMOS, Out : OD/PP HSHK # Ports with Handshake Capability 
Alternate Functional Peripheral 
Notes : 
1. OTP ROM = One Time Programmable 2. 6 bit A/D Converter 
3. Contact Marketing 4. Excluding 16 I/O Ports for external memory interface 
ST903x Summary : 


The ST903x, including ST9030, ST9036, ST9040, are all pin-to-pin package and functionally compatible 
members; the difference between devices being solely the available on-chip memory. This memory 
expands from 8K bytes of ROM to 16K, with RAM up to 256 bytes, and on-chip EEPROM up to 512 bytes 
across the range, allowing the right memory mix to be chosen for the optimum system cost structure. 
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DEVICE OTHER PACKAGE (Operating temperature) 
FEATURES 
LCC QFP 


ST9020 
ST9027 
ST9028 
ST90E27 
ST90E28 
ST90T27 
ST90T28 
ST90R26 


ST9030 

ST90E30 
ST90T30 
ST90R30 


ST9040 

ST90E40 
ST90T40 
ST90R40 


ST90R51 

ST90R91 

ST9291 PS42,56 (1) 

ST92E91 cs42,56w "") 

ST92T91 

ST9293 

ST92E93 

ST92T93 

ST9294 ps42,56 ") 

ST92E94 cs42,56ew ") 

ST92T94 PS42,56 “) 
Keys : 

OSD On Screen Display Pxx Plastic Package 

STM Slice Timer PSxx Plastic Shrink DIP Package 
DSL Data Slicer extracting Closed Caption Data CxxW Ceramic Package with window 
VS Voltage Synthesis PWM Pulse Width Modulation outputs 


CSxxW Ceramic Shrink DIP Package with window 


Temperature Ranges : 
{1)One version available, 0 to +70°C (6)One version available, -40 to+85°C 
(1,6)Two versions available, 0 to +70°C and -40 to+85°C 


ST903x Summary (Continued) : 
Adding to this the standard peripheral mix with 2 powerful timers, serial communications, on-chip analog 
to digital conversion and up to 56 I/O pins, the family of ST903x is ideally matched to suit many system 
needs too. As with all ROM-based ST9 family members, each type is available with ROM replaced by 
reprogrammable EPROM in windowed ceramic packages or once-only programmable EPROM in OTP 
plastic packages. 
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ST9 FAMILY OVERVIEW 


FULL DEVELOPMENT SUPPORT 
ST9 Development Tools are designed for application development efficiency. 


A high level macro assembler (with IF/THEN, DO/WHILE, SYSTEM/CASE, PROCedure C language 
constructs in the assembler) is available, as well as an incremental linker able to link up to 16 Mbytes of 
program and data, a library maintainer for archiving common software routines and Software Simulation 
of the code execution, allowing off-line code development and timing analysis. 


The validated ANSI standard C Compiler generates optimised code for the ST9. In addition a GNU C 
cross-compiler and Linker allows development support under the Microsoft Windows 3™ environment. 


Cost effective emulation is provided either through a software module running on standard PCs, or with 
the ST9 Starter Kit, offering hardware emulation capability. 


Full real time hardware emulation is provided by the ST9-HDS system. 


“Cc” 
Compiler 


GANG 
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EPROM 
Programmer 


Dedicated 
Board 


ST9-SWC/PC 
ASS/LINKER/ 
SIMULATOR/ 
ANSI G COMP. 


STANDARD STI FAMILY DEVELOPMENT TOOLS 
ROM EPROM 
Version| ROMless 
ST902X| ST9OE2X | ST902X-EMU ST902X-DBE | ST90E2X-EPB/T2X} ST90E2X-GP/DIL40 
ST90R26 ST90E2X-GP/LCC44 
STQ9 |ST904X| ST9O0E4X | ST904X-EMU ST904X-DBE | ST90E4X-EPB/T4X | ST90E4X-GP/LCC68 
ST90R40 ST90E4X-GP/QFP80 
ST90R50 | ST905X-EMU ST905X-DBE 
ST90R51 


- 1 a 
ST903X| ST90E3X | ST904X-EMU | ST904X-DBE | ST90E4X-EPB/T4X | STSOE4X-GP/LCC68 
ST90R30 ST90E4X-GP/QFP80 
ST90R91 | ST9OR91-EMU | ST90R91-DBE 


vl : 
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ST9030 
ST90E30 
ST90T30 
ST90R30 
ST9036 


919040 


ST90E40 


ST90T40 


ST90R40 


ST9Q Instruction Set 


GENERAL INDEX 


16K ROM HCMOS MCU with EEPROM RAM and 
A/D Converter 


16K EPROM HCMOS MCU with EEPROM, RAM and 
A/D Converter 


16K EPROM HCMOS MCU with EEPROM, RAM and 
A/D Converter 


ROMLESS HCMOS MCU with EEPROM, RAM and 
A/D Converter 
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CT} SGS-THOMSON 
MYM. wienosecrnomies ST 9030 


8K ROM HCMOS MCU 
WITH A/D CONVERTER 


Register oriented 8/16 bit CORE with 
RUN, WFI and HALT modes 


# Minimum instruction cycle time : 500ns 
(12MHz internal) 


Internal Memory : 

ROM 8K bytes 

224 general purpose registers available as RAM, 
accumulators or index registers (register file) 


= 80-pin PQFP package for ST9030Q 
68-lead PLCC package for ST9030C 
56-pin shrink DIP package for ST9030B 


=» DMA controller, Interrupt handler and Serial Pe- 
ripheral Interface as standard features 


PQFP80 


Up to 56 fully programmable I/O pins 


= Up to 8 external plus 1 non-maskable interrupts Seer 


= 16 bit Timer with 8 bit Prescaler, able to be used PLCC68 
as a Watchdog Timer 


a» Two 16 bit Multifunction Timers, each with an 8 
bit prescaler and 13 operating modes 


» 8 channel 8 bit Analog to Digital Converter, with 
Analog Watchdogs and external references 


Serial Communications Interface with asynchro- 
nous and synchronous capability 


a Rich Instruction Set and 14 Addressing modes 


Division-by-Zero trap generation 


a Versatile development tools, including assembler, 
linker, C-compiler, archiver, graphic oriented de- PSDIP56 
bugger and hardware emulators 


= Real Time Operating System 


= Windowed and One Time Programmable EPROM 
parts available for prototyping and pre-production 
development phases 


a Pin to pin compatible with ST9036 and ST9040 (Ordering Information at the end of the Datasheet) 
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Figure 1. 80 Pin PQFP Package 


PA7/AIN7 
P46/AING 


P70/SIN 


| 60. | P71/SOUT P45/AIN5 
go _| P72/INTA/TXCLK P43/AIN3 

9 
/CLKOUT P42/AIN2 


5g | P73/INTS | 73 | Pat/AINt 
/RXCLK/ADTRG P40/AINO 


P27/RRDY5 


79 «| P26/INT3 _ 
/RDSTB5/P/D 


| 69 | P25/WRRDY5 


P24/INT1 
/WRSTB5 


P76/WDOUT 


°5 | /BUSREQ 


PO0/AO/DO 


OSCOUT PO1/A1/D1 P23/SDO 
| 66__| P22/INT2/SCK 
P21/SDV/P/D 
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Figure 2. 68 Pin PLCC Package 


Table 2. ST9030C Pin Description 


P72/CLKOUT 
TXCLKIINT4 
65 [pee P73/ADTRG 
[es [int7 “| /RXCLK/INTS 
/BUSREQ 
/BUSACK /RDSTB5/P/D 
— 48 ——__—— 
(WRSTBS 
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Figure 1b. 56 Pin Shrink DIP Pinout 1.1 GENERAL DESCRIPTION 


The ST9030 is a ROM member of the ST9 family of 
microcontrollers, completely developed and pro- 
duced by SGS-THOMSON Microelectronics using 
a proprietary n-well HCMOS process. 


The ROM device is fully compatible with its 
EPROM version, which may be used for the proto- 
typing and pre-production phases of development, 
and can be configured as: a standalone microcon- 
troller with 8K bytes of on-chip ROM, a microcon- 
troller able to manage up to 120K bytes of external 
memory, or as a parallel processing element in a 
system with other processors and peripheral con- 
trollers. 


The nucleus of the ST9030 is the advanced Core 
which includes the Central Processing Unit (CPU), 
the Register File, a 16 bit Timer/Watchdog with 8 
bit Prescaler, a Serial Peripheral Interface support- 
ing S-bus, I°C-bus and IM-bus Interface, plus two 8 
bit /O ports. The Core has independent memory 
and register buses allowing a high degree of pipe- 
lining to add to the efficiency of the code execution 
speed of the extensive instruction set. The power- 
ful I/O capabilities demanded by microcontroller 
applications are fulfilled by the ST9030 with up to 
56 I/O lines dedicated to digital Input/Output. 


| Pinname | 
1_|Pa2/AIN2 | 
2 |P4s/AINS 
3 |PA5/AINS | 
4 |PA6/AING 


[PA7/AINT D These lines are grouped into up to seven 8 bit I/O 
: Ports and can be configured on a bit basis under 
software control to provide timing, status signals, 
U an address/data bus for interfacing external mem- 
P71/SOUT ory, timer inputs and outputs, analog inputs, exter- 
P72/CLKOUT nal interrupts and serial or parallel I/O with or 
48 ithout handshake. 

Pe 8 | freuen etal 
a he Three basic memory spaces are available to support 
11 this wide range of configurations: Program Memory 
RXCESINIS (internal and external), Data Memory (internal and ex- 
ternal) and the Register File, which includes the control 


and status registers of the on-chip peripherals. 


Two 16 bit MultiFunction Timers, each with an 8 bit 
Prescaler and 13 operating modes allow simple 
use for complex waveform generation and meas- 
urement, PWM functions and many other system 
timing functions by the usage of the two associated 
DMA channels for each timer. In addition there is 
an 8 channel Analog to Digital Converter with inte- 
gral sample and hold, fast 11s conversion time 
and 8 bit resolution. An Analog Watchdog feature 
is included for two input channels. 


Completing the device is a full duplex Serial Com- 
munications Interface with an integral 110 to 
375,000 baud rate generator, asynchronous and 
1.5Mbyte/s synchronous capability (fully program- 
mable format) and associated address/wake-up 
option, plus two DMA channels. 


P33/TOOUTB 


P32/TOINB 


P31/TOOUTA 
P30/P/D/TOINA 


P13/A11 


13 
14 
15 
16 
17 
18 
19 
20 
21 


22 
23 


24 
25 
26 
27 

8 
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1.2 PIN DESCRIPTION 


AS. Adaress Strobe (output, active low, 3-state). 
Address Strobe is pulsed low once at the begin- 
ning of each memory cycle. The rising edge of AS 
indicates that address, Read/Write (R/W), and 
Data Memory signals are valid for program or data 
memory transfers. Under program control, AS can 
be placed in a high-impedance state along with 


Port 0 and Port 1, Data Strobe (DS) and R/W. 


DS. Data Strobe (output, active low, 3-state). Data 
Strobe provides the timing for data movement to or 
from Port 0 for each memory transfer. During a 
write cycle, data out is valid at the leading edge of 
DS. During a read cycle, Data In must be valid prior 
to the trailing edge of DS. When the ST9030 ac- 
cesses on-chip memory, DS Is held high during the 
whole memory cycle. It can be placed in a high im- 
pedance state along with Port 0, Port 1, AS and R/W. 


R/W. Read/Write (output, 3-state). Read/Write 
determines the direction of data transfer for exter- 
nal memory transactions. R/W is low when writing 
to external program or data memory, and high for 
all other transactions. It can be placed in a high im- 
pedance state along with Port 0, Port 1, AS and DS. 


RESET. Reset (input, active low). The ST9 is initial- 
ised by the Reset signal. With the deactivation of RE- 
SET, program execution begins from the Program 
memory location pointed to by the vector contained 
in program memory locations 00h and Oth. 


INTO, INT7. External interrupts (input, active on ris- 
ing or falling edge). External interrupt inputs 0 and 


Figure 3. ST9030 Block Diagram 


256 Bytes 
REGISTER FILE 


8k Bytes 
ROM 
e> ii 
1/0 PORT 0 0 PORT 1 1/0 PORT 2 
( Address/Data ) ( Address ) ( SPI ) 


MEMORY BUS 


VO PORT 3 


( TIMERS ) 
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7 respectively. INTO channel may also be used for 
the timer watchdog interrupt. 


OSCIN, OSCOUT. Oscillator (input and output). 
These pins connect a parallel-resonant crystal 
(24MHz maximum), or an external source to the 
on-chip clock oscillator and buffer. OSCIN is the in- 
put of the oscillator inverter and internal clock gen- 
erator; OSCOUT is the output of the oscillator 
inverter. 


AVpp. Analog Vpp of the Analog to Digital Converter. 


AVss. Analog Vss of the Analog to Digital Con- 
verter. Must be tied to Vss. 


Vpp. Main Power Supply Voltage (5V + 10%) 
Vss. Digital Circuit Ground. 


P0.0-P0.7, P1.0-P1.7, P2.0-P2.7 P3.0-P3.7, P4.0- 
P4.7, P5.0-P5.7, P7.0-P7.7 //O Port Lines (In- 
put/Output, TTL or CMOS compatible). 56 lines 
grouped into I/O ports of 8 bits, bit programmable 
under program contro! as general purpose I/O or 
as alternate functions. 


1.2.11/O Port Alternate Functions 


Each pin of the I/O ports of the ST9030 may as- 
sume software programmable Alternative Func- 
tions as shown in the Pin Configuration Drawings. 
Table 1-4 shows the Functions allocated to each 
I/O Port pins and a summary of packages for which 
they are available. 


INTO INT7 


SCI 1/0 PORT 7 
WITH DMA (SCI) 


REGISTER BUS 


2 x 16-bit TIMER 
WITH DMA 
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PIN DESCRIPTION (Continued) 
Table 4. ST9030 I/O Port Alternate Function Summary 


Function | Alternate Function Pin Assignment 
PLCC PQFP 


(0 PORT 
Port. bit 


A0/DO VO Address/Data bit O mux 
A1/D1 /O Address/Data bit 1 mux 
A2/D2 /O Address/Data bit 2 mux 
A3/D3 /O Address/Data bit 3 mux 
A4/D4 /O Address/Data bit 4 mux 
A5/D5 /O Address/Data bit 5 mux 
A6/D6 /O Address/Data bit 6 mux 
A7/D7 /O Address/Data bit 7 mux 
A8 Address bit 8 

AQ Address bit 9 

P1.2 A10 Address bit 10 

P1.3 Ai1 Address bit 11 


Ai2 Address bit 12 
P15 fais | Address bit 13 
[is [ae | 0 [Address bit4 
reir [ais | 0 [Address bittS 
p20 [NMI | |__| Non-Maskable Interrupt | 44 
P2.0 |ROMIess | ROMless Select (Mask option) 

Program/Data Space Select 

| SPI Serial Data Out 

P2.2 External Interrupt 2 
P2.2 SPI Serial Clock 
S 


DI 
CK 
P2.3 DO SPI Serial Data In 
P/D 
P/D 


PO.1 
P0.2 
P0.3 
P0.4 
P0.5 


P0O.7 


P1.1 


1 
6 
f 
6 


av) 
—_ 


24 32 
25 33 
26 34 
27 35 
28 36 
29 37 
30 38 
31 39 
23 31 
22 30 
21 29 
20 28 


39 
40 
4 
42 
43 
44 
45 
4 
38 
3 
3 
34 
3 


wk, | ce 
Cc | o 


oO |W | 


o 
— 


N op) 
1°) 
- Q@ | PM 


jee) 


P2.4 INT 1 External Interrupt 1 
P2.4 WRSTB5 


Handshake Write Strobe P5 
Handshake Write Ready P5 
External Interrupt 3 
Handshake Read Strobe P5 
Program/Data Space Select 
Handshake Read Ready P5 
MF Timer 0 Input A 
Program/Data Space Select 
MF Timer 0 Output A 

MF Timer 0 Input B 

MF Timer 0 Output B 

MF Timer 1 Input A 


co 
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PIN DESCRIPTION (Continued) 
Table 4. ST9030 I/O Port Alternate Function Summary(Continued) 


/O PORT Function | Alternate Function Pin Assignment 
Port. bit 


[pico [pare | PSDP 
fess [tiouta | 0 |wFtmertoupaa——*t Sito e 

[ros [rine [1 [wetimertingte —=«d| =e | 
[ps7 [route | 0 |wrTimertouint®——~—S~C~“tC“‘iaSC*idCi Pt 
[eas [Ant [1 [A Analog input 
fea2 [ane | 1 [AD Analog int 
[pas [Ana | 1 [A Analog nut’ 
[eae [ane | 1 [WD Analog input 
[eas [ANS [1 |W Analog input 
[eas [Ane | 1 [A Analog Input 
[par [an7 | 1 |W Analog input? 
[p50 | | WO |Vo Handshake Pow 
[10 |wo Handshake Pon 
[10 | Handshake Pons 
[10 [wo Handshake Pon 
[10 [wo Hendshake Pon 
[10 [wo Handshake Pons 
[10 [wo Handshake Pons 
10 
ae 
cial 
me 


~] 
i) 
or | Oo 


SN 
aN 


5 
5 
5 


w 


6 
6 
6 


jo) 


/O 
I/O 
/O 
/O 
/O 
/O 
VO 
I/O 


|| [External interrupt4 
[p72 _[oixour | 0 |sCiByieSyncClock Oupat | 
fe7a [NTS |__| _[Extemalinterupts 
revs [RxoLK | 1 _[ScIReceWveCiockinpu ‘| _—_a0 
era [Te | 1 [Exemaliniompts | 
p74 [PDC Program/Data Space Select 


WAIT External Wait Input 
T/WD Output 


ol 
oO 


4 
4 


aN 
i<e) 
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3 
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2 CORE ARCHITECTURE 


2.1 CORE ARCHITECTURE 


The Core or Central Processing Unit (CPU) of the 
ST9 includes the 8 bit Arithmetic Logic Unit and the 
16 bit Program Counter, System and User Stack 
Pointers. The microcoded Instruction Set is highly 
optimised for both byte (8 bit) and word (16 bit) 
data, BCD and Boolean data types, with 14 ad- 
dressing modes. 

Three independent buses are conirolled by the 
Core, a 16 bit Memory bus, an 8 bit Register ad- 
dressing bus and a 6 bit Interrupt/DMA bus con- 
nected to the interrupt and DMA controllers in the 
on-chip peripherals and the Core. This multiple bus 
architecture allows a high degree of pipelining and 
parallel operation, giving the ST9 its efficiency in 
both numerical calculations and communication 
with the on-chip peripherals. 


Figure 2-1. Address Spaces 


64K 
PROGRAM 
MEMORY 


REGISTER 
FILE 
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2.2 ADDRESS SPACES 


The ST9 has three separate address spaces: 


- Register File: 240 8-bit registers plus up to 64 
pages of 16 bytes each, located in the on-chip 
peripherals. 


- Data memory with up to 64K (65536) bytes 
- Program memory with up to 64K (65536) bytes 


The Data and Program memory spaces will be ad- 
dressed in further detail in the next section. 


2.2.1 Register File 
The Register File consists of: 
- 224 general purpose registers RO to R223 


- 16 system registers in the System Group 
(R224 to R239). 


. I/O pages depending on the configuration of 
the ST9, each containing up to 16 registers, 
with paging facilities based on the top group 
(R240 to R255). 


64K 
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MEMORY 


VA00430 


9/195 


e MICROELECTRONICS 


25 


ST9 - Architecture 


ADDRESS SPACES (Continued) 
Figure 2-2. Register Grouping Figure 2-3. Page Pointer Configuration 
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ADDRESS SPACES (Continued) 


2.2.2 Addressing Registers 


All registers in the Register File and pages can be 
specified by using a decimal, hex or binary ad- 
dress, e.g. R231, RE7h or R11100111b is the 
same register. 

The registers can be referred to by their hexadeci- 
mal group address, so that registers RO-R15 form 
group 0, R160-R175 form group A and so on. 


Working Register Addresses 


The 8-bit register address is formed by 2 nibbles, 
for example, for register R195 or RC3h or 
R11000011, 1100 specifies the 13th group (i.e. 
group C) and 0011 specifies the 3rd register in that 
group. 

Working registers are addressed by supplying the 
least significant nibble in the instruction and adding 
it to the most significant nibble found in the Regis- 
ter Pointer (R233). Working register addressing is 
shown in Figures 2-4. 


System Registers 


The 16 system registers at addresses R224 to 
R239 form Group E. 

The system registers are addressable using any of 
the 4 register addressing modes and the most sig- 
nificant nibble will, in all cases, be 14 (OEh). 


Paged Registers 


There are a maximum of 64 pages each containing 
16 registers. These are addressed using the regis- 
ter addressing modes with the addition of the Page 
Pointer register, R234. This register selects the 
page to be addressed in group F and once set, 
does not need to be changed if two or more regis- 
ters on the same page are to be addressed in suc- 
cession. 


Therefore if the Page Pointer, R234, is set to 5, the 
instructions 

Spp 5 

ld R242, r4 

will load the contents of working register r4 into the 
third register (R242) of page 5. 


These paged registers hold data and control regis- 
ters related to the on-chip peripherals, and thus the 
configuration depends upon the peripheral organi- 
sation of each ST9 family member. i.e. pages only 
exist if the peripheral exists. 


Available pages are shown in Table 2-2. 
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2.2.3 Input/Output Ports 


The Input/Output ports are located in two areas. 
The port registers for Ports 0-5 are located at the 
bottom of the System register group in locations 
R224 to R229, while port 6 and 7 are located in 
page three, in registers 251 and 255 respectively. 


Each Port has three associated Control registers, 
which determine the individual pin modes (I/O, 
Open-Drain etc). These registers are located in 
pages 2and3. 


Table 2-1. Register File Organization 
Hex. Decimal Register File 
Address Address Group 
FO-FF 240-255 
Registers 
Registers 


DO-DF 208-223 
C0-CF 192-207 


Group F 


Group E 


Group D 
Group C 
Group B 


= 


Group A 
Group 9 
Group 8 
Group 7 
Group 6 
Group 5 
Group 4 
Group 3 
Group 2 
Group 1 
Group 0 


11/195 


e MICROELECTRONICS 


27 


ST9 - Architecture 


ADDRESS SPACES (Continued) 
Table 2-2. Group F Peripheral Organization 
Applicable for ST9030 


DEC 00 02 08 09 ; i 24 63 
DEC HEX 00 02 08 09 18 


RESERVEDIRESERVED 
R254 RFE 


RESERVED 
PORT? 
PORT 3 

ee ee RESERVED 
R252 RFC | wor | 
R251 RFB PESERVED 
R250 RFA | twp RESERVED 
Soia. AES PORT 2 MFT 1 MFT 0 A/D 
R248 RF8 wer | 
R247 RF7 PESERVED SCI 
R246 RF6 PORT 5 MFT 
Reas pes | EXTINT | PORT 
R244 RF4 
R242 RF2 
R241 RF1 FESERVED pone pone 
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R255 RFF 


2.3 SYSTEM REGISTERS 


Following is the description of System Registers. 
For PORTO to PORT5 Registers, please refer to 
I/O Port Chapter. 


Figure 2-5. System Registers 


p20 (ED 
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2.3.1 Central Interrupt Control Register 


This Register CICR is located in the system Regis- 
ter Group at the address R230 (E6h). Please refer 
to “INTERRUPT” and “DMA” chapters in order to 
get the background of the ST9 interrupt philoso- 
phy. 

CICR R230 (E6h) Sytem Read/Write 

Central Interrupt Control Register 


Reset Value : 1000 0111 


7 0 
GCEN| TLIP Tu | teN | 1AM CPL2 | CPL1 | CPLO 


b7 = GCEN: Global Counter Enable. This bit is the 
Global Counter Enable of the Multifunction Timers. 
The GCEN bit is ANDed with the CE (Counter En- 
able) bit of the Timer Control Register (explained in 
the Timer chapter) in order to enable the Timers 
when both bits are set. This bit is set after the Re- 
set cycle. 


b6 = TLIP: Top Level Interrupt Pending. This bit is 
automatically set when a Top Level Interrupt Re- 
quest is recognized. This bit can also be set by 
Software in order to simulate a Top Level Interrupt 
Request. 


b5 = TLI: Top Level Interrrupt bit. When this bit is 
set, a Top Level interrupt request is acknowledged 
depending on the IEN bit and the TLNM bit (in 
Nested Interrupt Control Register). If the TLM bit is 
reset the top level interrupt acknowledgement de- 
pends on the TLNM alone. 


b4 = IEN: Enable Interrupt. This bit, (when set), al- 
lows interrupts to be accepted. When reset no in- 
terrupts other than the NMI can be acknowledged. 
It is cleared by interrupt acknowledgement for con- 
current mode and set by interrupt return (iret). It 
can be managed by hardware and software (ei 
and di instruction). 


b3 = IAM: Interrupt Arbitration Mode. This bit cov- 
ers the selection of the two arbitration modes, the 
Concurrent Mode being indicated by the value “0” 
and the Fully Automatic Nested Mode by the value 
“1”. This bit is under software control. 


b2-b0 = CPL2-CPLO: Current Priority Level. These 
three bits record the priority level of the interrupt 
presently under service (i.e. the Current Priority 
Level, CPL). For these priority levels 000 is the 
highest priority and 111 is the lowest priority. The 
CPL bits can be set by hardware or software and 
give the reference by which following interrupts are 
either left pending or able to interrupt the current 
interrupt. When the present interrupt is replaced by 
one of a greater priority, the current priority value is 
automatically stored until required. 
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SYSTEM REGISTERS (Continued) 


2.3.2 Flag Register 


The Flag Register contains 8 flags indicating the 
status of the ST9. During an interrupt the flag register 
is automatically stored in the system stack area and 
recalled at the end of the interrupt service routine so 
that the ST9 is returned to the original status. This 
occurs for all interrupts and, when operating in the 
nested mode, up to seven versions of the flag regis- 
ter may be stored. 


FLAGR R231 (E7h) System Read/Write 
Flag Register 


Reset value: undefined 


7 0 
re fe [s [fm [* [for 


b7 = C: Carry Flag. The carry flag C is affected by 
the following instructions: 


Addition (add, addw, adc, adcw), 
Subtraction (sub, subw, sbc, sbcw), 
Compare (cp, cpw), 

Shift Right Arithmetic (sra, sxraw), 

Rotate (rrc, rrcew, rlc, rlcw, ror, rol), 
Decimal Adjust (da), 

Multiply and Divide (mul, div, divws). 


When set, it generally indicates a carry out of the 
most significant bit position of the register being 
used as an accumulator (bit 7 for byte and bit 15 for 
word operations). 


The carry flag can be set by the Set Carry Flag (scf) 
instruction, cleared by the Reset Carry Flag (xrcf) in- 
struction, and complemented (changed to “0” if “1”, 
and vice versa) by the Complement Carry Flag (ccf) 
instruction. 


b6 = Z: Zero Flag. The Zero flag is affected by the 
following instructions: 


Addition (add, addw, adc, adcw), 
Subtraction (sub, subw, sbc, sbcw), 
Compare (cp, cpw), 

Shift Right Arithmetic (sra, sraw), 

Rotate (rrc, xrcw, rlc, rlcw, ror, rol), 
Decimal Adjust (da), 

Multiply and Divide (mul, div, divws), 
Logical (and, andw, or, orw, xor, xorw, 
cpl), 

Increment and Decrement (inc, 
decw), 

Test (tm, tmw, tcm, tcmw, btset). 


In most cases, the Zero flag is set when the register 
being used as an accumulator register is zero, follow- 
ing one of the above operations. 


LICw;. dec, 
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b5 = S: Sign Flag. The Sign flag is affected by the 
same instructions as the Zero flag. 


The Sign flag is set when bit 7 (for byte operation) 
or bit 15 (for word operation) of the register used as 
an accumulator is one. 


b4 = V: Overflow Flag. The Overflow flag is af- 
fected by the same instructions as the Zero and 
Sign flags. 

When set, the Overflow flag indicates that a two’s- 
complement number, in a result register, is in error, 
since it has exceeded the largest (or is less than 
the smallest), number that can be represented in 
twos-complement notation. 


b3 = DA: Decimal Adjust Flag. The Decimal Adjust 
flag is used for BCD arithmetic. Since the algorithm 
for correcting BCD operations is different for addi- 
tion and subtraction, this flag is used to specify 
which type of instruction was executed last, so that 
the subsequent Decimal Adjust (da) operation can 
perform its function correctly. 

The Decimal Adjust flag cannot normally be used 
as a test condition by the programmer. 


b2 = H: Half Carry Flag. The Half Carry flag indi- 
cates a carry out of (or a borrow into) bit 3, as the 
result of adding or subtracting two 8-bit bytes, each 
representing two BCD digits. The Half Carry flag is 
used by the Decimal Adjust (da) instruction to con- 
vert the binary result of a previous addition or sub- 
traction into the correct BCD result. 

Like the Decimal Adjust flag, this flag is not nor- 
mally accessed by the user. 


bi = UF: User Flag. Bit 1 in the flag register (UF) is 
available to the user, but it must be set or cleared 
by an instruction. 


bO = DP: Data/Program Memory Flag. This bit in 
the flag register indicates which memory area is 
addressed. Its value is affected by the Set Data 
Memory (sdm) and Set Program Memory (spm) in- 
structions. 


If the bit is set, the ST9 addresses the Data Mem- 
ory Area; when the bit is cleared, the ST9 ad- 
dresses the Program Memory Area. By reading 
this bit, the user can verify in which memory area 
the processor is working. The user writes this bit 
with the sdm or spm instructions. 
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SYSTEM REGISTERS (Continued) 


2.3.3 Register Pointing Techniques 


Two registers, R232 and R233, within the system 
register group, are available for register pointing. 
R232 and R233 may be used together as a single 
pointer for a 16 register working space or sepa- 
rately for two 8 register spaces, in which case 
R232 becomes Register Pointer 0 (RPO) and R233 
becomes Register Pointer 1 (RP1). 


The instructions srp, srp0O and srpi (the Set 
Register Pointer instructions) automatically inform 
the ST9 whether the Register File is to operate with 
a single 16-register group or two 8-register groups. 
The srp0 and srp1 instructions automatically set 
the twin 8-register group mode while the srp in- 
struction sets the single 16-register group mode. 
There is no limitation on the order or positions of 
these chosen register groups other than they must 
be on 8 or 16 register boundaries. 


The addressing of working registers involves use of 
the Register Pointer value plus an offset value given 
by the number of the addressed working register. 


When addressing a register, the most significant 
nibble (bits 4-7) gives the group address and the 
least significant nibble (bits 0-3) gives the register 
within that group. 


REGISTER POINTER 0 


RPO R232 (E8h) System Read/Write 
Register Pointer 0 


Reset Value : undefined 


7 0 
rs wes es [rc ows] oF [oo 


b7-b3 = RG7-RG3: Register Group number. These 
bits contain the number (from 0 to 31) of the group 
of working registers indicated in the instructions 
srp0 or srp. When using a 16-register group, a 
number between 0 and 31 must be used in the srp 
instruction indicating one of the two adjacent 8-reg- 
ister group of working registers used. RG7 is the 
MSB. 


b2 = RPS: Register Pointer Selector. This bit is set 
by the instructions srp0 and srp1 to indicate that a 
double register pointing mode is used. Otherwise, 
the instruction srp resets the RPS bit to zero to indi- 
cate that a single register pointing mode is used. 


b1,b0 = D1,D0: These bits are fixed by hardware to 


zero and are not affected by any writing instruction 
trying to modify their value. 
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REGISTER POINTER 1 


RP1 R233 (E9h) System Read/Write 
Register Pointer 1 


Reset Value : undefined 


7 0 
|e [es [ne] [3] oF [oo 


This register is used only with double register 
pointing mode; otherwise, using single register 
pointing mode, the RP1R register has to be consid- 
ered as reserved and not usable as a general pur- 
pose register. 


b7-b3 = RG7-RG3: Register Group number. These 
bits contain the number (from 0 to 31) of the group 
of 8 working registers indicated in the instructions 
srp1. Bit 7 is the MSB. 


b2 = RPS: Register Pointer Selector. This bit is 
automatically set by the instructions srpO and 
sxrpl to indicate that a double register pointing 
mode is used. Otherwise the instruction srp reset 
the RPS bit to zero to indicate that a single register 
pointing mode is used. 


b1,b0 = D1,D0: These bits are hardware fixed to 
zero and are not affected by any writing instruction 
trying to modify their value. 


Note. If working in twin 8-register group mode but 
only using srpO (i.e. only using one 8-register 
group) the unused register (R233) is to be consid- . 
ered as reserved and not usable as a general pur- 
pose register. 


The group of registers immediately below the sys- 
tem registers (i.e. group D, R208-R223) can only 
be accessed via the Register Pointers. To address 
group D then, it is necessary to set the Register 
Pointer to group D and then use the addressing 
procedure for working registers. The programmer 
is required to remember that the group D should be 
used as a stacking area. This point is also covered 
in the Stack Pointers paragraph. 
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SYSTEM REGISTERS (Continued) 


EXAMPLES 
Using the Single 16 Register Group 


When the system is operating in the single 16-reg- 
ister group mode, the registers are referred to as 
r0-r15. In this mode, the offset value (i.e. the num- 
ber of the working register referred to) is supplied 
in the address (preceded by a small r, e.g. r5) and 
is added to the Register Pointer 0 value to give the 
absolute address. 


For example, if the Register Pointer contains the 
value 70h, then working register r7 would have the 
absolute address, R77h. 


In this mode, the single 16-registers group will al- 
ways start from the lowest even number equal or 
lower to the number given in the instruction. 


Example: srp #3 is equivalentto srp #2. 


Figure 2-6. Single 16 Register pointing Mode 
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Using the Twin 8-Register Group 


When working in the twin working group mode, the 
registers pointed by Register Pointer 0 (RPOR), are 
referred as r0-r7 and those pointed by Register 
Pointer 1 (RP1R), are referred to as r8-r15, regard- 
less of their absolute addresses. In this mode, 
when operating with the first 8 working registers 
(i.e. rO - r7) the working register number acts as an 
offset which is added to the value in Register 
Pointer 0. 


So if Register Pointer 0 contains the value 96, then 
working register 0 has the absolute address 96, 
working register 5 has the absolute address 101, 
and so on. The second group of working registers, 
r8-r15, has the offset values 0 to 7 respectively (i.e. 
r8 has the offset value 0, r9 has the offset value 1, 
and so on), this offset value being added to the 
value in Register Pointer 1. 


For example, given that the value in Register 
Pointer 1 is 32, then working register 12 supplies 
an offset value of 4 (given by 12 minus 8) to the 
value in Register Pointer 1 to give an absolute ad- 
dress of 36. 


Figure 2-7. Double Register pointing Mode 
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SYSTEM REGISTERS (Continued) 


2.3.4 Page Configuration 


The pages are available to be used for the storage 
of control information (such as interrupt vector 
pointers) relevant to particular peripherals. There 
are up to 64 pages (each with 16 registers) based 
on registers R240-R255. These paged registers 
are addressable via the page pointer register 
(PPR), which is system register R234. 


To address a paged register the page pointer regis- 
ter (R234) must be loaded with the relevant page 
number using the spp instruction (Set Page Pointer) 
and subsequently any address from the top (F) 
group (R240-R255) will be referred to that page. 


For example if register 23 contains the value 44, 
the following sequence loads the third register 
R242 on page 5 with the value 44. 

spp 9 

ld R242, R23 


PPR R234 (EAh) System Read/Write 
Page Pointer Register 


Reset value : undefined 


7 0 
er [rs [rs [ve] [eo [ 


b7-b2 = PP7-PP2: Page Pointer. These bits con- 
tain the number (between 0 to 63) of the page cho- 
sen by the instruction ssp (Set Page Pointer). PP7 
is the MSB of the page address. Once the page 
pointer has been set, there is no need to refresh it 
unless a different page is required. 


b1-b0 = D1,D0: These bits are fixed by hardware to 
zero and are not affected by any writing instruction 
trying to modify their value. 


PAGE 0 contains the control registers of: 
. the external interrupt 

. the watchdog timer 

. the wait logic states 

. the serial peripheral interface (SPI) 

. the EEPROM (ST9030/E30/T30) 
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2.3.5 Mode Registers 


This register MODER is located in the System 
Register Group at the address 235. 


Using this register it is possible: 


- to select either internal or external System and 
User Stack area, 


. to manage the clock frequency 


- to enable the Bus request and Wait signals 
when interfacing external memory. 


MODER R235 (EBh) System Read/Write 
Mode Register 


Reset value : 1110 0000 


7 0 
DIV2 PRSO |BRQEN HIMP 


b7 = SSP: System Stack Pointer. This bit selects 
internal (in the Register File) or external (in the ex- 
ternal Data Memory) System Stack area, logical 
“1” for internal, and logical “O” for external. After 
Reset the value of this bit is “1”. 


b6 = USP: User Stack Pointer. Same as bit 7 for 
the User Stack Pointer; 


b5 = DIV2: OSCIN Clock Divided by 2. This bit con- 
trols the divide by 2 circuit which operates on the 
OSCIN Clock. A logical “1” value means that the 
OSCIN clock is internally divided by 2, and a logical 
“0” value means that no division of the OSCIN 
Clock occurs. 


b4-b2 = PRS2-PRSO: S79 CPUCLK Prescaler. 
These bits load the prescaling module of the inter- 
nal clock (INTCLK). The prescaling value selects 
the frequency of the ST9 clock, which can be di- 
vided by 1 to 8. See Clock chapter for more infor- 
mation. 


bi = BRQEN: Bus Request Enable. This bit is a 
software enable of an External Bus Request. 
When set to “1”, it enables a Bus Request on the 
BUSREQ pin. 


bO = HIMP: High Impedance Enable. When Port 0 
and/or Port 1 are programmed as multiplexed ad- 
dress and Data lines to interface external Program 
and/or Data Memory, these lines and the Memory 
interface control lines (AS, DS, R/W) can be forced 
into the High Impedance state by setting to “1” the 
HIMP bit. When this bit is reset, it has no effect on 
PO and P1 lines. 


If Port 1 is declared as an address AND as an I/O 
port (example: P10 ... P14 = Address, and P15... 
P17 = 1/0), HIMP has no effect on the I/O lines (in 
the previous example: P15... P17). 
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SYSTEM REGISTERS (Continued) 


2.3.6 Stack Pointers 


There are two separate, double register stack 
pointers available (named System Stack Pointer 
and User Stack Pointer), both of which can ad- 
dress registers or memory. 


The stack pointers point to the bottom of the stacks 
which are filled using the push commands and 
emptied using the pop commands. The stack 
pointer is automatically pre-decremented when 
data is “pushed in” and post-incremented when 
data is “popped out”. 


For example, the register address space is se- 
lected for a stack and the corresponding stack 
pointer register contains 220. When a byte of data 
is “pushed” into the stack, the stack pointer register 
is decremented to 219, then the data byte is 
“loaded” into register 219. Conversely, if a stack 
pointer register contains 189 and a byte of data is 
“popped” out, the byte of data is then extracted 
from the stack and then the stack pointer register is 
incremented to 190. 


The push and pop commands used to manage 
the system stack area are made applicable to the 
user stack by adding the suffix U, while to use a 
stack instruction for a word a W is added. 


For example push inserts data into the system 
stack, but an added U indicates the user stack and 
W means a word, so the instruction pushuw loads 
a word into the bottom of the user stack. 


If the User Stack Pointer register contains 223 
(working in register space) the instruction pushuw 
will decrement User Stack Pointer register to 222 
and then load a word into register R222 and R221. 


When bytes (or words) are “popped out” the values 
in those registers are left unchanged until fresh 
data is loaded into those locations. Thus when 
data is “popped” out from a stack area, the stack 
content remains unchanged. 


Note. Stacks must not be located in the pages or 
the system register area. 
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The System Stack area and The System Stack 
Pointer 


The System Stack area is used for the storage of 
temporarily suspended system and/or control reg- 
isters, i.e. the Flag register and the Program 
counter, while interrupts are being serviced. For 
subroutine execution only the Program Counter 
needs to be saved in the System stack area. 


There are two situations when this occurs automat- 
ically, one being when an interrupt occurs and the 
other when the instruction call subroutine is used. 
When the system stack area is in the Register File, 
the stack pointer, which points to the bottom of the 
stack, only needs one byte for addressing, in which 
case the System Stack Pointer Low Register 
(R239) is sufficient for addressing purposes. As a 
result the System Stack Pointer High Register 
(R238) becomes redundant BUT must be consid- 
ered as reserved (please refer also to “spirious” 
memory access section). Clearly when the stack is 
external a full word address is necessary and so 
both registers are used to point, the even register 
providing the MSB and the odd register providing 
the LSB. 


The User Stack area and User Stack Pointer 


The User Stack area is completely free from all in- 
terference from automatic operations and so it pro- 
vides a totally user controlled stacking area, that 
area being in any part of the memory which is of a 
RAM nature, or the first 14 groups of the general 
Register File i.e. not in the System register or 
Paged group. 

The User Stack Pointer consists of two registers, 
R236 and R237, which are both used for address- 
ing an external stack, while, when stacking in the 
Register File, the User Stack Pointer High Regis- 
ter, R236, becomes redundant but must be consid- 
ered as reserved. 
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SYSTEM REGISTERS (Continued) 


Stack location 


Care is necessary when managing stacks as there 
is no limit to stack sizes apart from the bottom of 
any address space in which the stack is placed. 
Consequently programmers are advised to use a 
stack pointer value as high as possible, particularly 
when using the Register File as a stacking area. 
This will also benefit programmers who may locate 
the stacks in group D using, for example the in- 
struction 1d R237, #223 which loads the value 


Figure 2-8. System and/or User Stack in 
Register Stack Mode 
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223 into the User Stack Pointer Low Register. The 
Programmer will not need to remember to set the 
Register Pointer to 208 to gain access to registers 
in the D-group, a problem outlined in Register 
Pointing Techniques paragraph. 

Stacks may be located anywhere in the first 14 
groups of the Register File (internal stacks) or the 
data memory (external stacks). It is not necessary 
to set the data memory using the instruction sdm 
as external stack instructions automatically use the 
data memory. 


Figure 2-9. System and/or User Stack in 
Memory Stack Mode 
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3 MEMORY 


3.1 INTRODUCTION 


The memory of the ST9 is divided into two spaces: 
- Data memory with up to 64K (65536) bytes 
. Program memory with up to 64K (65536) bytes 


Thus, there is a total of 128K bytes of addressable 
memory space. 


The 8K bytes of on-chip ROM memory of the 
919030 are selected at memory addresses 0 
through 1FFFh (hexadecimal) in the PROGRAM 
space. 


Off-chip memory, addressed using the multiplexed 
address and data buses (Ports 0 and 1) may be di- 
vided into the Program and Data spaces by the ex- 
ternal decoding of the Program/Data select pin 
(P/D) available as an Alternate Function output, al- 
lowing the full 128K byte memory. 


The memory spaces are selected by the execution 
of the sdm and spm instructions (Set Data Memory 
and Set Program Memory, respectively). There is 
no need to use either of these instructions again 
until the memory area required is to be changed. 
This requirement is not necessary in two cases: 


Figure 3-1. Memory Map 
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first, when operating with external stacks (the Data 
memory is automatically selected) and, secondly, 
when using the memory indirect to memory indirect 
post-increment addressing mode (the memory 
types are specified in the instructions: ldpp, 
ldpd, lddp, lddd). 

Program instructions and data in the immediate 
addressing mode are always read from the Pro- 
gam space. For example: 


sdm 
ld R80,#99 


will load R80 with the value 99 decimal from the 
program space. 


Either the Data Memory or the Program Memory, 
both external or internal, can be addressed using 
any of the memory addressing modes. 

The 16 bit memory address may be supplied di- 
rectly using the absolute memory location address 
or indirectly using a pair of registers. In addition the 
address can be given by an indexed mode when a 
short (byte) or long (word) offset is added to an in- 
direct base word address. 


EXTERNAL 


DATA SPACE 
VRO1996E 
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3.2 PROGRAM SPACE DEFINITION 


The Program memory space of the ST9030, from 
the 8K bytes of on-chip ROM memory (0 through 
1FFFh) to the full 64K bytes with off-chip memory 
expansion is fully available to the user. At ad- 
dresses greater than the first 8K bytes of Program 
space, external memory cycles are automatically 
executed for instruction fetches. 


The first 256 memory locations from address 0 to 
FFh hold the Reset Vector, the Top-Level (Pseudo 
Non-Maskable) interrupt, the Divide by Zero Trap 
Routine vector and, optionally, the interrupt vector 
table for use with the on-chip peripherals and the 
external interrupt sources. Apart from this case no 
other part of the Program memory has a predeter- 
mined function. 


Each vector is contained in two consecutive byte 
locations, the high order address held in the lower 
(even) byte, the low order address held in the up- 
per (odd) byte, forming the address which is 
loaded into the Program Counter when selected by 
the interrupt vector provided by the interrupt 
source. This should point to the relevant Interrupt 
Service routine provided by the user for immediate 
response to the interrupt. 


Table 3-1. First 6 Bytes of Program Space 


0 Address high of Power on Reset routine 
Address low of Power on Reset routine 

2 Address high of Divide by zero trap Subroutine 

3 Address low of Divide by zero trap Subroutine 
Address high of Top Level Interrupt routine 

5 


Address low of Top Level Interrupt routine 
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3.3 ROMLESS OPTION SUMMARY 


In the event of a program revision being required 
after the development of a ROM-based device, a 
mask option is available which enables the recon- 
figuration of the memory spaces to give a fully 
ROMless device. This means that the on-chip pro- 
gram ROM is disabled and ALL PROGRAM memory 
is seen as external, allowing the use of replacement 
program code in external ROM memory. 

For more information on this option, please refer to 
the section “External Memory Interface”. 


3.4 DATA SPACE DEFINITION 


The Data memory maximum size is 64K bytes and 
has exactly the same addresses and addressing 
modes as the Program memory, the spaces being 
distinguished by the use of the memory setting 
command (sdm, Set Data Memory). 


The on-chip general purpose registers may be 
used as additional RAM memory for minimum chip 
count systems. 


The Data Space is selected by the execution of the 
sdm instruction. All subsequent operand and stack 
memory references will access the Data Space. 


When a separate Data Space is not provided, data 
may also be stored in external RAM or ROM mem- 
ory within the Program Space. 
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4 INTERRUPTS 


4.1 INTRODUCTION 


The ST9 responds to peripheral events and exter- 
nal events through its Interrupt channels. When 
such an event occurs, if previously enabled and 
according to a priority mechanism, the current pro- 
gram execution can be suspended to allow the 
ST9 to execute a specific response routine. If the 
event generates an interrupt request, the current 
program status is saved after the current instruc- 
tion is completed and the CPU control passes to 
the Interrupt Service Routine. 


The ST9 CPU can receive requests from the fol- 
lowing type of sources: 


- On-chip peripherals 
- External pins 
- Top-Level Pseudo-non-maskable interrupt 


According to the on-chip peripheral features, an 
event occurrence can generate an Interrupt re- 
quest depending on the selected mode. 


Up to eight external interrupt channels, with pro- 
grammable input trigger edge, are available. In ad- 
dition, a dedicated interrupt channel, set to the 
Top-level priority, can be devoted either to the ex- 
ternal pin NMI (to provide a Non-Maskable-Inter- 
rupt) or to the Timer/Watchdog. Interrupt service 
routines are addressed through a vector table 
mapped in Program Memory. 


Figure 4-1. Interrupt Flow 
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4.2 INTERRUPT VECTORIZATION 


The ST9 implements an interrupt vectoring struc- 
ture that allows the on-chip peripheral to identify 
the location of the first instruction of the Interrupt 
Service Routine (IVR) automatically. 


When the interrupt request is acknowledged, the 
peripheral interrupt module provides, through its 
Interrupt Vector Register (IVR), a vector to point 
into the vector table of locations containing the 
start addresses of the Interrupt Service Routines 
(defined by the programmer). 


Each peripheral has a specific IVR mapped within 
its Register File pages. 


The Interrupt Vector table, containing the list of the 
addresses of the Interrupt Service Routines, is lo- 
cated in the first 256 locations of the Program 
Memory. The first 6 locations of the Program Mem- 
ory are reserved for: 


Address Content 
Address high of Power on Reset routine 
Address low of Power on Reset routine 


Address high of Divide by zero trap Subroutine 


Address low of Divide by zero trap Subroutine 


Address high of Top Level Interrupt routine 


Address low of Top Level Interrupt routine 


With one Interrupt Vector register, it is possible to 
address more interrupt service routines; in fact, 
several peripherals share the same interrupt vec- 
tor register among several interrupt channels. The 
most significant bits of the vector are user pro- 
grammable to define the base vector address in- 
side the vector table in the program memory, the 
least significant bits are controlled by the interrupt 
module in hardware to select the specific vector. 


Note: The first 256 locations of the program mem- 
ory can contain program code. Other than the Re- 
set vector, they are not exclusively reserved to the 
vector table. 


Warning. Although the Divide by Zero Trap oper- 
ates as an interrupt, the FLAG Register is not 
pushed onto the system Stack automatically. As a 
result it must be regarded as a subroutine, and the 
acknowledge routine must end with the RET instruc- 
tion. 


23/195 


MICROELECTRONICS 


39 


ST9 - Interrupts 


INTERRUPT VECTORIZATION (Continued) 
Figure 4-2. Vectors and Associated Routines 
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ST9 - Interrupts 


4.3 INTERRUPT PRIORITY LEVEL ARCHITECTURE 


The ST9 supports a fully programmable interrupt 
priority structure. Figure 4-4 shows a conceptual 
description. 


9 priority levels are available to define the channel 
priority relationship. Each channel has a 3 bit field, 
PRL (Priority Level), that defines its priority level 
among 8 programmable levels. The ninth level 
(Top Level Priority) is reserved for the 
Timer/Watchdog or the External Pseudo Non- 
Maskable Interrupt. The On-chip peripheral chan- 
nel and the eight external interrupt sources can be 
programmed within eight priority levels: level 7 has 
the lowest priority, level 0 has the highest priority. 


If several units are located at the same priority level, 
an internal daisy chain, fixed for each ST9 device, 
defines the priority relationship within that level. 


The PRL bits are used to define the priority level for 
interrupt requests. 


Top level priority interrupt (highest) can be as- 
signed either to the external Pseudo Non-Mask- 
able interrupt or to the internal Timer/Watch-Dog. 
An Interrupt service routine at this level cannot be 
interrupted in any arbitration mode. Its mask can 
be both maskable (TLI) or non-maskable (TLNM). 


Figure 4-4. Interrupt Logic 


FROM INTERRUPT 
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HARDWARE INTERRUPT 
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4.4 PRIORITY LEVEL ARBITRATION 


The 3 bits of CPL (Current Priority Level) in the 
Central Interrupt Control Register contain the prior- 
ity of the currently running program (CPU priority). 
CPL is set to 7 (lowest priority) upon reset and can 
be modified during program execution either by 
software or automatically by hardware according 
to the selected Arbitration Mode. 


During every instruction an arbitration phase is 
made between every channel capable of generat- 
ing an Interrupt, each priority level is compared to 
all the other requests. If the highest priority request 
is an interrupt, it must be higherthan the CPL value 
in order to be acknowledged. 


The priority of the Top Level Interrupt overrides 
every other priority. 


If two or more requests occur at the same instant of 
time and at the same priority level, an on-chip daisy 
chain, specific to every ST9 version, selects the 
channel with the highest position in the chain. The 
position in the chain is shown in table 4-1. 


ST9 provides two interrupt arbitration modes: Con- 
current and Nested modes. The Concurrent mode 
is the standard interrupt arbitration mode while the 
Nested mode improves the effective interrupt re- 
sponse time when a nesting of the service routines 
is required according to the request priority levels. 


INTERRUPT 
TO CORE 
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PRIORITY LEVEL ARBITRATION (Continued) 


The control bit IAM (CICR.3) selects the Concur- 
rent Arbitration mode (when reset to “O”) or the 
Nested Arbitration Mode (when set to “1”). 

Table 4-1. Daisy Chain Priorities 


Applicable for ST9030, ST9036, ST9040 


Highest Position 


Lowest Position TIMER? 


4.4.1 Concurrent Mode 


This mode is selected when the IAM bit is cleared 
(reset condition). The arbitration phase, performed 
during every instruction, selects the request with 
the highest priority level. 

If the highest priority request is an interrupt request 
and its priority value is higher than the Current Pri- 
ority Value CICR.2,1,0 (R230.2,1,0), the interrupt 
request will be acknowledged at the end of the cur- 
rent instruction. The interrupt Machine Cycle per- 
forms the following steps: 


. 1. Disables all the maskable interrupt requests 
by clearing CICR.IEN 


- 2. Pushes the PC low byte into the system stack 
. 3. Pushes the PC high byte into the system stack 
. 4. Pushes the Flag register into the system stack 


. 5. Loads the PC with the 16-bit vector stored in 
the Vector Table, pointed to by the Interrupt 
Vector Register (IVR). 


Figure 4-5. Example of a Sequence of Interrupt Requests with : 


- Concurrent mode 


- El set to 1 during the interrupt routine execution 


PRIORITY LEVEL 


MAIN PROGRAM 


CPL IS SET TO 7 
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INTERRUPT 2 HAS PRIORITY LEVEL 2 
INTERRUPT 3 HAS PRIORITY LEVEL 3 
INTERRUPT 4 HAS PRIORITY LEVEL 4 
INTERRUPT 5 HAS PRIORITY LEVEL 5 


MAIN PROGRAM 
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PRIORITY LEVEL ARBITRATION (Continued) 


The Interrupt Service Routine must be concluded 
with the iret instruction. The iret instruction 
executes the following operations: 


- 1. Pops off the Flag register from the system Stack 
. 2. Pops off PC high byte from the system Stack 
. 3. Pops off PC low byte from the system Stack 


- 4. Enables all the un-masked Interrupts, by set- 
ting the CICR.IEN bit 


The suspended program execution is thus recov- 
ered at the interrupted instruction. All pending in- 
terrupts existing, or having occurred during the 
interrupt service routine execution, remain pending 
until the Enable Interrupt instruction (even if it is 
executed during the interrupt service routine). 


NOTE: When Concurrent mode is selected, the 
source priority level is meaningful only during the 
arbitration phase, where it is compared to all the 
other priority levels and the CPL, but no trace is 
kept of its value during the Interrupt Service Rou- 
tine. Therefore, if other requests are issued, once 
the global CICR.IEN is enabled again, they will be 
acknowledged regardless of the Interrupt Service 
Routine priority value; if no care is taken by the pro- 
grammer, unpleasant side effects can take place. 


A typical case is the following: 3 pending requests 
with different priority levels (ie 2,3,4) generate re- 
quests at the same time (because the associated 
events occurred during the same instruction). The 
three interrupt service routines set Interrupt Enable 
(IEN, CICR.4) by the ei instruction at the begin- 
ning of the routine to avoid a high interrupt re- 
sponse time to requests with a priority higher than 
the one under service (usually, the higher the prior- 
ity, the sooner the routine must be executed). Un- 
fortunately, what will happen in this case is that the 
three interrupt servicing routines will be executed 
exactly in the opposite order of their priority. Inter- 
rupt routine level 2 will be acknowledged first, then, 
when the ei instruction is executed, it will be inter- 
rupted by interrupt routine level 3, which itself will 
be interrupted by interrupt routine level 4. When in- 
terrupt routine level 4 is completed, interrupt rou- 
tine level 3 will be recovered and finally, interrupt 
routine level 2. 


Therefore, it is recommended, in concurrent 
mode, to avoid the insertion of the ei instruc- 
tion in the interrupt subroutine, which can trig- 
ger this LIFO (Last In, First Out) sequence of 
interrupt processing. 


Figure 4-6. Example of a Sequence of Interrupt Requests with : 


- Concurrent mode 
- El unchanged by the interrupt routines 


\ PRIORITY LEVEL 


MAIN PROGRAM 


CPL. IS SET TOS 


IST SGS:THOMSON 


INTERRUPT O HAS PRIORITY LEVEL O 
INTERRUPT 2 HAS PRIORITY LEVEL 2 
INTERRUPT 3 HAS PRIORITY LEVEL 3 
INTERRUPT 4 HAS PRIORITY LEVEL 4 
INTERRUPT 6 HAS PRIORITY LEVEL 6 
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PRIORITY LEVEL ARBITRATION (Continued) 


Figure 4-7. Interrupt Mode Flow-Chart 
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RESET El 
PUSH PC LOW ->@SP, SP<-SP+1 
PUSH PC HIGH ->@SP, SP<-SP+1 
PUSH FLAGS ->@SP, SP<-SP+1 
GET VECTOR + ADDRESS FROM TABLE 


INTERRUPT SERVICE ROUTINE INTERRUPT SERVICE ROUTINE 
(MAY SET El TO RENABLE INTERRUPT) (INTERRUPTABLE)) 
(2) (2) 


IRET IRET 
POP FLAGS" <«<-SP, SP<-SP-1 POP FLAGS’ <-SP, SP<-SP-1 
POP PC HIGH <-SP, SP<-SP-1 POP PC HIGH <-SP, SP<-SP-1 
POP PC LOW <-SP, SP<-SP-1 POP PC LOW <«-SP, SP<-SP-1 
SET El CPL < NICR 


VR001835 


Notes: 
1. The interrupt arbitration starts 6 CPUCLK cycles befor the end of execution of each instruction (5 cycles during WFI). 
2. Clear interrupt pending bit 
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PRIORITY LEVEL ARBITRATION (Continued) 


4.4.2 Nested Mode 


The difference of the Nested mode to the Concur- 
rent mode consists of the modification of the CPL 
value during the interrupt processing. The arbitra- 
tion phase is basically identical to the concurrent 
Mode, however once the request is acknowledged, 
the current CPL value is saved in the Nested Inter- 
rupt Control Register (NICR, R247 page 0) by set- 
ting the NICR bit corresponding to the CPL value 
(i.e. if the CPL is 3, NICR.3 bit will be set). The CPL 
value is then updated with the Priority value of the 
request just acknowledged, in this way the next ar- 
bitration cycle will be performed against the priority 
level of the Service Routine in progress. 


The Interrupt Machine Cycle will perform the fol- 

lowing steps: 

. Disable all the maskable interrupts by clearing 
IEN 

- Save the CPL value into the special stack 
NICR to hold the priority level of the suspended 
routine 

- Store in CPL the priority level of the acknow- 
ledged routine, so that the next request priority 
will be compared with the one of the routine 
under service 


- Push the PC-low byte into the System Stack 
- Push the PC-high byte into the System Stack 
- Push the Flag Register into the System Stack 


Figure 4-8. Example of a Sequence of Interrupt Requests with : 


- Nested mode 


- El set to 1 during the interrupt routine execution 


PRIORITY LEVEL 


MAIN PROGRAM 


CPL IS SET TO 7 


IST SGS-THOMSON 


INTERRUPT O HAS PRIORITY LEVEL O 
INTERRUPT 2 HAS PRIORITY LEVEL 2 
INTERRUPT 3 HAS PRIORITY LEVEL 3 
INTERRUPT 4 HAS PRIORITY LEVEL 4 
INTERRUPT 5 HAS PRIORITY LEVEL 5 
INTERRUPT 6 HAS PRIORITY LEVEL 6 


MAIN PROGRAM 
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PRIORITY LEVEL ARBITRATION (Continued) 


. Load the PC with the vector pointed by IVR. 


The iret Interrupt Return instruction executes the 
following steps: 


- 1. Pop off the Flag Register from the System 
Stack 


-. 2. Pop off the PC-high byte from the System 
Stack 


. 3. Pop off the PC-low byte from the System 
Stack 


. 4. Enable all the unmasked interrupts by set- 
ting the IEN bit 


- 5. Recover the interrupted routine priority level 
by popping the value from the special register 
(NICR) and by copying it into CPL. 


The suspended execution is thus recovered at the 
interrupted instruction. 

REMARKS 

1) Dynamic priority level modification: the main 
program and routines can be specifically priori- 


tized. Since CPL is represented by 3 bits in a 
read/write register, it is possible to modify dynami- 


cally the current priority value during the program 
execution. This means that a critical section can 
have a higher priority with respect to other interrupt 
requests. Furthermore it is possible to prioritize 
even the Main Program execution by modifying 
CPL during its execution. 


2) Maximum number of nestings: No more than 8 
routines can be nested. If an interrupt routine at 
level N is being serviced, no other Interrupts lo- 
cated at level N can interrupt it. This guarantees a 
maximum number of 8 nested levels including the 
Top Level Interrupt request. 


3) Priority level 7: Interrupt requests at level 7 can- 
not be acknowledged as their priority cannot be 
higher than the CPL value. This can be of use ina 
fully polled interrupt environment. 


A nested/concurrent mode sequence is given on 
Figure 4-10. This example clearly shows that 
Nested and Concurrent modes are defined by the 
user. Note that here the Y axis is referenced by 
CPL, instead of the source priority level, and that 
Interrupt 1 stays pending, having a priority level 
lower than CPL. 


Figure 4-9. Example of a Sequence of Interrupt Requests with : 


- Nested mode 
- El unchanged by the interrupt routiness 


PRIORITY LEVEL 
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INTERRUPT O HAS PRIORITY LEVEL O 
INTERRUPT 2 HAS PRIORITY LEVEL 2 
INTERRUPT 3 HAS PRIORITY LEVEL 3 
INTERRUPT 4 HAS PRIORITY LEVEL 4 
INTERRUPT 6 HAS PRIORITY LEVEL 6 
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PRIORITY LEVEL ARBITRATION (Continued) 


Figure 4-10. Example of a Nested and Concurrent Mode Sequence 


PRIORITY LEVEL INTERRUPT PRIORITY LEVEL 5 
INTERRUPT PRIORITY LEVEL 2 
INTERRUPT PRIORITY LEVEL 3 
INTERRUPT PRIORITY LEVEL 2 
INTERRUPT PRIORITY LEVEL 0 
INTERRUPT PRIORITY LEVEL 1 
INTERRUPT PRIORITY LEVEL 2 


INT2 INT 


INT1 


INT4 INT6 /INT7 


| 


N 


el 


~«————- CPL set to 4 


y IAM bit = O 


=< —_——_ NESTED MODE. —— > | = _ CONCURRENT MODE ———_—_> 
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4.5 EXTERNAL INTERRUPTS 


The standard ST9 core contains 8 external inter- 
rupts sources grouped into four pairs. 


Table 4-2. External Interrupt Channel Grouping 


INT7 INTD1 

INT6 INTDO 

INT5 INTD1 

INT4 INTDO 

INT3 INTD1 

INT2 INTDO 

INT 1 INTD1 

INTO INTDO 
Each source has a trigger control bit TEAO,..TED1 
(R242,EITR.O,..,7 Page 0) to select triggering on 
the rising or falling edge of the external pin. If the 
Trigger control bit is set to “1”, the corresponding 
pending bit IPAO,..,IPD1 (R243,EIPR.0,..,7 Page 
0) is set on the input pin rising edge, if it is cleared, 
the pending bit is set on the falling edge of the input 
pin. Each source can be individually masked 


through the corresponding control bit IMAO,..,IMD1 
(EIMR.7,..,0). See Figure 4-12. 


The priority level of the external interrupt sources 
can be programmed among the eight priority levels 
with the control register EIPLR (R245). The priority 
level of each pair is software defined using the bits 
PRL2,PRL1. For each pair, the even channel 
(A0,B0,CO,DO) of the group has the even priority 
level and the odd channel (A1,B1,C1,D1) has the 
odd (lower) priority level. Figure 4-11 shows an ex- 
ample of priority levels. 
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Figure 4-11. Priority Level Examples 
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INT.DO: 100=4 


INTD1: 101=5 


INT.CO- Q000=0 
INT.C1. O01=1 


- The source of the interrupt channel AO can be 
selected between the external pin INTO (when 
IAOS = “1”, the reset value) or the On-chip 
Timer/Watchdog peripheral (when IAOS = “0”). 

. The source of the interrupt channel BO can be 
selected between the external pin INT2 (when 
(SPEN,BMS)=(0,0)) or the on-chip SPI periph- 
eral. 

- The source of the interrupt channel CO can be 
selected between the external pin INT4 (when 
EEIEN = “0”) and the on-chip EEPROM write 
completion interrupt (when EEIEN=“1”). 


All other interrupt channels have an input pin as 
source, however, the input line may be multiplexed 
with an on-chip peripheral I/O or connected to an 
input pin that performs also other function (as in 
the case of the handshake feature). 


Table 4-3. Internal/External Interrupt Source 


External Interrupt 
Source Source 
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EXTERNAL INTERRUPTS (Continued) 


Figure 4-12. External Interrupts Control Bits and Vectors 
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4.6 TOP LEVEL INTERRUPT 


The Top Level Interrupt channel can be assigned 
either to the external pin NMI or to the 
Timer/Waichdog according to the status of the 
control bit EIVR.TLIS (R246.2, Page 0). If this bit is 
high (the reset condition) the source is the external 
pin NMI, if it is low, the source is the Timer/ Watch- 
dog End Of Count. When the source is the NMI ex- 
ternal pin, the control bit EIVR.TLTEV (R246.3; 
Page 0) selects between the rising (if set) or falling 
(if cleared) edge generating the interrupt request. 
When the selected event occurs, the CICR.TLIP bit 
(R230.6) is set. Depending on the mask situation, 
a Top Level Interrupt request may be generated. 
Two kinds of masks are available, a Maskable 
mask and a Non-Maskable mask. The first mask is 
the bit CICR.TLI (R230.5): it can be set or cleared 
to enable or disable respectively the Top Level In- 
terrupt request. If it is enabled, the global Enable 
Interrupt bit CICR.IEN (R230.4) must also be en- 
abled in order to allow a Top Level Request. 


The second mask NICR.TLNM (R247.7) is a set- 
only mask. Once set, it enables the Top Level In- 


Figure 4-13. Top Level Interrupt Structure 
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terrupt request independently of the value of 
CICR.IEN and it cannot be cleared by program. 
Only the processor RESET cycle can clear this bit. 


The Top Level Interrupt Service Routine cannot be 
interrupted by any other interrupt request, in any 
arbitration mode, even by another Top Level Inter- 
rupt request. 


Warning. The interrupt machine cycle of the Top 
Level Interrupt does not clear the CICR.IEN bit, 
and the corresponding iret does not set it. 
Please refer to additional warning on last page of 
this chapter. 


4.7 ON-CHIP PERIPHERAL INTERRUPTS 


The general structure of the peripheral interrupt 
unit is described here, however each on-chip pe- 
ripheral has its own specific interrupt unit contain- 
ing one or more interrupt channels, or DMA 
channels. Please refer to the specific peripheral 
chapter for the description of its interrupt features 
and control registers. 


TLIP 


Be ewe TOP LEVEL 
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ON-CHIP PERIPHERAL INTERRUPTS (Continued) 
The on-chip peripheral interrupt channels provide 


the following control bits: 


PRL=7: the lowest priority (the interrupt cannot 
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curs. Can be set/cleared by software to gener- 
ate/cancel pending interrupts and give the 


status for Interrupt polling. 


Set by hardware when the Trigger Event oc- 
. Interrupt Mask bit (IM) 


_ Interrupt Pending bit (IP) 


The IVR points to the vector table which itself 


. Interrupt Vector Register (IVR, up to 7 bits) 
contains the interrupt routine start address. 


“0”, no interrupt request is generated. If 
“1” an interrupt request is generated when- 


If IM = 
IM = 


ever IP = “1” and CICR.IEN 


“4 ee 


Figure 4-14. Wait For Interrupt Timing 


INTERRUPT 
OR DMA 


WFI EXECUTION PERIOD 


MACHINE 
CYCLE 


6+5L 7+5L 8+5L 


WFI LOOP 
145L 2+5L 34+5L 44+5L 5+5L 


Ww) 
st 
m 
N 

N 

= 

= 


SAMPLE 


DISCARDED 
2d FETCH 


-AO 
| 


| 
I 
| 
A7 
| 
| 
1 
| 


| 

I 

| 
DISCARDED 
OPC FETCH 


A7-AQ 


01 


VROO1 411 


35/195 


MICROELECTRONICS 


IST SGS-THOMSON 


51 


ST9 - Interrupts 


4.8 WAIT FOR INTERRUPT INSTRUCTION 


The Wait For Interrupt instruction suspends pro- 
gram execution until an interrupt request is ac- 
knowledged. During the WFI instruction, the 
CPUCLK is halted while INTCLK keeps running. 
Under this state, the power consumption of the 
processor is lowered by the CORE power con- 
sumption value. 


Figure 4-15. Interrupt Acknowledge Timing 
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4.9 INTERRUPT RESPONSE TIME 


Interrupt requests are sampled 6 CPUCLK cycles 
before the end of the instruction. If Wait For Inter- 
rupt is in progress, requests are sampled every 5 
CPUCLK cycles. lf the interrupt request comes 
from an external pin, the programmed event has to 
be set a minimum of one CPUCLK cycle before the 
sampling time. 
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INTERRUPT RESPONSE TIME (Continued) 


In order to guarantee the falling/rising edge detec- - 28 internal clock cycles (CPUCLK), if a Wait 
tion, input signals must be kept low/high for a mini- For Interrupt is in progress 

mum of one CPUCLK cycle. . 32 internal clock cycles (CPUCLK), if the ac- 
An interrupt machine cycle takes 26 internal clock knowledge cycle follows a DMA transfer with 
cycles (CPUCLK), with some exceptions as fol- Register File 

lows: 


Figure 4-16. External Interrupt Response Time 
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4.10 INTERRUPT REGISTERS 


CICR R230 (E6h) System Read/Write 
Central Interrupt Control Register 


Reset value: 1000 0111 (87h) 


EITR R242 (F2h) PageO Read/Write 
External Interrupt Trigger Event Register 


Reset value: XXXX 0000 (00h) 


7 0 
GCEN | TLIP CPL2 | CPL1 | CPLO TED1 | TEDO | TEC1 | TECO | TEB1 | TEBO | TEA1 | TEAO 


= GCEN: Global Counter Enable bit. When set 
ne 16 bit MultiFunction Timers are enabled (see 
Timer Control Register in MULTI FUNCTION 
TIMER chapter) 


b6 = TLIP: Top Level Interrupt Pending bit. Set by 
hardware when the Trigger Event occurs. Cleared 
by hardware when the Top Level Interrupt is ac- 
knowledged. 


b5 = TLI: Top Level Interrupt bit. \f TLI ="1”, and 
IEN is set, a Top Level Interrupt request is gener- 
ated as TLIP is set. If TLI = “O”, a request is gener- 
ated only if TLNM is set. 


b4 = 1EN: /nterrupt Enable. lf IEN = “0”, no mask- 
able Interrupt requests are generated. This bit is 
cleared by the interrupt machine cycle and it is set 
by the IRET instruction of maskable routines. 


b3 = IAM: /nterrupt Arbitration Mode. lf |AM = “0”, 
Concurrent Arbitration Mode is selected; If IAM = 
“1” Nested Mode is selected. 


b2-b0 = CPL2, CPL1, CPLO: Current Priority 
Level. Defines the Current Priority Level under 
service. CPL=0 is the highest priority. CPL=7 is the 
lowest priority. This bits may be modified directly 
by the interrupt hardware when the Nested Inter- 
rupt Mode is used. 
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If TExy bit is set, the pending bit will be set upon the 
rising edge of the input signal. 


lf TExy is cleared, the pending bit will be set upon 
the falling edge of the input signal. 


All bits are set/reset only by software. 

b7 = TED1: Trigger Event of Interrupt Channel D1 
b6 = TEDO: Trigger Event of Interrupt Channel DO 
b5 = TEC1: Trigger Event of Interrupt Channel C1 
b4 = TECO: Trigger Event of Interrupt Channel CO 
b3 = TEB1: Trigger Event of Interrupt Channel B1 
b2 = TEBO: Trigger Event of Interrupt Channel BO 
bi = TEA1: Trigger Event of Interrupt Channel A1 
bO = TEAO: Trigger Event of Interrupt Channel AO 


EIPR R243 (F3h) Page O Read/Write 
External Interrupt Pending Register 


Reset value: 0000 0000 (00h) 


7 0 
ot | 1PDo | IPC1 | IPCO | IPB1 | IPBO | IPA1 | IPAO 


b7 =IPD1: Interrupt Pending bit Channel D1 
b6 = IPDO: /nterrupt Pending bit Channel DO 
bS5 =IPC1: Interrupt Pending bit Channel C1 
b4 = IPCO: Interrupt Pending bit Channel CO 
b3 = 1IPB1: Interrupt Pending bit Channel B1 
b2 = IPBO: /nterrupt Pending bit Channel BO 
b1 =IPAt1: Interrupt Pending bit Channel A1 
bO = IPAO: /nterrupt Pending bit Channel AO 


IP bits are hardware set upon the occurence of the 
trigger event and are reset by the interrupt acknow- 
ledge machine cycle. 


Note. IP bits may be set by the programmer to im- 
plement a software interrupt. 
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INTERRUPT REGISTERS (Continued) 
EIMR R244 (F4h) Page O Read/Write 
External Interrupt Mask-bit Register 
Reset value: 0000 0000 (00h) 


i 0 
[es [ws [ws [ns [ni 


EIMR bits are set/reset by software 


When the IM bit is set (and the global IEN is en- 
abled), an interrupt request is generated if the cor- 
responding IP bit is set. When IM = “0”, no request 
will be generated. 


~ IMxy = “1”: an interrupt request can be acknow- 
ledged (depending on IEN) 


- IMxy = “0”: an interrupt request is masked. 

b7 =IMD1: /nterrupt Mask of Interrupt Channel D1 
b6 = IMDO: Interrupt Mask of Interrupt Channel DO 
b5 = IMC1: Interrupt Mask of Interrupt Channel C1 
b4 =IMCO0: /nterrupt Mask of Interrupt Channel CO 
b3 = IMB1: /nterrupt Mask of Interrupt Channel B1 
b2 = IMBO: /nterrupt Mask of Interrupt Channel BO 
b1 =IMAt1: /nterrupt Mask of Interrupt Channel A1 
bO = IMAO: /nterrupt Mask of Interrupt Channel AO 


EIPLR R245 (F5h) Page O Read/Write 
External Interrupt Priority Level Register 


Reset value: 1111 1111 (FFh) 


7 0 
PL2D | PL1D | PL2C | PLiC ; PL2B | PL1B | PL2A | PLiA 


EIPLR bits are set/reset by software 


b7-b6 = PL1D, PL2D: Priority level for the Group 
INTDO, INTD1 
b5-b4 = PL1C, PL2C: Priority level for the Group 
INTCO, INTC 


b3-b2 = PL1B, PL2B: Priority level for the Group 
INTBO, INTB1 


bi-b0 = PL1A, PL2A: Priority level for the Group 
INTAO, INTA1 
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EIVR R246 (F6h) Page O Read/Write 
External Interrupt Vector Register 


Reset value: xxxx 0110 (X6h) 


iL 0 
rev] Tus | wos [ewe 


b7-b4 = V7 to V4: Most significant nibble of Exter- 
nal Interrupt Vector. Not initialized by reset. 


b3 = TLTEV: Top Level Trigger Event bit When 
set, the Top Level event is triggered on rising edge 
of NMI input pin. Triggering on the falling edge of 
the NMI input pin is activated when this bit is “O” 
(reset value) 


b2 =TLIS: Top Level Input Selection bit This bit se- 
lects the source of the Top Level Interrupt between 
the external NMI pin (when “1”, the reset value) 
and the Timer/Watchdog End of Count (when “0”). 


b1 =IA0S: /nterrupt AO Selection bitWhen set, the 
External Interrupt pin is selected as the External In- 
terrupt Channel AO source. When reset the source 
is the Timer/Watchdog End of Count interrupt. 

bO = EWEN: External Wait Enable bit When set, 
this bit enables the WAIT input pin to stretch the 
external memory access cycle. For more details of 
the WAIT mode, the reader should refer to the 
Clock and Wait chapter or External memory Inter- 
face chapter. 


NICR R247 (F7h) Page O Read/Write 
Nested Interrupt Control Register 


Reset value: 0000 0000 (00h) 


oe [Pes [oe [Tr 


= TLNM: Top Level Not Maskable. 


: alii = “1”, a top level request is generated as 
TLIP is set. Once TLNM is set, it can be cleared 
only with an hardware reset 


bx = HLx: Hold Level x These bits are set to “1” 
when, in Nested Mode, an interrupt service routine 
at level x is interrupted from a request with higher 
priority (other than the Top Level interrupt request). 
It is cleared by the iret execution when the rou- 
tine at level x is recovered. 
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WARNING 


If a Maskable Top Level Interrupt is generated, 
and if the TLI pending bit is cleared by software, 
any further External Interrupt request is stopped 
until a new Top Level Interrupt is generated and 
serviced. 


The conditions causing this are the following : 
1) The Top Level Interrupt is maskable. 


2) The arbitration cycle of the Top Level Interrupt 
happens during the first INTCLK cycle of the DI in- 
struction. 


3) The TLIP bit is cleared (Top Level Interrupt 
pending bit, R230, bit 6). 


4) The IEN bit is set (Interrupt Enable bit, R230, bit 
4). 


A workaround to avoid this situation may be imple- 
mented in software, by exchanging the DI instruc- 
tion in the program with any other instruction that 
clears IEN. 


For example : 
Srp # 28 ; System Register Group 
bres r6.4 ; Reset bit 4 (equivalent 


to DI) 
40/195 
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5 ON-CHIP DMA 


5.1 INTRODUCTION 


The ST9 includes on chip Direct Memory Access 
(DMA) channels to provide high-speed data trans- 
actions between peripherals and memory or the 
Register File. Multi-channel DMA is fully supported 
by peripherals with their own controller and DMA 
channel(s). Each DMA channel transfers data to or 
from contiguous locations of the Register File, Pro- 
gram Memory or Data Memory. The maximum 
number of transactions that each DMA channel 
can perform is 222 if the Register File is selected, 
or 65536 if Program or Data Memory is selected. 


The DMA controller in the Peripheral uses an indi- 
rect addressing mechanism to DMA Pointers and 
Counter Registers stored in the Register File. This 
is the reason that the maximum number of transac- 
tions for Register File is 222, as two Registers are 
allocated for the Pointer and Counter. Register 
pairs are used for memory pointers and counters to 
offer the full 65536 byte and count capability. 


The ST9 supports a fully programmable DMA priority 
structure included within the interrupt structure. 


Figure 5-1. DMA Overview 
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5.2 DMA PRIORITY LEVEL ARCHITECTURE 


The 8 priority levels used for interrupts are also 
used to prioritize the DMA requests, which are ar- 
bitrated in the same arbitration phase as interrupt 
requests. If the event occurrence requires a DMA 
transaction, this will take place at the end of the 
current instruction execution. When an interrupt 
and a DMA request occur simultaneously, on the 
same priority level, the DMA request is serviced 
before the interrupt. 

Note however that an interrupt priority request 
must be higher than the CPL value in order to be 
acknowledged. For a DMA transaction request, it 
must be equal to or higher than the CPL value in 
order to be executed. 

Thus only DMA transaction requests can be ac- 
knowledged when CPL = 7. 

DMA requests do not modify the CPL value as the 
DMA transaction is non-interruptable. 


REGISTER FILE 
OR 


MEMORY 
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DMA TRANSACTIONS (Continued) 
Figure 5-2. DMA Between Registers and peripherals 
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5.3 DMA TRANSACTIONS 


The purpose of on-chip DMA channel is to transfer 
a block of data from/to the peripheral to/from Reg- 
ister File or Memory. Each DMA transfer consists 
of three operations: 


- A load from/to the peripheral data register to a 
location of Register File (or Memory) ad- 
dressed through the DMA Address Register (or 
Register pair) 


- Apost-increment of the DMA Address Register 
(or Register pair) 


- A post-decrement of the DMA transaction 
counter, which contains the number of transac- 
tions that have still to be performed. 


If the DMA transaction is made between the pe- 
ripheral and the Register File (Figure 5-2), one 
register is required to hold the DMA Address and 
one to hold the DMA transaction counter. These 
two registers must be located in the Register File: 
the DMA Address Register in the even addressed 
register, the DMA transaction Counter in the fol- 
lowing register (odd address). They are pointed to 
by the DMA Transaction Counter Pointer Register 
(DCPR) located in the page registers of the periph- 
eral. In order to select the DMA transaction with the 
Register File, the control bit DCPR.RM (bit 0 of 
DCPR) must be set. 


The Transaction Counter Register must be initial- 
ized with the number of DMA transfers to perform 
and will be decremented after each transaction. 
The DMA Address Register must be initialized with 
the starting address of the DMA table in the Regis- 
ter File, and is increased after each transaction. 
These two registers must be located between ad- 
dresses 00h and DFh of the Register File. 


If the transaction is made between the peripheral 
and Memory Space (Program or Data Memory), 
a register pair (16 bits) is required for the DMA Ad- 
dress and for the DMA transaction Counter (Fig- 
ure 5-3. Thus, two register pairs must be located in 
the Register File. The DMA Transaction Counter is 
pointed to by the DMA Transaction Counter 
Pointer Register (DCPR), the DMA Address is 
pointed to by the DMA Address Pointer Register 
(DAPR), both DCOPR and DAPR are located in the 
page registers of the peripheral. When selecting 
the DMA transaction with memory, the control bit 
DCPR.RM (bit 0 of DCPR) must be cleared to “O". 
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To select between Program or Data Memory, the 
control bit DAPR.DP (bit 0 of DAPR) must be 
cleared or set respectively. 


Once the DMA table is completed (the transaction 
counter reaches 0 value), an Interrupt request to 
the CPU is generated. 


The DMA transaction Counter must be initialized 
with the number of transactions to perform and will 
be decremented after each transaction. The DMA 
Address must be initialized with the starting ad- 
dress of the DMA table and is increased after each 
transaction. These two register pairs must be lo- 
cated betweeen addresses 00h and DFh of the 
Register File. 


Once a DMA channel is initialized, a transfer can 
start. The direction of the transfer (data from/to pe- 
ripheral to/from memory or Register File) is auto- 
matically defined by the type of peripheral and 
programming mode. 


When the Request Pending bit is set by a hard- 
ware event (or by software), and the DMA Mask bit 
is set, a DMA request is generated. If the Priority 
Level of the DMA source is higher than or equal to 
the Priority Level under service (CPL) the DMA 
transfer is executed at the end of the current in- 
struction. DMA transfer reads/writes data from/to 
the location pointed by the DMA Address Register, 
increments the DMA Address register and decre- 
ments the Transaction Counter Register. When 
the content of the Transaction Counter is decre- 
mented to zero, the DMA Mask bit (DM) is cleared 
and an interrupt request is generated according to 
the Interrupt Mask bit (End of Block interrupt). This 
End-of-Block interrupt request is taken into ac- 
count depending on the PRL value. 


WARNING. DMA request are not acknowledged if 
the top level interrupt service is in progress. 


5.4 DMA CYCLE TIME 


DMA and Interrupt requests are sampled 6 
INTCLK cycles before the end of the instruction. If 
Wait For Interrupt is in progress, requests are sam- 
pled every 5 INTCLK cycles. DMA transactions are 
executed if their priority allows it. 


A DMA transfer with the Register file takes 8 
CPUCLK cycles, except when the Wait For Inter- 
rupt is in progress (10 CPUCLK cycles). 


A DMA transfer with the memory takes 16 
CPUCLK cycles except when the Wait For Inter- 
rupt is in progress (18 CPUCLK cycles). 
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Figure 5-4. DMA Transaction to Memory 
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Figure 5-5. DMA Transaction from Memory 
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5.5 THE SWAP-MODE 


An extra feature of ST9 DMA channels of some pe- 
ripherals (i.e the MultiFunction TIMER) is the 
SWAP mode. This feature allows transaction from 
two DMA tables alternatively. All the DMA descrip- 
tors in the Register File are thus doubled. Two 
DMA transaction counters and two DMA address 
pointers allow the definition of two fully inde- 
pendent tables (they only have to belong the same 
space, Register file or Data memory or Program 
memory). The DMA transaction is programmed to 
start on one of the two tables (say table 0) and, at 
the end of block, the DMA controller automatically 
swaps to the other table (table 1) by pointing to the 
other DMA descriptors. In this case, the DMA mask 
(DM bit) control bit is not cleared, but the End Of 
Block interrupt request is generated to allow the 
optional updating of the first data table (table 0). 


Until the swap mode is not disabled, the DMA con- 
troller will continue to swap between DMA Table 0 
and DMA Table 1. 


5.6 DMA REGISTERS 


As each peripheral DMA channel has its own con- 
’ trol registers, the following register list should be 
considered as a general example. The names and 
register bit allocation shown here may be different 
from those found in the peripheral chapters. 


DCPR Address set by Peripheral Read/Write 
DMA Counter Pointer Register 


Reset value: undefined 
7 0 


fo[e[=[«[elela[w 


b7-b1 =C7-C1: DMA Transfer Counter Register(s) 
Address 


bO = RM: Register File/Memory Selector lf set, the 
DMA transactions are done with the Register File; 
if cleared, the DMA transactions are done with the 
Program or Data memory (see DAPR.DP) 
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IDCR Address set by Peripheral Read/Write 
Generic Peripheral Interrupt and DMA Control 


Reset value: undefined 


7 0 
P| fe | om fw [rr rs | rt 


b5 = IP: /nterrupt Pending. Set by hardware when 
the Trigger Event occurs. Cleared by hardware 
when the request is acknowledged for DMA cycles 
and external interrupts only. Can be set/cleared by 
software in order to generate/cancel a pending re- 
quest. Identical in function to IP of ICR. 

b4 = DM: DMA Mask. |If DM = “O" no DMA request 
is generated when the trigger event occurs. This bit 
is cleared whenever the transaction counter 
reaches zero (unless SWAP mode is active). 

b3 = IM: /nterrupt Mask. lf IM = “O" no interrupt re- 
quest is generated. If IM = ”1" DMA requests de- 
pend on DM bit value as shown above. 

b2-b0 = PRL2, PRL1, PRLO: Priority Level Defini- 
tion of the source priority level. PRL = 0 is highest 
priority. If PRL = 7, no interrupt can be acknow- 
ledged, DMA requests will be. 


DAPR Address set by Peripheral Read/Write 
DMA Address Pointer Register 


Reset value: undefined 
7 fe) 


fae [«[e[e[s[ela lo 
b7-b1 = A7-A1: DMA Address Register(s) Address 


bO = DP: Data/Program Memory Selector: 
(DAPR.RM is “O") if set the DMA transactions are 
made with the Data Memory; if cleared the DMA 
transactions are made with the Program Memory. 
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6 CLOCK 


6.1 INTRODUCTION 


The ST9 Clock generator module generates the in- 
ternal clock for the ST9 core and the on-chip pe- 
ripherals. The Clock generator can be driven by an 
external crystal circuit, connected to the OSCIN 
and OSCOUT pins, or by an external pulse gener- 
ator, connected to OSCIN. 


6.2 CLOCK MANAGEMENT 


The oscillator circuit generates an internal clock 
signal with the same period and phase as at the 
OSCIN input pin. The maximum frequency allowed 
is 24MHz. 


As shown in Figure 6-6, the CLOCK1 signal drives 
a programmable divider by two. If the control bit 
MODER.DIV2 (R235.5) is set, the internal clock 
CLOCK2 is CLOCK1 divided by two; otherwise, if 
DIV2 bit is cleared, the clock signal CLOCK2 has 
the same period and phase as CLOCK1. CLOCK2 
drives the internal clock INTCLK delivered to all 
ST9 on-chip peripherals and acts as the central 
timebase for all timing functions (eg Multifunction 
Timer or Serial Communications Interface Baud 
Rate generator). 

The maximum frequency allowed for INTCLK is 
12MHz. For internal operating frequencies above 
8Mkz, it is recommended to work with the Clock 
Divider active in order to provide a duty cycle of 
50% for INTCLK. 


Figure 6-1. Peripheral and Core Clocks 
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CLOCK2 also drives a programmable prescaler 
which generates the basic time base, CPUCLK, for 
the instruction executer of the ST9 core. This al- 
lows the user to slow the program execution time 
to reduce power dissipation, and to locally speed 
up certain code segments for time critical routines. 
The internal peripherals are not affected by the 
CPUCLK prescaler. The prescaler value divides 
the input clock by the value programmed in the 
control bits MODER.PRS2,1,0 (R235.4,3,2). If the 
prescaler value is zero, no prescale is made, thus 
CPUCLK has the same period and phase as 
CLOCK2 and INTCLK. If the value is different from 
0, the prescaling is equal to the value plus one, 
ranging thus from two (PRS2,1,0 = 1) to eight 
(PRS2,1,0 = 7). The clock generated is shown in 
Figure 6-2. It must be noticed that the prescaling of 
the clock does not keep the duty cycle to 50%, but 
stretches the high level of the clock until comple- 
tion. 


When External Memory Wait (or Bus Request or 
Wait for Interrupt) events occur, CPUCLK is 
stretched on the high level for the whole period re- 
quired by the function. 


Note. The added wait cycles refer to the INTCLK 
frequency and not the original CPUCLK. 


Figure 6-3 shows an example of a memory access 
cycle with the CPUCLK prescaled by 2 and with 5 
added Wait states. 


MEMORY WAIT STATE 
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WAIT FOR INTERRUPT 
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INTCLK 
(PERIPH. CLOCK) 


VA00448 
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6.3 CLOCK CONTROL REGISTER 


The ST9 clock division by 2 and the clock prescal- 
ing are controlled by the MODER register. 


Note. This register contains bits with other functions. 


Only the bits relating to control of the clock are 
shown here. 


MODER R235 (EBh) System Read/Write 
Mode Register 


Reset Value : 1110 0000 (E0h) 


7 0 


b5 = DIV2: OSCIN Divided by 2. This bit controls the 
divide by 2 circuit which operates on the OSCIN 
Clock. A logical “1” value means that the OSCIN 
clock is internally divided by 2, and a logical “O” value 
means that no division of the OSCIN Clock occurs. 


b4-b2 = PRS2, PRS1, PRSO: Prescaling of ST9 
Clock. These bits define the prescaler value used to 
prescale the CPUCLK from INTCLK. When these 
three bits are reset, the CPUCLK is not prescaled, 
and is equal to INTCLK; in all other cases, the inter- 
nal clock is prescaled by the value of (PRS2,1,0 + 1). 


INTCLK 


CPUCLK 
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Figure 6-2. Core Clock Prescaling 
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6.4 OSCILLATOR CHARACTERISTICS 


The on-chip oscillator circuit (Figure 6-4) is an in- 
verting gate circuit. 


Note. Owing to the Q factor required, Ceramic 
Resonators may not provide a reliable oscillator 
source. 


In Halt mode, set by means of the HALT instruction, 
the parallel resistor R is disconnected and the os- 
cillator is disabled, forcing the internal clock 
ea to a high level and OSCOUT to a low 
evel. 


To exit the HALT condition and restart the oscilla- 
tor, an external RESET pulse is required of a mini- 
mum duration of 12ms (Figure 6-7). 


It must be noted that if the Timer/Watchdog watch- 
dog function is enabled, a HALT instruction will not 
disable the oscillator. This to avoid stopping the 
watchdog if, by an error, a HALT code is executed. 
When this occurs, the ST9 CPU falls into an end- 
less loop ended by the watchdog (or external) re- 
set. 


Figure 6-5. Crystal Oscillator 
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Figure 6-4. Internal Oscillator Schematic 
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Figure 6-6. External Clock 
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Rs: Parasitic Series Resistance of the quartz crystal (upper limit) 

CO: Parasitic capacitance of the quartz crystal (upper limit, < 7pF) 

C1, C2: Maximum Total Capacitances on pins OSCIN and 
OSCOUT(the value includes the external capacitance tied to 
the pin plus the parasitic capacitance of the board and of the 
device) 

gm: Transconductance of the oscillator 


Notes.The tables are relative to the fundamental quartz crystal 
only (not ceramic resonator). 


49/195 


e MICROELECTRONICS 


65 


ST9 - Clock 


Vec MIN | 


= +. 


ST9 - Reset 


7 RESET 


7.1 INTRODUCTION 


The processor Reset overrides all the other condi- 
tions and forces the ST9 to the reset state. During 
Reset, the internal registers are set to the reset 
value, as shown in Table 7-1 for the system and 
Page 0 Registers and the I/O pins are set to the 
Bidirectional Weak Pull-up mode (see Warning). 
The programmer must then initialize the ST9 sys- 
tem and peripheral control registers to give the re- 
quired functions. 


7.2 RESET GENERATION 


The reset condition can be generated by the exter- 
nal pin RESET or by the on-chip Timer/Watchdog. 


The on-chip Timer/Watchdog generates a reset 
condition if the watchdog mode is enabled 
(WCR.WDEN cleared, R252 page 0), and if the 
programmed period elapses without the specific 
code (AAh,55h) written to the appropriate register. 
The input pin RESET is not driven low by the on- 
chip reset generated by the Timer/Watchdog. 


During reset, the DS output signal is kept low and 
the AS output is toggled with the crystal frequency 
(input at OSCIN) divided by 32. This condition is 
recognized by off-chip Z-bus peripherals as a reset 
condition. 


Figure 7-1. Signal to be applied on Reset Pin 
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7.3 RESET PIN TIMING 


The RESET pin has a Schmitt trigger input circuit 
with hysteresis. The internal reset is generated by 
the external pin synchronized with the internal 
clock. The power up reset circuit must keep the 
RESET input low for a minimum of the crystal 
startup period plus 53 crystal periods. 


Once the RESET pin reaches a logical “1”, the 
processor exits from the reset status after 67 crys- 
tal periods from the rising edge (DS is set). The 
processor then fetches from Program Memory lo- 
cations 0 and 1 (power-on reset vector) and begins 
program execution from the address contained in 
the vector. If the ST9 is a ROMLESS version, with- 
out on-chip program memory, ports PortO, Port 
(and Port6 for ST905x family) are set to external 
memory mode (i.e Alternate Function) and the 
memory accesses are made to external Program 
memory with wait cycles insertion. 


WARNING: I/O pins are set to the Weak Pull-up 
mode during the Reset cycle. This state is forced 
during the reset sequence, but the I/O pins can be 
ina random state for up to 64 crystal periods. 

The application circuit must take this into account if 
it can lead to critical situations in the external cir- 
cuitry. 


7.4 PROCESSOR SYNCHRONIZATION UNDER 
RESET 


During reset, a specific procedure has been imple- 
mented to synchronize two or more oscillators in a 
multi-micro ST9 based system, for example a ma- 
jority voting high reliability system. Figure 7-2 
shows the principle schematic for the multi-micro- 
processor synchronization. The master processor 
delivers the synchronous signal, output at its AS 
pin, to the R/W pin of the slave processors. The 
R/W pin is, under reset status, set to input with a 
weak (10kQ typical) pull up resistor. The slave 
processor(s) synchronizes its internal clock phase 
with the clock received at its R/W pin. To guarantee 
the phase synchronization, the reset status must 
be at least 32x31 = 992 crystal periods. All the 
processors must have the same input clock. 
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ST9 - Reset 


RESET (Continued) 


Table 7-1. Internal Registers Reset Values 


Register : ; 
System Register Reset Value Page 0 Register Reset Value 
F 


a 
a 
=e feon mmm 


7.5 EPROM PROGRAMMING PIN 


The ST9 versions with on-chip EPROM memory 
require an external programming voltage Vpp to 
perform the programming procedure. The Vpp 
voltage must be applied to the RESET pin during 
the whole programming phase. Refer to the 
EPROM Programming Board Manual for specifica- 


tions. 
VROOO0165 
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ST9 - Reset 


RESET (Continued) 


Figure 7-3. Exit From Reset Timing 
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ST9 - Reset 


Notes : 
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ST9 - External Memory Interface 


8 EXTERNAL MEMORY INTERFACE 


8.1 INTRODUCTION 


In the event of an application requiring more 
ROM space than available on-chip, or for easier 
program management and customization with 
external memory or peripherals, the ST9 micro- 
controller provides an external memory interface. 
The external memory interface provides the 
memory lines and timing and status control sig- 
nals, plus enhanced features including program- 
mable memory wait cycles, bus 
request/acknowledge cycles and shared memory 
bus access control. 


The ST9 Memory Control Unit automatically recog- 
nizes if a memory location belongs to on-chip 
memory. When the memory location is on-chip, it 
performs a machine cycle without DS generation, 
and the access is performed on-chip. If the location 
does not belong to on-chip memory, an access to 
off-chip memory is performed (generating the DS 
low pulse) through the Ports 0, 1 (and 6 for ST905x 
family). 


During Reset, AS and DS are driven to perform exter- 
nal peripherals reset and to implement, in conjunction 
with the R/W pin, a multi-microprocessor synchroniza- 
tion procedure (see Clock and Reset chapters). 


8.2 CONTROL SIGNALS 


AS 

Address Strobe (Output, Active low, Tristate). The 
rising edge of AS indicates that Memory Address, 
R/W and P/D Memory signals are valid. 

AS is released in high-impedance during a Bus ac- 
knowledge cycle or under processor control by set- 
ting the HIMP bit (MODER.0). 

DS 

Data Strobe (Output, Active low, Tristate). Data 
Strobe provides the memory data timing during ex- 
ternal memory access cycle. When internal mem- 
ory is accessed, DS is kept high during the whole 
memory cycle. During an External memory write 
cycle, the data output at Port 0 is valid when DS is 
active. During a read cycle, the data at Port O must 
be valid before the trailing edge of DS. 

DS is released in high-impedance during a Bus Ac- 
knowledge cycle or under processor control by set- 
ting the HIMP bit (MODER.O). 
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R/W 

Read/Write (Output, Active low, Tristate). The R/V 
output signal identifies the type of memory cycle. 
When R/W = “1”, the memory cycle is a Memory 
Read cycle; when RW = “0”, itis a Memory Write 
Cycle. R/W output signal is defined at the begin- 
ning of the memory cycle and is stable until the 
next Memory cycle. 

R/W is released in high-impedance during Bus ac- 
knowledge cycle or under processor control by set- 
ting the HIMP bit. 

P/D 

Program/Data Memory (Alternate Function Out- 
put, Active low). The P/D output signal selects be- 
tween Program and Data Memory. When P/D = 
“1”, the memory referenced by the processor is the 
Program Memory; when P/D = “0”, the memory ref- 
erenced is the Data Memory. The P/D output sig- 
nal is defined at the beginning of the memory cycle 
and is stable until the next Memory cycle. 

P/D is enabled by software as the Alternate Func- 
tion output of a parallel port bit (refer to the Pin 
Configuration and Alternate Function tables to 
identify the specific port and pin). 


WAIT 


External Memory Wait (Input, Active low). The 
WAIT input signal indicates to the ST9 that the ex- 
ternal memory requires more time to complete the 
memory access cycle. The memory cycle will then 
be stretched. WAIT is enabled by setting EWEN 
(EIVR.O R246 Page 0). 


BREQ 

Bus Request (Input, Active low). The BREQ input 
signal indicates to the ST9 that a bus request has 
tried or is trying to gain control of the memory bus. 
BREQ is enabled by setting BRQEN (MODER.1 
R235). 

BACK 

Bus Acknowledge (Alternate Function Output, Ac- 
tive low). The BACK output signal indicates that 
the ST9 has relinquished control of the memory 
bus in response to a bus request. 
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ST9 - External Memory Interface 


CONTROL SIGNALS (Continued) 


PO 

Port 0 (Input/Output, Push-Pull/Open-Drain/Weak 
Pull-up). PortO can be configured as a bit program- 
mable Parallel I/O port or as External Memory in- 


terface for multiplexed Low-Address/Data 
(A0-7/D0-7). 
P1 


Port 1 (Input/Output, Push-Pull/Open-Drain/Weak 
Pull-up). Port! can be configured as a bit program- 


mable Parallel I/O port or as External Memory in- 
terface for the High-Address (A8-A15). 


P6 (When available) 

Port 6 (Input/output, Push-Pull/Open-Drain/Weak 
Pull-up). This port, when available, can be config- 
ured as bit programmable Parallel I/O port or as 
External Memory interface for the Low-Address 
(AO-7), allowing a non-multiplexed memory bus 
capability. 


Figure 8-1. ST9 Accessing External Program and Data Memory. 
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ST9 - External Memory Interface 


8.3 MEMORY ACCESS CYCLE 


Each memory access cycle is composed of three 
CPUCLK phases: T1, T2, T3. During phase T1, the 
memory address is output upon AS falling edge 
and is valid upon the rising edge of AS. Porti and 
Port6 maintain the address stable until the next T1 
phase. 

If the Memory access cycle is a Read cycle, PortO 
pins are released to high impedance with the fall- 
ing edge of DS until the next AS falling edge. 

If the Memory access is a Write cycle, PortO is held 
active, the data is output during T2 and is main- 
tained until the next address is output (upon the 
falling edge of AS). DS is pulled low during T2 only 
if the Memory access is an External Memory ac- 
cess. lf the memory cycle is a Memory Read, it is 
pulled low at the beginning of T2. If it is a Memory 
Write, DS is kept low from the middle of T2 until the 
middle of T3. 


Figure 8-2. External Memory Read/Write. 
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8.4 STRETCHED ACCESS CYCLE 


The ST9 can interface to memory with slow access 
times by automatically inserting additional Wait cy- 
cles during the External Memory cycle. On-chip 
memory accesses do not require WAIT cycles and 
run at the full speed of CPUCLK. 


Three Wait cycle sources are available: 
- The input pin WAIT from external sources 


- The internal programmable Wait cycle gener- 
ator 


‘. Internal memories with stretched access cycle 


(EEPROM) 


The input pin WAIT (when enabled) is sampled on 
the CPUCLK falling edge of phase T2. If active 
(low), one INTCLK clock cycle will be added. Dur- 
ing the added clock cycle, the WAIT pin is sampled 
again. CPUCLK is stretched for as long as the 
WAIT input is active. 


The internal programmable WAIT cycle generator 
allows the extension of the External Memory cycle 
automatically by the programmed number of WAIT 
cycles. Two three bit fields in the Wait Control Reg- 
ister WCR (R252 Page 0) allow the stretching of 
Program and Data Memory access cycles inde- 
pendently by 0 to 7 cycles. WPM2,1,0 (WCR.5,4,1) 
contain the number of Program memory wait cy- 
cles to be added, WDM2,1,0 (WCR.2,1,0) contain 
the number of Data memory wait cycles to be 
added. 


Table 8-1. Number of wait cycles added 


WDM2|WDM1/}WDMO}| Nb of Clock 
WPM2|WPM1|WPMO| cycle added 


No Wait cycle 


Reset Value 


=a | s+ =— © OO Oo 
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ST9 - External Memory Interface 


STRETCHED ACCESS CYCLE (Continued) 


Figure 8-3. External Memory Read/Write Sequence with External Wait. 
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ST9 - External Memor 


STRETCHED ACCESS CYCLE (Continued) 


Figure 8-4, External Memory Read/Write Sequence with Programmable Wait. 
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ST9 - External Memory Interface 


8.5 SHARED BUS 


When the ST9 runs in a multi-master bus system, it 
is necessary to release the bus control to other bus 
master(s). This operation can be performed by the 
Bus Request/Acknowledge capability supported 
by the ST9. 


Once enabled by setting BRQEN (MODER.1 
R235), BREQ is sampled by the ST9 upon the fall- 
ing edge of the internal clock during the phase TS. 
When the BREQ signal is sampled low, the 
CPUCLK clock is stretched and the External Mem- 
ory signals (AS, DS, R/W, PO, P1(, P6 for ST905x)) 
are released to high-impedance. The input signal 
BREQ is then continuously monitored, and when it 
is sampled high the External Memory interface 
pins are driven again by the ST9 after two addi- 


Figure 8-5. Bus Request/Acknowledge Timing. 
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tional internal clock cycles. These cycles are used 
to fully drive and propagate the control and data 
signals through the external memory bus before 
CPUCLK is restarted. 

The output signal BACK is driven low during the 
whole period when the External Memory interface 
is released to high impedance. 


Under the Reset status, the bits of the I/O port(s) 
associated to BREQ and BACK are set to Bidirec- 
tional Weak pull-up mode and the enable bit 
BRQEN is cleared. To enable this function, the 
program must set the BACK port as an Alternate 
Function output and enable (set to “1”) the bit 
BRQEN. 


VRO00447 


IST SGS-THOMSON 


e MICROELECTRONICS 


76 


ST9 - External Memory Interface 


SHARED BUS (Continued) 


When it is required to disable the external bus, but 
to keep the processor running in the on-chip mem- 
ory, the external memory bus can be disabled by 
software programming of the HIMP (MODER.0) 
control bit. By setting HIMP, the External Memory 
Interface (AS, DS, R/W and PortO, Porti (and 
Port6), if not configured as I/O lines) is set into a 
high impedance state. In this way, the external 
memory bus can be used by another resource (e.g. 
diagnostic equipment or external programming of 
system memories) and the ST9 program can con- 
tinue accessing the on-chip memory. This feature 
can also be useful for high security applications 
where the flow and addresses of the on-chip secu- 
rity algorithms must not be shown on the external 
address pins. 


When running in internal memory, disabling the ex- 
ternal bus will reduce the noise emitted by the mi- 
cro. 


The disabling of the External Memory Interface by 
setting HIMP = “1” can be interrupt driven by apply- 
ing the “Bus Request” input signal to an External 
Interrupt pin. In this case the bus disable response 
time will be longer than the automatic system using 
the BREQ request, however the ST9 can continue 
to execute the program written in the on-chip mem- 


ory. 


8.6 PORTS PO, P1, P6 INITIALIZATION AFTER 
RESET 


The Port 0, Port 1 and Port 6 (for ST905x family) 
initialization after reset depends on the configura- 
tion of the ST9 as shown in Table 8-2. 


If the device has on-chip Program memory (ROM 
or EPROM), the ports (or the existing parts of 
them) are set to Bidirectional Weak Pull-up Mode. 


Table 8-2. Port status after Reset 


ROM Bidirectional Weak-Pull-Up 
EPROM (PxCO, PxC1, PxC2 = 0,0,0; Data = 1) 


Memory Address and Data Alternate 
Function Push-Pull 


ROMEESS | (PxC0, PxC1, PxC2 = 1,1,0; Data = 1) 


ITA SGS-THOMSON 


If the device is ROMLESS or a ROM device with 
the ROMless function enabled, the ports (or the ex- 
isting part of them) are set to Alternate Function 
Push-Pull Mode, providing the Address and Data 
lines to interface to the external Program and Data 
Memory from Reset. 


8.7 ROMLESS FUNCTION 


In order to accomodate the use of ROM based ST9 
devices in the event of a subsequent ROM code 
change, a ROMless function may be enabled ona 
specified Port I/O pin by Mask Option. This func- 
tion is activated by pulling the ROMless select pin 
to ground with a 100kohm resistor. This status is 
latched on the rising edge of the RESET pin and, 
when low, the on-chip PROGRAM memory (ROM 
or EPROM) is disabled, causing all instruction 
fetch cycles to be external. 

If the ROMless function is enabled by the mask op- 
tion, and the internal program is to be used, then 
the ROMless pin must be held to a high level (via a 
100kohm resistor to Vpp) during the Reset cycle. 
After the Reset cycle the ROMless pin may be pro- 
grammed for any I/O or Alternate function. 


Figure 8-6. ROMless Selection 


INTERNAL MEMORY 
CONFIGURATION 
ROMLESS 
SELECT 


RESET 
ROMLESS PIN 
OUTPUT 


DATA 


EXTERNAL MEMORY 


ROMLESS CONFIGURATION 


SELECT 


ROMLESS PIN 


RESET 


OUTPUT 
DATA 


ST9 DEVICE 
VA00301 


61/195 


e MICROELECTROMES 


77 


ST9 - External Memory Interface 


8.8 PIPELINE 


The ST9 implements pipe-line stages on instruc- 
tion fetch and execution in order to increase the 
execution speed. The instruction execution is in 
fact hidden by the Memory access cycles: the exe- 
cution of one instruction is overlapped with the pre- 
fetch of the two successive bytes. The fetch of the 
first byte (opcode) is identified by the machine cy- 
cle M1, the fetch of the second byte by M2. 


Figure 8-7. Instruction Pipe-line Stages 


| { i) i i} i} 
pih 12 TS Te TO TS 21ST, TA TS) “2b sy “12s “TS 


CPUCLK 


| 
| 
M1 
| 
| 
| 


INSTRUCTION N 


INSTRUCTION N+1 


62/195 


| 

| 

| 

| 

I 

| 

| 

| 

| 

Vv | 
ACCESS REGISTERS 
DECODEJ AND EXECUTE | 
I 

| 

l 

| 

| 

| 


PRE=FrETCH 


<—— 


The 2 bytes instructions, whose execution time is 6 
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ST9 - External Memory Interface 


8.9 “SPURIOUS” MEMORY READ ACCESSES 


The ST9Q in certain cases produces external mem- 
ory accesses which may be regarded as “Spuri- 
ous” in their nature. While these do not affect the 
correct operation of the ST9, these accesses may 
Cause misunderstandings when developing and 
debugging applications as the signals AS and DS 
are produced, and Ports 0, 1, (6 for ST905x) output 
updated addresses (if used to interface to external 
memory). 


The spurious reading cycle is produced when exe- 
cuting specific instructions. This is one of 4 cases: 
double reading, reading before writing, reading 
when the stack is internal or prefetch reading. 
- DOUBLE READING 
A memory location read by the ST9 is read two 
times consecutively (instead of one). 
Involved instruction(s): 
DIV rr,x__ ; divide (16/8) 
The first byte of the code following Div is fetched 
two times. The double reading does not occur if the 
Overflow flag was set by DIV, or if Divide by zero 
was trapped. The P/D line remains high during the 
cycle. 
- READING BEFORE WRITING 
A memory location which is to be written to by 
the ST9 is previously read. 
Involved instruction(s): 
LD (rr) +, (r)+ load (byte) 
;sMemory, Register 
The destination memory location is read before be- 
ing written. The P/D line reflects the memory space 
of the destination memory location. 


- READING WHEN THE STACK IS INTERNAL 
lf the System and/or User Stack has been pro- 
grammed to use the Register File, a memory 
location of Data Space is POPed in parallel. 


Involved instruction(s): 


POP R_ ; POP (byte) from System Stack 
POP (R) ; : : 
POPU R_ ;POP (byte) from User Stack 


POPU (R) : ” 3 ” 


STA SGS-THOMSON 


While a byte is being PoPed from the Register File, 
a memory location in Data Space is read in parallel 
with its address given by SSPHR+SSPLR for PoP 
instructions and by USPHR+USPLR for POPU in- 
structions. The external data is ignored. 


POPW RR ; POP (word) from System Stack 
POPUW RR ;POP (word) from User Stack 


While the high er address byte is being popped 
from the Register File, a memory location in Data 
Space is read in parallel with its address given by 
SSPHR+SSPLR for POPW instructions and by 
USPHR+USPLR for PoPuw instructions. No spuri- 
ous reading is made for the lower byte. 


RET ‘Return from Subroutine 


While the Program Counter Higher and Lower 
bytes are PoPed from the Register File, two mem- 
ory locations are read at addresses given by 
SSPHR+SSPLR. 


IRET ; Return from Interrupt 


While the Program Counter Higher and Lower 
bytes and the FLAGS are PoPed from the Register 
File, three memory locations are read at addresses 
given by SSPHR+SSPLR. When working with In- 
ternal Stacks, SSPHR and USPHR contents are 
don’t care from the point of view of program execu- 
tion, but they must be considered RESERVED by 
the User as the instructions listed in this section 
perform updating of SSPHR/USPHR, together with 
the spurious reading. 
- PREFETCH READING 
Due to the ST9 Pipeline, instructions which 
stop the Core or which perform program 
branches can fetch bytes of the following pro- 
gram code while the pipeline is being flushed. 


Involved instruction(s): 


WEI ; Wait For Interrupt 

reads two bytes of the following code. 

HALT > Halt 

CALL (rr) ; Unconditional Call subroutine 


read one byte of the following code in Program 
space (P/D high). 
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8.10 REGISTERS 


WCR R252 (FCh) PageO Read/Write 
Wait Control Register 


Reset Value: 0111 1111 (7Fh) 


7 9) 
WDGEN | WDM2| WDM1 | WDM0| WPM2 | WPM1 | WPMO 


b7 = Reserved, reads as a “0”. 
b6 = WDGEN: refer to Timer/Watchdog chapter. 


WARNING. Resetting this bit to zero has the effect 
of setting the Timer/Watchdog to the Watchdod 
mode. Unless this is desired, this must be set to “1”. 


b5-b3 = WDM2-0: Data Space Wait Cycles. These 
bits contain the number of INTCLK cycles to be 
added automatically to external Data memory ac- 
cesses. WDM = 0 gives no additional wait cycles, 
WDM = 7 provides the maximum 7 INTCLK cycles 
(this is the reset condition in order to allow the use 
of slow access time external memory, if faster 
memory is used, then this value may be modified 
by the User). 
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b2-b0 =WPM2-0: Program Space Wait Cycles. 
These bits contain the number of INTCLK cycles to 
be added automatically to external Program mem- 
ory accesses. WPM = O gives no additional wait cy- 
cles, WPM = 7 provides the maximum 7 INTCLK 
cycles (this is the reset condition in order to allow 
the use of slow access time external memory, if 
faster memory is used, then this value may be 
modified by the User). 


Note. the number of clock cycles added refer to 
INTCLK and NOT to CPUCLK. 


WARNING. The Wait Control Register is reset to 
give the maximum number of Wait cycles for exter- 
nal memory. To give the optimum performance of 
the ST9 when used in single-chip mode (no exter- 
nal memory) the WDM2,1,0 and WPM2,1,0 bits 
should be reset to “0”. 
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9 I/O PORTS 


9.1 INTRODUCTION 


The ST9 is provided with dedicated lines for in- 
put/output. These lines, grouped into 8-bit ports, 
can be independently programmed to provide 
parallel input/output, or to carry input/output sig- 
nals to/from the on-chip peripherals and Core 
(e.g. Timers and SCl). All ports have active pull- 
ups and pull-down resistors compatible with TTL 
loads. In addition, pull-ups can be turned off for 
open-drain operation and weak pull-ups can be 
turned on to save off-chip resistive pull-ups. Input 
buffers can be either TTL or CMOS compatible. 


Figure 9-1. I/O Register Map 
Applicable to ST9030, ST9036, ST9040 


GROUP E 


ST9 - I/O Ports 


9.2 CONTPOL REGISTERS 


Each port PX has a Data Register PX, and three 
associated control registers (PXCO, PXC1, PXC2) 
which define the port line configuration and allow 
dynamic change in port configuration during pro- 
gram execution. Ports and control registers are 
mapped into the Register File as shown in Fig- 
ure 9-1 Ports and control registers are treated like 
any other general-purpose register. There are no 
special instruction for port manipulation, any in- 
struction that addresses a register can address the 
ports. Data can be directly accessed in the port 
register, without passing through other memory or 
“accumulator” locations. 
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ST9 - I/O Ports 


CONTROL REGISTERS (Continued) 


During the reset state, all the Ports are set as bidi- 
rectional/weak pull-up mode, with the output data 
register set to FFh. This condition is also held after 
reset (except for Ports 0, 1 (, 6 for ST905x) in ROM- 
less devices, see Memory chapter) and can be re- 
defined under software control at any time. 


9.3 PORT BIT STRUCTURE AND PROGRAMMING 


By programming the control bits PXCO.n and 
PXC1.n (see Figure 9-2) it is possible to configure 
bit PX.n as Input, Output, Bidirectional or Alternate 
Function Output, where X is the number of the I/O 
port, and n the bit within the port (n = 0 to 7). 


When programmed as input, it is possible to select 
the input level as TTL or CMOS by programming 
the control bit PXC2.n. 


The output buffer can be programmed as Push- 
pull or Open-drain. A Weak Pull-up configuration 
can be used when the port bit is programmed as 
Bidirectional. This is an Open-drain configuration 
with a high pull-up resistor value (turned on by writ- 
ing a “1”), to avoid the requirement for external re- 
sistances. 


Figure 9-2. Control Bits 
Bit 7 
PXC2 


The basic structure of the bit PX.n of a general pur- 
pose port PX is shown in Figure 9-3. 


Independently to the chosen configuration, when 
the User addresses the port as an destination reg- 
ister of an instruction, the port is written to and the 
data is transferred from the internal Data Bus into 
the Output Master Latches. When the port is ad- 
dressed as a source register for an instruction, the 
port is read and the data stored in the Input Latch is 
transferred onto the internal Data Bus. 


When PX.n is programmed as Input: (Figure 9-4) 
. The Output Buffer is forced tristate 


- The data present on the I/O pin is sampled into 
the Input Latch at the beginning of the execution 
of the instruction which is accessing the port. 


- The data stored in the Output Master Latch is 
copied into the Output Slave Latch at the end 
of the execution of each instruction. So if bit 
PX.n is reconfigured as Output or Bidirectional, 
the data stored in the Output Slave Latch is re- 
flected on the I/O pin. 


Bit 0 


Pexcer [id xcen [CdS 


BID : BIDIRECTIONAL OD : OPEN DRAIN 

IN: INPUT WP : WEAK PULL-UP 

OUT : OUTPUT PP : PUSH-PULL 

AF  : OUTPUT ALTERNATE FUNCTION TTL : TTL STANDARD INPUT 


TRI : TRISTATE CMOS: CMOS STANDARD INPUT 
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PORT BIT STRUCTURE AND PROGRAMMING (Continued) 
Figure 9-3. Basic Structure of an I/O Port Pin (except analog input) 
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Figure 9-4. Input Configuration 
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Figure 9-5. Output Configuration 
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PORT BIT STRUCTURE AND PROGRAMMING (Continued) 


When PxX.n is programmed as Output: (Figure 9.5) 


- The Output Buffer is turned on in an Open- 
drain or Push-pull configuration 


. The data stored in the Output Master Latch is 
copied both into the Input Latch and into the 
Output Slave Latch, driving the I/O pin, at the 
end of the execution of each instruction. 


When PxX.n is programmed as Bidirectional: (Fig- 
ure 9-6) 


- The Output Buffer is turned on in an Open- 
drain or Weak Pull-up configuration 


. The data present on the I/O pin is sampled into 
the Input Latch at the beginning of the execu- 
tion of each instruction 


. The data stored in the Output Master Latch is 
copied into the Output Slave Latch, driving the 
I/O pin, at the end of the execution of each in- 
struction. 


WARNING. Due to the unique feature of the bidi- 
rectional mode of reading the external pin instead 
of the output latch, particular care must be taken 
with arithmetic/logic and boolean instructions per- 
formed on a bidirectional port pin. 


These instructions use a read-modify-write sequence, 
and the result written in the port register depends on 
the logical level present on the external pin. 


This may bring unwanted modifications to the port 
output register content. 


Figure 9-6. Bidirectional Configuration 
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For example: 
Port register content external port value 
OFh 03h 


(Bits 3 and 2 are externally forced to 0) 
Making a bset instruction on bit 7 will return: 


Port register content external port value 
83h 83h 


(Bits 3 and 2 have been cleared.) 


To avoid this situation, it is suggested that all the 
operations on a port, using at least one bit in bidl- 
rectional mode, are performed on a copy of the 
port register, then transferring the result with a load 
instruction to the I/O port. 


When PxX.n is programmed as Alternate Function 
Output (Figure 9-7) except fo Analog Inputs : 


. The Output Buffer is turned on in an Open- 
drain or Push-pull configuration 


. The data present on the I/O pin is sampled into 
the Input Latch at the beginning of the execu- 
tion of each instruction 


- Asignal coming from an on-chip Function is al- 
lowed to load the Output Slave Latch driving 
the I/O pin. Signal timing is under control of the 
Function. If no Function is connected to PX.n 
the I/O pin is driven to a high level in Push-pull 
configuration and is driven to high impedance 
in open drain configuration. 


Figure 9-7. Alternate Function Configuration 
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9.4 ALTERNATE FUNCTION ARCHITECTURE 


Each single I/O pin may access three different 
types of ST9 internal signals: 


. Data bus line (I/O) 
. ‘Alternate Function’ Input 
. Alternate Function Output 


Each pin configuration is made by software, thus 
allowing the User to choose the type of signal to 
access a pin. The choice of type of signal is made 
with the registers PXC2, PXC1, PXCO of the I/O 
Port X (Please refer to the previous section for 
more details) 


Pins Declared as an I/O 

A pin declared as an |/O is a pin connected to the 
I/O buffer. In such a case, this pin may either be an 
Input or an Output or an I/O depending on the 
value stored in (PXC2, PXC1, PXCO) 


Figure 9-8. Example of 3 Alternate Function 
Inputs 


ALTERNATE FUNCTION 
INPUT 


MODULE 1 


ALTERNATE FUNCTION 
INPUT 
MODULE 2 


ALTERNATE FUNCTION 
INPUT 


MODULE 3 
VROOA171 


Figure 9-9. Example of 3 Alternate Function 


Inputs 
ouTPpuT MODULE 1 
OUTPUT MODULE 2 


OUTPUT 


MODULE 3 


VROOB171 


IST SGS-THOMSON 


ST9 - I/O Ports 


Pin Declared As An ‘Alternate Function’ Input 
A single pin may be directly connected to several 
Alternate Function inputs. In such a case, the User 
has to select the required input mode (TTL or 
CMOS levels) and to enable, by software, the se- 
lected Alternate Function module (by enabling it) 
and unselect all other Alternate Functions (by dis- 
abling them). 

No specific configuration of the port is required to 
enable the input Alternate Function, as the input 
buffer is directly connected to each module using 
it. AS more than one module can use the same in- 
put Alternate Function line, it is under User soft- 
ware control to enable a module to use the input 
Alternate Function. 

The digital I/O remains operational even when us- 
ing the Alternate Function input. The exception to 
this is for an I/O port bit connected to analog volt- 
ages (for the Analog to Digital Converter). 


Pin Declared As An Alternate Function Output 
A pin declared as an Alternate function output cor- 
responds to (PXC2,PXC1,PXCO) = 1,1,1 or 0,1,1. 
Several Alternate Function outputs may drive a 
common pin. In such a case, the Alternate Func- 
tion output signals are ANDed before driving the 
common pin. The User has therefore to select, by 
software, the Alternate Function Output required 
by enabling it and disabling all other Alternate 
Function Outputs on the same pin (a disabled Al- 
ternate Function Output outputs a “1”). 


The inputs to on-chip Functions and Alternate 
Function Outputs are predefined for each I/O 
pin of an ST9. Please refer to the Alternate 
Function Table at the beginning of this 
datasheet for the exact configuration. 


Figure 9-10. Example of One I/O Pin Configu- 
ration 
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ALTERNATE FUNCTION (Continued) 


General Configuration 

A single pin may be used, according to different 
phases of the software, as an I/O or connected to 
an input or an Alternate Function output. An exam- 
ple is given in Figure 9-10. 

WARNING: When a pin is connected to an Input 
Function and to an Alternate Function output, the 
User must be aware of the fact that the Alternate 
Function output signal always input to the Alternate 
Function module(s) declared as input(s). Figure 9- 
10 shows an example where the signal P/D also 
enters RDSTB and INT3. 


9.5 SPECIAL PORTS 


9.5.1 Bit Structure For A/D Converter Inputs 


When a port bit is used as input for an on-chip A/D 
Converter, its structure is modified as shown in 
Figure 9-11. 


The behaviour of this bit is identical to the general 
purpose bit described in paragraph 9.66 except 
when it is programmed as Alternate Function. In 
this case, the Output Buffer is forced Tristate and 
the input of the Input Buffer is disconnected from 
the I/O pin and forced low. In this way the I/O pin is 
free to assume any analog value without causing 
power consumption in the Input Buffer. The bit 
MUST be programmed to (PXC2, PXC1, 
PXCO) = 1,1,1) to assume this special configura- 
tion. 


Figure 9-11. A/D Input Port Bit Structure 
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9.6 /O STATUS AFTER WFI, HALT AND RESET 


The status of the ST9 I/O ports during the Wait For 
Interrupt, Halt and Reset operational modes is 
shown in the following table. The External Memory 
Interface ports are shown separately, however, if 
only the internal memory is being used and the 
ports are acting as I/O, the status is the same as 
shown for the other I/O ports. 


- if ROMLESS (ST9 memory is Off-chip): 
PO, P1 are set to push-pull A.F. 
Push-pull, Output value is undefined. 


- if not ROMLESS (ROM or EPROM parts) 
PO, P1 and P6 are set to Bidirectional Weak 
Pull-up, Output value is FFh (all pins high). 


WARNING: I/O pins (other than the ROMless pin, 
if enabled by mask option) are set to the Weak 
Pull-up mode during the Reset cycle. This state is 
forced during the reset sequence, but the I/O pins 
can be ina random state for up to 64 crystal peri- 
ods. 

The application circuit must take this into account if 
it can lead to critical situations in the external cir- 


cuitry. 


No Affect (clocks 
High Next 

running) 

No Affect (clocks 
HALT HIgh nex output from ST9 

Impedance } Address 

stopped) 

Bidirectional Weak 
RESET Note 1 


Pull-up except: 
Notes 


ROMless = weak 
weak pull-up 

1.P0 and P1 (when used to provide non-multiplexed low 

order address) setup depends on the ROMLESS condition. 
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10 HANDSHAKE/DMA CONTROLLER 


10.1 INTRODUCTION 


The handshake module allows the User to config- 
ure an I/O Port under handshake control or to sup- 
port DMA operations, driven by an on-chip 16 bit 
Multifunction TIMER, between Data/Program 
Memory or Register File and an I/O port. 


The module supports data exchange with hand- 
shake through port PX (where PX is predefined by 
the ST9 configuration) with up to 4 handshake 
lines: 2 Outputs (RDRDY and WRRDY) connected 
as_ Alternate Function Outputs and 2 Inputs 
(RDSTB and WRSTB). 

Input, Output and Bidirectional Handshake modes 
are available. 


Input Functions RDSTB and WRSTB are always 
associated to external interrupt channels. To syn- 
chronize handshake protocols generating interrupt 


ST9 - Handshake 


requests (as the following paragraph will show) the 
User must program the interrupt control register 
and the vector associated to the used line(s) 
(RDSTB and/or WRSTB). The active high output 
lines RDRDY and WRRADY are held high when not 
active in order to allow the Alternate Function Out- 
put connection of other ST9 peripherals. 


DMA transfers can move data from Data/Program 
Memory or Register File to the I/O Port with Hand- 
shake capability or viceversa, using either the Mul- 
tifunction Timer CAPTO or COMPO DMA 
Channels. In Figure 10-1 the four on-chip lines that 
connect the module to the on-chip Multifunction 
Timer to support DMA transfers are shown (DD 
(Data Direction), CO_LSYNCHR(COmpare SYN- 
CHronism), CA_SYNCHR (CApture SYNCHro- 
nism) and On Chip Event). 


Figure 10-1. Handshake/DMA Controller Module Block Diagram 
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10.2 PROGRAMMABLE HANDSHAKE MODES 


10.2.1 Input Handshake 


Two Input Handshake Modes are available to syn- 
chronise input transitions on port bits programmed 
as Input or Bidirectional. Output or Alternate Func- 
tion bits are not affected. 

In the timings, READ PORT is an ST9 internal sig- 
nal that transfers data from the Input Latches onto 
the Data bus. 


Two Lines Input Handshake 


When this mode is selected WRRDY is set to indi- 
cate that data can be loaded into the Input Latches 
of the Input and Bidirectional port pins. Data pre- 
sent on the pins is read when the peripheral forces 
a low levelon WRSTB and is sampled on the rising 
edge of WRSTB. 


When a rising edge on WRSTB occurs, WRRDY 
goes low signifying that the Input Latch is full and 
further loading must be inhibited until the ST9 
reads the port. When the port register is read, 
WRRDY is set. Both low and high levels on 
WRSTB must last at least one INTCLK cycle. 


Figure 10-3. Two Line Input Handshake Timing 


INTCLK 


The User is suggested to program the External In- 
terrupt Channel associated with the WRSTB line to 
generate an interrupt request when a rising edge 
occurs. The ST9 can thus, in the course of its inter- 
rupt service routine, read the data furnished by the 
peripheral as soon as it is available. 


Figure 10-2. Two Line Input Handshake 
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HANDSHAKE MODES (Continued) 


One Line Input Handshake 


Figures 10-4 and 10-5 illustrate the timing associ- 
ated with the One Line (WRRDY) Input Handshake 
Mode. 

When this mode is selected the ST9 sets WRRDY 
to indicate that data can be loaded into the Input 
Latches of the Input and Bidirectional port pins. 


Data present on the pins is continuously sampled. 
When the ST9Q is reading the port WRRDY goes 
low. As data is strobed into the port only when 
WRRDY goes high, the forced low state of 
WRRDY will prevent the Input Latch data from 
changing while ST9 is reading the port. When the 
ST9 read cycle finishes, WRRDY is set. 


Figure 10-5. One Line Input Handshake Timing 
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Figure 10-4. One Line Input Handshake 
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HANDSHAKE MODES (Continued) 


10.2.2 Output Handshake 


Two Output Handshake Modes are available to 
synchronize output transitions on port bits pro- 
grammed as Output or Bidirectional. I/O pins pro- 
grammed as Input or Alternate Function Output 
are not affected. 


In the timing diagrams, WRITE PORT is the inter- 
nal signal that transfers data from the Internal Data 
Bus into the Port Output Master Latches. 


Two Lines Output Handshake 


Figure 10-7 illustrates the timing associated with 
the Two Lines (RDRDY, RDSTB) Output Hand- 
shake Mode (Figure 10-6). 


When this mode is selected RDRDY is reset to in- 
dicate that no significant data is present on the 
Output and Bidirectional port pins. When the Out- 
put Slave Latches are written, RDRDY is set to in- 
dicate that data is ready for the peripheral device. 
In most systems the rising edge of RDRDY can be 
used as a latching signal in the peripheral device. 
RDRDY will remain high until a rising edge is re- 
ceived on RDSTB indicating that the peripheral 
has taken the data. Both low and high level on 


Figure 10-7. Two Line Output Handshake Timing 
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RDSTB must last at least one ST9 INTCLK cycle. 
The User is suggested to program the External In- 
terrupt Channel associated with the RDSTB line to 
generate an interrupt request when a rising edge 
occurs. The ST9 can thus, in the course of its inter- 
rupt service routine, furnish new data as soon as 
the previous data is taken by the peripheral. 


Figure 10-6. Two Line Output Handshake 
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HANDSHAKE MODES (Continued) 


One Line Output Handshake 


Figure 10-9 illustrates the timing associated with 
the One Line (RDRDY) Output Handshake Mode 
Figure 10-8. 


When this mode is selected RDRDY is reset to in- 
dicate that no significant data is present on the 
Output and Bidirectional port pins. When the Out- 
put Slave Latches are written to, RDRDY is set to 
indicate that data is ready for the peripheral device. 
In most systems the rising edge of RDRDY can be 
used as a latching signal in the peripheral device. 
No peripheral acknowledge is waited for. While 
ST9 is writing into the Output Slave Latches 
RDRDY goes low, RDRDY is set again when the 
new data is ready on the port pins. 


Figure 10-9. One Line Output Handshake Timing 
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Figure 10-8. One Line Output Handshake 
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HANDSHAKE MODES (Continued) 


10.2.3 Bidirectional Handshake 


A Bidirectional Handshake Mode is available to 
synchronise bidirectional transitions on Port bits 
programmed as Bidirectional. When this mode is 
selected, the Output Buffer configuration of Bidi- 
rectional port pins programmed as Weak Pull-up 
become Push-pull. Open-drain configuration is not 
modified. I/O bits set to Input, Output or Alternate 
Function Output are not affected. 


Figure 10-11 illustrates the timing associated with 
the Bidirectional Handshake Mode. This mode is a 
combination of Two Lines Output Mode and Two 
Lines Input Mode using all four handshake lines, 
two for output (RDRDY, RDSTB) and two for input 
control (WRRDY, WRSTB). In the timing INTCLK 
is the ST9 internal not stretched clock, WRITE 
PORT is the signal that transfers data from the In- 
ternal Data Bus into the port Output Master 
Latches and READ PORT is the signal that trans- 
fers data from the Input Latches onto the Data Bus. 
When Bidirectional Handshake mode is selected 
the Output Buffers of the Bidirectional port pins are 
forced tristate, WRRDY is set to indicate that data 
can be loaded into the Input Latches and RDRDY 
is reset to indicate that no significant data is pre- 
sent in the Output Slave Latches. 


Input Transitions. Data present on the pins is 
sampled when the peripheral forces a low level on 
WRSTB. When a rising edge on WRSTB occurs, 
WRRDY goes low signifying that the Input Latches 


Figure 10-11. Bidirectional Handshake Timing 
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are full and further loading must be inhibited until 
the ST9 reads the port. When the port register is 
read, WRRDY is set. Both low and high levels on 


WRSTB must last at least one ST9 INTCLK cycle. 


The User is suggested to program the External in- 
terrupt Channel associated with the WRSTB line to 
generate an interrupt request when a rising edge 
occurs. The ST9 can thus, in the course of its inter- 
rupt service routine, read the data furnished by the 
peripheral as soon as it is available. 


Figure 10-10. Four Line Bidirectional 
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HANDSHAKE MODES (Continued) 


Output Transitions. When the Output Slave 
Latches are written to, RDRDY is set to indicate 
that data is ready for the peripheral device. When 
RDSTB goes low, data is allowed out onto the port 
pins. When a rising edge is received on RDSTB, in- 
dicating that the peripheral has taken the data, the 
Output Buffers are forced tristate and RDRDY 
goes low. Both low and high level on RDSTB must 
last at least one INTCLK cycle. 


The User is suggested to program the External In- 
terrupt Channel associated to the RDSTB line to 
generate an interrupt request when a rising edge 
occurs; The ST9 can thus, in the course of its inter- 
rupt service routine, write new data into the Output 
Slave Latches as soon as the previous data is 
taken by the peripheral. 


Figure 10-12. Bidirectional Application Example 
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10.2.4 Application example: Mapping an ST9 
onto the memory bus of another ST9 


Figure 10-12 shows a possible application of the 
bidirectional handshake protocol, used to connect 
an ST9 as a slave of another (master) ST9. 


PX of the slave ST9 is connected to the Ad- 
dress/Data Memory Bus of the master ST9. A de- 
coder enables, with a low level, the generation of 
RDSTB or WRSTB when DS is low and the master 
is reading from, or writing to, the memory. 


To synchronize data transfers with the slave, the 
master ST9 uses RDRDY and WRRDY as Exter- 
nal Interrupt Sources, programmed to generate an 
interrupt request when a rising edge occurs. The 
slave ST9Q interrupts the master raising RDRDY 
when new data is ready in the port Output Slave 
Latches and raising WRRDY when the Input 
Latches can be filled with new data. According to 
the interrupt request received, the master ST9 can 
read the ready data from the slave (RDRDY inter- 
rupt routine) or write other data into the slave 
(WRRDY interrupt routine). 
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10.3 PROGRAMMABLE DMA MODES 


The Handshake Module supports DMA operations 
controlled by either the CAPTO or COMPO DMA 
Channel of a Multifunction Timer. The User en- 
ables this function writing a “O” in the DEN bit in the 
HDCTL register and selects the DMA Channel by 
writing the DCH bit: “O” for CAPTO, “1” for COMPO. 


When the CAPTO Channel is chosen, the DD bit 
selects the Data Direction: “O” to move data from 
Data/Program Memory or Register File to the port 
(DMA Output), “1” to perform the opposite transfer 
(DMA Input). Signal CA_SYNCHR is sent by the 
Timer to the Handshake/DMA Controller for writing 
the port Output Master Latches or reading the In- 
put latches (depending on DD), during the DMA 
operations when a capture occurs on the Timer. 


If the Handshake section of the module is enabled, 
the data transfer from the Output Master Latches 
into the Output Slave Latches (Output Strobe, for 
pins programmed as Output or Bidirectional) or 
from the Pins into the Input Latches (Input Strobe, 
for pins programmed as Input or Bidirectional) is 
controlled by the logic supporting the chosen 
Handshake protocol. 


If no Handshake is programmed the User can 
choose how to drive the Output or Input Strobe by 
writing the DST bit: a “O” leaves the Strobes under 
the normal port control, according to the chosen 
port bit configuration, a “1” selects the On Chip 
Event generated by the Timer as the Output or In- 
put Strobe. 


When the COMPO Channel is selected, DMA out- 
put transfers are only allowed independent of DD, 
and CO_SYNCHR is used for output Master Latch. 
If Handshake is disabled, DST selects how to con- 
trol the Output Strobe. If enabled, the Handshake 
controls the Output Strobe. 


10.3.1 DMA Transfers Driven By Timer CAPTO 

Channel With Handshake 

The following descriptions are made assuming that 
DMA transfers are driven by Multifunction Timer 0. 
The following table shows the DMA Port capabili- 
ties of the ST9 family: 


MultiFunction Handshake 
Timer Port 
a re a ee 
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10.3.2 DMA Input transfers with two line input 
handshake 


When 


. Two Lines Input Handshake mode is selected 
(HS7="1", HS6="0", HS5="1”) 


. the port is enabled to support DMA input trans- 
fers driven by the Timer CAPTO DMA Channel 
(DEN=“0”, DD="1”, DOH=“0”) 


. the Handshake WRSTB line is connected off- 
chip to the Timer TOINA line 


~ TOINA DMA requests are enabled on rising 
edges 


. WRSTB interrupt requests are disabled, data 
transfers on port pins programmed as Input (or 
Bidirectional) can be synchronized using the 
Handshake WRSTB line as DMA Request and 
the WRRDY line as DMA Acknowledge. 


WRRDY is set to indicate that data can be loaded 
into the Input Latches of the Input (or Bidirectional) 
port pins. Data present on the port pins is sampled 
when the peripheral forces a low level on WRSTB. 
When a rising edge on WRSTB (TOINA) occurs 
WRRDY goes low, signifying that the Input Latches 
are full and further loading must be inhibited until 
the ST9 reads the port, and a DMA request is is- 
sued. When the port register is read, during the 
DMA transfer, WRRDY is set. 


Figure 10-13. DMA with 2 Line Input Hand- 
shake Mode 
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PROGRAMMABLE DMA MODES (Continued) 


10.3.3 DMA output transfers with two lines 
output handshake 


When 


- Two Lines Output Handshake is selected 
(HS7="1", HS6="1”, HS5=“0”) 


- the port is enabled to support DMA output 
transfers driven by the Timer CAPTO DMA 
Channel (DEN=“0”, DD=“0”, DCH=“0”) 


- the Handshake RDSTB line is connected off- 
chip to the Timer TOINA line 


- TOINA DMA requests are enabled on rising 
edges 


. RDSTB interrupt requests are disabled 


data transfers on port pins programmed as Output 
(or Bidirectional) can be synchronized when using 
the Handshake RDSTB and RDRDY lines as DMA 
Request and DMA Acknowledge. 


When Two Lines Output Handshake is selected, 
RDRDY is reset to indicate that no significant data 
is present on the Output and Bidirectional port 
pins. When the Output Slave Latches are written, 
RDRDY is set to indicate that data is ready for the 
peripheral device. The first data value, whose 
usual meaning is that ST9 is ready to provide the 
following data by DMA transfers, is normally writ- 
ten by the DMA initialization routine. 


When a rising edge is received on RDSTB 
(TOINA), indicating that the peripheral has taken 
the data, RDRDY is reset and a DMA request is is- 
sued to get the next data. When the ST9 Output 
Slave Latches are written, during the DMA trans- 
fer, RDRDY is set again. If the User wants to get 


Figure 10-14. DMA output transfers with 2 
lines output handshake 
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data from ST9 as soon as RDSTB goes low, exter- 
nal latches clocked by RDSTB can be added to 
create a pipeline stage, that is at each RDSTB low 
pulse on the falling edge the peripheral gets data 
transferred into the port by the previous DMA 
transfer and on the rising edge a DMA request is 
issued to get the next data. 


10.3.4 DMA input transfers with one line input 
handshake 


When 


- One Line Input Handshake 
(HS7="0", HS6="0”, HS5="1”) 


- the port is enabled to support DMA input op- 
erations driven by the Timer CAPTO DMA 
Channel (DEN=“0”, DD="1”, DCH="0”) 


. the Timer TOINA DMA requests are enabled on 
rising (or falling) edges data transfers on port 
pins programmed as Input (or Bidirectional) 
can be synchronized by using the Timer TOINA 
line as DMA Request, and the Handshake 
WRRDY line as DMA Acknowledge. 


When One Line Input Handshake is selected 
WRRDY is set to indicate that data can be loaded 
into the Input Latches of the Input and Bidirectional 
port pins. Data present on the port pins is continu- 
ously sampled. While ST9 is reading the port, dur- 
ing the DMA transfer requested by a rising (or 
falling) edge on the Timer TOINA line, WRRDY 
goes low. If data is strobed into the port only when 
WRRDY is high, the forced low state of WRRDY 
will prevent Input Latches data from changing 
while ST9 is reading the port. When ST9 reading 
cycle finishes, WRRDY is set. 


is selected 


Figure 10-15. DMA input transfers with one 
line input handshake 
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PROGRAMMABLE DMA MODES (Continued) 


10.3.5 DMA output transfers with one line out- 
put handshake 


When 


~ One Line Output Handshake 
(HS7=“0", HS6="1", HS5=“0”) 


. the port is enabled to support DMA output 
transfers driven by the Timer CAPTO DMA 
Channel (DEN=“0", DD=“0”, DCH=“0”) 


. the Timer TOINA DMA requests are enabled on 
rising (or falling) edges 


data transfers on port pins programmed as Output 
or Bidirectional can be synchronized using the 
Timer TOINA line as DMA Request, and the Hand- 
shake RDRDY line as DMA Acknowledge. RDRDY 
is reset to indicate that no significant data is pre- 
sent on the Output (or Bidirectional) port pins. 
When the ST9 Output Slave Latches are written, 
RDRDY is set to indicate that data are ready for the 
peripheral device. The first data, whose usual 
meaning is that the ST9 is ready to provide the fol- 
lowing data by DMA transfers, is normally written 
by the DMA initialization routine. 


When a rising (or falling) edge is received on 
TOINA, a DMA request is issued to get the next 
data. While ST9 is writing into the Output Slave 
Latches, during the DMA transfer, RDRDY goes 
low. RDRDY is set again when the new data is 
ready on the port pins. 


is selected 


Figure 10-16. DMA output transfers with one 
line output handshake 
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10.3.6 DMA input/output transfers with bidi- 
rectional handshake 


When 


. Bidirectional Handshake is selected (HS7="x”, 
HS6="0", HS5=“0") 


. the port is enabled to support DMA transfers 
driven by the Timer CAPTO DMA Channel 
(DEN=“0", DCH="“0”) 


. the Handshake WRSTB and RDSTB lines are 
ANDed and connected off-chip to the Timer 
TOINA line 


- TOINA DMA requests are enabled on rising 
edges 


- WRSTB and RDSTB interrupt requests are dis- 
abled 


data transfers on port pins programmed as Bidirec- 
tional can be synchronized using the Handshake 
WRSTB and WRRDY lines as DMA Request and 
DMA Acknowledge for DMA _ Input transfers 
(DD="1”") and the Handshake RDSTB and RDRDY 
lines as DMA Request and DMA Acknowledge for 
DMA Output transfers (DD="0"). 


DMA Input Transfers. When Bidirectional Hand- 
shake is selected WRRDY is set to indicate that 
data can be loaded into the Input Latches of the 
Bidirectional port pins. Data present on the pins is 
sampled when the peripheral forces a low level on 
WRSTB. When a rising edge on WRSTB (TOINA) 
occurs WRRDY goes low, signifying that the Input 
Latches are full and further loading must be inhib- 
ited until the ST9 reads the port, and a DMA re- 
quest is issued. When the port register is read, 
during the DMA transfer, WRRDY is set. 


Figure 10-17. DMA input/output transfers with 
bidirectional handshake 
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PROGRAMMABLE DMA MODES (Continued) 


DMA Output Transfers. When Bidirectional 
Handshake is selected, RDRDY is reset to indicate 
that no significant data is present on the Bidirec- 
tional port pins. When the Output Slave Latches 
are written, RDRDY is set to indicate that data is 
ready for the peripheral device. The first data, 
whose usual meaning is that ST9 is ready to pro- 
vide the following data by DMA transfers, is nor- 
mally written by the DMA initialization routine. 


When RDSTB goes low data is allowed onto the 
port pins. When a rising edge is received on 
RDSTB (TOINA), indicating that the peripheral has 
taken the data, the Output Buffers are forced tris- 
tate, RDRDY is reset and a DMA request is issued 
to get the next data. When the Output Slave 
Latches are written during the DMA transfer, 
RDRDY is set again. 


In the output data flow there is one pipeline stage, 
that is ateach RDSTB low pulse on the falling edge 
the peripheral gets data transferred into the port by 
the previous DMA transfer and on the rising edge 
issues a DMA request to get the next data. 


Example. As the direction of DMA transfers is con- 
trolled by software, the User must define a protocol 
to control the sequence of input/output data trans- 
fers. 


The initialization routine defines the direction (DD) 
of the first DMA transfer and the address and size 
of the data buffer (Pointer and Counter associated 
to the DMA Channel). In the interrupt routine called 
when the DMA Transaction Counter = 0, the User 
must define the new address and size of the data 


ST9 - Handshake 


buffer and can change (according to the chosen 
protocol) the direction of next DMA operations. 


Figure 10-18 shows how the application example 
of Figure 10-17 (an ST9 connected as a slave of 
another ST9) is modified when data transfer 
from/to the slave ST9 is performed by DMA trans- 
fers. 


10.3.7 DMA Transfers Driven By Timer 
Comp0 Channel With Handshake 


DMA output transfers with one line output 
handshake 


when 


- One Line Output Handshake 
(HS7="0", HS6="1”, HS5="0”) 


- the port is enabled to support DMA output 
transfers driven by the Timer COMPO DMA 
Channel (DEN=“0”, DCH="1“) 


data transferred by DMA transfers on port pins pro- 
grammed as Output or Bidirectional can be strobed 
using the Handshake RDRDY line. 


When One Line Output Handshake is selected 
RDRDY is reset to indicate that no significant data 
is present on the Output and Bidirectional port 
pins. When the Output Slave Latches are written 
RDRDY is set. The rising edge of RDRDY can be 
used as a latching signal. At every DMA transfer 
triggered by the COMPO event new data is written 
into the port. While data is changing on the Output 
Slave Latches, RDRDY goes low. RDRDY is set 
again when the new data is ready on the port pins. 


is selected 


Figure 10-18. Bidirectional Application Example With DMA Transfer 
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10.4 HANDSHAKE/DMA CONTROL REGISTERS 


To program the Handshake and DMA modes, the 
User has to write the Handshake/DMA Control reg- 
ister (HDCTL) according to the table shown in 
page 78. The different handshake protocols and 
the Port behaviour during DMA operations are ex- 
plain in the previous paragraphs. 


HDCTLx Read/Write 
Handshake/DMA Control Register 


Reset Value: 1111 1111 (OFFh) 


7 0 
[i [oe [vs [oer] [or [oor] + 


b7-b5 = HS7, HS6, HS5: Handshake Mode Selec- 
tion. These bits allow selection of the Handshake 
direction and the number of lines used in the hand- 
shake as shown in the following table. 


Table 10-1. Module Configuration Table 


Handshake Modes 


Disabled 
Output (2 lines) 


(1 line) 


Output 
Input (2 lines) 
Input (1 line) 


Bidirectional (4 lines) 


b4 = DEN: DMA Enable. This bit (when reset) en- 
ables the DMA function with handshake through 
I/O Port 5. DMA is disabled when this bit = “1”. 


b3 = DD: DMA Data Direction. The direction of the 
DMA transfers through I/O Port 5 is set by this bit. 
A “1” sets DMA Input and a “0” sets DMA Output. 


b2 = DST: DMA Strobe. This bit, when set, enables 
the use of the Multifunction Timer 0 On-Chip Event 
to trigger the DMA transaction. 


b1 =DCH: DMA Channel When DST is set, allow- 
ing the DMA transactions to be triggered by Multi- 
function Timer 0, DCH selects the MFT source, a 
“1” selects the COMPO source, a “0” selects the 
CAPTO source. 


bO = DO. This bit is fixed by hardware to a high 
level. 
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CONTROL REGISTERS (Continued) 
Figure 10-19. Handshake/DMA Control Registers 


Applicable for ST9030, ST9036, ST9040 
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11 SERIAL PERIPHERAL INTERFACE 


11.1 INTRODUCTION 


The Serial Peripheral Interface (SPI) is integrated 
into the Core module of the ST9 and provides a 
general purpose shift register based peripheral al- 
lowing several external peripherals to be linked 
through an SPI protocol! bus. In addition, special 
modes allow reduced software overhead with I°C- 
bus and IM-bus Communication standards. 


The SPI uses 3 lines comprising Serial Data In 
(SDI) and Alternate Function outputs Serial Data 
Out (SDO) and Synchronous Serial Clock (SCk). 
Additional I/O pins may act as device selects or IM- 
bus address ident signals. 


Figure 11-1. Block Diagram 
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Its Main Features are: 
. Full duplex 3-wire synchronous transfer 
- Master operation only 


- 1.5MHz max bit transfer frequency 
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- 4 Programmable bit rates 
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. End of transmission interrupt 
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complex protocols 
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11.2 FUNCTIONAL DESCRIPTION 


The SPI, when enabled, receives input data from 
the ST9 Core internal data bus into SPIDR, and 
originates the Serial Clock (SCK) based upon di- 
viding of the internal processor clock (INTCLKk). 
The data is parallel loaded into the 8 bit shift regis- 
ter (from the internal bus) during a write cycle and 
then shifted out serially through the SDO pin (Most 
Significant bit first) to the slave device, which re- 
sponds by sending its data to the master device via 
the SDI pin. This implies full duplex transmission 
with data-out and data-in both synchronized with 
the same clock signal. Thus the transmitted byte is 
replaced by the byte received, eliminating the need 
to have separate “Tx empty” and “Rx full” status 
bits. 


When the shift register is loaded, data is parallel 
transferred to the read buffer and data becomes 
available for the ST9 during a following read cycle. 


The SPI requires three pins on an I/O port: 


SCK Serial Clock signal 
SDO serial Data Out 
SDI Serial Data In 


An additional output bit of an I/O port may be used 
to perform the slave chip select signal. 


Figure 11-2. A Typical SPI Network 
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11.2.1 Input Signal Description 
Serial Data In (SDI) 


Data is transferred serially from a slave to a master 
on this line, most significant bit first. In an S- 
BUS/I°C-bus configuration, SDI line senses the 
value forced on the data line (by SDO or by another 
peripheral connected to the S-bus/I*C-bus envi- 
ronment). 


11.2.2 Output Signal Description 
Serial Data Out (SDO) 


The SDO pin is configured as an output for the 
master device. This is obtained by programming 
the corresponding I/O pin as an output alternate 
function. Data Is transferred serially from a master 
to aslave on SDO, most significant bit first. This pin 
is forced to the high impedance state when the SPI 
is disabled and is set to “1” when arbitration is lost 
(during an S-bus/I?C-bus protocol transmission). 
The master device always allows data to be ap- 
plied on the SDO line one half cycle before the 
clock edge in order to latch the data for the slave 
device. 


Master Serial Clock (SCK) 


The master device uses SCK to latch the incoming 
data on the SDI line. This pin is forced to a high im- 
pedance state when SPI is disabled (SPEN, 
SPICR.7 = “O”), in order to avoid clock contention 
from different masters in a multi-master system. 
The master device generates SCK from INTCLK. 
SCK is used to synchronize the transfer of data 
both in and out of the device through its SDI and 
SDO pins. The SCK type and its relationship to 
data are controlled by the CPOL and CPHA bits in 
the Serial Peripheral Control Register. 

This input is provided with a digital filter which 
cleans spikes lasting less than one INTCLK period. 


Two bits (SPR1 and SPRO) in the Serial Peripheral 
Control Register, SPICR (R254) select the clock 
rate. Four frequencies can be selected, two in a 
high frequency range (mostly used with the SPI 
protocol) and two in a medium frequency range 
(mostly used for more complex protocols). 
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11.3 INTERRUPT STRUCTURE 


SPI peripheral is associated with external interrupt 
channel BO (pin INT2). Multiplexing between the 
external pin and SPI internal source is controlled 
by the SPEN and BMS bits according to the follow- 
ing table. 


The two possible SPI interrupt sources are: End of 
transmission (after each byte) and S-bus/I?C-bus 
start condition. Care should be taken when tog- 
gling SPEN or/and BMS bits from (0,0) status, this 
should be done by masking the interrupt channel 
BO (reset of EIMR.IMBO, bit 2 of External Interrupt 
Mask Register). Furthermore it is necessary to 
clear possible spurious requests on the corre- 
sponding channel by resetting the interrupt pend- 
ing bit EIPR.IPBO (bit 2 of External Interrupts 
Pending Register). 


The INT2 input Function is always mapped together 
with the SCK input Function to allow start/stop bit de- 
tection when using S-bus/I*C-bus protocols. 


A delay instruction (e.g. a NOP instruction) should 
be inserted between the SPEN toggle instruction 
and the interrupt pending bit reset instruction. 


Table 11-1. Interrupt Configuration 


0 0 
0 1 
1 X 


External channel INT2 


S-bus/I°C bus start or 
stop condition 


End of one byte 
transmission 


Figure 11-3. SPI I/O Pins 
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11.4 SPI REGISTERS 


SPI uses two registers mapped on page 0 of the 
register file: 


SPIDR R253 (FDh) PageO Read/Write 
SPI Data Register (R253) 


Reset Value: 0000 0000b (00h) 
7 0 


fo [=[=[o[@[@lale 


b7-b0 = D0-D7: SPI Data Bits. This register con- 
tains the data transmitted and received by the SPI. 
Data is transmitted b7 first, and receives incoming 
data into b0. Transmission is started by writing to 
this register. 


SPICR R255 (FEh) Page O Read/Write 
SPI Control Register (R254) 


Reset Value: 0000 0000b (00h) 


7 0 
SPEN BUSY | CPOL | CPHA | SPR1 | SPRO 


b7 = SPEN: Serial Peripheral Enable. When set, 
the two alternate functions SCK and SDO are en- 
abled. When disabled, SCK and SDO are kept in 
high impedance. Furthermore, SPEN affects the 
selection of the source for interrupt channel BO. 
Transmission will start by simply writing the data 
into the SPIDR Register. 


b6 = BMS: S-bus/FC-bus Mode Selector. This bit 
should be set to “1” when the SPI is used in an S- 
bus/I*C-bus protocol. It enables S-bus/I*C-bus ar- 
bitration, clock synchronization and Start/ Stop 
detection. 

When this bit is reset to "0”, a reinitialisation of the 
SPI logic is performed allowing recovery proce- 
dures after a Rx/T x failure. BMS (and SPEN) af- 
fects the selection of the source for interrupt 
channel BO. 


b5 = ARB: Arbitration flag bit. This bit is set when 
the SPI, in S-bus/I*C-bus mode, loses arbitration, 
and is reset when an S-bus/I°C-bus stop condition 
is detected. ARB can be reset by software. When 
ARB is set automatically, the SDO pin is set to high 
value until a write instruction on SPIDR is per- 
formed. 


88/195 


b4 = BUSY: SP/ Busy Flag. BUSY flag is set when 
a transmission is in process. This bit allows the 
user to monitor the SPI status by polling its value. 


b3 = CPOL:Transmission Clock Polarity. CPOL 
controls the normal or steady state value of the 
clock when data is not being transferred. 


As the SCK line is held in a high impedance state 
when the SPI is disabled (SPEN = “O”), the SCK pin 
must be connected to Vss or Vcc through a resistor 
according to the CPOL state. Polarity should be 
selected during the reset routine according to the 
value set into all peripherals and must not be 
changed during program execution. 


b2 = CPHA: Transmission Clock Phase. CPHA 
controls the relationship between the data on the 
SDI and SDO pins and the clock produced at the 
SCK pin. CPHA bit selects the clock edge which 
captures data and allows it to change state. It has 
its greatest impact on the first bit transmitted 
(MSB) because it does (or does not) allow a clock 
transition before the first data capture edge. 
Figure 11-5 shows the relationship between 
CPHA, CPOL and SCK, and indicates active clock 
edges and strobe times. 


b1-b0 = SPR1,SPRO0: SP! Rate. These two bits se- 
lect one (out of four) baud rates to be used as SCK. 
SCK Frequency 


) 
Clock 
SPRI SPRO (INTCLK = 12MHz) 
0 0 8 1500kHz (T= 0.67us) 
0 4 16 750kHz (T= 1.33) 
1 0 128 93.75kHz (T= 10.66us 
1 4 256 46.87kHz 


(T = 21.33ys 
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11.5 WORKING with DIFFERENT PROTOCOLS 


The SPI peripheral offers the following facilities to 
work with S-bus/I*C-bus and IM-bus protocols: 


. Interrupt request on start/stop detection 
- Hardware clock synchronisation 


- Arbitration lost flag with an automatic set of 
data line 


Note that the I/O bit associated to the SPI should 
be returned to a defined state as a normal I/O pin 
before changing the SPI protocol. 


The following paragraphs provide information to 
manage these protocols. 


11.5.1 I?C-bus Interface 


I?C-bus is a two-wire bidirectional data-bus, the 
two lines being SDA (Serial DAta) and SCL (Serial 
CLock). Both are open drain lines to allow arbitra- 
tion. As shown in figure 11-6, data is toggled with 
clock low and Start and Stop conditions are de- 
tected when a high to low (start) or a low to high 
(stop) transition on the SDA line occurs with the 
SCL line high. 


Each transmission consists of nine clock pulses 
(SCL line). The first 8 pulses transmit the byte (msb 
first), the ninth is used by the receiver to acknow- 
ledge. 


Figure 11-5. SPI Data and Clock Timing 
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DIFFERENT PROTOCOLS (Continued) 
Table 11-2. Typical I?C-bus Sequences 


SPICR.CPOL, CPHA = 0, 0 


Hardware 


SPICR.SPEN = 0 Set polarity and phase 
INITIALIZE SPICR.BMS =1 SCK, SDO IN HI-Z SPI disable ; 

SCK pin set as AF output SCL, SDA = 1, 1 START/STOP interrupt 

SDI pin set as input Enable 


Set SDO port bit to 1 


SDO pin set as output 
Open Drain 
Set SDO port bit to 0 


SDA = 0, SCL = 1 START condition 
interrupt request receiver START detection 


START 
TRANSMISSION 


ACKNOWLEDGE 
STOP 


Figure 11-6. SPI Data and Clock Timing 


SCL =0 
Start transmission 
interrupt request 


Managed by interrupt routine 
load FFh when receiving end of 
transmission detection 


SPICR.SPEN = 1 
SDO pin as Alternate Function 
output load data into SPIDR 


SPICR.SPEN = 0 SCK, SDO in HI-Z SPI disable 
Poll SDA line SCL, SDA = 1 only if transmitting 
Set SDA line only if receiving 


SPICR.SPEN = 1 SCL =0 only if transmitting 


SDO pin set as output Open Drain 
SPICR.SPEN = 0 
Set SDO port bit to 1 


SDA = 1 
interrupt request 


STOP condition 


Ist BYTE 


CLOCK PULSE CLOCK PULSE 
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DIFFERENT PROTOCOLS (Continued) 


The data on the SDA line is sampled with the low to 
high transition on the SCL line. 


SPI Working With I?C-bus 


To use the SPI with the I@C-bus protocol, the SCK 
line is used as SCL, the SDI and SDO lines, exter- 
nally wired-OR’d, are used as SDA. All the output 
pins must be configured as open drain (see Fig- 
ure 11-4). 


Table 11-2 shows the typical I?C-bus sequence di- 
vided in 5 phases: initialize, start, transmission, ac- 
knowledge and stop. 


Software and hardware will take care of each 
phase. A master to slave transmission can be 
managed as example according to the following ta- 
ble. 


During the transmission phase, the following ?c- 
bus features are also supported by hardware. 


Clock Synchronization 


In a multimaster I?C-bus system, when more mas- 
ters generate their own clock, synchronization is 
needed. The first master which releases the SCL 
line stops internal counting, restarting only when 


Figure 11-7. SPI Arbitration 
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the SCL line goes high (released by all the other 
masters). In this way, devices using different clock 
sources and different frequencies can be inter- 
faced. 


Arbitration Lost 


When more masters are sending data on SDA line, 
the following mechanism is performed: if the trans- 
mitter sends a “1” and SDA line is forced low by an- 
other device the ARB flag (SPICR.5) is set and the 
SDO buffer is "switched off. (ARB is reset and SDO 
buffer is “switched on” when SPIDR is written to 
again). When BMS is set to “1” the peripheral clock 
is supplied through the INT2 line by the external 
clock line (SCL). Due to potential noise spikes 
(which must last longer than one INTCLK period to 
be detected), RX or TX may gain a clock pulse. 
Referring to Figure 11-7, if ST9-1 detects a noise 
spike and gains a clock pulse, it will stop its trans- 
mission in advance and hold the clock line low 
causing ST9-2 to be frozen at the 7th bit. To exit 
and recover from this condition the BMS bit must 
be reset to “0”, this will cause the reset of the SPI 
logic, aborting the current transmission. An End of 
Transmission interrupt is generated after this reset 
sequence. 
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DIFFERENT PROTOCOLS (Continued) 


11.5.2 S-Bus Interface 


S-bus is a three-wire bidirectional data-bus, with 
functional features similar to I°C-bus. Differently 
from I*C-bus, the START/STOP conditions are 
given by encoding the information on 3 wires in- 
stead of 2, as shown in Figure 11-8. The additional 
line is referred as SEN. 

SPI Working With S-bus 

The S-bus protocol uses the same pin configura- 
tion as I?C-bus for generating the SCL and SDA 
lines. The additional SEN line is managed through 
a standard ST9 I/O port under software control 
(see Figure 11-9). 


Figure 11-9. S-bus Configuration 
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Figure 11-8. Mixed S-bus and I?C-bus system 
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Figure 11-10. ST9 and InterMetal Peripheral 
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DIFFERENT PROTOCOLS (Continued) 


11.5.3 IM-Bus Interface 


The IM-bus has a bidirectional data line and a clock 
line, and in addition it requires an IDENT line that 
distinguishes an address from a data byte (Fig- 
ure 11-11). Unlike the I°C-bus protocol, the IM-bus 
protocol sends the least significant bit first, this re- 
quires a software routine which reverses the bit or- 
der before sending, and after receiving a data byte. 
Figure 11-10 shows the connections for an IM-bus 
peripheral to an ST9 SPI. The SDO and SDI pins 
are connected to the bidirectional data pin of the 
peripheral device. The SDO alternate function is 
set in Open Drain (external 2.5KQ pull-up resistors 
are required). 


With this type of configuration, data is sent to the 
peripheral by writing the data byte to SPIDR. To re- 
ceive data from the peripheral, the User should 


Figure 11-11. IM bus Timing 


write FFh into SPIDR in order to generate the shift 
clock pulses. As the SDO line is set to the Open | 
Drain configuration, the incoming data bits that are 
set to one do not affect the SDO/SDI line status 
(which defaults to a high level due to the FFh in the 
transmit register), while incoming bits that are set 
to “O” pull the input line low. 


In software it is necessary to initialise the ST9 SPI 
with CPOL and CPHA set to “1”, “1”. By using a 
general purpose I/O as the IDENT line and forcing 
it to a logical “O” when writing to SPIDR, an address 
is sent (or read). Then, by setting this bit to a logical 
“1” and writing to SPIDR, data is sent to the periph- 
eral. When all the address and data pairs are sent 
it is necessary to drive the IDENT line low and high 
to create a short pulse. In this way the stop condi- 
tion is generated. 
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Notes : 
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12 TIMER/WATCHDOG 


12.1 INTRODUCTION 


A programmable 16-bit down counter with an 8-bit 
prescaler is included in the ST9 Core. This Timer 
can be programmed to be used as a general pur- 
pose 16-bit Timer, with associated input and out- 
put pins for timing functions, or as a Watchdog 
Timer offering security against possible processor 
malfunctions due to hardware or software failures. 


The Timer/Watchdog functions can use inputs 
from an external pin and an Alternate Function out- 
put of an I/O Port. The Input pin can be used in one 
of the four programmable input modes: 


- event counter, 

- gated external input mode, 
. triggerable input mode, 

- retriggerable input mode. 


Figure 12-1. Block Diagram 
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The output pin can be used to generate a square or 
a Pulse Width Modulated signal. 


An interrupt generated by the unit (when running 
as a 16-bit Timer/counter and not as Watchdog) 
can be used as a Top Level Interrupt or as an inter- 
rupt source connected to channel AO of the exter- 
nal interrupt structure (replacing the INTO interrupt 
input). 

The clock for the counter can be driven either by an 
external clock or an internal clock equal to INTCLK 
divided by 4. 

When using an external 24MHz crystal (INTCLK = 
12MHz), the End Of Count rate is: 


5.59 sec. for Max. Count (Timer Const. = FFFFh, 
Prescaler Const. = FFh) 


333 nsec. for Min. Count (Timer Const. = 0000h, 
Prescaler Const. = 00h) 
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ST9 - Timer/Watchdog 


12.2 FUNCTIONAL DESCRIPTION 


12.2.1 Timer/Counter Input Modes 


Setting the Input Enable (INEN) bit enables the in- 
put mode which is selected via the INMD1 and 
INMD2 bits. When INEN is reset to zero, the input 
section is disabled and the values of INMD1 and 
INMD2 are don’t-care. 


Event Counter Mode 
(INMD1 = “0”, INMD2 = “0”) 


The Timer is driven by the signal applied to the in- 
put pin which acts as an external clock. The unit 
works therefore as an event counter. The event is 
a high to low transition of the input signal. 

Spacing between trailing edges should be at least 
350ns (i.e. the maximum Watchdog Timer input 
frequency is 2.9MHz with INTCLK = 12MHz). 


Gated Input Mode 
(INMD1 = “0”, INMD2 = “1”) 


The Timer uses the Watchdog internal clock 
(INTCLK divided by 4) and starts and stops the 
Timer according to the input pin. When the status 
of the Input pin is High the Timer Watchdog count 
operation proceeds, and when Low, counting is 
stopped. 


Retriggerable Input Mode 
(INMD1 = “1”, INMD2 = “1”) 


A Timer/Watchdog start is caused by: 

a) a set of the Start-Stop bit, or 

b) a High to Low (low trigger) transition on the input 
pin. 

In order to stop the Timer, it is only necessary to re- 
set the Start-Stop bit to zero. 


Triggerable Input Mode 

(INMD1 = “1”, INMD2 = “O”) 

In this mode when the Timer is running 
(TIMER/WATCHDOG internal clock), a High to 
Low transition of the input pin causes the counting 
to start from the initial value. When the Timer is 
stopped (ST_SP bit equal to zero), a High to Low 
transition of the input pin has no effect. 


12.2.2 Timer/Watchdog Output Modes 


OUTPUT modes are selected using 2 bits of 
WDTCR (R251): OUTEN (Output Enable) and 
OUTMD (Output Mode). 


When OUTMD = “0”, the Timer outputs a signal 
with a frequency equal to half the End Of Count 
repetition rate. With INTCLK = 12MHZz, this allows 
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generation of a square wave with a period ranging 
from 666ns to 11.18 seconds. 


The value of the WROUT bit is transferred to the 
output pin at the End Of Count and the value is 
held until the next End of Count when OUTMD = 
“1”. This allows the user to generate PWM signals, 
by modifying the status of WROUT between End of 
Count events, based on software counters decre- 
mented on the Timer/Watchdog interrupt. 


OUTEN = “1” enables the output function selected 
via OUTMD 


When OUTEN = “0”, the output is disabled and the 
output pin is held at a “1” level to allow several al- 
ternate functions on the same pin. 


12.2.3 Timer/Counter Control 
Start/Stop 


ST_SP (WDTCR.7) enables down-counting. An in- 
struction which sets this bit will cause the Timer to 
start at the beginning of the following instruction. 
Resetting this bit will stop the counter. 


If the counter is stopped and restarted, counting 
will resume from the last value unless a new con- 
stant has been entered in the Timer registers. A 
new constant can be written with the counter run- 
ning. The new value will be loaded at the following 
End Of Count (EOC). 


WARNING: In order to prevent incorrect counting 
of the Timer/Watchdog, the prescaler (WDTPR) 
and counter (WDTRL, WDTRH) registers must be 
initialised before the starting of the Timer/Watch- 
dog. If this is not done, counting will start with the 
reset (un-initialised) values. 


Single/Continuous Mode 


SINGLE MODE: At End Of Count the Timer stops, 
reloads the constant, and resets the Start/Stop bit 
(WDTCR.6) (user may check the current status by 
reading this bit). Restarting is done by setting the 
Start/Stop bit. Note that the Timer constant is re- 
loaded only if it has been modified during the stop 
period. 


CONTINUOUS MODE: At End Of Count the 
counter automatically reloads the constant and re- 
starts. It is stopped only if the Start/Stop bit is reset. 
This Mode bit can be written with the Timer 
stopped or running. It is possible to toggle the 
©S_C bit and start the counter with the same instruc- 
tion. 
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FUNCTIONAL DESCRIPTION (Continued) 


12.2.4 Timer/Watchdog Mode 


In this mode (WDGEN = “0”) the counter generates 
a fixed time basis. When End Of Count is reached 
the Timer generates a system Reset. 


The time base is user-defined and must be written 
in the Timer registers before entering Watchdog 
mode. In Watchdog mode it is possible to modify 
only the Prescaler Constant. This new value will be 
loaded when the counter restarts. 

Resetting WDGEN (bit 6 of the Wait Control Regis- 
ter) causes the counter to start regardless of the 
value of the Start-Stop. In order to prevent a system 
reset the sequence AAh, 55h should be entered in 
WDTLR (Watchdog Timer register low). Once the 
writing of 55h has been performed the Timer re- 
loads the constant and counting restarts from the 
preset value. 


Figure 12-2. Timer /Watchdog in Watchdog Mode 


TIMER START COUNTING 


WRITE WDTRH,WDTRL 


WDEN=0 


WRITE AAh,55h 
INTO WOTRL 


PRODUCE 
COUNT RELOAD 
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The minimum time between the writing of the AAh 
and 55h codes is zero, i.e. the writing is sequential, 
and the maximum time is given by the Watchdog 
timeout period. 


In Watchdog-mode a halt instruction is regarded 
as illegal. Execution of the halt instruction stops 
further core execution by the CPU and interrupt ac- 
knowledgment, but does not stop INTCLK or 
CPUCLK or the Watchdog Timer, which will cause 
a System Reset when reaching the End of Count. 
Furthermore ST_SP, S_C and input mode selec- 
tion bits are “don’t-care”. Hence regardless of their 
status, the counter always runs in Continuous 
Mode driven by the internal clock. 


The Output mode should not be enabled since that 
particular mode of operation is meaningless. 


SOFT FAIL 
(E.G INFINITE LOOP) 
OR PERIPHERAL FAIL 
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12.3 TIMER/WATCHDOG INTERRUPT Figure 12-3. Interrupt Sources 


When enabled, the Timer/Watchdog will issue an 
interrupt request at every End Of Count. ee ae 


A pair of control bits, AOS (EIVR.1, Interrupt AO se- 
lection bit) and TLIS (EIVR.2, Top Level Input Se- 
lection bit) allow the selection of 2 interrupt Sources 
(the Timer/Watchdog End of Count or an external 
pin) in two different ways, as a top level non mask- 
able interrupt (Software Reset) or as a source for WDEN (WCR.6) 
channel AO of the external interrupt logic. 


In the Watchdog mode the End Of Count always 
causes a system reset. 


A block diagram of the interrupt logic is given in Fig- INTAO REQUEST 
ure 12-3 (Note: software traps can be generated by 
setting the appropriate interrupt pending bit): 

The following table shows all the possible configu- 
rations of the interrupt/reset sources which involve IAOS (EIVR.1) 
the Timer/Watchdog: 


RESET 


TOP LEVEL 
INTERRUPT REQUEST 


TLIS (EIVR.2) vA00293 


Table 12-1. Interrupt Configuration 


Control Bits Enabled Sources Watchdog 


Timer Stat 
WDGEN IAOS_ TLIS | Reset INTAO Top Level Be ae 


WDG/Ext Reset SW TRAP SW TRAP Watchdog 
WDG/Ext Reset SW TRAP Ext Pin Watchdog 
WDG/Ext Reset Ext Pin SW TRAP Watchdog 


WDG/Ext Reset Ext Pin Ext Pin Watchdog 


Ext Reset Timer Timer Timer 
Ext Reset Timer Ext Pin Timer 
Ext Reset Ext Pin Timer Timer 
Ext Reset Ext Pin Ext Pin Timer 


Note 
WDG = Watchdog function 
SW TRAP = Software Trap 
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12.4 TIMER/WATCHDOG REGISTERS 


The Timer/Watchdog has 4 registers mapped into 
Group F, Page 0 of the Register File. 


WDTHR (R248): Timer/Watchdog Counter High 
Register 

WDTLR (R249): Timer/Watchdog Counter Low 
Register 

WDTPR (R250): Timer/Watchdog Prescaler 
Register 

WDTCR (R251): Timer/Watchdog Control Register 


Three additional control bits are mapped in the fol- 
lowing registers of Page 0: 


~ watchdog mode enable, WCR.6 
- top level interrupt selection, EIVR.2 
. interrupt AO channel selection, EIVR.1 


Note: The registers containing these bits also con- 
tain other functions. Only the bits relevant to the 
operation of the Timer/Watchdog are shown here. 


Counter Registers 


This 16 bit register is used to load the 16 bit counter 
value. The registers can be read or written “on the 
fly”. 


WDTHR R248 (F8h) Page O Read/Write 
Timer/Watchdog Counter Register, High byte 


Reset value: undefined 
7 0 


[as [rw [we [we] wer [ wo] we [w 


WDTLR R249 (F9h) PageO Read/Write 
Timer/Watchdog Counter Register, Low byte. ~ 


Reset value: undefined 
7 0 


fr [ello [@ [le [m[ 


ISA SGS-THOMSON 


WDTPR R250 (FAh) Page O Read/Write 
Timer/Watchdog Prescaler Register 


Reset value: undefined 


7 0 
| | [re | [mr 


b7-b0 = PR7-PRO: Timer/Watchdog Prescaler. 
The value stored in this Register is used to select 
the prescaling factor from 1 (loading 00h) to 256 
(loading FFh). 

WARNING. In order to prevent incorrect counting 
of the Timer/Watchdog, the prescaler (WDTPR) 
and counter (WDTRL, WDTRH) registers must be 
initialised before the starting of the Timer/Watch- 
dog. If this is not done, counting will start with the 
reset (un-initialised) values. 


WDTCR R251 (FBh) Page O Read/Write 
Timer/Watchdog Control Register 


Reset value: 0001 0010 (12h) 


7 0 
S767] 6.6 JAMOI]NWDS wen 


b7 = ST_SP: Start/Stop Bit. Setting this bit to a “1” 
starts the counting operation (see Warning above). 
When this bit is “O”, the counter is stopped (reset 
status) 


b6 =S _C: Single/Continuous. When this bit is set, 
the counter operates in Single Count Mode. Con- 
tinuous Mode is set when this bit is “O” 


b5-b4 = INMD1, INMD2: /nput mode selection bits. 


b3 = INEN: /nput Enable. This bit enables (“1”) and 
disables (“0”) the input section 


b2 = OUTMD: Output Mode. When this bit is “1”, 
and the output is enabled, the value of WROUT is 
transferred to the output pin on every End Of 
Count. When “0”, the output is toggled on every 
End of Count 

bi = WROUT: WROUT bit. The status of this bit is 
transferred to the Output pin when OUTMD = “1”, it 
is user definable to allow PWM output (at reset 
WROUT = “1”) 

bO = OUTEN: Output Enable bit. The output is en- 
abled by setting this bit to “1”, and disabled by re- 
setting to “O” 
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TIMER/WATCHDOG REGISTERS (Continued) 


WCR R252 (FCh) Page O Read/Write 
Wait Control Register 
Reset value: 0111 1111 (7Fh) 


7 0 


b6 = WDGEN: Watchdog Enable Bit (active low). 
Resetting this bit to zero via software enters the 
Watchdog mode. Once reset, it cannot be set to “1” 
by the user program. At system reset, the Watch- 
dog mode is disabled 
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EIVR R246 (F6h) Page O Read/Write 
External Interrupt Vector Register 
Reset value: xxxx 0110 (X6h) 


7 0 
Pe Dx Dx Px [x Fr es 


b2 = TLIS: Top Level Input Selection bit. This bit 
selects the Top Level interrupt source. When “O”, 
the Top Level interrupt source is the Watch- 
dog/Timer end of count, when = “1”, it is the exter- 
nal pin NMI. 


b1 =IAOS: Interrupt channel AO Selection Bit. This 
bit allows the Timer/Watchdog interrupt to channel 
through the external Interrupt AO source, allowing 
the setting of user-defined priority levels. 


WARNING. To avoid spurious interrupt requests, 
an access to the [AOS bit must be made only when 
the interrupt logic is disabled (i.e. after the DI in- 
struction). It is also necessary to clear a possible 
interrupt pending request on channel AO before 
enabling this interrupt channel. A delay instruction 
(e.g. a NOP instruction) must be inserted between 
the reset of the interrupt pending bit and the IAOS 
write instruction. 
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13 MULTIFUNCTION TIMER 


13.1 INTRODUCTION 


The Multifunction Timer is a 16-bit Up/Down 
counter, driven by the output of an 8-bit prescaler 
which may be driven by INTCLK/3 (giving a mini- 
mum timing resolution of 250ns at INTCLK = 
12 MHz) or by an external source. 

This timer is supported by two 16-bit Comparison 
Registers (CMPOR, CMP1R) for generating 
timed functions and two 16-bit Capture/(re)Load 
Registers (REGOR, REG1R) for timing and vari- 
able timebase functions. These features coupled 
with 2 input pins (TxINA and TxINB) and 2 Alter- 
nate Function output pins (TXOUTA and 
TXOUTB), where x = the number of the Timer, 
give the Timer 12 operating modes including 
automatic PWM generation and frequency meas- 
urement. 


Several functional configurations are possible, e.g.: 


- 2 input captures on two different external lines 
and 2 independent output compare functions 
(counter in free running mode), or 1 output 
compare on a fixed repetition rate. 


- 1 input capture, 1 counter reload and 2 inde- 
pendent output compares. 


Figure 13-1. MFT Simplified Block Diagram 


ST9 - Multifunction Timer 


- 2 alternate autoreloads and 2 independent out- 
put compares. 


- 2 alternate captures on the same external line 
and 2 independent output compares on a fixed 
repetition rate. 


When two timers are present on ST9 chip, a com- 
bined mode is available. 


Four internal signals are also available for timing of 
on-chip functions: the On Chip Event signal can be 
used to control other peripherals on the chip itself, 
and 3 other signals which can be internally con- 
nected to I/O port(s) in order to allow automatic, 
timed, DMA transfers. 


The two external inputs (TxINA/TXINB) of the timer 
can be individually programmed to catch a particu- 
lar external configuration, i.e.: 


. rising edge 
- falling edge 
- rising and falling edges 


The configuration of each input is fixed by the Input 
Control Register (ICR). 


CAPTURE /LOAD 
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DMA CONTROLLER 
CAPTURE/LOAD REG 0 


8 BIT 
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CAPTURE/LOAD REG 1 
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COMPARE REG O 
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INTRODUCTION (Continued) 

Each of the two output pins (TxXOUTA/TxOUTB) 
can be driven from any of three possible sources: 
. Compare Register 0 logic 

- Compare Register 1 logic 

- Overflow/Underflow logic 


Each of these three sources can cause one of the 
following four effects, independently, on each of 
the two outputs: 


- Nop 

- Set 

. Reset 
. Toggle 


Furthermore an additional on-chip Event signal 
can be generated by two of the three sources men- 
tioned above, i.e. Over/Underflow event and Com- 
pare O event. This signal.can be used internally as 
synchronism for another on-chip peripheral or as 
strobe for an I/O port (see I/O port chapter). 


Figure 13-2. Detailed Block Diagram 
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Five maskable interrupt sources referring to an 
End Of Count condition, 2 input captures and 2 
output compares, can generate 3 different interrupt 
requests (with hardware fixed priority), pointing to 
3 interrupt routine vectors. 


Two independent DMA channels are available for 
a MFtimer and can be used for quick data flow op- 
erations. Each DMA request (associated to a cap- 
ture on REGOR register, or a compare on CMPOR 
register) has priority on the INT request generated 
by the same source. 


Each DMA channel can be employed in external 
transfers to/from memory from/to an 1/O port using 
three internal lines (one for setting the data flow di- 
rection, and two for the transfer synchronization). 


A SWAP mode is also available to allow high speed 
continuous transfers (see Interrupt and DMA chapter). 
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13.2 FUNCTIONAL DESCRIPTION 


The operating modes of the timer can be selected 
by programming the Timer Control Register (TCR) 
and the Timer Mode Register (TMR). 


13.2.1 One Shot Mode 


When the counter generates an overflow (in up- 
count mode) or an underflow (in down-count 
mode), i.e. an End Of Count is reached, the 
counter stops and no counter reload occurs. The 
counter can be restarted only by an external or 
software trigger. The One Shot Mode is entered by 
setting TMR bit CO. 


13.2.2 Continuous Mode 


Whenever the counter reaches an End Of Count, 
the counting sequence is automatically restarted 
and the counter is reloaded from REGOR (or 
REG1R when selected in Biload Mode). Continu- 
ous Mode is entered by resetting TMR bit CO. 


13.2.3 Trigger And Retrigger Modes 


A trigger event may be generated either by soft- 
ware action (setting either CPO or CP1 bit in timer 
register FLAGR), or by an external source which 
may be programmed to be active on the rising 
edge. the falling edge or both, using the fields AO- 
A1 and BO-B1 in ICR. 


In One Shot and Trigger Mode, every trigger event 
(used as a reload and start count) arriving before 
an End Of Count, is masked. In One Shot and Re- 
trigger Mode, every trigger (used as a reload and 
start count) received while the counter is running 
automatically reloads the counter from REGOR (or 
REG1R when the register is selected in Biload 
Mode). Trigger/Retrigger Mode !s set by the REN 
bit in TMR. 


TXINA input refers to REGOR and TxINB input re- 
fers to REGIR. 


WARNING. If the Trigger Mode is selected when 
the counter is in Continuous Mode, then every trig- 
ger to reload the counter starting value is disabled, 
so it is not possible to synchronize the counting cy- 
cle by hardware or software. 
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13.2.4 Gate Mode 


In this mode the counting operation is performed 
only when the external gate input is active (logical 
state “O”). The selection of TxINA or TxINB input as 
gate input is made through INO-IN3 bits in ICR. 


13.2.5 Capture Mode 


REGOR and REGIR registers may be_ inde- 
pendently set in Capture Mode by setting RMO or 
RM1 in TMR, so that a capture of the current count 
value can be performed either on REGOR or 
REG1R, via software action (by setting CPO or 
CP1 in the FLAGR register) or a programmable 
event on the external input pins. 


WARNING. Care should be taken when two soft- 
ware captures have to be performed on the same 
register. In this case, at least one extra instruction 
must be present between the first CPO/CP1 bit set 
and the subsequent CP0/CP1 bit reset. 


13.2.6 Up/Down Mode 


The counter can count up or down depending on the 
state of the UDC bit (Software Up/Down) in TCR. or 
on the configuration of the external input pins, which 
have priority over UDC (see Input pin assignment in 
ICR). When read, the UDCS bit always returns the 
counter up/down current status (see also the 
Up/Down Autodiscrimination mode in the Input Pin 
Assignment Section). 


13.2.7 Free Running Mode 


The timer performs full range counting (in up or down 
mode) without reloading from REGOR at an End Of 
Count. This mode is automatically selected either in 
Bicapture Mode or by setting REGOR for capture 
function (Continuous Mode must also be set). In 
Autoclear Mode. free running with modulo less than 
2'° may be obtained (see Autoclear Mode). 
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FUNCTIONAL DESCRIPTION (Continued) 


13.2.8 Monitor Mode 


When RM 1 bit in TMR is reset and the timer is not 
in Bivalue Mode, then REGiR acts as monitor, re- 
producing the current U/D counter content ena- 
bling the ST9 to read the counter “on the fly”. 


13.2.9 Autoclear Mode 


A clear command forces the counter to the value 
0000h or OFFFFh, when counting in up or down 
count mode respectively. The counter reset may 
be obtained either directly, through CCL bit in TCR, 
or by entering the Autoclear Mode, through CCPO 
and CCMP0 fields in TCR. 


Every capture performed on REGOR (if CCPO = 
“{”), or every successful compare performed by 
CMPOR (if COMPO = “1”), clears the counter and 
reloads the prescaler. 


The Clear On Capture mode allows the direct meas- 
urement of delta time between successive captures 
on REGOR, while the Clear On Compare mode al- 
lows free running with modulo less than 2'°. 


13.2.10 Bivalue Mode 


Depending on the value of RMO bit in TMR, the 
Biload Mode (RMO = “O”) or the Bicapture Mode 
(RMO = “1”) can be selected as explained in the fol- 
lowing table: 


Table 13-1. Bivalues Modes 


cee — Tee Timer 
Operating Modes 
BiLoad mode 
BiCapture Mode 


A) Biload Mode 


The Biload Mode is entered by selecting the Bi- 
value Mode (BM = “1” in TMR) and programming 
REGOR as a reload register (RMO = “0” in TMR). 


At any End Of Count, the counter reloading is per- 
formed alternately from REGOR and REG1R, (a 
low level for BM bit always sets REGOR as the cur- 
rent register, so that, after a Low to High transition 
of BM bit, the first reload is always from REGOR). 


Every software or external trigger event on REGOR 
performs a reload from REGOR resetting the Biload 
cycle. In One Shot mode (reload made by a software 
or external trigger), the reload is always from REGOR. 
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B) Bicapture Mode 


The Bicapture Mode is entered selecting the Bi- 
value Mode (BM = “1” in TMR) and programming 
REGOR as a capture register (RMO = “1” in TMR). 


Every capture event, software simulated (by set- 
ting CPO flag) or from the TxINA input line, cap- 
tures the current counter value alternately into 
REGOR and REGiR. A low level for BM bit always 
sets REGOR as current register, so that the first 
capture, after setting BM bit, is always into 
REGOR. 


13.2.11 Parallel Mode 


When there are two timers on ST9 chip, the parallel 
mode is entered with ECK =“1” in TMR of Timer 1. 
Timer 1 prescaler input is internally connected to 
the Timer O prescaler output. Timer 0 prescaler in- 
put is connected to the system clock line. 


By loading the Prescaler Register of Timer 1 with 
the value 00h the two timers (Timer 0 and Timer 1) 
are driven by the same frequency in parallel mode. 


13.2.12 Autodiscriminator Mode 


Figure 13-3. Parallel Mode Description 


INTCLK /3 PRESCALER 1 


PRESCALER 0 


VROOO0217 


The phase difference sign of two overlapped 
pulses (respectively on TXINB and TxINA) gener- 
ates a one step up(down) count, so that the 
up/down control and the counter clock are both ex- 
ternal. The setting of the UDC bit in the TCR regis- 
ter has no effect in this configuration. 
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13.3 INPUT PIN ASSIGNMENT 


The two external inputs (TXINA and TxINB) of the 
timer can be individually configured to catch a par- 
ticular external event (i.e. rising edge, falling edge, 
rising and falling edges) by programming the two 
relevant bits (AQ, A1 and BO, B1) for each input in 
the external Input Control Register (ICR). 


The 16 different functional modes of the two exter- 
nal inputs can be selected by programming INO - 
IN3 bits of the ICR as explained in the following ta- 
ble. 


Table 13-2. Input Pin Function 


IC Reg. TxINA Input 
IN3-INO bits Function 


not used not used 
not used Trigger 
Gate not used 
Gate Trigger 
not used Ext. Clock 
Trigger not used 
Gate Ext. Clock 
Trigger Trigger 
Clock Up Clock Down 
Up/Down Ext. Clock 
Trigger Up Trigger Down 
Up/Down not used 
Autodiscr. Autodiscr. 
Trigger Ext. Clock 
Ext. Clock Trigger 
Trigger Gate 


TxINB Input 
Function 


Some choices in the external input pin assignment 
are defined in conjunction with RMO and RM 1 bits 
in TMR. 


For input pin assignment codes using the input 
pins as Trigger Inputs (except for code 1010, Trig- 
ger Up:Trigger Down): 


- a trigger signal on TxINA input pin performs an 
U/D counter load if RMO ="0", or an external 
capture if RMO = “1”. 


- a trigger signal on TxINB input pin always per- 
forms an external capture on REG1R. The 
TXINB input pin is disabled when the Bivalue 
Mode is set. 


Note. For proper operation of the External Input 
pins, the following must be observed: 


— the minimum external clock/trigger pulse width 
cannot be less than the system clock (INTCLK) pe- 
riod if the input pin is programmed as rising or fall- 
ing edge sensitive. 

— the minimum external clock/trigger pulse width 
cannot be less than the prescaler clock period 
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(INTCLK/3) if the input pin is programmed as rising 
and falling edges sensitive (valid also in Autodis- 
crimination mode). - the minimum delay between 
two clock/trigger pulse active edges must be 
greater than the prescaler clock period 
(INTCLK/3), while the minimum delay between two 
consecutive clock/trigger pulses must be greater 
than the system clock (INTCLk) period. 


— the minimum gate pulse width must be at least 
twice the prescaler clock period (INTCLK/3). 


— in Autodiscrimination mode, the minimum delay 
between the input pin A pulse edge (inside the in- 
put pin B pulse) and the edges of the input pin B 
pulse, must be at least the system clock (INTCLK) 
period. 


— if a number N of external pulses must be 
counted using a Compare Register of a Timer in 
External Clock mode, then the Compare Register 
used must be loaded with the value [X +/- (N-1)], 
where X is the starting counter value and the sign 
is chosen depending if in Up or Down count mode 
respectively. 


The sixteen external input functional modes avail- 
able (referring to Table 13-2) are: 


13.3.1 TxINA =1/O - TXINB = I/O 


Input pins A and B are not used by the Timer. The 
counter clock is internally generated and the 
up/down control may be made only by software ac- 
tion through the UDC (Software Up/Down) bit in 
the TCR register. 


13.3.2 TxINA = 1/O - TxINB = Trigger 


The signal applied to input pin B acts as a trigger 
signal on REGIR register. The prescaler clock is 
internally generated and the up/down control may 
be made only by software action through the UDC 
bit in the TCR register. 


13.3.3 TxINA = Gate - TxINB = I/O 


The signal applied to input pin A acts as a gate sig- 
nal for the internal clock (i.e. the counter runs only 
when the gate signal is at a low level). The counter 
clock is internally generated and the up/down con- 
trol may be made only by software action through 
the UDC bit in the TCR register. 


TOINA (Gate Input) ia nd (a 


Internal Counter Clock JULI LILI LI 


t | 


A count occurs here 
VRO00218 
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INPUT PIN ASSIGNMENT (Continued) 


13.3.4 TxINA = Gate - TxINB = Trigger 


Both input pins A and B are connected to the timer, 
with the resulting effect of combining the actions 
due to the above explained configurations. 


13.3.5 TxINA = I/O - TxINB = Ext. Clock 


The signal applied to input pin B is used as the ex- 
ternal clock for the prescaler. The up/down control 
may be made only by software action through the 
UDC bit in the TCR register. 


13.3.6 TxINA = Trigger - TxINB = I/O 


The signal applied to input pin A acts as a trigger 
signal on REGOR register performing the action for 
which the register was programmed (i.e. a reload 
or capture). The prescaler clock is internally gener- 
ated and the up/down control may be made only by 
software action through the UDC bit in the TCR 
register. 


TOINA (Trigger Input) r] 


Internal Counter Clock | | | | | | [ 


A count occurs here (*) 


VROOO0183 


(*) The timer is in One shot mode and REGOR in Reload mode 


13.3.7 TxINA = Gate - TxINB = Ext. Clock 


The signal applied to input pin B. gated by the sig- 
nal applied to input pin A, acts as external clock for 
the prescaler. The up/down control may be made 
only by software action through the UDC bit in the 
TCR register. 


TOINA (Gate Input) re 


TOINB (Ext. Counter Clock) TLILI LS 


A count occurs here 
VROOO0190 
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13.3.8 TxINA = Trigger - TXINB = Trigger 


The signal applied to input pin A (or B) acts as trig- 
ger signal for the REGOR (or REG1R) register per- 
forming the action for which the register has been 
programmed. The counter clock is internally gen- 
erated and the up/down control may be made only 
by software action through the UDC bit in the TCR 
register. 


13.3.9 TxINA = Clock Up - TxINB = Clock 
Down 


The pulse received on input pin A (or B) performs a 
one step up (or down) count, so that the counter 
clock and the up/down control are external. Setting 
the UDC bit in the TCR register has no effect in this 
configuration while input pin B has priority on input 
pin A. 


X = don't care 


TOINA (Up Count Clock) [LT LE Liyyuyyeyyxe 


Counter Increment 


TOINB (Down Count Clock) ‘sinin 


Counter Decrement 
VROO0191 


13.3.10 TxINA = Up/Down - TxINB = Ext Clock 


An High (or Low) level of the signal applied on input 
pin A sets the counter in the up (or down) count 
mode, while the signal applied to input pin B is 
used as clock for the prescaler. Setting the UDC bit 
in the TCR register has no effect in this configura- 
tion. 


Down Count 
Up Count 


TOINA (UP/DOWN) 


TOINB (Ext. Counter Clock) 1 PLM 


ae 


Counter Decrement 


Counter Increment 
VROQO0192 


13.3.11 TxINA = Trigger Up - TxINB = Trigger 
Down 


Up/down control is performed through both input 
pins A and B. A pulse on input pin A sets the up 
count mode, while a pulse on input pin B (which 
has priority on input pin A) sets the down count 
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INPUT PIN ASSIGNMENT (Continued) 


mode. The counter clock is internally generated 
while setting the UDC bit in the TCR register has 
no effect in this configuration. 


X = don’t care 
TOINA (Trigger Up) _[ ] XXX 


—~ Up Count Mode 


TOINB (Trigger Down) nM 


SS 
Down Count Mode 


VRO00193 


13.3.12 TxINA = Up/Down - TxINB = I/O 


An High (or Low) level of the signal applied on input 
pin A sets the counter in the up (or down) count 
mode. The counter clock is internally generated. 
Setting the UDC bit in the TCR register has no ef- 
fect in this configuration. 


Down Count 
TOINA (UP/DOWN) Up Count 
Internal Counter Clock | | | | | | | | | 


Counter 
Decrement 


Counter Increment 


VRO00194 


13.3.13 Autodiscrimination Mode 


The phase between two pulses (respectively on in- 
put pin B and input pin A) generates a one step up 
(or down) count, so that the up/down control and 
the counter clock are both external. Thus, if the ris- 
ing edge of TXINB arrives when TxINA is at level 
“0” the timer is incremented (no action if the rising 
edge of TxINB arrives when TxINA is at level “1”). 
If the falling edge of TxINB arrives when TxINA is 
at level “O” the timer is decremented (no action if 
the falling edge of TxINB arrives when TxINA is at 
level “1”). 


mT] SGS-THOMSON 
V7, xicromectnomes 


® 


Setting the UDC bit in the TCR register has no ef- 
fect in this configuration. 


TOINA | | 


UP /DOWN 
AUTODESCRIMINATOR 


TOINB j | | 


Counter Decrement 


Counter Increment 
VRO00195 


13.3.14 TxINA = Trigger - TxINB = Ext. Clock 


The signal applied to input pin A acts as a trigger 
signal on REGOR register performing the action for 
which the register was programmed (i.e. a reload 
or capture), while the signal applied to input pin Bis 
used as clock for the prescaler. 


TOINA (Trigger Input) M7 


TGINB (Ext Counter Clock) ‘a TL. 


A count occurs here* 


VRO00i96 


(") The timer ts in One shot mode and REGOR tn reload mode 
13.3.15 TxINA = Ext. Clock - TxINB = Trigger 


The signal applied to input pin B acts as a trigger, 
performing a capture on REG1R register. while the 
signal applied to the input pin A is used as clock for 
the prescaler. 


13.3.16 TxINA = Trigger - TXINB = Gate 


The signal applied to input pin A acts as a trigger 
signal on REGOR register performing the action for 
which the register was programmed (i.e. a reload 
or capture), while the signal applied to input pin B 
acts as a gate signal for the internal clock (i.e. the 
counter runs only when the gate signal is at a low 
level). 
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13.4 OUTPUT PIN ASSIGNMENT 


Two external outputs are available for each timer 
when programmed as Alternate Function Outputs 
of the I/O pins. 


Two registers for every timer, Output A Control 
Register (OACR) and Output B Control Register 
(OBCR) define the driver for the outputs and the 
actions to be performed. 


Each of the two output pins can be driven from any 
of the three possible sources: 


. Compare Register 0 event logic 
.- Compare Register 1 event logic 
.~ Overflow/Underflow event logic. 


Each of these three sources can cause one of the 
following four effects on any of the two outputs: 

- Nop 

- Set 

. Reset 

- Toggle. 

Furthermore an On Chip Event signal can be 
driven by two of the three sources: the Over/Un- 
derflow event and Compare 0 event by program- 
ming the CEV bit of the OACR register and the 
OEV bit of OBCR register respectively. This signal 


can be used for another on-chip peripheral or as 
strobe for an I/O port (see Handshake chapter). 


Output Waveforms 


Depending on the different programmed values of 
OACR and OBCR the following example waveforms 
can be generated on TxXOUTA and TxOUTB pins. 
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Configuration where TxOUTA is driven by 
Over/Underflow (OUF) and Compare 0 event 
(CMO), while TXOUTB is driven by the Over/Under- 
flow and Compare 1 event (CM1). 

OACR is programmed with TxOUTA preset to “0”, 
OUF sets TXOUTA, CMO resets TXOUTA and CM1 
does not affect the output. 

OBCR is programmed with TxOUTB preset to “0”, 
OUF sets TxXOUTB, CM1 resets TxOUTB while 
CMO does not affect the output. 


OACR = [101100X0] 
OBCR = [110001X1] 


TOOUTA 
OUF COMPO OUF COMPO 


COMP1 COMP'1 


TOOUTB | ] |, 


OUF OUF 
VRO00197 


Configuration where TxOUTA is driven by 
Over/Underflow, Compare 0 and Compare 1, while 
TxOUTB is driven by both Compare 0 and Com- 
pare 1. 

OACR is programmed with TXOUTA preset to “0”. 
OUF toggles the Output 0 as do CMO and CM1. 
OBCR is programmed with TxOUTB preset to “1”. 
OUF does not affect the output while CMO resets 
TxOUTB and CM 1 sets it. 


[101100X0] 
[110001X1] 


TOOUTA 


OUF OUF 
COMPO COMPO 


COMP1 COMP1 


COMP1 COMP1 


TOOUTB 
COMPO COMPO 
VRO00198 
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OUTPUT PIN ASSIGNMENT (Continued) 


Configuration where TxOUTA is driven by 
Over/Underflow and Compare 0, while TxOUTB is 
driven by Over/Underflow and Compare 1. 

OACR is programmed with TXOUTA preset to “0”. 
OUF sets TXOUTA while CMO resets it and CM1 
has no affect. 

OBCR is programmed with TxOUTB preset to “1”. 
OUF toggles TxOUTB, CM1 sets it and CMO has 
no affect. 


OACR = [101100X0] 
OBCR = 


[110001X1] 
TOOUTA 
OUF COMPO OUF COMPO 


COMP1 COMP1 


toouts LJ LoS 1 
OUF OUF 


VROOA198 


Configuration where TxOUTA is driven by 
Over/Underflow and Compare 0, while TxOUTB is 
driven by Compare 0 and 1. 

OACR is programmed with TxOUTA preset to “1”. 
OUF sets TXOUTA, CMO resets it and CM1 has no 
affect. 

OBCR is programmed with TxOUTB preset to “O”. 
OUF has no affect, CMO sets TxOUTB and CM1 
toggles it. 


[101100x0] 
[110001Xx1 | 


TQOUTA 
OUF COMPO OUF COMPO 


COMP1 COMP1 


TOOUTB 


COMPO COMPO 


VROO0O0205 
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Output Waveform Samples In Biload Mode 


TxOUTA is programmed to monitor the two time in- 
tervals (t1 and 12) of the Biload Mode while 
TXOUTB is independent from the Over/Underflow 
and is driven by the different values of Compare 0 
and Compare 1. 

OACR is programmed with TxOUTA preset to “0”. 
OUF toggles the output and CMO and CM1 do not 
affect TXOUTA. 

OBCR is programmed with TxOUTB preset to “0”. 
OUF has no effect, while CM1 resets TxOUTB and 
CMO sets it. 


Depending on the CM1/CMO values, three differ- 
ent example waveforms have been drawn starting 
from the above mentioned configuration of OBCR. 
In the last case, with a different programmed value 
of OBCR, only Compare O drives TXOUTB, tog- 
gling the output. 


[111101Xx0] 
ee | 
TOOUTA 


OUF OUF 
[001011Xx0] 


0) COMPO < REGO < COMP! < REGI 


COMPO COMP1 


b) COMPO < COMP! < REGO < REG! 


TOOUTB COMP1 COMP1 


COMPO COMPO 


c) REGO < COMPO < COMP! < REG! 
COMP1 


COMPO 


OBCR = [011111X0] 


TOOUTB | | 


COMPO COMPO 


VROO0206 


Note (*) Depending on the CMP1R/CMPOR values 
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13.5 INTERRUPT AND DMA 


13.5.1 Timer Interrupt 


The timer has 5 different Interrupt sources, 
grouped into 3 independent groups, assigned to 
the following Interrupt vectors: 


Table 13-3. Timer Interrupt Structure 


Interrupt Source Vector Address 
COMP 0 
CAPT 0 


The three least significant bits of the vector pointer 
address represent the relative priority assigned to 
each group, (000 value is the highest priority level) 
and are fixed by hardware depending on the 
source which generates the interrupt request. The 
5 most significant bits are programmed by the user 
in the Interrupt Vector Register (IVR) of each 
Timer. 


Each source can be masked by a dedicated bit in 
the Interrupt/DMA Mask Register (IDMR) of each 
timer, as well as a global mask enable bit 
(IDMR.7), masking all interrupts. 


If an interrupt request (CMO or CPO) happens be- 
fore the corresponding pending bit is reset, an 
overrun condition occurs. This condition is flagged 
in two dedicated overrun bits, concerning the 
Comp0O and CaptO sources, and placed in the 
Timer Flag Register (FLAGR). 
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13.5.2 Timer DMA 


Two Independent DMA channels, associated to 
Compare 0 and Capture 0 sources, respectively al- 
low DMA transfers from Register File/Memory to 
Comp0 Register and vice versa from Capt0 Regis- 
ter to Register File/Memory (also transfers in/from 
Memory from/into an I/O port are available). Their 
priority is hardware set as follows: 


. Compare 0 Destination Lower Priority 
.- Capture 0 Source Higher Priority 


The two DMA request sources are independently 
maskable by two DMA Mask bits, mapped in the 
Timer Interrupt/DMA Mask register (IDMR). 


The two End of Block procedures, associated to 
each Interrupt mask and DMA mask combination, 
follow the standard architecture as shown in the In- 
terrupt and DMA chapters. 


13.5.3 DMA Pointers 


The 6 programmable most significant bits of the 
Timer Address and Counter Pointer registers 
(DAPR-DCPR) are common to both channels 
(CompO and Capt0 sources). As a consequence, 
the CompO and CaptO Address pointers are 
mapped by pair in the Register File, as well as the 
Comp0 and CaptO DMA Counter pair. 


The different address specification, in order to 
point either CaptO or Compo pointers, is provided 
by the Timer according to the channel under serv- 
ice (replacing the address bit 1 with “O” for CAPTO 
or with “1” for COMPO), when DO bit on DCPR reg- 
ister is equal to zero (Word address in Register 
File). In this condition (register with program/data 
memory transfer), the pointers will be split in two 
groups of adjacent Address pointer and Counter 
pairs respectively. 


In the case of register to register transfers (se- 
lected by programming the value “1” into bit 0 of the 
DCPR register), only one pair of pointers are re- 
quired and the pointers are mapped into one group 
of adjacent positions. 


DAPR (the DMA/Address Pointer Register) in this 
case in not used, but must be considered reserved. 
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INTERRUPT AND DMA (Continued) 


Figure 13-4. Map Pointer for 
Prog/Data Memory Transfer 


Register to 


Register File 


Comp0 16 bit 


Address Addr Pointer 


Pointers 


YYYYYY11() 
YYYYYY10(h) 


Capt0 16 bit 
Addr Pointer 
YYYYYY01 (I) 
YYYYYY00(h) 


Comp0 DMA 
DMA 16 bit Counter 
Counters XXXXXX1 1 (I) 


Capto DMA | XXXXXX10(h) 


16 bit Counter 
XXXXXX01 (I) 
XXXXXXO0O0(h) 


Figure 13-5. Map Pointer for Register to Regis- 
ter Transfer 


Register File 

8 bit Counter XXXXXX11 
Compare 0 
8 bit Addr Pointer XXXXXX10 


8 bit Counter XXXXXX01 


Capture 0 


8 bit Addr Counter XXXXXX00 
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13.5.4 Priority During The DMA Transactions 


Each Timer DMA transaction is a 16-bit operation, 
therefore two different bytes must be transferred 
subsequently. This is accomplished by two DMA 
transfers. In order to speed up each word transfer, 
the second byte transfer is executed by forcing 
automatically the peripheral priority to the highest 
level (000) regardless to the previous set level. It 
will be then restored to the original value after exe- 
cuting this transfer. Furthermore, once one request 
is being served, its hardware priority is kept at the 
highest level regardless to the other Timer internal 
sources, i.e. once a Comp0 request is being 
served, it keeps a higher priority on the Capt0 
channel, even if a CaptO request occurs between 
the two byte transfers. 


13.5.5 The DMA Swap Mode 


After a complete data table transfer, the transac- 
tion counter is reset and an End Of Block condition 
occurs, the block transfer is completed. 


The End Of Block Interrupt routine has at this point 
to reload both address and counter pointers of the 
channel referred by the End Of Block interrupt 
source if the application requires a continuous high 
speed data flow. This procedure causes speed 
limitations because of the time consumed by the 
reload routine. 


The SWAP feature overcomes this drawback, al- 
lowing high speed continuous transfers. Bit 2 of the 
Timer Address and Counter Pointer registers 
(DAPR-DCPR), toggles after any End Of Block 
condition, alternately providing odd and even ad- 
dress (D2-D7) for the pair of pointers, thus pointing 
to an updated pair, after a block has been com- 
pletely transferred. This allows the User to be up- 
dating or reading the first block, and to update the 
pointer values while the second is being trans- 
ferred. These two toggle bits are software writable 
and readable, mapped in DCPR bit 2 for the CMO 
channel, and in DAPR bit 2 for the CPO channel 
(though a DMA event on a channel, in Swap mode, 
modifies a field in DAPR and DCPR common to 
both channels, the DAPR/DCPR content used in 
the transfer is always the bit related to the correct 
channel). 


The SWAP mode can be enabled by a control bit 
placed in the Interrupt Control Register. 


WARNING: this mode is always Set for both chan- 
nel (CMO and CPO). 
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INTERRUPT AND DMA (Continued) 


13.5.6 The DMA End Of Block Interrupt Routine 


This Interrupt request is generated after each block 
transfer (EOB) and its priority is the same as as- 
signed in the usual Interrupt request, for the two 
channels. As a consequence, they will be served 
only when no DMA request occurs, and will be sub- 
mitted to a possible OUF Interrupt request, which 
has higher priority. 

Here is a typical EOB procedure (with swap mode 
enabled): 


- Toggle bit test and Jump. 


. Pointers (odd or even depending on toggle bit 
status) reload. 


. Reset EOB bit: this bit must be reset only after 
the old couple of pointers has been restored, 
so that, if a new EOB condition occurs, the 
next pointers are ready to be swapped. 


. Verify the software protection condition. 


. Read the corresponding Overrun bit: this 
makes the user sure that NO DMA request has 
been lost in the meantime. 


Return. 


WARNING: The EOB bits are read/write bits only 
for testing reasons. Writing a logical “1” by soft- 
ware (when SWEN bit is set) will cause a spurious 
interrupt request. During normal operation, these 
bits must only be reset by software. 


13.5.7 DMA Software Protection 


A second EOB condition may occur before the first 
EOB routine is completed, this would cause a not 
yet updated pointer couple to be addressed, with 
consequent overwriting of memory. To prevent 
these errors, a protection mechanism is provided, 
such that the attempted setting of the EOB bit be- 
fore it has been reset by software will cause the 
DMA mask on that channel to be reset (DMA dis- 
abled), locking any further DMA operation. As 
shown above, this mask bit should always be 
checked in each EOB routine, to ensure all DMA 
transfers are properly served. 
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13.6 TIMER DMA EXTERNAL MODES ON I/O 
PORTS 


Each Timer DMA channel can also be employed in 
external transfers to/from memory from/to an I/O 
port. In this case only Byte transfers are executed for 
any request. Two control bits (DCTS and DCTD) in 
the Interrupt/DMA Control Register (IDCR) set each 
channel in INT/EXT (Internal = Register to Mem- 
ory/External = Memory to/from I/O ports) mode. 


The relevant I/O port must then be programmed in 
DMA mode and the right direction of the port cho- 
sen by the HDCxR register of that port (see Hand- 
shake chapter). 


The two modes, however, are not the same for both 
channels as explained in the following section. 


13.6.1 CMO Channel External Mode 


This mode is enabled when DCTD (DMA Compare 
Transaction Destination) bit is equal to “1” in the 
IDCR register. 


This mode allows only Output transfers, from Reg- 
ister File/memory to the I/O port, under a request 
caused by a CMO event or a software request (writ- 
ing “1” in the CMO flag). An application for this is a 
data flow under DMA to be output at fixed times. 


The synchronization with the I/O port is accom- 
plished by an internal signal, active when the data 
to be transfered is present on the internal Data 
Bus. If programmed, the on-chip event pulse can 
also be generated and used to strobe the output 
data on the selected handshake port. 


In either case the DMA Output mode must be se- 
lected in the HDCTL Register of the port (see 
Handshake chapter). 


13.6.2 CPO Channel In External Mode 


This mode is enabled when DCTS (DMA Capture 
Transaction Source) bit is equal to “1” in the IDCR 
register. 


This mode allows bi-directional transfers controlled 
(when the I/O port is programmed in DMA In- 
put/Output mode in the HDCTL register) by the 
value of the DD bit of the HDCTL register (the DD 
bit selects the DMA input or DMA Output mode). 


The DMA request can be either an External CPTO 
request (Timer External input A) or a software re- 
quest (by writing “1” in the CPO Flag). 


This, along with a further internal synchronization sig- 
nal, generated by the Timer Unit, allows handshake 
operations managed by the I/O port while the direction 
of the data to read or write on the I/O portis fixed by the 
value of the DD bit in the HDCTL register. 
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MODES ON I/O PORTS (Continued) 


13.6.3 DMA Channel Synchronization 


A CPO DMA request can be generated also by a 
CMO event, simply by setting the Timer External In- 
put A on rising and falling edges sensitive, con- 
necting it by hardware or software (though the 
IOCR register) to the Timer OUT 0, and program- 
ming the CMO action as output toggle. 


This will cause a CPO request to be generated after 


Figure 13-6. Timer DMA Channels Synchronization 


RF /PM /OM 


rrr, 
—————— 
a 
DMA 
TABLE 


PATTERN TABLE 


DMA TRANSFER 


INT & DMA 


INPUT EDGE 
DETECTOR 


1/0 
CONNECTION 
(SOFTWARE) 
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each CMO condition, thus synchronizing the 2 
DMA channels (see the following application ex- 
ample). 

The DCTS bit must be set and DCTD bit must be 
reset in the IDCR register. Figure 13-6 shows an 
example of two channel synchronisation. A new 
byte will be sent out through the 1/O port at an inter- 
val specified by the COMPO value mapped in the 
look-up table. 


NOTE: THE 1/0 PORT DIRECTION 
IS FIXED BY THE DD BIT 
IN THE HDCTL REGISTER 


ON-CHIP 
EVENT 


CAPTURE O REGISTER 


16 BIT COUNTER 
COMPARE O REGISTER 


INT & DMA | 


DMA TRANSFER 


TOGGLE 
OUTPUT 


R.F /P.M. /D.M. 
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IDCR.DCTS=1 : CAPTURE DMA IN PORT MODE 
IDCR.OCTD=0 : COMPARE DMA IN NORMAL MODE 
HDCTL DST=0 : NORMAL STROBE (M2ST3) 


VRO00450 
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13.7 REGISTER DESCRIPTION 


Twenty control and data registers are associated 
to each Multifunction timer, and are located in the 
Group F I/O pages of the ST9 Register File. 


The registers of the Multifunction Timers are lo- 
cated in the I/O pages as follows: 


Note that unused registers must be regarded as re- 
served registers. 


Table 13-4. Multifunction Timer Register Map 


IMDR - TIMO 
FLAGR - TIMO 
OBCR - TIMO 
OACR - TIMO 
PRSR - TIMO 
ICR - TIMO 
TMR - TIMO 
TCR - TIMO 
CMP1LR - TIMO 
CMP1HR - TIMO 
CMPOLR - TIMO 
CMPOHR - TIMO 
REG1LR - TIMO 
REG1HR - TIMO 
REGOLR - TIMO 
REGOHR - TIMO 


Page 10 (OAh) 
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In the following pages there is a detailed description 
of every register with the meaning and the function of 
every bit. The register is referred without the abso- 
lute address which is depending on the number of 
the timer used (of course the configuration and the 
functions of the internal bits of i.e. TCR - TIMO are the 
same of TCR - TIM1 and so on. 


IMDR - TIM1 


IDCR - TIM1 


REGOHR - TIM1 


Page 9 (09h) Page 8 (08h) 
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REGISTER DESCRIPTION (Continued) 


13.7.1 Register 0 (REGOR) Registers 


This pair of registers (REGOLR and REGOHR) is 
used to capture values from the U/D counter or to 
load preset values into the U/D counter. 


REGOHR R240 (FOh) Read/Write 
Capture Load Register 0 (High) 


Reset value: undefined 


7 0 
[as [oe [ro [ne [or [ro] @ [me 


REGOLR R241 (Fih) Read/Write 
Capture Load Register 0 (Low) 


Reset value: undefined 
7 a) 


[= [=[*[=[@[*[~ 


13.7.2 Register 1 (REG1R) Registers 


This pair of registers (REG1LR and REG1HR) is 
used (as REGOR) to capture values from the U/D 
counter or to load preset values into the U/D counter. 


REG1HR R242 (F2h) Read/Write 


Capture Load Register 1 (High) 
Reset value: undefined 


7 0 
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REGILR R243 (F3h) Read/Write 
Capture Load Register 1 (Low) 


Reset value: undefined 


7 0 
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13.7.3 Compare 0 (CMPOR) Registers 


This pair of Registers (CMPOL and CMPOH) is 
used to store 16-bit values to be compared to the 
U/D counter content. 


CMPOHR R244 (F4h) Read/Write 
Compare 0 Register (High) 


Reset value: undefined 


7 0 
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CMPOLR R245 (F5h) Read/Write 
Compare 0 Register (Low) 


Reset value: undefined 
7 @) 
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13.7.4 Compare 1 (CMP1R) Registers 


This pair of Registers (CMP1L and CMP1H) is 
used (as CMPOR) to store 16-bit values to be com- 
pared to the U/D counter content. 


CMP1HR R246 (F6h) Read/Write 
Compare 1 Register (High) 
Reset value: undefined 


7 0 
[es [re [oo [me [ms [ow [= To 


CMP1LR R247 (F7h) Read/Write 
Compare 1 Register (Low) 


Reset value: undefined 


vs 0 
fe [= [=.= = [elo [= 
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ST9 - Multifunction Timer 


REGISTER DESCRIPTION (Continued) 


13.7.5 Timer Control Register (TCR) 


This register is used to control the status of the 
timer. 


TCR R248 (F8h) Read/Write 
Timer Control Register 


Reset value: 0000 Oxxxb 


7 0 
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b7 = CEN: Counter Enable. This bit is ANDed with 
the Global Counter Enable bit (GCEN bit on R230 
- Central Interrupt Control Register; the GCEN bit 
is set after the Reset cycle). Setting the CEN bit 
starts the counter and prescaler (without reload). 
When this bit is reset, the counter and prescaler 
stop. 


b6 = CCPO0: Clear on Capture. When this bit is set, 
a clear of the counter and a reload of the prescaler 
are performed on REGOR or REG1R capture. No 
effect when this bit is reset. 


b5 = CCMPO: Clear on Compare. When this bit is 
set, a clear of the counter and a reload of the pres- 
caler are performed on CMPOR compare. No ef- 
fect when this bit is reset. 


b4 = CCL: Counter clear. When this bit is set, the 
counter is cleared without generation of interrupt 
request. No effect when this bit is reset. 


b3 = UDC: Software Up/Down. When the direction 
of the counter is not fixed by TxINA and/or TxINB 
(see par. 10.3) it can be software controlled by the 
UDC bit. Setting the UDC bit selects the Up mode 
counting. Resetting this bit the Down counting is 
performed. 


b2 = UDCS: Up/Down Count status. This bit is read 
only and monitors the direction of the counter. 
Reading “1” means that the counter is using the Up 
mode counting. Reading “0” means that the Down 
mode counting is in use. 

b1 = OFO: OVF/UNF state. This bit is read only and 
is set if an Overflow or an Underflow occurs during 
a Capture on Register 0. 

bO = CS: Counter Status. This bit is read only and 
monitors the status of the counter. Reading “1” 
means that the counter is running. Reading “O” in- 
dicates that the counter is halted. 


116/195 


13.7.6 Timer Mode Register (TMR) 


This register is used to select the operating mode 
of the timer. 


TMR R249 (F9h) Read/Write 
Timer Mode Register 


Reset value: 0000 0000b (00h) 


7 0 
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b7 = OE1: Output 7 Enable. Setting this bit enables 
the Output 1 (TxOUTB) of the relevant timer. When 
this bit is reset, the TxOUTB is disabled and forced 
to the logic state “1”. The relevant I/O bit must also 
be set to Alternate Function. 


b6 = OE0: Output 0 Enable. Setting this bit enables 
the Output 0 (TXOUTA) of the relevant timer. When 
this bit is reset, the TxOUTA is disabled and forced 
to the logic state “1”. The relevant I/O bit must also 
be set to Alternate Function. 


b5 = BM: Bivalue Mode. This bit enables the Bi- 
value mode when is set. When the bit is reset, the 
Bivalue mode is disabled. After that, depending on 
the value of RMO bit (TMR - bit 3), the Biload or Bi- 
capture mode is selected. 


b4 = RM1: REG1R mode. When this bit is set, the 
REG1R can be used to capture the value of the 
counter. When the bit is reset, the REG1R moni- 
tors the value of the counter. The selection per- 
formed by this bit has no effect when the Bivalue 
Mode Is enabled. 


b3 = RMO: REGOR mode. When this bit is set, the 
REGOR can be used to capture the value of the 
counter (also the Bicapture mode can be selected 
if the BM bit is equal to 1). When the bit is reset, the 
REGOR can be used to load the new value of the 
counter (also the Biload mode can be selected if 
the BM bit is equal to “1”). 


b2 = ECK: Timer clocking mode. This bit selects 
the clock source which drives the prescaler. When 
the ECK bit is reset, either the Internal or External 
clock is used depending on INO - IN3 configuration 
in ICR. When ECK bit is set, different functions are 
performed depending on the number of the rele- 
vant timer. For odd timers (Timer 1, Timer 3 and so 
on) setting the ECK bit enables the Parallel mode 
where the prescaler of the odd timer is driven by 
the prescaler output of the even timer. 
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REGISTER DESCRIPTION (Continued) 


bi = REN: Aetrigger mode. When this bit is reset, 
the Retriggerable mode is enabled. When the bit is 
set, this operating mode is disabled. 


b0O = CO: Continous/One shot mode. When this bit 
is reset, the Continuous mode is selected (with 
autoreload on condition). The bit must be set to se- 
lect the one shot mode. The following table sum- 
marizes the different operating modes depending 
on the values of RMO, RM1 and BM bits. 


Table 13-5. Timer Operating Modes 


TMR Bits 
Timer Operating Modes 


Biload mode 
Bicapture mode 


Load from REGOR and 
Monitor on REG1R 


Load from REGOR and 
Capture on REG1R 


Capture on REGOR and 
Monitor on REG1R 


Capture on REGOR and 
REG1R 


IC Reg. TxINA Input 
IN3-INO bits Function 
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13.7.7 External input Control Register(ICR) 


By this register it is possible to program the func- 
tion and the operation to be performed on TxINA 
and TxINB inputs. 


ICR R250 (FAh) Read/Write 
External Input Control Register 


Reset value: 0000 xxxxb (OXh) 


7 0 
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b7-b4 = IN3,IN2,IN1,INO: /nput pin assignment. 
The different functions of TxXINA and TxINB inputs 
of every timer car be selected by INO - IN3 bits as 
explained below. 


b3-b2 = AO, Ai: TxINA event programming. The 
following TxINA configurations can be selected ac- 
cording to the va.ies of AO and A1 bits: 
b1-b0 = BO, B1: 7x/NB event programming. The 
following TxINB configurations can be selected ac- 
cording to the values of BO and B1 bits: 


A0/BO A1/B1 TxINA/TxINB Configuration 


No operation 
Falling edge sensitive 


0 

1 

0 Rising edge sensitive 

1 Rising and falling edges 


TxINB Input 
Function 


not used not used 
not used Trigger 
Gate not used 
Gate Trigger 
not used Ext. Clock 
Trigger not used 
Gate Ext. Clock 
Trigger Trigger 
Clock Up Clock Down 
Up/Down Ext. Clock 
Trigger Up Trigger Down 
Up/Down not used 
Autodiscr. Autodiscr. 
Trigger Ext. Clock 
Ext. Clock Trigger 


Trigger 


Gate 
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ST9 - Multifunction Timer 


REGISTER DESCRIPTION (Continued) 


13.7.8 Prescaler Register (PRSR) 


This register holds the preset value for the 8-bit 
prescaler. The PRSR content may be modified at 
any time, but it will be loaded into the prescaler at 
the following prescaler underflow, or as a conse- 
quence of a counter reload (either by software or 
upon external request). On an external RESET 
condition, the prescaler is automatically loaded 
with the 00h value, so that the prescaler divides by 
1 and the maximum counter clock is generated 
(OSCIN frequency divided by 6 when MODER.5 = 
DIV2 bit is set). 


PRSR R251 (FBh) Read/Write 
Prescaler Register 
Reset value: 0000 O000b (00h) 


7 0 


rr | re | es | ms | re | re] | oo 


The binary value stored (by programmer) in the 
PRSR register is equal to [divider value - 1]. For ex- 
ample, loading PRSR with 24 makes the prescaler 
divide by 25. 
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13.7.9 Output A Control Register (OACR) 

This register selects the sources that can perform 

actions on a TXOUTA pin. TxOUTA can be driven 

from any of three possible sources: 

- OVF/UNF being an Overflow or Underflow 
event on the U/D counter, 

- COMPO being a successful compare event on 
CMPOR register, and 

- COMP1 being a successful compare event on 
CMP1R. 

By programming bits BO and B1 of the relevant 


source can cause one of the following four effects 
on TXOUTA (which can be preset previously): 


Note: In any case of contemporary events the action will be taken 
which results from ’ANDing’ the B1-B0 fields. Through this register 
the action of COMPO on the on-chip event can be also selected. 


OACR R252 (FCh) Read/Write 
Output A Control Register 


Reset value: xxxx xx0xb 


7 0) 
[a [e[«[=[alalo 
< COMPO > < COMP1 > <OVF/UNF > 


b7-b6 = BO, B1: Control! bits of COMPO. Control 
bits for event driven by COMPO. 


b5-b4 = BO, B1: Contro! bits of COMP7. Control 
bits for event driven by COMP1. 


b3-b2 = BO, B1: Control bits of OVF/UNF. Control 
bits for event driven by OVF/UNF. 


b1 = CEV: On-Chip Event on CMPOR. When this 
bit is set, a successful compare on CMPOR acti- 
vates the on-chip event signal (a single pulse is 
generated). No action when this bit is reset. 


bO = OP: Control bit of TXOUTA preset. The value 
of this bit is the preset value of TXOUTA output pin. 
Reading this bit returns the current state of the 
TxOUTA output pin (i.e. useful when this output is 
selected in toggle mode). 
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REGISTER DESCRIPTION (Continued) 


13.7.10 Output B Control Register (OBCR) 
This register selects the sources that can perform 
actions on TxOUTB output pin. TXOUTB can be 
driven from any of three possible sources: 


~ OVF/UNF being an Overflow or Underflow 
event on the U/D counter, 


- COMPO being a successful compare event on 
CMPOR register, and 


~ COMP1 being a successful compare event on 
CMP1R. 


By programming bits BO and B1 of the relevant 
source can cause one of the following four effects 
on TXOUTB (which can be previously preset): 


Note: In any case of contemporary events the action will be taken 
which results from 'ANDing’ the B1-B0 fields Through this register 
the action of Overflow/Underflow on the on-chip event can be also 
selected. 


OBCR R253 (FDh) Read/Write 
Output B Control Register 


Reset value: Xxxx xxOxb 


0 
re [eT [= [=e [owl or 
< COMPO > < COMP1 > <OVF/UNF > 


b7-b6 = BO, B1: contro! bits of COMPO. Control 
bits for event driven by COMPO. 


b5-b4 = BO, B1: contro! bits of COMP71. Control 
bits for event driven by COMP1. 


b3-b2 = BO, B1: control bits of OVF/UNF. Control 
bits for event driven by OVF/UNF. 


b1 = OEV: On-Chip Event on OVF/UNF. When this 
bit is set, a successful Overflow/Underflow acti- 
vates the on-chip event signal (a single pulse is 
generated). No action when this bit is reset. 


bO = OP: control bit of TxXOUTB preset. The value 
of this bit is the preset value of TXOUTB output pin. 
Reading this bit, it returns the current state of the 
TxXOUTB output pin (i.e. useful when this output is 
selected in toggle mode). 
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13.7.11 Flag Register (FLAGR) 


This register contains the flags of the successful 
Captures or comparisons together with the Over- 
flow/Underflow and overrunning indications. Also 
the mode of the Interrupt on capture can be se- 
lected. By writing into the capture flags it is possi- 
ble to generate software captures. It is necessary 
to clear the capture flag before subsequent 
sofware captures can be generated. By reading 
this register, user can know which source has gen- 
erated an interrupt (Several sources may share the 
same interrupt vector). 


FLAGR R254 (FEh) Read/Write 
Flags Register 


Reset value: 0000 0000b (00h) 


[or [a 


= CPO: Flag on Capture 0. This bit is set after a 
sa on REGOR register. Writing “1” acts as a 
software load/capture from/on REGOR. 


b6 = CP1: Flag on Capture 1. This bit is set after a 
capture on REGiR register. Writing “1” acts as a 
software capture on REG1R, except when in Bi- 
capture mode. 


b5 = CMO: Flag on Compare O. This bit is set after 
a successful compare on CMPOR register. 


b4 = CM1: Flag on Compare 1. This bit is set after 
a successful compare on CMP1R register. 


b3 = OUF: Flag on Overflow/Underflow. This bit is 
set after a counter Over/Underflow condition. 


b2 = OCPO: Flag of overrun on Capture O. This bit 
is set when more than one INT/DMA request oc- 
curs before having reset the event flag CPO or 
whenever a Capture is software simulated. 


bi = OCMO: Flag of overrun on Compare 0. This 
bit is set when more than one INT/DMA request oc- 
curs before having reset the event flag CMO. 


bO = AO: Capture Interrupt Function. When this bit 
is set the Interrupt is generated by an AND function 
of REGOR/REG1R captures while when the AO bit 
is reset, the Interrupt is generated by an OR func- 
tion of REGOR/REG1R captures. 
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ST9 - Multifunction Timer 


REGISTER DESCRIPTION (Continued) 


13.7.12 Interrupt/DMA Mask Register (IDMR) 

This register contains the Global Timer Interrupt 

enable bit and the INT/DMA enable bits of the fol- 

lowing events: 

- Capture on REGOR (CP0 field), 

- Capture on REG1IR (CP1I bit - only Interrupt 
mask), 

.- Compare on CMPOR (CM0 field), 

- Compare on CMP1R (CM1I bit- only Interrupt 
mask), and 

- Overflow/Underflow (OUI bit - only Interrupt 
mask). 


IDMR R255 (FFh) Read/Write 
Interrupt/DMA Mask Register 


Reset value: 0000 0000b (00h) 


‘4 0 
GTIEN | CPOD | CPO! } opti | cop CMO! | CMi1I 


< CPO ><CPi>< CMO »><CMI1> 


b7 = GTIEN: Global Timer Interrupt Enable. When 
this bit is set, all the Interrupts (of the enabled 
sources) of the timer are enabled. When the bit is 
reset, all the Interrupts of timer are disabled. 


b6 = CPOD: Capture 0 DMA Mask. Capture on 
REGOR DMA is enabled when CPOD = “1.” 


b5 = CPOI: Capture O Interrupt Mask. Capture on 
REGOR interrupt is enabled when CPO! = “1”. 


b4 = CP1I: Capture 7 Interrupt Mask. Capture on 
REG1R interrupt is enabled when CP1] = “1”. 


b3 = CMOD: Compare 0 DMA Mask. Compare on 
CMPOR DMA ts enabled when CMOD = “1”. 


b3 = CMOI: Compare 0 Interrupt Mask. Compare 
on CMPOR interrupt is enabled when CMOlI = “1”. 


b1 = CM1I: Compare 7 Interrupt Mask. Compare 
on CMP1R interrupt is enabled when CMi1 = “1”. 


bO = OUI: Overflow/Underflow Interrupt Mask. 
Overflow/Underflow condition interrupt is enabled 
when OUI = “1”. 


Note. The following Registers show in square 
brackets ([ ]) the Register address in the case of an 
odd numbered (1, 3. 5...) Multifunction Timer being 
available on-chip. If only one Timer is present 
these addresses may be ignored. 
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13.7.13 DMA Counter Pointer Register (DCPR) 


This register is not used only as DMA Counter 
pointer but also to define the DMA area and the 
DMA source. 


DCPR R240 (FOh)[R244 (F4h)] Read/Write 
DMA Counter Pointer Register 


Reset value: undefined 


7, 0 
DCP7 | DCP6 | DCPS |} DCP4 | DCP3 | DCP2 | DMA | REG 
SRCE | MEM 


b7-b2 = DCP7-DCP2: MSB of DMA counter regis- 
ter address. Those bits contain the most significant 
bits of the DMA counter register address and are 
user programmable. Though user programmable, 
the D2 bit may be hardware toggled if the Swap 
mode is set for the Timer DMA section related to 
Compare 0 channel. 


b1 = DMA-SRCE: DMA source selection (hara- 
ware programmed). This bit is hardware fixed by 
the Timer DMA logic and is set if the DMA destina- 
tion is a Compare on CMPOR register and reset if 
the DMA source is a Capture on REGOR register. 


bO = REG/MEM: DMA area selection. When this bit 
is set, it selects the Source/Destination of the DMA 
area from/into Register File while when it is reset, 
the Source/Destination of the DMA area is from/to 
the External Program or Data Memory (according 
with the value of DO bit in DAPR). 
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REGISTER DESCRIPTION (Continued) 


13.7.14 DMA Address Pointer Register 
(DAPR) 


This register is not used only as DMA Address 
pointer but also to define the DMA area and the 
DMA source. 


DAPR R241 (Fih)[R245 (F5h)] Read/Write 
DMA Address Pointer Register 


Reset value: undefined 


7 0 
DAP7 | DAP6 | DAPS | DAP4 |} DAP3 | DAP2 | DMA | PRG/ 
SRCE | DAT 


b7-b2 = DAP7-DAP2: MSB of DMA Address regis- 
ter location. Those bits contain the most significant 
bits of the DMA Address register location and are 
user programmable. Through user programmable, 
the bit D2 may be hardware toggled if the Swap 
mode is set for the Timer DMA section related to 
Capture 0 channel. 


bi = DMA-SRCE: DMA source selection (hard- 
ware programmed). This bit is hardware fixed by 
the Timer DMA logic and is set if the DMA destina- 
tion is a Compare on CMPOR register and reset if 
the DMA source is a Capture on REGOR register. 


bO = PRG/DAT: DMA memory selection. When 
this bit is set it selects the Source/Destination of 
the DMA area from/into Data Memory while when it 
is reset the Source/Destination of the DMA area is 
from/into the External Program Memory (according 
with the value of DO bit in DCPR). 


| REG.MEM | PRG/DAT | DMA Source/Destination 


Program memory 
Data memory 

Register file 
Register file 
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13.7.15 Interrupt Vector Register (!VR) 


This register is used as a vector pointing to the 16- 
bit interrupt vectors in the program memory which 
contain the starting addresses of the three inter- 
rupt subroutines managed by every timer. 


Only one Interrupt Vector Register is available for 
every timer and is able to manage the three inter- 
rupt groups because the 3 least significant bits are 
fixed by hardware depending on the group which 
generated the interrupt request. 


In order to understand which request generated 
the interrupt inside the same group, the FLAGR 
register can be used to check the relevant flag of 
the interrupt source. 


IVR R242 (F2h) [R246 (F6h)] Read/Write 
Interrupt Vector Register 


Reset value: xxxx xxx0b 
7 9) 
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b7-b3 = V4 - VO: MSB of the Vector address. 
These bits are user programmable and contain the 
five most significant bits of the Timer interrupt vec- 
tor addresses in the program memory. In any case, 
an 8-bit address can be used to indicate the Timer 
interrupt vector locations because they are within 
the first 256 locations of the program memory (see 
Interrupt and DMA chapters). 


b2-b1 = W1 - WO: Vector Address bits. These bits 
are equivalent to bit 1 and bit 2 of the Timer inter- 
rupt vector addresses in the program memory. 
They are fixed by hardware depending on the 
group of sources which generated the interrupt re- 
quest as follows: 


bO = DO. This bit is fixed by hardware. It always re- 
turns the value “O” if read. 


Overflow/Underflow even interrupts 


Not available 
Capture event interrupts 
Compare event interrupts 
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ST9Q - Multifunction Timer 


REGISTER DESCRIPTION (Continued) 


13.7.16 Interrupt/DMA Control Register (IDCR) 


This register is used to control the Interrupt and 
DMA priority level, the DMA transfer source and 
destination and the Swap mode. This register con- 
tains also the two End Of Block bits. 


IDCR R243 (F3h) [R247 (F7h)] Read/Write 
Interrupt/DMA Control Register 


Reset value: 1100 0111b (C7h) 


7 0 
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b7 = CPE: Capture O EOB. This bit is set by hard- 
ware when the End Of Block condition is reached 
during a Capture 0 DMA operation with the Swap 
mode enabled. When the Swap mode is disabled 
(SWEN bit = “O”) the CPE bit is forced by hardware 
to “1”. 

b6 = CME: Compare 0 EOB. This bit is set by hard- 
ware when the End Of Block condition is reached 
during a Compare 0 DMA operation with the Swap 
mode enabled. When the Swap mode is disabled 
(SWEN bit = “O”) the CME bit is forced by hardware 
to “1”. 

b5 = DCTS: DMA Capture Transfer Source. This 
bit selects the source of the DMA operation related 
to the channel associated to the Capture 0. When 
the DCTS bit is reset the selected source is the 
REGOR register. When the DCTS bit is set the ST9 
port is selected as DMA transfer source (with this 
DMA channel the ST9 port can also be destination 
depending on the value of the DD bit in the HDCTL 
register of the port - see I/O port chapter 9). 


b4 = DCTD: DMA Compare Transfer Destination. 
This bit selects the destination of the DMA opera- 
tion related to the channel associated to the Com- 
pare 0. When this bit is reset, the selected 
destination is the CMPOR register. When the bit is 
set, the ST9 port is selected as DMA transfer des- 
tination. 


b3 = SWEN: Swap function Enable. When this bit 
is set, the Swap function is enabled for the two 
DMA channels. Resetting the SWEN bit disables 
the Swap mode. 


b2-b0 = PL2 to PLO: /nterrupt/DMA priority level. 
With these three bits it is possible to select the In- 
terrupt and DMA priority level of every single timer 
within eight different levels (see Interrupt/DMA 
chapter). 
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13.7.17 I/O Connection Register (IOCR) 


This register allows user to select (or not) an on- 
chip connection between input A and output A of 
one same timer. 


IOCR R248 (F8h) Read/Write 
l/O Connection Register 


Reset value: 1111 1100b (FCh) 


7 0 
| tT | ff set] soo 


b7-b2 = not used. 


b1 = $C1: Select Connection Odd. SC1 selects if 
connection between TxOUTA and TxINA for ODD 
timers is made on-chip or externally (physically on 
pins) 

SCi1 = “0”: TXOUTA and TxINA unconnected 

SC1 = “1”: TxOUTA and TxINA connected inter- 
nally 
bO = SCO: Select Connection Even. SCO selects if 
connection between TXOUTA and TxINA for EVEN 
timers is made on-chip or externally (physically on 
pins) 

SC0=“0": TXOUTA and TxINA unconnected 
SC0="1": TXOUTA and TxINA connected internally 
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ST9 - Serial Communication Interface 


14 SERIAL COMMUNICATIONS INTERFACE 


14.1 INTRODUCTION 


The ST9 Serial Communications Interface (SCI) 
offers a means of full-duplex serial data transfer to 
a wide range of external equipments. 


The SCI has the following features: 


Full duplex character-oriented synchronous 
and asynchronous operation 


Synchronous serial port expansion capability 


Transmit, receive, line status, and device ad- 
dress interrupt generation 


Integral Baud Rate Generator capable of dividing 
the input clock by any value from 2 to 2 1) (16 
bit word) and generating the internal 16X clock 
for asynchronous operation or 1X clock for syn- 
chronous operation 


Fully programmable serial-interface charac- 


- 5, 6, 7, or 8 bit word length 

- Even, odd, or no parity generation and detection 
- 1, 1-1/2, 2, 2-1/2 stop bit generation 

- False start bit detection 

- Complete status reporting capabilities 

- Line break generation and detection 


Programmable address indication bit (wake-up 
bit) and User invisible compare logic to support 
network communication of multiple microcom- 
puters. Optional character search function. 


Internal diagnostic capabilities: 

- Local loopback for communications link fault 
isolation 

- Auto-echo for communications link fault isolation 


Separate interrupt/DMA channels for both 
transmit and receive 


teristics: 


Figure 14-1. SCI Block Diagram 
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ST9 - Serial Communication Interface 


14.2 FUNCTIONAL DESCRIPTION 


SCI can run in three operational modes: 
. Asynchronous mode 

- Synchronous mode 

. Serial expansion mode 


Each of these three modes output data with the 
same serial frame format. The differences are de- 
rived from the clock rate (1X, 16X) and the sam- 
pling clock (for the serial expansion mode). 


Asynchronous Mode 


In this mode, data and clock can be asynchronous 
(the emitter and receiver can have their own clock 
to sample received data), each data bit is sampled 
16 times per clock period. Thus the baud rate clock 
should be set to the +16 Mode and the frequency of 
the clock input (from an external source or the in- 
ternal baud-rate generator output) set to suit this. 


Synchronous Mode 


In this mode, data and clock are synchronous, 
each data bit is sampled once per clock period. 


Serial Expansion Mode 


This mode is used to access to an external syn- 
chronous peripheral. 


The transmitter will provide the clock waveform 
only during the period that data is being transmit- 
ted through CLKOUT pin (the Data Envelope). The 
data is latched on the rising edge of this clock. 


Whenever the SCI is to receive data in the serial 
port expansion mode, the clock waveform must be 
supplied externally, synchronous with the data to 
the ST9. The SCI will latch the incoming data on 
the rising edge of the receiver I/O expansion clock. 
The clock input is supplied on pin RXCLK. 


14.2.1 Serial Frame Format 


Figure 14-3. Asynchronous mode 
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Figure 14-4. Synchronous Mode 
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Figure 14-5. Serial Expansion Mode 
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FUNCTIONAL DESCRIPTION (Continued) 


Every character sent (or received) by the SCI has 
the following format: 


This format is used by the SCI in all modes: 


START: the start bit indicates the beginning of a 
data frame in the asynchronous mode. START bit 
is detected as a high to low transition 


DATA: the DATA word is programmable to be from 
5 to 8 bits long for both synchronous and asynchro- 
nous modes 


PARITY: The Parity Bit is optional, and can be 
used with any length of word. It is used for error 
checking and resets in a resultant state (odd or 
even) depending on number of “1”s in DATA. 


ADDRESS/9TH: The Address/9th Bit is optional 
and may be added to any word format. It is used in 
both synchronous or asynchronous mode to indi- 
cate that the data is an address (bit = “1”). 

The ADDRESS/9TH bit is useful when several mi- 
crocontrollers are exchanging data on the same 
serial bus. Individual microcontrollers can stay idle 
on the serial bus, waiting for a transmitted address. 
When a microcontroller recognizes its own ad- 
dress, it can begin Data Reception, likewise, on the 
transmit side, the microcontroller can transmit an- 
other address to begin communication with a dif- 
ferent microcontroller. 


The ADDRESS/STH bit can be used as an addi- 
tional data bit or to mark control words (9th bit). 
STOP: Indicates the end of a data frame for both 
asynchronous and synchronous modes. The stop 
bit is programmed to be 1, 1.5, 2, or 2.5 bits long. It 
returns the SCI to the quiescent marking state (i.e., 
a constant high-state condition) which lasts until a 
new start bit indicates an incoming word. 


Figure 14-6. SCI Character Format 
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Data transfer 


Data to be transmitted by the SCI is first loaded by 
the program into the Transmitter Buffer Register. 
The SCI will transfer the data into the Transmitter 
Shift Register when the Shift Register becomes 
available (empty). The Transmitter Shift Register 
converts the parallel data into the serial format for 
transmission through the SCI Alternate Function 
output, Serial Data Out. After the completion of the 
transfer, the transmitter buffer register interrupt 
pending bit will be updated. 

If the selected word format is less than 8 bits, the 
unused most significant bits are “don’t care”. 


Incoming serial data from the Serial Data Input pin is 
converted into parallel data for reception in the Re- 
ceiver Shift Register. At the end of the input, the data 
portion of the received word is transferred from the 
Receiver Shift Register into the Receiver Buffer Reg- 
ister. All Receiver interrupt conditions are updated at 
the time of transfer. 

If the selected character format is less than 8 bits, the 
unused most significant bits will have the value “1”. 


The Frame Control and Status block creates and 
checks the character configuration (Data length 
and stop bits), and the source for the transmit- 
ter/receiver clock. 


The integral Baud Rate Generator contains a pro- 
grammable divide by “N” counter which can be 
used to generate the clocks for the transmitter 
and/or receiver. The baud rate generator can use 
INTCLK or the Receiver clock input RXCLK. 


The Address bit/D9 is optional and may be added 
to any word format. It is commonly used in network 
or machine control applications. When enabled 
(AB, CHCR.4 = “1”), an address or ninth data bit 
can be added to a transmitted word by setting the 


188 
ON 
OFF 
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FUNCTIONAL DESCRIPTION (Continued) 


Set Address bit (SA, IDPR.5). This is then ap- 
pended to the next word entered into the (empty) 
Transmitter Buffer Register and then cleared by 
hardware. 

On character input an Address Bit set can indicate 
that the data preceding the bit is an address which 
may be compared in hardware with the value in the 
Address Compare Register (ACR) to generate an 
Address Match interrupt when equal. 


The Address bit and Address Comparison Regis- 
ter can also be combined to generate an Address 
Interrupt in 4 modes to suit different protocols, 
based upon the status of the Address Mode En- 
able bit (AMEN, IDPR.7) and the Address Mode bit 
(AM, CHCR.7). 


Table 14-1. Address Interrupt Modes 
If 9th Data Bit = 1 
lf Character Match 


lf Character Match and 9th Data Bit = 1 


lf Character Match on Word Immediately Following 
Break 


The character match Address Interrupt mode may 
be used as a powerful character search mode, giv- 
ing an interrupt on reception of a predetermined 
character e.g. Carriage Return or End of Block 
codes. 


The Line Break condition is fully supported for both 
transmission and detection. Line Break is sent by 
setting the SET_BREAK bit (SB, IDPR.6). This 
causes the transmitter output to be held low (after 
all buffered data has been transmitted) for a mini- 
mum of one complete word length and until the SB 
bit is Reset. 


Testing of the communications channel may be 
performed using the facilities of the SCI. Auto Echo 
mode (SCI SOUT disconnected, SIN pin internally 
connected to SOUT pin) and Loopback mode (SCI 
transmitter and receiver sections disconnected 
from SOUT and SIN pins and directly connected 
internally) may be used individually or together. 
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Figure 14-7. Auto Echo Configuration 
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Figure 14-8. Loop Back Configuration 


TRANSMITTER 


RECEIVER 


LOGICAL 1 


VROO0211 


Figure 14-9. Auto Echo and Loop Back Config. 
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FUNCTIONAL DESCRIPTION (Continued) 
14.2.2 Clocks And Serial Transmission Rates 


The communication bit frequency of the SCI trans- 
mitter and receiver sections can be provided from 
the integral Baud Rate Generator (allowing a maxi- 
mum asynchronous bit rate of 350k Baud) or from 
external sources (maximum bit rate 175k Baud). 
This clock is divided by 16 for asynchronous mode 
(CD, CCR.3, = “0”), or divided by 1 for synchronous 
modes (CD = “1”). 


External Clock Sources. The External Clock in- 
put pin TXCLK may be programmed by bits TXCLK 
(CCR.7) and OCLK (CCR.6) to be: the transmit 
clock input (respecting the +16 and +1 timing re- 
quirements), to act as the output of the Baud Rate 
Generator (allowing an external divider circuit to 
provide the receive clock for split rate transmit and 
receive e.g. 1200/75 baud), or to be CLKOUT, the 
clock output for the synchronous mode. 

The Receive clock input via RXCLK input function 
is enabled by the XRX bit CCR.5, this input should 
be set according to the setting of the CD bit. 


Baud Rate Generator. The integral Baud Rate 
Generator is a 16-bit programmable divide by “N” 
counter which can be used to generate the clocks 
for the transmitter and/or receiver. The minimum 
baud rate divisor is 2 and the maximum divisor is 
2'°.4. After initialization of the baud rate generator, 
the divisor value is immediately loaded into the 
counter. This prevents potentially long random 
counts on the initial load. 


Baud Rate generator frequency = Input Clock fre- 
quency/Divisor 


WARNING. Programming the baud rate division to 
0 or 1 will stop the divisor. 


The output of the baud generator has an exact 
50% duty cycle. The output can provide either the 
16X clock for asynchronous operation or a 1X 
clock for synchronous and serial port expansion 
modes for the receiver and the transmitter. An ad- 
ditional divide by 16 may be appropriate to com- 
pute the SCI data rate if in this normal operating 
mode. 


The Baud Rate generator can use INTCLK for the 
input clock source. In this case, INTCLK should be 
chosen to provide a suitable frequency for division 
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by the Baud Rate Generator to give the required 
transmit and receive bit rates. 

Suitable INTCLK frequencies and the divider val- 
ues for standard Baud rates are shown in Ta- 
ble 14-2. 


Notes: 


1) Writing to a Baud Rate Generator Register im- 
mediately disables and resets both the SCI baud 
rate generator, the transmitter and receiver cir- 
cuitry. After writing to the remaining Baud Rate 
Generator Register, the transmitter and receiver 
circuits are enabled. The Baud Rate generator will 
load the new value and start counting. 


Thus to initialize the SCI, the user should first in- 
itialize one Baud Rate Generator Divisor Register. 
This will reset all SCI circuitry. Initialize all other 
SCI registers for the desired operating mode, and 
then, to enable the SCI, initialize the remaining 
Baud Rate Generator Register. 


2) For synchronous receive operation, the data 
and receive clock must not have significant skew 
between clock and data. The received data and 
clock are internally synchronized to INTCLK clock. 


For synchronous transmit operation, a general pur- 
pose I/O port pin must be programmed to output 
the CLKOUT signal from the baud rate generator. 
lf the SCI is provided with an external transmission 
clock source, there will be a skew equivalent to two 
INTCLK periods between clock and data. 


The synchronous data will be transmitted on the 
fall of the transmit clock. The synchronous re- 
ceived data will be latched into the SCI on the ris- 
ing edge of the provided receive clock. 


The maximum data transfer rate is in synchronous 
mode (1x mode): 


~ Maximum bit rate = INTCLK/8 = 12MHz2z/8 = 1.5 
Mbit/s 


- Maximum byte rate = 1.5 Mbit/10 = 150 Kby- 
tes/s 


(one byte = 8 bits of data + 1 stop bit + 1 start bit = 
10 bits) 
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FUNCTIONAL DESCRIPTION (Continued) 
Table 14-2. SCI Baud Rate Generator Divider Values 


INTCLK: 7680.000 KHz 


Desired Freq Actual Baud | Actual Freq 


Baud Rate | Clock Factor Deviation 


0.80000 0.80000; 0.0000% 


50.00 


75.00 1.20000 1.20000] 0.0000% 


110.00 1.76000 1.75985} 0.0083% 


4.80000 4.80000} 0.0000% 


300.00 


9.60000} 0.0000% 


600.00 9.60000 


1200.00 19.20000 19.20000} 0.0000% 


38.40000 38.40000; 0.0000% 


2400.00 


76.80000| 0.0000% 


4800.00 76.80000 


153.60000 153 60000} 0.0000% 


9600.00 


19200.00 307.20000 19200.00| 307.20000; 0.0000% 


38400.00 614.40000 36923.08| 590.76923| 3.8462% 
76800.00 1228.80000 80000.00} 1280.00000) 4.1667% 


INTCLK: 11059.20 kHz 


Desired Freq Actual Baud | Actual Freq 


Baud Rate | Clock Factor Deviation 


50.00 0.80000 0.80000} 0.0000% 


75.00 1.20000 1.20000} 0.0000% 


110.00 1.76000 1.75990} 0.0058% 


300.00 4.80000 4.80000} 0.0000% 


600.00 9.60000 9.60000} 0.0000% 


1200.00 19.20000 19.20000| 0.0000% 


2400.00 38.40000 38.40000| 0.0000% 


4800.00 76.80000 76.80000} 0.0000% 


0.0000% 


9600.00 153.60000 153.60000 


19200.00 307.20000 307.20000; 0.0000% 


38400.00 


614.40000 614.40000} 0.0000% 


76800.00 1228.80000 76800.00| 1228.80000 


0.0000% 
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FUNCTIONAL DESCRIPTION (Continued) 


14.2.3 Input Signals 


SIN: Serial Data Input. This pin is the serial data 
input to the SCI receiver shift register. 


TXCLK: External Transmitter Clock Input. This 
pin is the external input clock driving the SCI trans- 
mitter. The TXCLK frequency must be greater than 
or equal to 16 times the transmitter data rate (de- 
pending on the selection of X16 or X1 clock operat- 
ing mode). The use of the TXCLK pin is optional. 


RXCLK: External Receiver Clock Input. This in- 
put is the clock to the SCI receiver when using an 
external clock source to the SCI baud rate gener- 
ator. INTCLK is normally the clock source. A 50/50 
duty cycle is not required for this input, however, 
the short period must last more than two INTCLK 
periods. The use of the RXCLK pin is optional. 


14.2.4 Output Signals 


SOUT: Serial Data Output. This Alternate Func- 
tion output signal is the serial data output from the 
SCI transmitter shift register. 


CLKOUT: Clock Output. The Alternate Function 
of this pin outputs either the data clock from the 
transmitter to an external shift register in the serial 
expansion mode or the clock output from the Baud 
rate generator. In serial expansion mode it will 
clock only the data portion of the frame. The data is 
valid on the rising edge of the clock. The CLKOUT 
idle state is low. 
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14.3 INTERRUPTS AND DMA 


14.3.1 Interrupts 


The SCl is able to generate interrupts from multiple 
sources. Receive interrupts include data pending, 
receive errors (overrun, framing and parity), ad- 
dress or break pending. Transmit interrupts are 
software selectable for either the Transmit Holding 
Register Empty (HSN, IMR.7 = “1”) or for the 
Transmit Shift Register Empty (HSN = “O”). 
Typical Usage of the Interrupts provided by the SCI 
is shown in Figure 14-10. 


The SCI is able to generate interrupt requests on 
10 events. Several of these events share the same 
interrupt vector, so it is necessary to poll ISR, the 
Interrupt Status Register, to determine the active 
trigger. These bits should be reset by the program- 
mer during the Interrupt Service routine. 


The four major levels of interrupt are encoded in 
hardware to provide two bits of the interrupt vector 
register, allowing the position of the block of 
pointer vectors to be resolved to a block size of 8 
bytes. 


Table 14-3. SCI Interrupt Vector 


Interrupt Source Vector Address 


Transmitter Buffer or 
Shift Register Empty Xxx x110 
Transmit DMA end of Block 


The SCI interrupts have an internal priority struc- 
ture in order to resolve simultaneous events. 


Received Ready 
Receive DMA end of Block 


Break Detector 
Address Word Match 


Receiver Error 


Table 14-4. SCI Interrupt Internal Priority 


Receive DMA Redauest Highest Priority 


Transmit DMA Request 


Receive Interrupt 


Transmit Interrupt Lower Priority 
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INTERRUPTS AND DMA (Continued) 
Figure 14-10. SCI Interrupt Typical Usage 
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INTERRUPTS AND DMA (Continued) 


14.3.2 DMA 


Two DMA channels are associated with the SCI, 
for transmit and for receive. These follow the regis- 
ter scheme as described in DMA chapter. It should 
be noted that, after initializing the DMA counter 
and pointer registers and enabling DMA, data 
transmission is triggered by a character written into 
the Transmit Holding register. 


When DMA is active the Receive Data Pending bit 
(RXDP, ISR.2), and the Transmit status bit interrupt 
sources are replaced by the DMA End Of Block Inter- 
rupt sources for transmit and receive, respectively. 


The last DMA data word of a block of data will 
cause a DMA cycle followed by a transmit inter- 
rupt. This sequence will signal to the ST9 core to 
reinitialize the transmit DMA block counter. The 
Transmit End of Block status bit (TXEOB) should 
be reset by software in order to avoid undesired in- 
terrupt routines, especially in the initialisation rou- 
tine (after reset) and after entering the End Of 
Block interrrupt routine. 


Similarly the last DMA data word of a block of data 
will cause a DMA cycle followed by a receiver data 
ready interrupt. This sequence will signal to the 
ST9 core to reinitialize the receiver DMA block 
counter. The Received End of Block status bit 
(RXEOB) should be reset by software in order to 
avoid undesired interrupt routines, especially in the 
initialisation routine (after reset) and after entering 
the End Of Block interrupt routine. 


Remark: If properly initialized, the DMA controller 
starts a data transfer after and only if the running 
program has loaded the Transmitter Buffer Regis- 
ter with a value. In order to execute properly a DMA 
transmission, the End Of Block interrupt routine 
must include the following actions: 


- Load the Transmitter Buffer Register (TXBR) 
with the first byte to transmit. 


. Restore the DMA counter (TDCPR) 
- Restore the DMA pointer (TDAPR) 


. Reset the transmitter end of block bit TXEOB 
(IMR.5) 


. Reset the transmitter holding empty bit TXHEM 
(ISR.1) 


~ Enable DMA 
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14.4 CONTROL REGISTERS 


The relative pages of the SCI in the ST9 are: 

- SCI number 1: page 24 (18h) 

- SCI number 2: page 25 (19h) (when available) 
The SCI is controlled by the following registers: 


R240 (FOh) 


Receiver DMA Transaction 
Counter Pointer Register 


R241 (Fih) Receiver DMA Source Address 


Pointer Register 


Transmitter DMA Transaction 
Counter Pointer Register 


R242 (F2h) 


Transmitter DMA Destination 
Address Pointer Register 


R243 (F3h) 


R244 (F4h) Interrupt Vector Register 


R245 (F5h) Address Compare Register 


R246 (F6h) Interrupt Mask Register 


R247 (F7h) Interrupt Status Register 


R248 (F8h) Receive Buffer Register same 
Address as Transmitter Buffer 


Register (Read Only) 


R248 (F8h) Transmitter Buffer Register 
same Address as Receive Buffer 


Register (Write only) 


R249 (F9h) Interrupt/DMA Priority Register 


R250 (FAh) Character Configuration Register 


R251 (FBh) Clock Configuration Register 


R252 (FCh) Baud Rate Generator Register 


Baud Rate Generator Register 


R253 (FDh) 


R254 (FEh) Reserved 


Reserved 


R255 (FFh) 
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CONTROL REGISTERS (Continued) 


RDCPR R240 (FOh) Read/Write 
Receiver DMA Transaction Counter Pointer 


Reset value: undefined 


TDAPR R243 (F3h) Read/Write 
Transmitter DMA Destination Address Pointer 


Reset value: undefined 


7 0 vi 0 


b7-b1 = RC7-RC1: Receive DMA Counter Pointer. 
RDCPR contains the address of the pointer (in the 
Register File) of the DMA receiver transaction 
counter. 

bO = RR/M: Receiver Register File/Memory Selec- 
tor. If this bit = “1” the Register File will be selected 
as Destination, if this bit = “O” the Memory space 
will be selected. 


RDAPR R241 (Fih) Read/Write 
Receiver DMA Source Address Pointer 


Reset value: undefined 
7 0 


rr [ [ os [Je [ro 


b7-b1 = RA7-RA1: Receive DMA Adaress Pointer. 
RDAPR contains the address of the pointer (in the 
Register File) of the receiver DMA data source. 


b0O = RD/P: Receive DMA Data/Program Memory 
Selector. \f memory (RR/M = “O”) has been se- 
lected for DMA transfers, when this bit = “1” re- 
ceiver DMA transfers will go to Data Memory. If this 
bit = “O” receiver DMA transfers will go to Program 
Memory. 


TDCPR R242 (F2h) Read/Write 
Transmitter DMA Transaction Counter Pointer 


Reset value: undefined 


7 0 
Ter [es [res [ae [8 ee [rr 


b7-b1 = TC7-TC1: Transmitter DMA Counter 
Pointer. TDCPR contains the address of the 
pointer (in the Register File) of the DMA transmitter 
transaction counter. 


bO = TR/M: Transmitter Register File/Memory Se- 
lector. \f this bit = “1” the Register File will be se- 
lected as Source, if this bit = “O” the Memory space 
will be selected. 
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b7-b1 = TA7-TA1: Transmitter DMA Address 
Pointer. TDAPR contains the address of the 
pointer (in the Register File) of the transmitter DMA 
data source. 

bO = TD/P: Transmitter DMA Data/Program Mem- 
ory Selector. lf memory (TR/M = “O”) has been se- 
lected for DMA transfers, when this bit = “1” 
transmitter DMA transfers come from Data Mem- 
ory. If this bit = “O” transmitter DMA transfers come 
from Program Memory 


IVR R244 (F4h)Read/Write 
Interrupt Vector Register 


Reset value: undefined 
7 0 


Pew [=[« [offer yo 


b7-b3 = V7-V3: SCI Interrupt Vector Base Ad- 
dress. User programmable interrupt vector bits for 
transmitter and receiver 


b2-b1 = EV2-EV1: Encoded Interrupt Source 
(Read only). EV2 and EV1 are set by hardware ac- 
cording to the interrupt source. 


Interrupt source 


0 0 Receiver Error 
(Overrun, Framing, Parity) 

0 1 Break detect or 
address match 

{ 0 Receiver data ready/receiver 
DMA End of Block 
Transmitter buffer or 

1 1 shift register empty 
transmitter DMA End of Block 


bO = DO: This bit is fixed by hardware. It always re- 
turns the value “0” when read. 
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CONTROL REGISTERS (Continued) 


ACR R245 (F5h) Read/Write 
Address/Data Compare Register 


Reset value: undefined 


7 0 
er [oe [es [6 [oes [oe [os Pr 


b7-b0 = AC7-ACO: Address/Compare Character. 
With either 9th bit address mode, address after 
break mode, or character search, the received ad- 
dress will be compared to the value stored in this 
register. When a valid address matches this regis- 
ter content, the Receive Address Pending bit is set. 
After the RXAP bit is set in an addressed mode all 
received data words will be transferred to the Re- 
ceiver Buffer Register. 


IMR R246 (F6h) Read/Write 
Interrupt Mask Register 


Reset value: Oxx0 0000b 


b7 = HSN: Holding or shift register empty interrupt. 
This bit selects the source of interrupt/DMA as the 
transmitter register empty event. lf this bit is set to 
“1”, a holding register empty will generate a trans- 
mitter register empty interrupt. 

If this bit has a “O” value, a shift register empty will 
generate a transmitter register empty interrupt. 


b6 = RXEOB: Received End of Block. This bit is set 
after a receiver DMA cycle to mark the end of a 
block of data. The last DMA data word will cause a 
DMA cycle followed by a receiver data ready inter- 
rupt. This sequence will signal to the ST9 core to 
reinitialize the receiver DMA block counter. 
RXEOB should be reset by software in order to 
avoid undesired interrupt routines, especially in the 
initialisation routine (after reset) and after entering 
the End Of Block interrupt routine. 
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Writing “O” in this bit will cancel the interrupt re- 
quest. 


Note. RXEOB can only be written with a “0” 
(RXEOB = set only by the ST9 core). 


b5 = TXEOB: Transmitter End of Block. This bit is 
set in a transmitter DMA cycle to mark the end of a 
block of data. The last DMA data word will cause a 
DMA cycle followed by a transmitter interrupt. This 
sequence will signal to the ST9 core to reinitialize 
the transmitter DMA block counter. TXEOB should 
be reset by software in order to avoid undesired in- 
terrupt routines, especially in initialisation routine 
(after reset) and after entering the End Of Block in- 
terrrupt routine. 

Writing “O” in this bit will cancel the interrupt re- 
quest. 


Note. TXEOB can only be written with a 0 (TXEOB 
is set only by the ST9 core) 


b4 = RXE: Receiver Error Mask. When this bit is 
set to “O”, the receiver error bits: Overrun Error 
(OE), Parity Error (PE), and Framing Error (FE), 
cannot generate an interrupt. 


b3 = RXA: Receiver Address Mask. When this bit 
is set to “0”, the Receiver Address Pending (RXAP) 
bit cannot generate an interrupt. 


b2 = RXB: Receiver Break Mask. When this bit is 
set to “O”, the Receiver Break Pending (RBP) bit 
cannot generate an interrupt. 


bi = RXDI: Receiver Data Interrupt Mask. When 
this bit is set to “0”, the Receiver Data Pending 
(RDP) bit and the Receiver End of Block (RXEOB) 
bit cannot generate an interrupt. RXDI has no ef- 
fect on DMA transfers. 


bO = TXDI: Transmitter Data Interrupt Mask. When 
this bit is set to “O”, neither the Transmitter Holding 
or Shift Register Empty (TXHEM) bit or the Trans- 
mitter End of Block (TXEOB) bit can generate an 
interrupt. TXDI has no effect on DMA transfers. 


133/195 


e MICAOELECTROMES 


149 


STS - Serial Communication Interface 


CONTROL REGISTERS (Continued) 


ISR R247 (F7h) Read/Write 
Interrupt Status Register 


Reset value: undefined 
7 0 


RXAP | RXBP | RXDP |TXHEM/TXSEM 


b7 = OE: Overrun Error Pending. This bit is set to a 
logic “1” if the data in the Receiver Buffer Register 
was not read by the CPU before the next character 
was transferred into the Receiver Buffer Register 
(the previous data is lost). It is cleared by writing a 
zero into OE. 


b6 = FE: Framing Error Pending bit. This bit is set 
to a logic “1” if the received data word did not have 
a valid stop bit. It is cleared by writing a zero to the 
bit. In the case where a framing error occurs when 
the SCI is programmed in an address mode, and is 
monitoring for an address, this interrupt is asserted 
and the corrupted data element is transferred to 
the Receiver Buffer Register. 


b5 = PE: Parity Error Pending. This bit is set to a 
logic “1” if the received word did not have the cor- 
rect even or odd parity bit. It is cleared by writing a 
zero into PE. 


b4 = RXAP: Receiver Address Pending. RXAP is 
set to “1” after an interrupt acknowledged in the ad- 
dress mode. The source of this interrupt is given by 
the couple of bits (AMEN, AM) as detailed in the 
“Interrup/DMA Priority Register’ description. 
RXAP is cleared by software. 


b3 = RXBP: Receiver Break Pending bit. This bit is 
set to a logic “1” if the received data input is held 
low for the full word transmission time (start bit, 
data bits, parity bit, stop bit). It is cleared by writing 
a zero into RXBP. 


b2 = RXDP: Receiver Data Pending bit. This bit is 
set to a logic “1” when data is loaded into the Re- 
ceiver Holding Register. It is cleared by writing a 
zero into RXDP. 


b1 = TXHEM: Transmitter buffer register Empty. 
This bit is set to a logic “1” if the Holding Register is 
empty. It is cleared by writing a zero into TXHEM. 


bO = TXSEM: Transmitter Shift Register Empty. 
This bit is set to a logic “1” if the Shift Register has 
completed the transmission of the available data. It 
is cleared by writing a “O” into TXSEM. 


Note. 

The Interrupt Status Register bits can be reset by 
writing a “O” but it is not possible to write a “1” into 
any bit in this register. It is mandatory to clear the 
interrupt source by writing a “O” in the pending bit 
when executing the interrupt service routine. 
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When servicing an interrupt routine, the User 
should reset ONLY the pending bit relative to the 
serviced interrupt routine (and not reset the other 
pending bits). 


RXBR R248 (F8h) Read only 
Receive Buffer Register 


Reset value: undefined 


7 0 
[es [oe [es [oe [me [ 


b7-b0 = RD7-RDO: Received Data. This register 
stores the data portion of the received word. The 
data will be transferred from the Receiver Shift 
Register into the Receiver Buffer Register at the 
end of the word. All receiver interrupt conditions 
will be updated at the time of transfer. If the se- 
lected character format is less than 8 bits, unused 
most significant bits will forced to “1”. 


TXBR R248 (F8h) Write only 
Transmitter Buffer Register 


Reset value: undefined 


7 0 
Tr [re [ms [ro vm me [oe [oo 


b7-b0 = TD7-TDO: Transmit Data. The ST9 core will 
load the data for transmission into this register. The 
SCI will transfer the data from the buffer into the Shift 
Register when available. At the transfer, the Trans- 
mitter Buffer Register interrupt is updated. If the se- 
lected word format is less than 8 bits, the unused 
most significant bits are not significant. 
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CONTROL REGISTERS (Continued) 


IDPR R249 (F9h) Read/Write 
Interrupt/DMA Priority Register 


Reset value: undefined 


vi 0 
mcs] = [s [me [m0 [omar [re 


b7 = AMEN: Address Mode Enable. This bit, with 
AM (R250), decodes the desired addressing/9th 
data bit/character match operation. 


Address interrupt if 9th data bit =1 
Address interrupt if character match 


Address interrupt if character match 
and 9th data bit =1 


Address interrupt if character match 
with word immediately following Break 


In an addressed mode the SCI will monitor the in- 
put serial data until its address is detected. 


Upon reception of address, the RXAP bit (in the In- 
terrupt Status Register) is set and an interrupt cycle 
can begin. The address character will not be trans- 
ferred into the Receiver Buffer Register but, all data 
following the matched SCI address and preceeding 
the next address word will be transferred to the Re- 
ceiver Buffer Register and the proper interrupts up- 
dated. If the address does not match, all data 
following this unmatched address will not be trans- 
ferred to the Receiver Buffer Register. 


In any of the cases the RXAP bit must be reset by 
software before the next word is transferred into 
the Buffer Register. 


When AMEN = “0” and AM = “1”, a useful character 
search function is performed. This allows the SCI 
to generate an interrupt whenever a specific char- 
acter is encountered (e.g. Carriage Return). 


b6 = SB: Set Break. If this bit is set, a break will be 
transmitted following the transmission of all data in 
the Transmitter Shift Register and the Buffer Regis- 
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ter. The break will be a “O” value on the transmitter 
data output for at least one complete word format. 
If software does not reset SB before the minimum 
break length has finished, the break condition will 
continue until software resets SB. The SCI termi- 
nates the break condition with a “1” on the trans- 
mitter data output for one transmission clock 
period. 


b5 = SA: Set Address. If an address/9th data bit 
mode is selected, SA value will be loaded for trans- 
mission. Setting this bit indicates an address word. 
SA will be cleared by hardware after it is loaded 
into the Shift Register. Proper procedure would be, 
when the Transmitter Buffer Register is empty, to 
load the value of SA and then load the data into the 
Transmitter Buffer Register. 


b4 = RXD: Receiver DMA Mask. If this bit is “O”, no 
receiver DMA request will be generated, and the 
RXDP bit in the Interrupt Status Register can re- 
quest an interrupt. If RXD is set to “1”, the RXDP bit 
can request a DMA transfer. This bit is reset by 
hardware when the transaction counter value dec- 
rements to zero. At that time a receiver “end of 
block” interrupt can occur. 


b3 = TXD: Transmitter DMA Mask. If this bit is “O” 
no transmitter DMA request will be generated and 
the TXHEM (or TXSEM) bit in the Interrupt Status 
Register can request an interrupt. If TXD is set, the 
TXHEM (or TXSEM) bit can request a DMA trans- 
fer. This bit is reset by hardware when the transac- 
tion counter value decrements to zero. At that time 
a transmitter End Of Block interrupt can occur. 


b2-b0 = PRL2, PRL2, PRLO: SCI /nterrupt/DMA 
Priority bits. The priority for the SCl is encoded with 
(PRL2,PRL1,PRLO). A priority value of 0 has the 
highest priority, a value of 7 has no priority. 

When user has defined a priority level for the SCI, 


priorities inside the SCI are hardware defined. 
These SCI internal priorities are: 


receiver DMA request 
transmitter DMA request 
receiver interrupt 

transmitter interrupt 


higher priority 


lower priority 
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CONTROL REGISTERS (Continued) 


CHCR R250 (FAh) Read/Write 
Character Configuration Register 


Reset value: undefined 


CCR R251 (FBh) Read/Write 
Clock Configuration Register 


Reset value: 0000 0000 (00h) 


7 0 7 0 
fm [eProps [a [se ]wr [wa] rae]son] ep] oo [rim 


b7 = AM: Address Mode. decodes the desired ad- 
dressing/9th data bit/character match operation in 
conjunction with AMEN (IDPR.7, R249). 


b6 = EP: Even Parity. When parity is enabled, this 
bit selects between even or odd parity. If this bit is 
equal to “O”, odd parity will be selected. If this bit is 
equal to “1”, even parity will be selected. 


b5 = PEN: Parity Enable. When this bit is equal to 
“1”, a parity bit is generated (transmit data) or 
checked (received data) between the last word bit 
and the stop bits. If the address/9th bit is enabled, 
the parity bit will precede the address/9th bit 

(The parity bit is used to produce an even or odd 
number of 1’s when the parity bit and all data bits 
are summed. The Qth bit is never included in the 
parity calculation). 

b4 = AB: Address/9th Bit. \f this bit equals “1” the 
transmit and receive character format will include a 
bit between the parity bit and the first stop bit. This 
bit can be used to address the SCI or as a ninth 
data bit. 

b3-b2 = SB1-SB2: Stop Bits. This bit field specifies 
the number of stop bits to be included in the data 
format 


Number of |_Numberofstop bits bits 
in 16X mode 


b1-b0 = WL1, WLO: These two bits specify the 
number of data bits in each transmitted or received 
character. The following table shows the coding of 
WL. 


| wii | wio |  Datatength 


0 0 
0 1 
1 0 
1 1 
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b7 = XTCLK: 


b6 = OCLK: These two bits select the source for 
the transmitter clock. The following table shows the 
coding of XTCLK and OCLK. 


| XTCLK | OCLK | PinFunction | 


0 0 Pin is used as a general I/O 
0 1 Pin = TXCLK (used as an input) 
1 0 Pin = CLKOUT (outputs the 
Baud Rate Generator clock) 
1 1 Pin = CLKOUT (outputs the 
Serial exp. mode clock) 
b5 = XRX: External Receiver Clock Source. If this 
bit is “1”, the receiver will use the external receiver 
clock pin for its clock source. The external clock 
must be equal to 16 times the data rate or equal to 
the data rate depending on the bit CD. 
b4 = XBRG: Baud Rate Generator Clock Source. If 
this bit is “1”, the baud rate generator will use the 
external receiver clock pin for its clock source. If 


this bit is “O”, the baud rate generator will use the 
ST9 system clock (INTCLK). 


b3 = CD: Clock Divisor. \f CD = “1”, both the re- 
ceiver and the transmitter will be in 1X clock mode. 
In 1X clock mode, the transmitter will transmit data 
at one data bit per clock period. If this bit is “O”, both 
the receiver and the transmitter will be in 16X 
mode. In 16X mode each data bit period will be 16 
clock periods long. 


The CD value will determine the synchro- 
nous/asynchronous SCI configuration mode. 


b2 = AEN: Auto Echo Enable. lf AEN = “1”, the SCI 
is in auto echo mode. In this mode the SCI trans- 
mitter is disconnected from the transmitter data- 
out pin (SOUT). The transmitter data-out pin 
(SOUT) is driven directly by the receiver data-in pin 
(SIN). The receiver remains connected to the re- 
ceiver data-in pin (SIN) and is operational, unless 
loopback mode is also selected. 
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CONTROL REGISTERS (Continued) 


b1 = LBEN: Loopback Enable. \f this bit is set to 
“1”, the loopback mode is enabled. In this mode the 
transmitter output is set to “1”, the receiver input is 
disconnected, and the output of the Transmitter 
Shift Register is looped back into the Receiver 
Shift Register input. All interrupt sources for both 
the transmitter and the receiver are operational. 


bO = STPEN: Stick Parity Enable. If this bit is set to 
“1”, the transmitter and the receiver will use the op- 
posite parity type selected by the even parity bit 
(EP). 


Parity 
(Transmitter & Receiver) 


0 (odd) 


1 (even) 
0 (odd) 
1 (even) 


Figure 14-11. SCI Functional Scheme 
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BRGHR R252 (FCh) Read/Write 
Baud Rate Generator Register, High byte. 


Reset value: undefined 


15 8 
BG15 | BG14 | BG13 | BGi2 | BG11 | BG10 


BRGLR R253 (FDh) Read/Write 
Baud Rate Generator Register, Low byte. 


Reset value: undefined 


v4 0 
or [oe [es [ee [os [oe [ss [ow 


b15-b0: The Baud Rate generatoris a programma- 
ble divide by “N” counter which can be used to gen- 
erate the clocks for the transmitter and/or receiver. 
This counter divides the clock input by the value in 
the Baud Rate Generator Register. The minimum 
baud rate divisor is 2 and the maximum divisor is 
2'°_4. After initialization of the baud rate generator, 
the divisor value is immediately loaded into the 
counter. This prevents potentially long random 
counts on the initial load. 

If set to 0 or 1, the Baud Rate Generator is stopped. 


RECEIVER 
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RECEIVER 
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LBEN 
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Notes: 
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15 A/D CONVERTER 


15.1 INTRODUCTION 


The Analog to Digital Converter (A/D) is comprised 
of an 8 channel multiplexed input selector and a 
Successive Approximation converter. The conver- 
sion time is thus a function of the INTCLK fre- 
quency; for the maximum 12MHz clock rate, 
conversion of the selected channel requires 1 1,s. 
This time also includes the 3us of the integral Sam- 
ple and Hold circuitry, which minimizes the need 
for external components and allows quick sam- 
pling of the signal for the minimum warping effect 
and Integral conversion error. 

The resolution of the converted channel is 8 bits, 
with +1/2 LSB maximum DNL error between the 
Analog Vss and Vpp references. 


The converter uses a fully differential analog input 
configuration for the best noise immunity and pre- 
cision performance, along with two separate sup- 
ply references, allowing the best supply noise 
rejection and possible analog references lower 


Figure 15-1. Block Diagram 


ST9 - A/D Converter 


than the Digital Vcc. In fact, the converted digital 
value, is referred to the Analog Vcc (AVcc) as the 
full scale value, so that using, for example a value 
of 4 Volt for this supply, all conversions will accord- 
ingly refer to this 4 Volt full scale value (AVss = Vss 
mandatory). 


Up to 8 multiplexed Analog Inputs are available. A 
group of signals can be converted sequentially by 
simply programming the starting address of the 
first analog channel to be converted and using the 
AUTOSCAN feature. 


Two Analog Watchdogs are provided, on analog 
input channels 6 and 7, allowing a continuous 
hardware monitoring of these two inputs. An alarm 
Interrupt request will be generated whenever the 
converted value of either of these two analog in- 
puts exceed one of the two programmed threshold 


INTERRUPT UNIT 


INTERNAL 


TRIGGER 
CONTROL 


LOGIC 
EXTERNAL 


COMPARE LOGIC 
DATA REGISTER 7 CONVERSION 
DATA REGISTER 6 RESULT 


TRIGGER 


SUCCESSIVE APPROXIMATION 
A/D CONVERTER 


CONTROL REG. 


AUTOSCAN LOGIC 
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INTRODUCTION (Continued) 


values (Upper and Lower) for each channel. The 
comparison result is stored in a dedicated register. 


Single, continuous, or externally triggered conver- 
sion modes are available, internal clock sample 
synchronization is also available through the “On 
chip Event” synchronization logic of a Multifunction 
Timer Unit, 


A Power-Down programmable bit allows to set the 
A/D converter to a minimum consumption idle 
Status. 


The ST9 A/D Interrupt Unit provides two maskable 
channels (Analog Watchdog and End of Conver- 
sion) with hardware fixed priority, and up to 7 pro- 
grammable priority levels. 


WARNING: A/D INPUT PIN DECLARATION 


The input Analog channel is selected by using the 
Alternate Function setting (PXC2, PXC1, PXCO = 
1,1,1) as shown in the I/O ports section. The I/O bit 
structure of the port connected to the A/D con- 
verter is modified as shown in Figure 11-2 to pre- 
vent the Analog voltage present at the I/O pin from 
causing high power dissipation across the input 
buffer. Un-selected analog channels should also 


Figure 15-2. A/D Input Configuration Status 
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be maintained in the Alternate function mode for 
this reason. 


15.2 FUNCTIONAL DESCRIPTION 


15.2.1 Operational Modes 


Two main operational modes are available: Con- 
tinuous Mode and Single Mode. To enter one of 
these modes it is necessary to program the CONT 
bit of the Control Logic Register, the Continuous 
Mode is selected when CONT = “1”, while CONT = 
“0” enables the Single Mode. 


Both modes operate in the AUTOSCAN configura- 
tion, allowing a sequential conversion flow of the 
input channels. It is possible to choose by software 
the number of analog inputs to be converted by 
writing into the Control Register (SC2, SC1, SCO 
bits) the number of the first channel to be con- 
verted. Subsequentially, after each conversion is 
completed, the channel number is automatically in- 
cremented, up to channel 7. For example, if (SC2, 
SC1, SCO) = 0,1,1 the conversion flow runs from 
channel 3 up to channel 7. If (SC2, SC1, SCO) = 
1,1,1 only channel 7 is converted. 


When the ST bit of the Control Logic Register is 
written to “1” by software or hardware, the analog 
inputs are sequentially converted (from the first se- 
lected channel up to channel 7) and the results are 
stored in the relevant Data Registers. 


In Single Mode (CONT = “0”), the ST bit is reset by 
hardware at the end of conversion of channel 7, an 
End of Conversion (ECV) interrupt request is is- 
sued, and the A/D waits for a new start event. 


In Continuous Mode (CONT = “1”), a continuous 
conversion flow is entered by the start event. After 
the conversion of channel 7 ends, the conversion 
of channel ’s’ starts (where ’s’ is specified in the 
(SC2, SC1, SCO) bits), this will continue until the 
ST bit is reset by software. In all cases, an ECV in- 
terrupt is issued each time the channel 7 conver- 
sion ends. 


When channel ’’ is converted (’s’ < i < 7), the Data 
Register is reloaded with the new conversion result 
and the previous value is lost. The ECV interrupt rou- 
tine can be used to save the current values before a 
new conversion sequence (so as to create signal 
sample tables within Register File or Memory). 


15.2.2 Synchronisation 


Conversion start synchronisation for all modes 
may be internal or external. The external (ADTRG, 
as an Alternate Function input of an 1/O port) or the 
internal (INTRG, produced by a Multifunction 
Timer peripheral) can be used to synchronise the 
conversion start with a trigger pulse. Both external 
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FUNCTIONAL DESCRIPTION (Continued) 


and internal events can be seperately masked by 
the programming of the EXTG/INTG bits of the 
Control Logic Register. The events are internally 
OR’ed, thus avoiding potential hardware conlflicts, 
however the correct procedure is to always enable 
only one alternate synchronisation input at any time. 


The effect of the alternate synchronisation is to set 
the ST bit by hardware. This bit is reset, only in Sin- 
gle Mode, at the end of each group of conversions. 
In Continuous Mode all trigger pulses, following the 
first, are ignored. 


The two synchronisation sources must have a 
clock cycle minimum length of 83ns (at INTCLK = 
12MHz), and a period greater (in Single Mode) 
than the total time of a group of conversions 
(11.5us x the number of channels scanned (at 
INTCLK = 12MHz)). If a trigger occurs when the ST 
bit is still “1” (conversion is still in progress), it is ig- 
nored. 

15.2.3 Analog Watchdog 


Two internal Analog Watchdogs are available, al- 
lowing great flexibility in automatic threshold moni- 
toring in those applications experiencing a 
maximum range of fluctuations. Analog channels 6 
and 7 define a voltage window for the allowed val- 
ues of the converted analog input. The range of 
values of the external voltage applied to input 6 
and 7 are accepted as normal whenever belowthe 
Upper threshold and above or equal to the Lower 
threshold. 


When the external voltage is greater or equal to the 
upper, or is less than the lower programmed volt- 
age limits, a maskable interrupt request is gener- 
ated and the Compare Results Register is updated 
to inform which threshold (Upper or Lower) of 


Figure 15-3. A/D Trigger Source 
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which channel (6 or 7) has been exceeded. The 4 
threshold voltages are user programmable in 4 
dedicated registers (8 up to B) of the A/D register 
page, storing their 8 bit binary code. Only the 4 
MSB of the Compare Results Register are used 
(the 4 LSB always return “1” if read), each bit for 
each threshold possible overflow or underflow 
Status. 


After an hardware reset, these bit values are “0”. 
During the normal A/D operation, the CRR bits are 
set to “1” to flag an over-range and are automatically 
reset by hardware after a software reset of the ana- 
log Watchdog request flag in the ECR Register. 


Analog Voltage 


Upper threshold 


Normal Area 
(Window Guarded) 


Lower threshold 


15.2.4 Power down Mode 


Before enabling any A/D conversion, it is manda- 
tory to set the POW bit of the Control Logic Regis- 
ter to “1” at least 601s before the first conversion 
start. This is in order to correctly bias the analog 
section of the converter, if this is not done, then 
functionality of the converter will be locked. 


Setting POW to “O” is useful when the A/D is not re- 
quired in order to reduce the total power consump- 
tion. This is the reset configuration, and is also 


START GROUP 
OF CONVERSIONS 
CONTINUOUS OR 
SINGLE MODE 
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Figure 15-5. Analog Watchdog used in Motorspeed Control 


SPEED 
(CONVERSION RESULT) 


INTERNAL 
TRIGGER 


entered automatically when the ST9 is in Halt 
Mode (following the execution of the halt instruc- 
tion). 


15.3 INTERRUPT 


The A/D converter provides two interrupt sources, 
End of Conversion and an Analog Watchdog Re- 
quest. The A/D Interrupt Vector Register (IVR) pro- 
vides 1 bit generated in hardware to follow the 
interrupt source, allowing the automatic address- 
ing of the relevant A/D Interrupt Service routine for 
the two sources. 


ANALOG 7 O Lower 
WATCHOG Word 
nese [xx] x] [x] [0 Jai 

END OF 7 O Upper 


CONV. Word 
neavtsr [x[x]x]x] x] x] a | 0 | antec 


The A/D Interrupt vector should be programmed by 
the User to point to the first memory location in the 
Interrupt Vector table containing the base address 
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TACHO S/H 
(CHANNEL 7) AND 
A/D 

INT 


UPPER THRESHOLD 


LOWER THRESHOLD 
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of the four byte area of the interrupt vector table in 
which to store the address of the A/D interrupt 
service routines. 


The Analog Watchdog Interrupt Pending bit (AWD, 
ICR.6), is automatically hardware set whenever 
any of the two guarded analog inputs goes out of 
bounds. The Compare Result Register (CRR) 
keeps track of the analog inputs exceeding the 
thresholds. 


When 2 requests occur simultaneously the Analog 
watchdog request has priority over the End of Con- 
version request which is held pending, to be 
served after the current routine. 


The Analog Watchdog Request requires the user 
to poll within the Compare Result Register (CRR) 
to determine which of the four thresholds has been 
exceeded. The threshold status bits are set to “1” 
to flag an over-range and are automatically reset 
by hardware after a software reset of the analog 
Watchdog request flag in the ECR Register. 

The interrupt pending flags, ECV (End of Conver- 
sion, ICR.7) and AWD should also be reset by the 
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User in the Interrupt service routine before the re- 
turn. Setting either of these two bits by software will 
cause a software interrupt request to be gener- 
ated. 


15.4 REGISTERS 


15.4.1 Register Mapping 
A/D registers are mapped page 63. 
15.4.2 Data Registers (DiR) 


The result of the conversions of the 8 available 
channels are loaded in the 8 DiR (channelO->DOR 
...channel7—D7R); every Data Register is re- 
loaded with a new value at the end of the conver- 
sion of the correspondent analog input. 


DOR R240 (FOh) Page 63 Read/Write 
Channel 0 Data Register 


Reset Value: Undefined 


7 0 
xr [ons [os [os [oa [oe [or Toxo 


b7-b0 = D0O.7-D0.0: Channel 0 Data 


D1R R241 (Fih) Page 63 Read/Write 
Channel 1 Data Register 


Reset Value: Undefined 


7 0 
[oa [os [a Jor [or] on [ovo 


b7-b0 = D1.7-D1.0: Channel 1 Data 


D2R R242 (F2h) Page 63 Read/Write 
Channel 2 Data Register 


Reset Value: Undefined 


7 
[or [es [es ve [a [we 


b7-b0 = D2.7-D2.0: Channel 2 Data 


0 
[Te 


D3R R243 (F3h) Page 63 Read/Write 
Channel 3 Data Register 


Reset Value: Undefined 
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b7-b0 = D3.7-D3.0: Channel 3 Data 


D4R R244 (F4h) Page 63 Read/Write 
Channel 4 Data Register 


Reset Value: Undefined 


7 0 
[oo [os [os [ou [os [oe [os Tone 


b7-b0 = D4.7-D4.0: Channel 4 Data 


D5R R245 (F5h) Page 63 Read/Write 
Channel 5 Data Register 


Reset Value: Undefined 


7 0 
esr] [ss se os [se [ [oso 


b7-b0 = D5.7-D5.0: Channel 5 Data 


D6R R246 (F6h) Page 63 Read/Write 
Channel 6 Data Register 


Reset Value: Undefined 


7 0 
esr [os [os [os [os oe [or Tow 


b7-b0 = D6.7-D6.0: Channel 6 Data 


D7R R247 (F7h) Page 63 Read/Write 
Channel 7 Data Register 


Reset Value: Undefined 
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7 0 
[on [oe [os [oa [wa [oa] os [ow 


b7-b0 = D7.7-D7.0: Channel 7 Data 
15.4.3 Lower Threshold Registers (LTiR) 


The 2 lower threshold registers are used to store 
the 2 user programmable lower threshold voltages 
(i.e. their 8 bit binary code) to be compared with the 
present channel 6 or 7 conversion result. They fix 
the lower voltage window limit. 


LT6R R248 (F8h) Page 63 Read/Write 
Channel 6 Lower Threshold Register 


Reset Value: Undefined 


7 0 
LT6.7 | LT6.6 | LT6.5 | LT6.4 | LT6.3 | LT6.2 | LT6.1 | LT6.0 


b7-b0 = LT6.7-LT6.0: Channel 6 Lower Threshold 


LT7R R249 (F9h) Page 63 Read/Write 
Channel 7 Lower Threshold Register 


Reset Value: Undefined 


7 0 
sr [ava ua [ea [eae [a 


b7-b0 = LT7.7-LT7.0: Channel 7 Lower Threshold 
11.4.6 Upper Threshold Registers (UTiR) 


The 2 upper threshold registers are used to store 
the 2 user programmable upper threshold voltages 
(i.e. their 8 bit binary code) to be compared with the 
present channel 6 or 7 conversion result. They fix 
the upper voltage window limit. 


UT6R R250 (FAh) Page 63 Read/Write 
Channel 6 Upper Threshold Register 


Reset Value: Undefined 
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Y4 0 
UT6.7 | UT6.6 | UT6.5 | UT6.4 | UT6.3 | UT6.2 | UT6.1 | UT6.0 


b7-b0 = UT6.7-UT6.0: Channel 6 Upper Threshold 


UT7R R251 (FBh) Page 63 Read/Write 
Channel 7 Upper Threshold Register 


Reset Value: Undefined 


7 0 
ns [ees] [ra ura] [ora 


b7-b0 = UT7.7-UT7.0: Channel 7 Upper Threshold 


15.4.4 Compare Result Register (CRR) 


The result of comparison between the current 
value of data registers 6 and 7 and the threshold 
registers is stored in this 4 bit register. 


CRR R252 (FCh) Page63 Read/Write 
Compare Result Register 


Reset Value: 0000 1111 (OFh) 


7 0 
[wT Toutes [x [xf 


b7 = C7U: Compare Reg 7 Upper threshold Set to 
“1” when converted data is greater than or equal to 
the threshold value. Not affected otherwise 

b6 = C6U: Compare Reg 6 Upper threshold Set to 
“1” when converted data is greater than or equal to 
the threshold value. Not affected otherwise 

b5 = C7L: Compare Reg 7 Lower threshold Set to 
“1” when converted data is less than the threshold 
value. Not affected otherwise. 

b4 = C6L: Compare Reg 6 Lower threshold Set to 
“1” when converted data is less than the threshold 
value. Not affected otherwise. 

These bits should be Software reset at the end of 
the ‘Out of Bounds’ Interrupt routine. 


b3-b0 = undefined, return “1” when read. 
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REGISTERS (Continued) 


Note. any Software request reset in the ICR, will 
cause also all the Compare status bits to be hard- 
ware forced to zero, to prevent possible overwriting 
if an Interrupt request occurs between the Soft- 
ware reset and the Interrupt Request Software re- 
set. 


15.4.5 Control Logic Register (CLR) 


This register manages the A/D logic operations. 
Writing into this register will cause the current con- 
version to be aborted and the autoscan logic to be 
re-initialized to the starting configuration. CLR is 
programmable as following: 


CLR R253 (FDh) Page63 Read/Write 
Control Logic Register 


Reset Value: 0000 0000 (00h) 


7 0 


b7-b5 = SC2, SC1, SCO: Start Conversion Aad- 
dress. These 3 bits define the starting analog input 
in Autoscan mode. The first channel addressed by 
SC2-SCO 1s converted, then the address is incre- 
mented for the successive conversion, until chan- 
nel 7 (111) is converted. The (SC2. SC1. SCO) bits 
define the group of channels to be scanned. When 
setting SC2=1 SC1=1 SCO=1 only channel 7 is 
converted. 


b4 = EXTG: External Trigger. When set to a logical 
“{", this bit allows to start a group of conversion 
synchronized on the following edge of the external 
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signal applied on pin ADTRG (when enabled for Al- 
ternate Function).. 


b3 = INTG: /nternal Trigger. When set to a logical 
level “1”, this bit enables the start of a group of con- 
version, synchronized with an internal signal (On 
chip Event signal) from a Multifunction Timer Unit. 


Both External and Internal Trigger inputs are inter- 
nally OR’ed, thus avoiding Hardware conflicts, 
however the correct procedure ts to enable only 
one alternate synchronization input at time. 


b2 = POW: Power Up/Power Down A logical “1” 
enables the A’D logic and analog circuitry. 

A logical “O" disables all power consuming logic, 
thus allowing a low power idle status. 


b1 = CONT: Continuous/Single. When this bit is 
set to “1” (Continuous Mode), the first group of con- 
versions are started either by software (setting to 
“{" the ST bit) or by hardware (on an Internal or ex- 
ternal trigger, depending on the INTG and EXTG 
bits status), and a continuous conversion flow is 
then processed. 


When this bit is set to “O” (single mode), only a sin- 
gle group of conversions (1 up to 8) are started 
whenever any External (or Internal) trigger occurs. 
or the ST bit is set to “1” by software. 


The effect of the alternate synchronization is to 
hardware set the START/STOP bit which ts hard- 
ware reset when in SINGLE mode. at the end of 
each group of conversions. 


Requirements: 


The External Synchronisation Input must receive a 
pulse (low level) wider than an INTCLK period 
(83ns) minimum and for both External and On chip 
Event synchronisation, a period greater than the 
time required for a group of conversion (number of 
channels times x 118). 
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REGISTERS (Continued) 


bO = ST: Start/Stop A logical “1” level enables the 
starting of a group of conversions; a logical level 
“Q” stops the conversion. When the A/D is running 
in the Single Mode, this bit is hardware reset at the 
end of a group of conversions. 


15.4.6 Interrupt Control Register (ICR) 


This register contains the three priority level bits, 
the two sources flags, and their bit mask: 


ICR R254 (FEh) Page63 Read/Write 
Interrupt Control Register 


Reset Value: 0000 1111 (OFh) 


rs 0 
fe [we] =o [wo x [ra [ro Tro 


b7 = ECV: End of Conversion. ECV is automat- 
ically set by hardware after a group of conversions 
is completed. 


b6 = AWD: Analog Watchdog. AWD is automat- 
ically hardware set whenever any of the two 
guarded analog inputs goes out of bounds. The 
threshold values are stored in registers F8h and 
FAh for channel 6, and in registers F9h and FBh for 
channel 7 respectively. The Compare Result Reg- 
ister (CRR) keeps track of the analog inputs ex- 
ceeding the thresholds. 


AWD and ECV must be reset by the user, before 
returning from the Interrupt service routine. Setting 
either of them by software will cause a software in- 
terrupt request to be generated. 


b5 = ECI: End of Conversion Interrupt Enable This 
bit masks the End of Conversion interrupt request. 
A logical level “1” enables the request, a logical 
level “O” masks the request. 


b4 = AWDI: Analog Watchdog Interrupt Enable. 
This bit masks the Analog Watchdog interrupt re- 
quest. 
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A logical level “1” enables the request, a logical 
level “O” masks the request. 


b3 = D3: Undefined 

b2-b0 = PL2, PL1, PLO: A/D /nterrupt Priority 
Level. With these three bits it is possible to select 
the Interrupt priority level of the A/D Converter. 


15.4.7 Interrupt Vector Register (IVR) 


IVR R255 (FFh) Page63 Read/Write 
Interrupt Vector Register 


Reset Value: xxxx xx10 (x2h) 
7 0 


Te [elo [=] [nT 


b7-b2 = V7-V2: A/D Interrupt Vector. This vector 
should be programmed by the User to point to the 
first memory location in the Interrupt Vector table 
containing the starting addresses of the A/D inter- 
rupt service routines. 


b1 = W1: Word Select. This bit is set by hardware, 
according to the A/D interrupt source. It is set to “O” 
if the source is the Analog Watchdog, pointing to 
the lower word of the A/D interrupt service block 
(defined by V7-V2). It is set to “1” if the source is 
the End of Conversion interrupt, thus pointing to 
the upper word. 


When 2 requests occur simultaneously the Analog 
watchdog request has priority over the End of Con- 
version request which is held pending, to be 
served after the current routine. 


bO = DO: This bit is fixed by hardware. It always re- 
turns the value “O” if read. 
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REGISTER MAP 

Pages 
2 CORE ARCHITECTURE 
CICR R230 (E6h) System Read/Write Central Interrupt Control! Register 13 
FLAGR R231 (E7h) System Read/Write Flag Register 14 
RPO R232 (E8h) System Read/Write Register Pointer 0 15 
RP1 R233 (E9h) System Read/Write Register Pointer 1 15 
PPR R234 (EAh) System Read/Write Page Pointer Register 17 
MODER R235 (EBh) System Read/Write Mode Register 17 
4 INTERRUPTS 
CICR R230 (E6h) System Read/Write Central Interrupt Control Register 38 
EITR R242 (F2h) Paged Read/Write External Interrupt Trigger Event Register 38 
EIPR R243 (F3h) PageoO Read/Write External Interrupt Pending Register 38 
EIMR R244 (F4h) Page oO Read/Write External Interrupt Mask-bit Register 39 
EIPLR R245 (F5h) Page 0 Read/Write External Interrupt Priority Level Register 39 
EIVR R246 (F6h) Page Oo Read/Write External Interrupt Vector Register 39 
NICR R247 (F7h) PageO Read/Write Nested Interrupt Control Register 39 
5 ON-CHIP DMA 
DCPR Address set by Peripheral Read/Write DMA Counter Pointer Register 46 
IDCR Address set by Peripheral Read/Write Generic Peripheral Interrupt and DMA Control 46 
DAPR Address set by Peripheral Read/Write DMA Address Pointer Register 46 
6 CLOCK 
MODER R235 (EBh) System Read/Write Mode Register 48 
8 EXTERNAL MEMORY INTERFACE 
WCR R252 (FCh) Page oO Read/Write Wait Control Register 64 
10 HANDSHAKE/DMA CONTROLLER 
HDCTLx Read/Write Handshake/DMA Control Register 82 
11 SERIAL PERIPHERAL INTERFACE 
SPIDR R253 (FDh) Pageo Read/Write SPI Data Register (R253) 88 
SPICR R255 (FEh) PageO Read/Write SPI Control Register (R254) 88 
12 TIMER/WATCHDOG 
WDTHR R248 (F8h) PageO Read/Write Timer/Watchdog Counter Register, High byte 99 
WDTLR R249 (F9h) Page Od Read/Write Timer/Watchdog Counter Register, Low byte. 99 
WDTPR R250 (FAh) Page 0 Read/Write Timer/Watchdog Prescaler Register 99 
WDTCR R251 (FBh) Pageo Read/Write Timer/Watchdog Control Register 99 

3 149/195 
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13 MULTIFUNCTION TIMER 
REGOHR R240 (FOh) 

REGOLR R241 (Fih) 

REG1HR R242 (F2h) 

REGILR R243 (FSh) 

CMPOHR R244 (F4h) 

CMPOLR R245 (F5h) 

CMP1HR R246 (FGh) 

CMP1LR R247 (F7h) 

TCR R248 (F8h) 

TMR R249 (F9h) 

ICR R250 (FAh) 

PRSR = R251. (FBh) 

OACR R252 (FCh) 

OBCR R253 (FDh) 

FLAGR R254 (FEh) 

IDMR = R255. (FFh) 

DCPR R240 (FOh)[R244 (F4h)] 
DAPR R241. (Fih)[R245 (F5h)] 
IVR R242 (F2h) [R246 (F6h)] 
IDCR R243. (F3h) [R247 ( F7h) 
IOCR R248 (F8h) 

14 SERIAL COMMUNICATIONS INTERFACE 
RDCPR R240 (FOh) 

RDAPR R241 (Fth) 

TDCPR R242 (F2h) 

TDAPR R243. (F3h) 

IVR R244 (F4h) 

ACR R245 (F5h) 

IMR R246 (FGh) 

ISR R247 (F7h) 

RXBR R248 (F8h) 

TXBR R248 (F8h) 

IDPR = R249. (FQh) 

CHCR R250 (FAh) 

CCR R251 (FBh) 

BRGHR R252 (FCh) 

BRGLR R253 (FDh) 
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Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 


Read/Write 
Read/Write 


Read/Write 
Read/Write 


Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read only 

Write only 

Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 


Capture Load Register 0 (High) 
Capture Load Register 0 (Low) 
Capture Load Register 1 (High) 
Capture Load Register 1 (Low) 
Compare 0 Register (High) 
Compare 0 Register (Low) 
Compare 1 Register (High) 
Compare 1 Register (Low) 
Timer Control Register 

Timer Mode Register 

External Input Control Register 
Prescaler Register 

Output A Control Register 
Output B Control Register 
Flags Register 

Interrupt/DMA Mask Register 
DMA Counter Pointer Register 
DMA Address Pointer Register 
Interrupt Vector Register 
Interrupt/DMA Control! Register 
1/O Connection Register 


Receiver DMA Transaction Counter Pointer 
Receiver DMA Source Address Pointer 
Transmitter DMA Transaction Counter Pointer 
Transmitter DMA Destination Address Pointer 
Interrupt Vector Register 

Address/Data Compare Register 

Interrupt Mask Register 

Interrupt Status Register 

Receive Buffer Register 

Transmitter Buffer Register 

Interrupt/DMA Priority Register 

Character Configuration Register 

Clock Configuration Register 

Baud Rate Generator Register, High byte. 
Baud Rate Generator Register, Low byte. 


ky, SGS-THOMSON 
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115 
115 
115 
115 
115 
115 
115 
115 
116 
116 
117 
118 
118 
119 
119 
120 
120 
121 
121 
122 
122 


132 
132 
132 
132 
132 
133 
133 
134 
134 
134 
135 
136 
136 
137 
137 


15 A/D CONVERTER 
DOR R240 (FOh) 
D1R R241 (Fth) 
D2R R242 (F2h) 
D3R R243 (F3h) 
D4R R244 (F4h) 
D5R R245 (F5h) 
D6R R246 (F6h) 
D7R R247 (F7h) 
LT6R R248 (F8h) 
LT7R R249 (F9h) 
UT6R R250 (FAh) 
UT7R = R251. (FBh) 
CRR R252 (FCh) 
CLR R253 (FDh) 
CRR R252 (FCh) 
ICR R254 (FEh) 
IVR R255 (FFh) 


Page 63 
Page 63 
Page 63 
Page 63 
Page 63 
Page 63 
Page 63 
Page 63 
Page 63 
Page 63 
Page 63 
Page 63 
Page 63 
Page 63 
Page 63 
Page 63 
Page 63 


Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 


Channel 0 Data Register 

Channel 1 Data Register 

Channel 2 Data Register 

Channel 3 Data Register 

Channel 4 Data Register 

Channel 5 Data Register 

Channel 6 Data Register 

Channel 7 Data Register 

Channel 6 Lower Threshold Register 
Channel 7 Lower Threshold Register 
Channel 6 Upper Threshold Register 
Channel 7 Upper Threshold Register 
Compare Result Register 

Control Logic Register 

Control Logic Register 

Interrupt Control Register 

Interrupt Vector Register 
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144 
144 
144 
144 
144 
144 
144 
144 
145 
145 
145 
145 
145 
146 
146 
147 
147 
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16 ELECTRICAL CHARACTERISTICS 


ABSOLUTE MAXIMUM RATINGS 


symbol 
[|e accursed Pn etenGurentintheaavee | S045 ma 


Note: Stresses above those listed as “absolute maximum ratings” may cause permanent damage to the device. This is a stress rating only and 
functional operation of the device at these conditions is not implied. Exposure to maximum rating conditions for extended periods may affect 
device reliability. All voltages are referenced to VSS 


RECOMMENDED OPERATING CONDITIONS 


we iscsi | Min. | Max. | 
Ta__| Operating Temperature 


Operating Temperature 
Internal Clock Frequency (INTCLK) 
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DC ELECTRICAL CHARACTERISTICS 
Vpp = 5V + 10% Ta = — 40 °C to + 85°C, unless otherwise specified) 


Symbol Parameter Test Conditions 


Clock Input High Level |ExternalClock =| Clock 0.7 Vpp re a ee 
a oe cP 

Input High Level 
CMOS 2 ae Eee 


fous [0s [| ase Tv 
rete PS —-—_—— } e eete 


RESET Inputlowlevel | | 08 || 080 | 
Hers RESET Input Hysteresis Se ee a 
| Vou | OutputHighLevel | Push Pull, lload=-0.8mA] Voo-08 | ss | 


Tie fameimiee —feamizemess | fw 
= 
PERSE [nto arnen | -w | am | > [oe 
Pm fori pete [=e [fm a 


Reset Pin Input Leakage | OV <Vin< Vbp 
Alternate Function, 
ILKAD eae Pun nob Peenege Open Drain, -3 +3 LA 
OV < Vin < Vpp 
Active Pull-up Input 
8 eee ee ee 


| Kos | OSCIN Pin | OSCIN Pin Input Leakage | Leakage | OV<Vin< lOV<Vin<Voo si - | =10 | + | 10 


Note: All I/O Ports are configured in Bidirectional Weak Pull-up Mode with no DC load, External Clock pin | is driven by square wave 
external clock. No peripheral working. 


DC TEST CONDITIONS 
2.4V 
TTL INPUT X 
FORCING CONDITION 
0 45V 
0.8Vpp 
CMOS INPUT X 
FORCING CONDITION 
0.2Vop 
’ SOURCE CURRENT = —0.8mA 
PUSH—PULL OUTPUT 5.0V 
T NDITION X 
Baar ine wen "O” SINK CURRENT = 1.6mA 
1” SOURCE CURRENT = 0 


WEAK PULL-UP OUTPUT J a 
TEST CONDITION 0.8V "O” SINK CURRENT = 1.6mA 


VAOO117 


G7. SGS-THOMSON 153/195 
MICROELECTRONICS 
169 


319030 


AC ELECTRICAL CHARACTERISTICS 
(Vop = 5V + 10% Ta = — 40 °C to + 85°C, unless otherwise : a "ae 


Symbol Parameter 

Run Mode Current 
no CPUCLK prescale, 24MHz, Note 1 
Clock divide by 2 
Run Mode Current 

Ipp2 Prescale by 2 24MHz, Note 1 
Clock divide by 2 

IWFl TEF 


ee a 


Test Conditions 


WFI Mode Current 
no CPUCLK prescale, 24MHz, Note 1 
Clock divide by 2 


HALT Mode Current 24MHz, Note 1 uA | 


Note 1: All 1/O Ports are configured in Bidirectional Weak Pull-up Mode with no DC load, External Clock pin (OSCIN) is driven by square wave 
external clock. No peripheral working. 


IHALT 
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CLOCK TIMING TABLE 
(Vop = 5V+ 10%, Ta = — 40°C to + 85°C, INTCLK = 12MHz, unless otherwise specified) 


Symbol Parameter 


ee _ tea 
Te | | « [2 
Pe [were [osownseanarartme [| |» | 


TwCL, TwCH OSCIN Low and High Width 


Notes: 
Vi Clock divided by 2 internally (MODER.DIV2=1) 
2. Clock not divided by 2 internally (MODER.DIV2=0) 


CLOCK TIMING 


Vie =) 2V DD 


VAQ0116 
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EXTERNAL BUS TIMING TABLE 
(Vop = 5V + 10%, Ta = — 40 °C to + 85 °C, Cload = 50pF, CPUCLK = 12MHz, unless otherwise specified) 


Value (Note) 
Symbol Parameter OSCIN Divided | OSCIN Not Divided 
By 2 By 2 


Address Set-up Time ‘3 - 
TsA (AS) before AST TpC (2P+1) -22 TWCH+PTpC —18 20] | ns. 


2 [TAS A) [Adress HoWTineaterKST _[TpO=t7 _——~( wore ———«dt as | a 
Te [Taas (OF) [AST to Data Avalabl (ead) | TpO (aPvaWs4) 60 [Too @Pawea)-s1 | [WS] ns 
"pe @Ps)-7 —_[TwoHsPreo-2 [96] | ns 


p12] [ns | 
—~ TwCH+TpC 
EF TwDSR DS Low Pulse Width (read) TpC (4P+2W+3) —20 (2P+W1) —16 j105] | as 


TwDSW DS Low Pulse Width (write) | TpC (2P+2W+2)-13 | TpC (P+Wi1)-13 | 70| | ns | 


pe TdDSR (DR) DS J to Data Valid Delay (read) TpC (4P+2W-3) —50 As eee | | 75] os 


3 [Thom (0s) [DaiatoBSTHowTine (ead) | ro] [ae 
Tio [TaDs (a) [DST to Address Active Delay [ToO-7 —‘([Twot-e ‘| a8| [re | 
it [Té0S (AS) [BSTIOASL Oeley —__—*( Tp ———~(Twor—te ta | [os 
Pie [Tema (As) [RAW SetupTimeteioreAST [Too @Pst)-22 _[TwoHsPTpo=18 | 20 | [ns 


Tapsr (pw) | PS! a oe pees TWCL -5 js] | as | 
TdDW (DSW) a oe ValidtoDS 1 Delay | t3¢ (ap41)-32 | TwCH+PTpC-28 10] | ns | 


ThDS (DW) _| Data Hold Time after DS T (write)| TpC -9 TwCL -5 33.| | ns | 
Address Valid to Data Valid TwCH+TpC 

TdA (DR) ae tinn TpC (6P+2W+5) ~68 | 30 Wo) 64 | 140) ns 

[17 | TaAs (Ds) 


17 | TdAs AST to DS | Delay TpC -18 TwCL -14 | 24] | ns | 


EXTERNAL WAIT TIMING TABLE 
(Vpp = 5V + 10%, Ta =—40°C to +85°C, Cload = 50pF, 
INTCLK = 12MHz, Push-pull output configuration, unless otherwise specified) 


Value (Note) 
N° Symbol Parameter OSCIN Divided OSCIN Not Divided 
By 2 By 2 


1 |TdAs (WAIT) | AST to WAIT Delay 2(P+1)TpC-29 | 2(P+1)Tpc-29 =| ——| 40 | ns 
( ns | 


TdAs (WAIT) |ASTtoWAITIMin.Delay | 2(P+W+1)TpC-4_ | a(P+ws1)Tpc-4_ | 8o| | 


TdAs (WAIT) |ASTtoWAITJ Max. Delay | 2(P+W+1)TpC-29 | 2(P+W+1)TpC -29 a. 


Note: (for both tables) The value in the left hand two columns show the formula used to calculate the timing minimum or maximum from the 
oscillator clock period, prescale value and number of wait cycles inserted. 

The value in the right hand two columns show the timing minimum and maximum for an external clock at 24 MHz divided by 2, prescaler value 
of zero and zero wait status. 


Legend: TpC =OSCIN Period 
P = Clock Prescaling Value TwWCH =High Level OSCIN half period 
W = Wait Cycles TwCL =Low Level OSCIN half period 
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EXTERNAL BUS TIMING 


| T1 | T2 | T3 | 


CPUCLK | | | | | | | 


R/W 


PORT1 
P/D 


(WRITE) D7—DO OUT 


1 14 «141 7 i! 15 : 
OO 
DS | | 
(WRITE) 


| VA00447 


EXTERNAL WAIT TIMING 


ae | 


VA00115 
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HANDSHAKE TIMING TABLE (Vpp = 5V + 10%, Ta = —40°C to +85°C, Cload = 50pF, INTCLK = 12MHz, 
Push-pull output configuration, unless otherwise specified) 


Value (Note) 
Symbol Parameter OSCIN Divided OSCIN Not Divided 
By 2 By 2 


RDRDY, WRRDY Pulse TpC 

TwRDY Width in One Line (P+W41) 18 sae )- 65 
Handshake 

twsta | ROSTB, WASTB Pulse | 576,45 TpC+12 95 
Width 

eae RDSTB, or WRSTB 7 (TpC-TwCL) 


Port Datato RDRDYT | (2P+2W+1) 
Set-up Time TpC —25 


Port Data to WRRDY J 
Set-up Time in One Line 
Handshake 


Port Data to WRRDY J 
Hold 

Time in One Line 
Handshake 


TsPD Port Data to WRSTB 7 
(STB) [= ceces 

ThPD Port Data to WRSTB T 
RDSTBD T to Port Data 

coy B | Detay Time in 35 35 35 | ns 
Bidirectional Handshake 

ae TdSTB RDSTB T to Port High-Z sg _ be 
(PHZ) 


Delay Time in 
Bidirectional Handshake 

Note: The value in the left hand two columns show the formula used to calculate the timing minimum or maximum from the oscillator clock 

period, prescale value and number of wait cycles inserted. 

The value in the right hand two columns show the timing minimum and maximum for an external clock at 24 MHz divided by 2, prescaler value 

of zero and zero wait status. 


Legend: 
P = Clock Prescaling Value (R235 4,3,2) 
W = Programmable Wait Cycles (R252.2.1.0/5,4,3) + External Wait Cycles 
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HANDSHAKE TIMING 


STROBE 


OUTPUT 
HANDSHAKE 


ONE LINE 
INPUT 
HANDSHAKE 


TWO LINES 
INPUT 
HANDSHAKE 


BIDIRECTIONAL 
HANDSHAKE 
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BUS REQUEST/ACKNOWLEDGE TIMING TABLE (Vpp = 5V + 10%, Ta =—40°C to +85°C, Cload = 50pF, 
INTCLK = 12MHz, Push-pull output configuration, unless otherwise a? RT 


| Value (Note) (Note) 
Symbol Parameter 
OSCIN Divided OSCIN Not Divided 
=o a 
Tp | TwOLei2 
TdBR (BACK) BREQ J to BUSACKL 
TpC(6P+2W+7)+65 | TpC(3P+W+3)+TwCL+65 ac 


| 2 | TdBR (BACK) | (BACK) | BREG 1 to BUSACKT T to |BREGT to BUSACKT | — 3Tposeo | ) aTposeo | TpC+TwCL+60 ) |} 185] ns 


TdBACK (BREL) BUSACK ! to Bus 20 
Release 
ctive 


Note: The value left hand two columns show the formula used to calculate the timing minimum or maximum from the oscillator clock period, 
prescale value and number of wait cycles inserted. 

The value right hand two columns show the timing minimum and maximum for an external clock at 24MHz divided by 2, prescale value of zero 
and zero wait status. 


BUS REQUEST/ACKNOWLEDGE TIMING 


ey 
ceucak ff \ f[~ | \ / 
susreo \\\\\\ [TITTLE 


BUSACK 


VAO0011 4 
Note : MEMINT = Group of memory interface signals: AS, DS, RW, P0O-P07, P10-P17 
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EXTERNAL INTERRUPT TIMING TABLE (Vpp = 5V + 10%, Ta = -40°C to +85°C, Cload = 50pF, 
INTCLK = 12MHz, Push-pull output configuration, unless otherwise specified) 


Value (Note) 
Symbol Parameter OSCIN Not 
Divided By | Divided By 

2 Min. 


7 [ath [tow Laelninan Puke Within Ring Eipose [atpcvte [Tpowre [es [oe 
Ta [wi | High Love rman Puc Wah inFsing age oto [avp6xt2 [Tpost2 | oe | [ne 
Ta [wh | High Level rium Puce With inFalig E690 ode [avpGv1e [Toco [e6| [re 
[+ [wir [Lon Levelninimum Puke wishin Fata ape ode [avacut@ [Toce2 [se | | ve 


Note: The value left hand two columns show the formula used to calculate the timing minimum or maximum from the oscillator clock period, 
prescale value and number of wait cycles inserted. 

The value right hand two columns show the timing minimum and maximum for an external clock at 24 MHz divided by 2, prescale value of zero 
and zero wait status. 


EXTERNAL INTERRUPT TIMING 


RISING EDGE DETECTION FALLING EDGE DETECTION 
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SPI TIMING TABLE (Vpp = 5V + 10%, Ta = —40°C to +85°C, Cload = 50pF, INTCLK = 12MHz, 
Output Alternate Function set as Push-pull) 


Se 
[2 [voy [nt atatotine | vaveoetoo | re 
[2 freon Tf sorwoseaoanvas [se 
[4 [ro [owmaoaavastme | | —*i| m= 
[saws [sok tow pusewian | we || 
es 


Note: TpC is the OSCIN Clock period. 


SPI TIMING 
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WATCHDOG TIMING TABLE(Vpp = 5V + 10%, Ta = — 40 °C to +85°C, Cload = 50pF, 
CPUCLK = 12MHz, Push-pull output configuration, unless otherwise specified 


) 
Symbol Parameter 


| 4 |TwwooL | WDOUTLowPulseWidth = sd Mm we | 
2 ee ea 
Co a 7 ae 
a a 


WATCHDOG TIMING 
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A/D CONVERTER 
EXTERNAL TRIGGER TIMING (Vpp = 5V + 10%, Ta = —40°C to +85°C, Cload = 50pF) 


Oscin not Value” 
Symbol Parameter by 2") ses (1) 


Test | ere eee trigger active 
Internal delay between 

4 TsTR EXTRG falling edge and first 3xTpc |0.5xTPC| 1.5xTpc 
conversion start 


Notes: 
1. Variable clock (TPC=OSCIN clock period) 
2. INTCLK=12MHz 


Oscin divided 


A/D External Trigger Timing 


ST (stort conversion bit) 
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A/D INTERNAL TRIGGER TIMING TABLE 


OSCIN OSCIN Value (3) 
Symbol Parameter Divided a es 2 (2) Not Divided by 2 (2) 


Internal trigger 
Internal trigger 
Internal trigger 
3 | TWext | active edges 276n x Tpc 138n x Tpc nx11.5 us 
distance (1) 


— ae 


A/D INTERNAL TRIGGER TIMING 


Internal delay 
between INTRG 
rising edge and 
first conversion 
start 


bey 2 


1 vA 
ST (start conversion bit) ! Ui : 
ff 


| 

I | 

I | 

l I 

SS 
VROA1401 
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A/D CHANNEL ENABLE TIMING TABLE 


OSCIN 
Symbol Parameter Divided by 2 (2) 
ede Ok 


Notes: 


OSCIN Value (3 vue) 
Not Divided by 2 (2) 


1. n = number of autoscanned channels (1 <n <8) 
2. Variable clock (Tpc = OSCIN clock period) 
3. CPUCLK = 12MHz 


A/D CHANNEL ENABLE TIMING 


INTCLK (Periph clock) 
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A/D ANALOG SPECIFICATIONS 
[nar | ic) [wr | wom [ure [nae 


a 
Avcc Voc 

| Gonversiontime time 
ae oe eC ae Se ae 
a 
a 
Fwowonsy Si? wumnwree | | 
a 
axcneareee | |] 
a 
Pomaer sts | eee 
fomew fe fe 
a 


1 The values are expected at 25 degree Centigrade with AVCC = 5V 

2 “LSBs”, as used here, has a value of AVCC/256 

3 @ 12MHz interna! clock 

4. Including sample time 

5 It must be intended as the internal series resistance before the sampling capacitor 
6 


This is a typical expected value, but not a tested production parameter. 
If V(t) is the value of the 1-th transition level (0 <i< 254), the performance of the A/D converter has been valued as follows: 


OFFSET ERROR = deviation between the actual V(0) and the ideal V(0) (=1/2 LSB) 

GAIN ERROR = deviation between the actual V(254) and the ideal V(254) (=AVCC-3/2 LSB) 
DNL ERROR = max {[V(i) - V(i-1)]//LSB - 1} 

INL ERROR = max {[V(1) - V(0)}/LSB - 1} 
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MULTIFUNCTION TIMER UNIT EXTERNAL TIMING TABLE 


(3) 


i | Toew [eee doamonspasewen [erates] orto] xe | | me | 1 
[2 | twee | eterstaceeae puedes | 2neTpe| nator] ove |_| m | 
ee 
| Twaw Gate | Gatepuisewidth width 12x | 12xTpe 6 x Tpc ee eet 


Tw Distance between TINB pulse edge and 2x Toc 
Pe te following TINA pulse edge P 
Tw Distance between TINA pulse edge and 
ren afie eee TINB pulse edge 


| Twa | Distance between two TxINA | Distance between two TxINA pulses 


io ee er 


OSCIN Value | Value (a) 
Not 
Symbol Parameter Divided 
by 2 


Notes: 2.In Autodiscrimination mode 
Tt: n= 1 if the input is rising OR falling edge sensitive 3.Variable clock ( Tpc = OSCIN period ) 
n = 3 if the input is rising AND falling edge sensitive 4.INTCLK = 12 MHz 


MULTIFUNCTION TIMER UNIT EXTERNAL TIMING 


VR001403 


168/195 
kyz SGS-THOMSON 
VM, wicromecraomes 
184 


ST9030 


SCI TIMING TABLE 
(Vpp = 5V+ 10%, Ta = - 40°C to +85°C, Cload = 50pF, INTCLK = 12MHz, 
Bae Alternate Function set as Push-pull) 


ea 
Symbol Parameter Condition 


Frxcxin | Frequency of RxCKIN a oa 
| 16xmode | etx | Ts 
Frxckin | Frequency of TXCKIN =——— 
ae 


DS (Data Stable) before rising ; 
a Tsps ar of BXCKIN 1 x mode reception with RxCKIN | Tpc/2 mis 
1 x mode transmission with 
Ee Tdp1 TXCKIN to Data out delay Time external clock C load <100pF am 2.5 Tpc pons 
1 x mode transmission with 


Note: FCK = 1/TCK 


TWRxCKIN RxCKIN shortest pulse 


TWTxCKIN| T¥.CKIN shortest pulse 


SCI TIMING 


FIG 1: RECEPTION WTH EXTERNAL CLOCK 1X MODE FIG 2: TRANSMISSION WITH EXTERNAL CLOCK 1X MODE 


RXCKIN TXCKIN 


FIG 3. TRANSMISSION WITH CLKOUT 1X MODE 


CLKOUT 


DATA OUT 
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PACKAGE MECHANICAL DATA 
80-Pin Plastic Quad Flat Package 


| mm | inches 

[Min | Typ | Max | Min | Typ | Max 

Af | {sco} _|_Jovad 
| A2 | 255] 2.80 | 3.05 |0 100] 0 110] 0.120] 
22296] 2820/ 24 of 2445 [0.9031 0913 


Number of Pins 


VROA1500 


Short Footprint recommended Padding 


PAD AREA ON PCB 


FOR EACH LEAD 
VRO1724C 


VRO1724B 
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68-Pin Plastic Leadless Chip Carrier 


| A |420| | 508lores| [0200 
At fosi| | fooaol | 
| As |22o{ | 3.30 [0.090] [0.130 
PEERAGE es 


ese cee ee es Hea 
|b |2502| [2527/0985] | 0.995 
| Di [2413] |24.33/0.950] | 0.958 
|b3 | {2oaz| | foeco| 
LE |2502| [2527/0985] | 0995 
-Et_[24.13| 2488} 0980/ __|0968 


Number of Pins 


ws 
Peer [faa — 
a 


VROO1534 


56-Pin Plastic Shrink Dual-In-line Package, 600 Mil Width 


| 8 los] [oss foot] [oozs 
Bi |o75| | 142 [0030] [0056] 
| ¢ jo20| | 036 |oo08] | o.or4] 


VROO1725 Number of Pins 


56 


ORDERING INFORMATION 


Sales Se Temperature Range 


Seen = 
| = ST9030C1/XX | O°C to + 70°C Sco —_ 
=—_ ae 24MHz ore 


ec | = PLOces sd 


-40°C to + 85°C 
| ST9030BE/XX PSDIP56 


Note: “XX” is the ROM code identifier that is allocated by S@S-THOMSON after receipt of all required options and the related ROM file. 
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ST9030 STANDARD OPTION LIST 


Please copy this page (enlarge if possible) and complete ALL sections. 
Send the form, with the ROM code image required, to your local S€S-THOMSON sales office. 


CustomerGompany > haves visvovboucetamteretecwiehl eel tines Muatom hematin ] 
Company Address : Dace itt rmee ela ec esscctcaareeinge eta teste cele ened teee ce baeines ] 
Le teta cate ecs ast carton tis Nactale a ctee nt or ctedes shes agnit tab eeetna be cate ] 
Telephone : [ares teeta eaeeee etal 
FAX : Lo sac ccd abe Gat atte aawalil 
Contact : [atau arabs sisussacaecseer ] Telephone (Direct): [........ ed 


Please confirm characteristics of device : 


Device ST9030 
Package [ ] PQFP80 [ ] PLCC68 [ ] PSDIP56 
Temperature Range [ ] -40°C to +85°C [ ] O0°C to +70°C 
Special Marking [ ] No 
[ ] Yes 14charactes [|] ]]/1] 1] 1111111] 


Authorized characters are letters, digits, ’.’, ’-’, ’” and spaces only. 
Please consult your local SGS-THOMSON sales office for other marking details if required. 
Notes : 


ROMless Option (Consult text) 


[ ] No 

[ ] Yes PortBit [ ]P7.1 [ ] P2.0 
Code : [ ] EPROM (27128, 27256) 

[ ] HEX format files on IBM-PC® compatible disk 

filename: [.................... ] 

Confirmation : [ ] Code checked with EPROM device in application 
Yearly Quantity forecast: = [..... 0. eee eee } k units 
- for a period of : a phitcnt psa ahem Nat iab aie: ] years 
Preferred Production start dates :[......................] (YY/MM/DD) 
Customer Signature : 
Date : 
172/195 j 
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8K EPROM HCMOS MCU 
WITH A/D CONVERTER 


» Register oriented 8/16 bit CORE with 
RUN, WFI and HALT modes 


a Minimum instruction cycle time: 500ns 
(12MHz internal) 


a Internal Memory : 
EPROM 8K bytes 
224 general purpose registers available as 
RAM, accumulators or index pointers 
(Register File) 


= 80-pin Plastic Quad Flat Pack package for Rh 
ST90T30Q Ni crint 

« 68-lead Plastic Leaded Chip Carrier package for ae 
ST90T30C 

= 56-pin shrink DIP package for ST90T3OB 


= 80-pin Windowed Ceramic Quad Flat Pack pack- 
age for ST90E30G 


s 68-lead Windowed Ceramic Leaded Chip Carrier 
package for ST90E30L 


» 56-pin Shrink Windowed Ceramic package for 
ST90E30D 


=» DMA controller, Interrupt handler and Serial Pe- 
ripheral Interface as standard features 


a 56 fully programmable I/O pins 
» Up to 8 external plus 1 non-maskable interrupts 


=x 16 bit Timer with 8 bit Prescaler, able to be used 
as a Watchdog Timer 


a Two 16 bit Multifunction Timers, each with an 8 
bit prescaler and 13 operating modes 


» 8 channel 8 bit Analog to Digital Converter, with 
Analog Watchdogs and external references 


s Serial Communications Interface with asynchro- 
nous and synchronous capability 


a Rich Instruction Set and 14 Addressing modes 
a Division-by-Zero trap generation 


s Versatile Development tools, including assembler, 
linker, C-compiler, archiver, graphic oriented de- 
bugger and hardware emulators 


s Real Time Operating System 
= Compatible with ST9030 8K ROM device CSDIP56W 


(Ordering Information at the end of the Datasheet) 
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Figure 1. 80 Pin QFP Package 


40 


VROA1649 


| Pin |Name | |_Pin |Name 

| 60 |P7VSOUT 

z 

ICLKOUT 

/RXCLK/ADTRG 

/aUSREO 

/BUSACK WRSTB5 
RW 
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Figure 2. 68 Pin LCC Package 


Table 2. ST90E30L-ST90T30C 


| Pin [Name | {_ Pin |Name _——||_Pin [Name _| 
P72/CLKOUT 
be 
go | P73/ADTRG 
eS 
37_| P76/WDOUT 
IBUSREQ 
/BUSACK /RDSTBS/P/D 

| 6 [OsciIN Pea/inT1 

33 [AS = _|/wrstes 

| 8 P87/MOUTB | 32 

| 9 |PS6THINE | 

ST | 
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Figure 1b. 56 Pin Shrink DIP Pinout 


VROA1740 


Table 3. ST90E30D-ST90T30B Pin Description 


| 5 |PAZ/AINT 
| 6 |AVDD 
| 50 |P70/SIN 
| 8 | P4Q/AINa 


P72/CLKOUT 
TXCLK/INT4 


P73/ADTRG 
RXCLK/INT5 


‘> 


77MWWDIN/BUSACK) 


NJ 


£& 
(oe) 


OlKRIa|o 
w 

p 

J 

2 


15 |OSCOUT an 
DS 
OSCIN 
| 18 | RESET fea 
P37/T10UTB 40 
P36/T1INB P0O7/A7/D7 
PO6IA6/D6 
P35/T10UTA P05/A5/D5 
P34/T1INA P04/A4/D4 
P33/TOOUTB P03/A3/D3 
P32/TOINB P02/A2/D2 
P31/TOOUTA PO1/A1/D1 
P30/P/D/TOINA P00/A0/DO 
28 | P13/A11 P10/A8 
P11/A9 
P12/A10 
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17.1 GENERAL DESCRIPTION 


The ST90E30 and ST90T30 (following mentioned 
as ST90E30) are EPROM members of the ST9 fam- 
ily of microcontrollers, in windowed ceramic (E) and 
plastic OTP (T) packages respectively, completely 
developed and produced by SGS-THOMSON Mi- 
croelectronics using a n-well proprietary HCMOS 
process. 


The EPROM parts are fully compatible with their 
ROM versions and this datasheet will thus provide 
only information specific to the EPROM based de- 
vices. 


THE READER IS ASKED TO REFER TO THE 
DATASHEET OF THE ST9030 ROM-BASED DE- 
VICE FOR FURTHER DETAILS. 


The EPROM ST90E30 may be used for the proto- 
typing and pre-production phases of development, 
and can be configured as: a standalone microcon- 
troller with 8K bytes of on-chip ROM, a microcon- 
troller able to manage external memory, or as a 
parallel processing element in a system with other 
processors and peripheral controllers. 


Figure 3. ST90E30 Block Diagram 


8k Bytes 


MEMORY BUS 


ST90E30 - ST90T30 


The nucleus of the ST90E30 is the advanced Core 
which includes the Central Processing Unit (CPU), 
the Register File, a 16 bit Timer/Watchdog with 8 
bit Prescaler, a Serial Peripheral Interface support- 
ing S-bus, I°C-bus and IM-bus Interface, plus two 8 
bit I/O ports. The Core has independent memory 
and register buses allowing a high degree of pipe- 
lining to add to the efficiency of the code execution 
speed of the extensive instruction set. 


The powerful I/O capabilities demanded by micro- 
controller applications are fulfilled by the ST90E30 
with up to 56 I/O lines dedicated to digital In- 
put/Output. These lines are grouped into up to 
seven 8 bit I/O Ports and can be configured on a bit 
basis under software control to provide timing, 
status signals, an address/data bus for interfacing 
external memory, timer inputs and outputs, analog 
inputs, external interrupts and serial or parallel I/O 
with or without handshake. 


INTO INT7 


16-Bit TIMER / WATCHDOG + SPI 


CPU 


REGISTER BUS 


1/0 PORT 1 VO PORT 2 
( Address ) ( SPI ) 


1/0 PORT 3 
( TIMERS ) 


ky. SGS-THOMSON 


2 x 16-bit TIMER 
WITH DMA 


1/0 PORT 4 
( Analog Inputs } 


VROD1385 
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GENERAL DESCRIPTION (Continued) 


Three basic memory spaces are available to sup- 
port this wide range of configurations: Program 
Memory (internal and external), Data Memory (ex- 
ternal) and the Register File, which includes the 
control and status registers of the on-chip peripher- 
als. 


Two 16 bit MultiFunction Timers, each with an 8 bit 
Prescaler and 13 operating modes allow simple 
use for complex waveform generation and meas- 
urement, PWM functions and many other sys- 
temmsiming functions by the usage of the two 
associated DMA channels for each timer. 


17.2 PIN DESCRIPTION 


AS. Address Strobe (output, active low, 3-state). 
Address Strobe is pulsed low once at the begin- 
ning of each memory cycle. The rising edge of AS 
indicates that address, Read/Write (R/W), and 
Data Memory signals are valid for program or data 
memory transfers. Under program control, AS can 
be placed in a high-impedance state along with 
Port 0 and Port 1, Data Strobe (DS) and R/W. 


DS. Data Strobe (output, active low, 3-state). Data 
Strobe provides the timing for data movement to or 
from Port 0 for each memory transfer. During a write 
cycle, data out is valid at the leading edge of DS. 
During a read cycle, Data In must be valid prior to the 
trailing edge of DS. When the ST9040 accesses on- 
chip memory, DS is held high during the whole mem- 
ory cycle. It can be placed in a high impedance state 
along with Port 0, Port 1, AS and R/W. 


R/W. Read/Write (output, 3-state). Read/Write de- 
termines the direction of data transfer for external 
memory transactions. R/W is low when writing to ex- 
ternal program or data memory, and high for all other 
transactions. It can be placed in a high impedance 
state along with Port 0, Port 1, AS and DS. 


RESET/Vpp. Reset (input, active low) or Vpp (in- 
put). The ST9 is initialised by the Reset signal. 
With the deactivation of RESET, program execu- 
tion begins from the Program memory location 
pointed to by the vector contained in program 
memory locations 00h and Oth. In the EPROM 
programming Mode, this pin acts as the program- 
ming voltage input VPP. 


INTO, INT7. External interrupts (input, active on ris- 
ing or falling edge). External interrupt inputs O and 
7 respectively. INTO channel may also be used for 
the timer watchdog interrupt. 


178/195 


In addition there is an 8 channel Analog to Digital 
Converter with integral sample and hold, fast 11s 
conversion time and 8 bit resolution. An Analog 
Watchdog feature is included for two input chan- 
nels. 


Completing the device is a full duplex Serial Com- 
munications Interface with an integral 110 to 
375,000 baud rate generator, asynchronous and 
1.5Mbyte/s synchronous capability (fully program- 
mable format) and associated address/wake-up 
option, plus two DMA channels. 


OSCIN, OSCOUT. Oscillator (input and output). 
These pins connect a parallel-resonant crystal 
(24MHz maximum), or an external source to the 
on-chip clock oscillator and buffer. OSCIN is the in- 
put of the oscillator inverter and internal clock gen- 
erator; OSCOUT is the output of the oscillator 
inverter. 


AVpp. Analog Vpp of the Analog to Digital Con- 
verter. 


AVss. Analog Vss of the Analog to Digital Con- 
verter. Must be tied to Vss. 


Vpp. Main Power Supply Voltage (5V + 10%) 
Vss. Digital Circuit Ground. 


P0.0-P0.7, P1.0-P1.7, P2.0-P2.7 P3.0-P3.7, P4.0- 
P4.7, P5.0-P5.7, P7.0-P7.7 //O Port Lines (In- 
put/Output, TTL or CMOS compatible). 56 lines 
grouped into I/O ports of 8 bits, bit programmable 
under program control as general purpose I/O or 
as alternate functions. 


17.2.1 /O PORT ALTERNATE FUNCTIONS 


Each pin of the I/O ports of the ST90E30/T30 may 
assume software programmable Alternative Func- 
tions as shown in the Pin Configuration Tables. 
Due to Bonding options for the packages, some 
functions may not be present, Table 4 shows the 
Functions allocated to each I/O Port pin and a sum- 
mary of packages for which they are available. 
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PIN DESCRIPTION (Continued) 


Table 4. ST90E30, T30 I/O Port Alternate Function Summary 
Alternate Function 
poo _|aodo —|_— VO Address/Databitomux | 24 | 88 
30 45 
31 
| 0 |Addressbits | 
jag | OAddressbitg | 
i 20ee | 
ree 
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z 
20 
pia [Ai2_ | [Address bitt2 
pis [ais || Addressbit13 
frie [as | 0 |Addessbié 
pr7 jas | O[Addressbitt5 
p20 [NMI ||| Non-Maskable Interrupt 
[P20 | ROMIess 44 
[p21 [PO | 0 | ProgramData Space Select _|__48 
Pai jsol_ | |_| SPiSerialDataQut_ | 48 
[pez [wre | 1 | Ewtemalinerupt2 
[az |sck | 0 [SPISerialCiock |S 
p23 [spo | 0 _| sPiSerialDatain | 
pea [ints | ft | Externalinterrupt) 
[aa [WASTES | 1 [Handshake Write Strobe PS 

| 0 |Handshake Write Ready P5 
pas = fina, ss] External Interrupt 3 50 
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Handshake Read Strobe P5 50 
Program/Data Space Select 50 
[p27 |RDRDYS | O | Handshake Read Ready P5 51 
MF Timer 0 Input A 

Program/Data Space Select 
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PIN DESCRIPTION (Continued) 
Table 4. ST90E30, T30 I/O Port Alternate Function Summary 


Alternate Function 


: 
: 
: 
: 
: 
s 
57 
: 
r 
r 
i 
a 
‘ 
a 
“ 
r 
r 
a 
s 
: 
5 
5 
z 
z 


Pin Assignment 


PLCC PQFP 


1/0 PORT Function 


NO 
aw 


P3.5 
P3.6 
P3.7 
P4.0 
P4.1 
P4.2 
P4.3 
P4.4 
P4.5 
P4.6 
P4.7 


TIOUTA 
T1INB 
TiOUTB 
AINO 
AIN1 
AIN2 
AIN3 
AIN4 
AIN5 
AIN6 
AIN7 


ae) 
co) 
NO 
ro) 


= | oa | oa ol _ NO 


ine) 


72 
73 
74 


ol 
mo} oO 


sJ 


NO] N 


(op) —_ —_ = — “NJ ine) 


ih 


P5.1 


_—k 


ee) 


— 
Oo 


ine) 


P5.6 
P5.7 
P7.0 SIN 

P7.1 SOUT 
P7.1 ROMless 
P7.2 INT4 

P7.2 TXCLK 
P7.2 CLKOUT 
P7.3 INT5 

P7.3 RXCLK 
P7.3 ADTRG 
P7.4 INT6 

P/D 
WAIT 
WDOUT 
BUSREQ 
WDIN 
BUSACK 


on 
© 
RJR [AR] oO = 
olololo Oo 
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P7.6 
P7.6 
Pla 
P7.7 
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17.3 MEMORY 


The memory of the ST90E30 is functionally divided 
into two areas, the Register File and Memory. The 
Memory is divided into two spaces, each having a 
maximum of 65,536 bytes. The two memory 
spaces are separated by function, one space for 
Program code, the other for Data. The ST90E30 
8K bytes of on-chip EPROM memory are selected 
at memory addresses 0 through 1FFFh (hexadeci- 
mal) in the PROGRAM space, while the ST90T30 
OTP version has the top 64 bytes of the EPROM 
reserved by SGS-THOMSON for testing purposes. 


WARNING. The ST90T30 has its 64 upper bytes in 
the internal EPROM reserved for testing purpose. 


External memory may be addressed using the mul- 
tiplexed address and data buses (Alternate Func- 
tions of Ports 0 and 1). At addresses greater than 
the first 8K of program space, the ST90E30 exe- 
cutes external memory cycles for instruction 
fetches. Data Memory may be decoded externally 
by using the P/D Alternate Function output. The 
on-chip general purpose (GP) Registers may also 
be used as RAM memory for minimum chip count 
systems. 


Figure 4. Memory Spaces 


EXTERNAL 


00 
INTERNAL 
PROGRAM SPACE 


STA SGS-THOMSON 


ST90E30 - ST90T30O 


17.4 EPROM PROGRAMMING 


The 8192 bytes of EPROM memory of the 
ST90E30 (8128 for the ST90T30) may be pro- 
grammed by using the EPROM Programming 
Boards (EPB) available from SGS-THOMSON. 


17.4.1 Eprom Erasing 


The EPROM of the windowed package of the 
ST90E30 may be erased by exposure to Ultra-Violet 
light. 


The erasure characteristic of the ST90E30 is such 
that erasure begins when the memory is exposed 
to light with a wave lengths shorter than approxi- 
mately 4000A. It should be noted that sunlight and 
some types of fluorescent lamps have wave- 
lengths in the range 3000-4000A. It is thus recom- 
mended that the window of the ST90E30 
packages be covered by an opaque label to pre- 
vent unintentional erasure problems when testing 
the application in such an environment. 


The recommended erasure procedure of the 
EPROM is the exposure to short wave ultraviolet 
light which have a wave-length 2537A. The inte- 
grated dose (i.e. U.V. intensity x exposure time) for 
erasure should be a minimum of 15W-sec/cm2. 
The erasure time with this dosage is approximately 
15 to 20 minutes using an ultraviolet lamp with 
12000nW/cm* power rating. The ST90E30 should 
be placed within 2.5cm (iInch) of the lamp tubes 
during erasure. 
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ABSOLUTE MAXIMUM RATINGS 


es 
[Von | SuppiyVotage—SCSC~=~“‘“‘~*‘“‘“‘*~C~*dSSC‘ ODO 
0 Yoo 0 

31013 

a 

na 


Ln Lt Maximum accumulated pin injection Current in the device 


Note Stresses above those listed as “absolute maximum ratings" may cause permanent damage to the device This is a stress rating only and 
functional operation of the device at these conditions 1s not implied Exposure to maximum rating conditions for extended periods may affect 
device reliability All voltages are referenced to VSS 


Vop 
Output Voltage — 0.3 to Vop +0.3 


RECOMMENDED OPERATING CONDITIONS 


Tvaiue 
tin. 


DC ELECTRICAL CHARACTERISTICS 
Von = 5V+ 10% Ta =— 40°C to + 85°C, unless otherwise specified) 


Clock Input High Level External Clock 
Clock Input Low Level External Clock 


Vin Input High Level 
CMOS 


TTL 
Input Low Level 
CMOS 


[Vins [RESET ipatrightod | 
[Vers [RESET iputuowLet | 
Wirns [RESET inputHysteress | 


Push Pull or Open Drain, 
Output Low Level lload = 1 6mA 
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DC ELECTRICAL CHARACTERISTICS (continued) 


Value 
Symbol Parameter Test Conditions te 
yp. | Max. | 


Weak Pull-up Current Bidirectional Weak Pull- 
up. Voi = OV 


Active Pull-up Current, 
for INTO and INT7 only Vin < O 8V, under Reset — 420 re 
[two _[sormimitanan [Sn see p= fw 


Alternate joe ve oo 
Open Drain, 
OV < Vin < Vor 


Active Pull-up Input 1 


| lkos | OSCIN Pin Input Leakage | OV < Vin < Von a) 
EPROM Programming 
Voltage 
EPROM Programming 
Current 


DC TEST CONDITIONS 


— 420 uA 


A/D Pin Input Leakage 


FAL INPEST 
FORCING CONCITION 


CMCS INPUT 
FORCING CONDITION 


4" SOURCE CUPREMT = -98mA 


we aes 


PUSH-PULL OUTPUT 
TEST CONDITION 
SINK CUPRENT = 7 &mA 


SCURCE CURRENT = © 
WEAK PULL-UP OUTPUT 


FE N : 
TEST CONDITION SINK CURRENT = 1 6mA 


VA0Q01i7 
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AC ELECTRICAL CHARACTERISTICS 
(Vpp = 5V + 10% Ta = — 40°C to + 85°C, unless otherwise specified) 


Parameter Test Conditions 


Run Mode Current 
no CPUCLK prescale, 
Clock divide by 2 


Run Mode Current 
Prescale by 2 
Clock divide by 2 


WFI Mode Current 
no CPUCLK prescale, 
Clock divide by 2 
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PACKAGE MECHANICAL DATA 


80-Pin Ceramic Quad Flat Package with Window 


Number of Pins 


VROB1500 


68-Pin Ceramic Leadless Chip Carrier with Window 


Number of Pins 


| 1 
el oat ty 
Wily 


18 


A 
A 


Zz 
O 


1 
3 


A 


VROA1534 


fy, SGS-THOMSON 
‘Tf. imcnoELECTROMIES 


ST90E30 - ST90T30 


| mm | _ inches 

[Min | Typ | Max | atin | Typ | ax | 
pA | fss5] | fowl | 
pee | feat | fora] 
po | jasso] | foot] 
por | {2000} | fore7] 
pos | [rea] | fovea] 
E | |izso} | fovos} 
pet | frsoo] | fossil | 
pes {| treo} | foare| | 
9 | |r| | fos} | 
pe | foal | Joos} | 


pe | frat | fos] 
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56-Pin Ceramic Shrink Dual-In-line Package with window, 600 Mil Width 


| | Number ofPins 


VRQOA1727 


ORDERING INFORMATION 


Sales Type 
ST90E30L1:ES:” 
ST90E30G1/ES'"’ 


Frequency 


Note EPROM parts are tested at 25°C only 
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» Register oriented 8/16 bit CORE with 
RUN, WFI and HALT modes 


a» Minimum instruction cycle time:500ns 
(12MHz internal) 


» ROMless to allow maximum external memory 
flexibility 


« Internal Memory : 
224 general purpose registers available as 
RAM, accumulators or index pointers 
(register file) 


=» 80-pin Plastic Quad Flat Pack Package for 
ST9O0R30Q 


» 68-lead Plastic Leaded Chip Carrier package for 
ST90R30C 


» DMA controller, Interrupt handler and Serial Pe- 
ripheral Interface as standard features 


= 40 fully programmable |/O pins 
x Up to 8 external plus 1 non-maskable interrupts 


a» 16 bit Timer with 8 bit Prescaler, able to be used 
as a Watchdog Timer 


« Two 16 bit Multifunction Timers, each with an 8 
bit prescaler and 13 operating modes 


=» 8 channel 8 bit Analog to Digital Converter, with 
Analog Watchdogs and external references 


a Serial Communications Interface with asynchro- 
nous and synchronous capability 


a Rich Instruction Set and 14 Addressing modes 
a Division-by-Zero trap generation 


« Versatile development tools, including assembler, 
linker, C-compiler, archiver, graphic orinted de- 
bugger and hardware emulators 


« Real Time Operating System 


=» Compatible with ST9030 8K ROM device (also 
available in windowed and One Time Programma- 
ble EPROM packages) 
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(Ordering Information at the end of the Datasheet) 
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Figure 1. 80 Pin PQFP Package) 


Table 1. ST90R30Q Pin Description 


| Pin |Name 
| 80 |AVoo 


P27/RRDY5 


oy «| R2G/INTS  _ 
/RDSTB5/P/D 


P25/WRRDY5 


P24/INT1 

/WRSTB5 
P23/SDO 

P22/INT2/SCK 


LE eeeeon 3C 


P72/INT4/TXCL 
/CLKOUT 


P73/INT5 
/RXCLK/ADTRG 


P00/A0/DO 
PO1/A1/D1 


24 P35/TIOUTA 


P05/A5/D5 


P0Q4/A4/D4 
P03/A3/D3 
P02/A2/D2 


P06/A6/D6 
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Figure 2. 68 Pin PLCC Package) 


| Pin |Name 
| 43 | P70/SIN 
| 42 | P71/SOUT 
+ cee | | 58 | PA7/AIN7 | 
(IXCLK/INT4 | | 57 | P46/AING 
| oe | | 56 | P45/AINS | 
(RXCLI/INTS | | 55 | P4S/AINS 
| 39 [P74/PDANT6 | | 54 | P42/AIN2 | 
| 38 | P75WAIT | | 53 | PAY/AINA 
po eee” | era — 
/BUSREQ | 51 | P27/RRDYS 
= fet ||» lesen 
/BUSACK /RDSTB5/P/D 
| 35 [Rw | | 49 P2S/WRRDYS | 
te— || fas 
| 33 |AS /WRSTB5 
he eee | | 47 | P23/sDo_ 
Tai [46 | PaaminT2SCK_ 
Leo 45 | P2v/sDuP/D | 
[29 [44 [P20NMI 
| 228 
Ler 4 
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18.1 GENERAL DESCRIPTION 


The ST90R30 is a ROMLESS member of the ST9 
family of microcontrollers, completely developed 
and produced by SGS-THOMSON Microelectron- 
ics using a proprietary n-well HCMOS process. 


The ROMLESS part may be used for the prototyp- 
ing and pre-production phases of development, 
and offers the maximum in program flexibility in 
production systems. 


The ST90R30 is fully compatible with the ST9030 
ROM version and this datasheet will thus provide 
only information specific to the ROMLESS device. 


THE READER IS ASKED TO REFER TO THE 
DATASHEET OF THE ST9030 ROM-BASED DE- 
VICE. 

The ROMLESS ST90R30 can be configured as a 
microcontroller able to manage external memory, 
or as a parallel processing element in a system 
with other processors and peripheral controllers. 
The nucleus of the ST90R30 is the advanced Core 
which includes the Central Processing Unit (CPU), 
the Register File, a 16 bit Timer/Watchdog with 8 
bit Prescaler, a Serial Peripheral Interface support- 
ing S-BUS, I*C-bus and IM-bus Interface, plus two 


Figure 3. Block Diagram 


256 Bytes 
REGISTER FILE 


MEMORY BUS 


16-Bit TIMER / WATCHDOG + SPI 


8 bit I/O ports. The Core has independent memory 
and register buses allowing a high degree of pipe- 
lining to add to the efficiency of the code execution 
speed of the extensive instruction set. 


The powerful I/O capabilities demanded by micro- 
controller applications are fulfilled by the ST90R30 
with up to 56 I/O lines dedicated to memory ad- 
dressing or digital Input/Output. These lines are 
grouped into up to seven 8 bit I/O Ports and can be 
configured on a bit basis under software contro! to 
provide timing and status signals, address lines, 
timer inputs and outputs, analog inputs, external 
interrupts and serial or parallel I/O with or without 
handshake. 


Three memory spaces are available: Program Mem- 
ory (external), Data Memory (internal and external) 
and the Register File, which includes the contro! and 
status registers of the on-chip peripherals. 


Two 16 bit MultiFunction Timers, each with an 8 bit 
Prescaler and 13 operating modes allow simple 
use for complex waveform generation and meas- 
urement, PWM functions and many other system 
timing functions by the usage of the two associated 
DMA channels for each timer. 


INTO = INT7 


SCI 1/0 PORT 7 
WITH DMA ( SCI ) 


CPU 


REGISTER BUS 


1/0 PORT 1 VO PORT 2 
( Address ) ( SPI) 


VO PORT 3 
( TIMERS ) 
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2 x 16-bit TIMER 
WITH DMA 


1/0 PORT 4 
( Analog Inputs ) 
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GENERAL DESCRIPTION (Continued) 


In addition there is an 8 channel Analog to Digital 
Converter with integral sample and hold, fast 11s 
conversion time and 8 bit resolution. An Analog 
Watchdog feature is included for two input chan- 
nels. 


18.2 PIN DESCRIPTION 


AS. Address Strobe (output, active low, 3-state). 
Address Strobe is pulsed low once at the begin- 
ning of each memory cycle. The rising edge of AS 
indicates that address, Read/Write (R/W), and 
Data Memory signals are valid for program or data 
memory transfers. Under program control, AS can 
be placed in a high-impedance_state along with 


Port 0 and Port 1, Data Strobe (DS) and R/W. 


DS. Data Strobe (output, active low, 3-state). Data 
Strobe provides the timing for data movement to or 
from Port 0 for each memory transfer. During a 
write cycle, data out is valid at the leading edge of 
DS. During a read cycle, Data In must be valid prior 
to the trailing edge of DS. When the ST90R30 ac- 
cesses on-chip Data memory, DS is held high dur- 
ing the whole memory cycle. It can be placed in a 
high impedance state along with Port 0, Port 1,AS 
and R/W. 


R/W. Read/Write (output, 3-state). Read/Write de- 
termines the direction of data transfer for memory 
transactions. R/W is low when writing to program 
or data memory, and high for all other transactions. 
It can be placed in a high impedance state along 
with Port 0, Port 1, AS and DS. 


RESET. Reset (input, active low). The ST9 is ini- 
tialised by the Reset signal. With the deactivation 
of RESET, program execution begins from the Pro- 
gram memory location pointed to by the vector 
contained in program memory locations 00h and 
Oth. 


ISTA SGS-THOMSON 


Completing the device is a full duplex Serial Com- 
munications Interface with an integral 110 to 
375000 baud rate generator, asynchronous and 
1.5Mbyte/s synchronous capability (fully program- 
mable format) and associated address/wake-up 
option, plus two DMA channels. 


OSCIN, OSCOUT. Oscillator (input and output). 
These pins connect a parallel-resonant crystal 
(24MHz maximum), or an external source to the 
on-chip clock oscillator and buffer. OSCIN is the in- 
put of the oscillator inverter and internal clock gen- 
erator; OSCOUT is the output of the oscillator 
inverter. 


AVpp. Analog Vpp of the Analog to Digital Con- 
verter. 


AVss. Analog Vss of the Analog to Digital Con- 
verter. Must be tied to Vss. 


Vpp. Main Power Supply Voltage (5V+10%) 
Vss. Digital Circuit Ground. 


ADO-AD7, (P0.0-P0.7) Address/Data Lines (In- 
put/Output, TTL or CMOS compatible). 8 lines pro- 
viding a multiplexed address and data bus, under 
control of the AS and DS timing signals. 


A8-A15 Address Lines (Output, TTL or CMOS 
compatible). 8 lines providing non-multiplexing ad- 
dress bus, under control of the AS and DS timing 
signals. 


P2.0-P2.7 P3.0-P3.7, P4.0-P4.7, P5.0-P5.7, P7.0- 
P7.7 I/O Port Lines (Input/Output. TTL or CMOS 
compatible). 40 lines grouped into 1/O ports of 8 
bits, bit programmable under program control as 
general purpose I/O or as Alternate functions (see 
next section). 


18.2.1 I/O PORT ALTERNATE FUNCTIONS 


Each pin of the I/O ports of the ST90R30 may as- 
sume software programmable Alternative Func- 
tions as shown in the Pin Configuration Drawings. 
Table 3 shows the Functions allocated to each 1/O 
Port pins. 
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PIN DESCRIPTION (Continued) 
Table 3. I/O Port Alternate Function Summary 


1/0 PORT Function : Pin Assignment 
Alternate Function 
| Port.bit | IN/OUT PQFP80 PLCC68 


[roo | momo -| v0 —*d|:CAddesstbatabtom | aie 
[06 | ase | v0 *| AderessDatabité mix [asso 
eS 
Tee aod Adress 
Peis pan ress ds 
Tea fae | 0 Adiressbinre det 
Tes ais Adresses Sit 
Tes paw ress tte Sid 
ez pas ito Adresses Sit 
Treo [Nw | *Y|*Nonasabletniorunt “| ee iS 
‘ DI 


th 
oT 


Uilyv 
NM | P 
Nh = 
slo 
+ 
np 
ep) mio 
U 0 
x | 2 
ep) 7 ep) 
g > }o 
ay — | 
7) = ly 
of f\9 
om a= fad) 
= 210 
yw1sS 
Oo) oO) 
Pi HR] BR] A 


aay 
© 


INT14 res ae. External Interrupt 1 
| | =O _ | Handshake Write Strobe P5 


Tres | ri | 0 | ProgramData Space Select | 
[27 | romps | 0 | Handshake Read Ready PS 
[p30 | ona | 1 | MFTimerolmputA 
D | 0 | ProgramData Space Seeat | 2 

| [0 wr Timero Outta 
[ea2 | rows | 1 | MF Timer omput 
| os 
ear 


i a! 
| 
pes | RosTas | |__| Handshake Read Strobe PS | 7 

D 70 | 
7 
2 


15 


0 
0 
1 
9 
9 


ie) 


2 
2 
2 


ee ee ee ee ee eS 
NO &]} Oo 


MF Timer 0 Output B 
MF Timer 1 Input A 


8 
7 
6 
5 


—_ 
—s 
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PIN DESCRIPTION (Continued) 
Table 3. I/O Port Alternate Function Summary (Continued) 


VO PORT Pin | Pin Assignment 
Alternate Function 
PQFP80 PLCC68 


TOUTA 
THIN 
TIOUTE 
AINO 
AIN' 
AIN2 
AINS 
AIN4 
AINS 
AING 
AIN? 
SOUT 
INT4 
TXCLK 
CLKOUT 
INTS 
RXCLK 
ADTRG 
INTE 
WDOUT 

BUSREQ 


WON 
BUSACK External Bus Acknowledge 


Function 
IN/OUT 


—_— 


— | a 
— | © on 


o 


jee) 


Oo |N 


S| 

S| 

+ 
NJ 


o 
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18.3 MEMORY 


The memory of the ST90R30 is functionally divided 
into two areas, the Register File and Memory. The 
Memory may optionally be divided into two spaces, 
each having a maximum of 65,536 bytes. The two 
memory spaces are separated by function, one 
space for Program code, the other for Data. The 
ST90R30 addresses all program memory in the 
external PROGRAM space. 


Figure 4. Memory Spaces 


INTERNAL EXTERNAL 
PROGRAM SPACE 
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REGISTER FILE 


The External Memory spaces are addressed using 
the multiplexed address and data buses on Ports 0 
and 1. Data Memory may be decoded externally by 
using the P/D Alternate Function output. The on- 
chip general purpose (GP) Registers may be used 
as RAM memory. 


EXTERNAL 
DATA SPACE 
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ORDERING INFORMATION 


ST90R30C6 -40°C to + 85°C PLCC68 
24MHz 
ST90R30Q1 0 °C to + 70 °C PQFP80 
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16K ROM HCMOS MCU 
WITH RAM AND A/D CONVERTER 


= Register oriented 8/16 bit CORE with 
RUN, WFI and HALT modes 


a Minimum instruction cycle time : 500ns 
(12MHz internal) 


a Internal Memory : 
ROM 16Kbytes 
RAM 256 bytes 
224 general purpose registers available as RAM, 
accumulators or index registers (register file) PQFP80 


80-pin PQFP package for ST9036Q 
68-lead PLCC package for ST9036C 
= 56-pin shrink DIP package for ST9036B 


s DMA cortroller, Interrupt handler and Serial Pe- 
ripheral Interface as standard features 


Up to 56 fully programmable I/O pins 


Up to 8 external plus 1 non-maskable interrupts 


PLCC68 


a 16 bit Timer with 8 bit Prescaler, able to be used 
as a Watchdog Timer 


a Two 16 bit Multifunction Timers, each with an 8 
bit prescaler and 13 operating modes 


= 8 channel 8 bit Analog to Digital Converter, with 
Analog Watchdogs and external references 


Serial Communications Interface with asynchro- 
nous and synchronous capability 


Rich Instruction Set and 14 Addressing modes 


Division-by-Zero trap generation 


Versatile development tools, including assembler, 
linker, C-compiler, archiver, graphic oriented de- PSDIP56 
bugger and hardware emulators 


a Real Time Operating System 


a Windowed and One Time Programmable EPROM 
parts available for prototyping and pre-production 
development phases 


a Pin to pin compatible with ST9030 and ST9040 (Ordering Information at the end of the Datasheet) 


March 1994 1/12 


213 


ST9036 


Figure 1. 80 Pin PQFP Package 


VROA1649 


Table 1. ST9036Q Pin Description 


ek 
P71/SOUT 


P72/INT4/TXCL 
/CLKOUT 
P73/INT5 
/RXCLK/ADTRG 
P74/P/D/INT6 
P75WAIT 


P76/WDOUT 
/BUSREQ 


| 22 | P37/T10UTB 
| 23 | PS6/T1INB | 
| 24 | PS5/TIOUTA | 
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P26/INT3 
/RDSTBS5/P/D 


P25/WRRDY5 


P24/INT1 
/WRSTB5 
P23/SDO 


P22/INT2/SCK 
P21/SDI/P/D 


319036 


Figure 2. 68 Pin PLCC Package 


VROD1649 


Table 2. ST9036C Pin Description 


| Pin [Names| |_ Pin [Names| | Pin [Name | |_ Pin [Name 
| 60 |AVss 
a (rl 
63 
/TXCLK/INT4 
/RXCLK/INTS 
P76/WDOUT 
/BUSREQ 
P77/WDIN 
/BUSACK /RDSTBS5/P/D 

ae /PeT 

— 48 | ——— 

/WRSTB5 
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319036 


Figure 1b. 56 Pin Shrink DIP Pinout 


VROA1740 
Table 3. ST9036B Pin Description 


[Pinname | [Pin | Pinname 
+ | PaBIAING 
3 [PASIAINS | 
+ [PASIAING | 
7 [aves 


[ps7 || gg | P72IOLKOUT 
[pss | | | tuna 
[pss || ay_| PrO/ADTAG 

RXCLK/INT5 
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1.1 GENERAL DESCRIPTION 


The ST9036 is a ROM member of the ST9 family of 
microcontrollers, completely developed and pro- 
duced by SGS-THOMSON Microelectronics using 
a proprietary n-well HCMOS process. 


The ST9036 EPROM peripheral and functional ac- 
tions are fully compatible throughout the 
ST903x/4x family. This datasheet will thus provide 
only information specific to this ROM device. 


THE READER IS ASKED TO REFER TO THE 
DATASHEET OF THE ST9030 ROM-BASED DE- 
VICE FOR FURTHER DETAILS. 


The nucleus of the ST9036 is the advanced Core 
which includes the Central Processing Unit (CPU), 
the Register File, a 16 bit Timer/Watchdog with 8 
bit Prescaler, a Serial Peripheral Interface support- 
ing S-bus, I°C-bus and IM-bus Interface, plus two 8 
bit I/O ports. The Core has independent memory 
and register buses allowing a high degree of pipe- 
lining to add to the efficiency of the code execution 
speed of the extensive instruction set. The power- 
ful I/O capabilities demanded by microcontroller 
applications are fulfilled by the ST9036 with up to 
56 |/O lines dedicated to digital Input/Output. 
These lines are grouped into up to seven 8 bit 1/O 
Ports and can be configured on a bit basis under 
software control to provide timing, status signals, 
an address/data bus for interfacing external mem- 
ory, timer inputs and outputs, analog inputs, exter- 
nal interrupts and serial or parallel I/O with or 
without handshake. 

Three basic memory spaces are available to support 
this wide range of configurations: Program Memory 
(internal and external), Data Memory (internal and ex- 
ternal) and the Register File, which includes the control 
and status registers of the on-chip peripherals. 


Two 16 bit MultiFunction Timers, each with an 8 bit 
Prescaler and 13 operating modes allow simple 
use for complex waveform generation and meas- 
urement, PWM functions and many other system 
timing functions by the usage of the two associated 
DMA channels for each timer. In addition there is 
an 8 channel Analog to Digital Converter with inte- 
gral sample and hold, fast 11s conversion time 
and 8 bit resolution. An Analog Watchdog feature 
is included for two input channels. 


Completing the device is a full duplex Serial Com- 
munications Interface with an integral 110 to 
375,000 baud rate generator, asynchronous and 
1.5Mbyte/s synchronous capability (fully program- 
mable format) and associated address/wake-up 
option, plus two DMA channels. 
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1.2 PIN DESCRIPTION 


AS. Address Strobe (output, active low, 3-state). 
Address Strobe is pulsed low once at the begin- 
ning of each memory cycle. The rising edge of AS 
indicates that address, Read/Write (R/W), and 
Data Memory signals are valid for program or data 
memory transfers. Under program control, AS can 
be placed in a high-impedance state along with 
Port 0 and Port 1, Data Strobe (DS) and R/W. 


DS. Data Strobe (output, active low, 3-state). Data 
Strobe provides the timing for data movement to or 
from Port 0 for each memory transfer. During a 
write cycle, data out is valid at the leading edge of 
DS. During a read cycle, Data In must be valid prior 
to the trailing edge of DS. When the ST9036 ac- 
cesses on-chip memory, DS is held high during the 
whole memory cycle. It can be placed in a high im- 
pedance state along with Port 0, Port 1, AS and R/W. 


R/W. Read/Write (output, 3-state). Read/Write 
determines the direction of data transfer for exter- 
nal memory transactions. R/W is low when writing 
to external program or data memory, and high for 
all other transactions. It can be placed in a high im- 
pedance state along with Port 0, Port 1, AS and DS. 


RESET. Reset (input, active low). The ST9 is initial- 
ised by the Reset signal. With the deactivation of RE- 
SET, program execution begins from the Program 
memory location pointed to by the vector contained 
in program memory locations 00h and 01h. 


INTO, INT7. External interrupts (input, active on ris- 
ing or falling edge). External interrupt inputs 0 and 


Figure 3. ST9036 Block Diagram 


16k Bytes 256 Bytes 


REGISTER FILE 


$T9036 


7 respectively. INTO channel may also be used for 
the timer watchdog interrupt. 


OSCIN, OSCOUT. Oscillator (input and output). 
These pins connect a parallel-resonant crystal 
(24MHz maximum), or an external source to the 
on-chip clock oscillator and buffer. OSCIN is the in- 
put of the oscillator inverter and internal clock gen- 
erator; OSCOUT is the output of the oscillator 
inverter. 


AVpp. Analog Vpp of the Analog to Digital Converter. 


AVss. Analog Vss of the Analog to Digital Con- 
verter. Must be tied to Vss. 


Vpp. Main Power Supply Voltage (5V + 10%) 
Vss. Digital Circuit Ground. 


P0.0-P0.7, P1.0-P1.7, P2.0-P2.7 P3.0-P3.7, P4.0- 
P4.7, P5.0-P5.7, P7.0-P7.7 //O Port Lines (In- 
put/Output, TTL or CMOS compatible). 56 lines 
grouped into I/O ports of 8 bits, bit programmable 
under program control as general purpose I/O or 
as alternate functions. 


1.2.1 I/O Port Alternate Functions 


Each pin of the I/O ports of the ST9036 may as- 
sume software programmable Alternative Func- 
tions as shown in the Pin Configuration Drawings. 
Table 1-4 shows the Functions allocated to each 
I/O Port pins and a summary of packages for which 
they are available. 


INTO  INT7 


VO PORT 7 
(SCI) 


SCI 
WITH DMA 


REGISTER BUS 


1/0 PORT 3 
( TIMERS ) 


2 x 16-bit TIMER 
WITH DMA 


VROH1385 
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PIN DESCRIPTION (Continued) 
Table 4. ST9036 I/O Port Alternate Function Summary 


Price | porp | PSDP 
[poo [Avo | 10 [Address/Databtomn —~| 24 oo «| Swe 
/O Address/Data bit 6 mux 0 45 8 
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PIN DESCRIPTION (Continued) 
Table 4. ST9036 I/O Port Alternate Function Summary(Continued) 


/O | PORT Alternate Function Pin Assignment 
Port. bit pLcc_ | POQFP | PSDIP | 


[pcs [Toute | © [MF Timertoupta «d= ee 
ras [rine | 1 [wr timers inputs |» [= | =» 
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1.3 MEMORY 


1.3.1 INTRODUCTION 

The memory of the ST9 is divided into two spaces: 
. Data memory with up to 64K (65536) bytes 

. Program memory with up to 64K (65536) bytes 


Thus, there is a total of 128K bytes of addressable 
memory space. 

The 16K bytes of on-chip ROM memory of the 
ST9036 are selected at memory addresses 0 
through 3FFFh (hexadecimal) in the PROGRAM 


Figure 1-4. Memory Map 


0000 


INTERNAL EXTERNAL 


PROGRAM SPACE 


space.The data space includes 256 bytes of on- 
chip RAM at address 200h through 2FFh. 


Off-chip memory, addressed using the multiplexed 
address and data buses (Ports 0 and 1) may be di- 
vided into the Program and Data spaces by the ex- 
ternal decoding of the Program/Data select pin 
(P/D) available as an Alternate function output, al- 
lowing the full 127.5K byte memory 


The first 512 bytes of the data space are not acces- 
sible. 


NOT 
ACCESS'BLE 
INTERNAL 


EXTERNAL 


DATA SPACE 
VRO01996G 
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AC ELECTRICAL CHARACTERISTICS 
(Vop = 5V + 10% Ta = — 40 °C to + 85°C, unless otherwise specified) 


Symbol Parameter Test Conditions 
Run Mode Current 
no CPUCLK prescale, 24MHz, Note 1 
Clock divide by 2 


Run Mode Current 

Prescale by 2 24MHz, Note 1 
WFI Mode Current 

no CPUCLK prescale, 24MHz, Note 1 
Clock divide by 2 


HALT Mode Current 24MHz, Note 1 


Note 1: All I/O Ports are configured in Bidirectional Weak Pull-up Mode with no DC load, External Clock pin (OSCIN) is driven by square wave 
external clock. No peripheral working. 
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68-Pin Plastic Leadless Chip Carrier 


| mm | inches | 

Min | Typ | Max | Min | Typ | Max | 

| A [420] | 508 for65| [0200] 
par fost] | foozo] | 
| As [229] | 330{0.090| [0130 
Ee es EAE 


bai 

| > |2502]  |2527] 0085] | 0.995 
i_|esia] [2asatosso| [0.958 
(bs | f2os2] | foo] 


Number of Pins 


i 
l 
| 
| 
{ 
ND | 
I 
| 
| 
{ 


VRO01534 


56-Pin Plastic Shrink Dual-In-line Package, 600 Mil Width 


oO 
Oo 
ine] 


fan) 
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w 
fan) 


OQ hm 
[a] fo) 
~ ol 
So Nh 


° 
=) 
oO 
ros) 
aQ}o 
an|~ 
B|o 21a 
rm eo) a 


Qo 
— 
or 


VROO1725 2 
umber of Pins 


PQFP80 
0°C to + 70°C PLCC68 
PSDIP56 


PLCOC68 
-40°C to + 85°C 
PSDIP56 


Note: “XX” is the ROM code dentifier that is allocated by SGS-THOMSON after receipt of all required options and the related ROM file. 
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ST9036 STANDARD OPTION LIST 


Please copy this page (enlarge if possible) and complete ALL sections. 
send the form, with the ROM code image required, to your local SGS-THOMSON sales office. 


Customer Company: [... .......... ...ccc002 eee i iia ieee. “ebadeeesenceese | 
COMpaNViACOUESS © |ivieencayettice wlibiebeeetvataviaeeokiweds, antinedeldaces | 
(piace eirs acteabe 5. , Maeda he wie Cel ctindts. dees Renta acted ] 
Telephone : [ad seitek idtelantna tam Saae: ] 
FAX : Paes sccedianpaetea en ka ] 
Contact : Pesta see tats daneeats nes ] Telephone (Direct): [..... ...................] 


Please confirm characteristics of device : 


Device ST9036 
Package [ ] PQFP80 [ ] PLCC68 [ ] PSDIP56 
Temperature Range [ ] -40°C to +85°C [ ] 0°C to +70°C 
Special Marking [ ] No 
[ ] Yes 14characters [|] ]/1] 1111111] 


Authorized characters are letters, digits, ’.’, ’-’, /’ and spaces only. 
Please consult your local SGS-THOMSON sales office for other marking details if required. 
Notes : 


ROMless Option (Consult text) 


[ ] No 

[ ] Yes PorttBit [ ]P7.1 [ ] P2.0 
Code: [ ] EPROM (27128, 27256) 

[ ] HEX format files on IBM-PC® compatible disk 

THENAMG S-[o i s cyeavet vaweswiens | 

Confirmation : [ ] Code checked with EPROM device in application 
Yearly Quantity forecast: [. ......... 00... 0.0... ] k units 
- for a period of : Vie Geet ea teseee aon nea ] years 


Preferred Production start dates : [ 


Customer Signature : 
Date : 
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NOTES : 
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CT} SGS-THOMSON 
S47, WCROELECTRONICS ST9040 


16K ROM HCMOS MCU 
WITH EEPROM, RAM AND A/D CONVERTER 


Register oriented 8/16 bit CORE with 
RUN, WFI and HALT modes 


Minimum instruction cycle time : 500ns 
(12MHz internal) 


Internal Memory : 


ROM ; 16K bytes 
RAM 256 bytes 
EEPROM 512 bytes 
224 general purpose registers available as RAM, PQFP80 


accumulators or index registers (register file) 
= 80-pin PQFP package for ST9040Q 
u 68-lead PLCC package for ST9040C 
a 56-pin shrink DIP package for ST9040B 


» DMA controller, Interrupt handler and Serial Pe- 
ripheral Interface as standard features 


u Up to 56 fully programmable I/O pins 
u Up to 8 external plus 1 non-maskable interrupts PLCC68 


a 16 bit Timer with 8 bit Prescaler, able to be used 
as a Watchdog Timer 


a [Two 16 bit Multifunction Timers, each with an 8 
bit prescaler and 13 operating modes 


8 channel 8 bit Analog to Digital Converter, with 
Analog Watchdogs and external references 


Serial Communications Interface with asynchro- 
nous and synchronous capability 


Rich Instruction Set and 14 Addressing modes 
Division-by-Zero trap generation 


Versatile development tools, including assembler, 
linker, C-compiler, archiver, graphic oriented de- 
bugger and hardware emulators 


PSDIP56 


Real Time Operating System 


Windowed and One Time Programmable EPROM 
parts available for prototyping and pre-production 
development phases 


Pin to pin compatible with ST9030 and ST9036 (Ordering Information at the end of the Datasheet) 


March 1994 1/57 


227 


ST9040 


Figure 1. 80 Pin PQFP Package 


VROA1649 


Table 1. ST9040Q Pin Description 


| Pin [Name 

| 62 |Vss | | 78__| PAZ/AINT 

61 
/RDSTB5/P/D 
WRSTB5 


P22/INT2/SCK 
P21/SDI/P/D 


AS 
NC 


P02/A2/D2 
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Figure 2. 68 Pin PLCC Package 


VROD1649 


Table 2. ST9040C Pin Description 


| Pin [Name | | Pin [Name || Pin |Name_ 
| 60 [Ass 
(TXCLK/INT4 
/RXCLK/INTS 
(BUSREQ 
P77/WDIN 
/BUSACK /RDSTB5/P/D 
RW 
ae /FeMmTE 
— 4g | 
WRSTBS 
Ay, SSS-THOMSON 
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Figure 1b. 56 Pin Shrink DIP Pinout 
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Table 3. ST9040B Pin Description 


| Pin | Pinname | | Pin _| 
| 1 |paaaina | | 56 | PAt/AINT 


1 | P42/AIN2 
P43/AIN3 P40/AINO 
P23/SDO 


56 
50 


P46/AIN6 
P47/AIN7 P21/SDI/P/D 
P20/NMI 


| 6 {AVDD 
| 50 |P70/SIN 


| 8 | P4a/AINe 
| 9 | P72/CLKOUT 
TXCLK/INT4 


47 P73/ADTRG 
RXCLK/INT5 


/W 


OSCOUT 
25 


P13/A11 


P77MWDIN/BUSACK 


oO 


33 


1.1GENERAL DESCRIPTION 


The ST9040 is a ROM member of the ST9 family of 
microcontrollers, completely developed and pro- 
duced by SGS-THOMSON Microelectronics using 
a proprietary n-well HCMOS process. 


The ST9040 peripheral and functional actions are 
fully compatible throughout the ST903x/4x family. 
This datasheet will thus provide only information 
specific to this ROM device. 


THE READER IS ASKED TO REFER TO THE 
DATASHEET OF THE ST9030 ROM-BASED DE- 
VICE FOR FURTHER DETAILS. 


The nucleus of the ST9040 is the advanced Core 
which includes the Central Processing Unit (CPU), 
the Register File, a 16 bit Timer/Watchdog with 8 
bit Prescaler, a Serial Peripheral Interface support- 
ing S-bus, I?C-bus and IM-bus Interface, plus two 8 
bit I/O ports. The Core has independent memory 
and register buses allowing a high degree of pipe- 
lining to add to the efficiency of the code execution 
speed of the extensive instruction set. The power- 
ful I/O capabilities demanded by microcontroller 
applications are fulfilled by the ST9040 with up to 
56 I/O lines dedicated to digital Input/Output. 
These lines are grouped into up to seven 8 bit I/O 
Ports and can be configured on a bit basis under 
software control to provide timing, status signals, 
an address/data bus for interfacing external mem- 
ory, timer inputs and outputs, analog inputs, exter- 
nal interrupts and serial or parallel I/O with or 
without handshake. 

Three basic memory spaces are available to support 
this wide range of configurations: Program Memory 
(internal and external), Data Memory (internal and ex- 
ternal) and the Register File, which includes the contro! 
and status registers of the on-chip peripherals. 


Two 16 bit MultiFunction Timers, each with an 8 bit 
Prescaler and 13 operating modes allow simple 
use for complex waveform generation and meas- 
urement, PWM functions and many other system 
timing functions by the usage of the two associated 
DMA channels for each timer. In addition there is 
an 8 channel Analog to Digital Converter with inte- 
gral sample and hold, fast 11s conversion time 
and 8 bit resolution. An Analog Watchdog feature 
is included for two input channels. 


Completing the device is a full duplex Serial Com- 
munications Interface with an integral 110 to 
375,000 baud rate generator, asynchronous and 
1.5Mbyte/s synchronous capability (fully program- 
mable format) and associated address/wake-up 
option, plus two DMA channels. 
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1.2 PIN DESCRIPTION 


AS. Address Strobe (output, active low, 3-state). 
Address Strobe is pulsed low once at the begin- 
ning of each memory cycle. The rising edge of AS 
indicates that address, Read/Write (R/W), and 
Data Memory signals are valid for program or data 
memory transfers. Under program control, AS can 
be placed in a high-impedance state along with 


Port 0 and Port 1, Data Strobe (DS) and R/W. 


DS. Data Strobe (output, active low, 3-state). Data 
Strobe provides the timing for data movement to or 
from Port 0 for each memory transfer. During a 
write cycle, data out is valid at the leading edge of 
DS. During a read cycle, Data In must be valid prior 
to the trailing edge of DS. When the ST9040 ac- 
cesses on-chip memory, DS is held high during the 
whole memory cycle. It can be placed in a high im- 
pedance state along with Port 0, Port 1, AS and R/W. 


R/W. Read/Write (output, 3-state). Read/Write 
determines the direction of data transfer for exter- 
nal memory transactions. R/W is low when writing 
to external program or data memory, and high for 
all other transactions. It can be placed in a high im- 
pedance state along with Port 0, Port 1, AS and DS. 


RESET. Reset (input, active low). The ST9 is initial- 
ised by the Reset signal. With the deactivation of RE- 
SET, program execution begins from the Program 
memory location pointed to by the vector contained 
in program memory locations 00h and Oth. 


INTO, INT7. External interrupts (input, active on ris- 
ing or falling edge). External interrupt inputs 0 and 


Figure 3. ST9040 Block Diagram 


256 Bytes 
REGISTER FILE 


16-Bit TIMER / WATCHDOG + SPI 


CPU 


ST9040 


7 respectively. INTO channel may also be used for 
the timer watchdog interrupt. 


OSCIN, OSCOUT. Oscillator (input and output). 
These pins connect a parallel-resonant crystal 
(24MHz maximum), or an external source to the 
on-chip clock oscillator and buffer. OSCIN is the in- 
put of the oscillator inverter and internal clock gen- 
erator; OSCOUT is the output of the oscillator 
inverter. 


AVpp. Analog Vpp of the Analog to Digital Converter. 


AVss. Analog Vss of the Analog to Digital Con- 
verter. Must be tied to Vss. 


Vpp. Main Power Supply Voltage (5V + 10%) 
Vss. Digital Circuit Ground. 


P0.0-P0.7, P1.0-P1.7, P2.0-P2.7 P3.0-P3.7, P4.0- 
P4.7, P5.0-P5.7, P7.0-P7.7 //O Port Lines (In- 
put/Output, TTL or CMOS compatible). 56 lines 
grouped into I/O ports of 8 bits, bit programmable 
under program control as general purpose I/O or 
as alternate functions. 


1.2.1 I/O Port Alternate Functions 


Each pin of the I/O ports of the ST9040 may as- 
sume software programmable Alternative Func- 
tions as shown in the Pin Configuration Drawings. 
Table 1-4 shows the Functions allocated to each 
I/O Port pins and a summary of packages for which 
they are available. 


INTO  INT7 


SCl 1/0 PORT 7 
WITH DMA (SCI) 


REGISTER BUS 


VO PORT 3 
( TIMERS ) 


2 x 16-bit TIMER 
WITH DMA 


1/0 PORT 4 
( Analog Inputs ) 
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PIN DESCRIPTION (Continued) 
Table 4. ST9040 I/O Port Alternate Function Summary 


Alternate Function 


/O i 
/O i 
/O i 
/O 


//O PORT 
Port. bit 


Pin Assignment 
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P0.2 
P0.3 
P0.4 
PO.5 


BN 
—k 
io) 
& 


42 
43 
44 


35 
3 
3 


Oo) 


| 
To [address bite 
[0 [adsress bite 
To [adsress tio 


N 


£ 
ol 
ee) 
jee) 


P0.7 
P1.0 
P1.4 
P1.2 
P1.3 
P1.4 
P1.5 
P1.6 
P1.7 
P2.0 
P2.0 
P2.1 
P2.1 
P2.2 
P2.2 
P2.3 
P2.4 
P2.4 
P2.5 
P2.6 
P2.6 
P2.6 
P2.7 RDRDY5 
P3.0 TOINA 
P3.0 P/D 

P3.1 TOOUTA 
P3.2 TOINB 
P3.3 TOOUTB 
P3.4 TiIINA 


ioe) 
4 


oo 


w 


A10 
Ail 


Address bit 11 2 
Address bit 12 


ie) 


3 
3 


a's 
<e) 


Ai3 


A8 
AQ 
Ai2 
A14 ies ae Address bit 14 
Ai5 oe Address bit 15 
NM 
P/D 
D 


— 
[ee] 


Address bit 13 


[~o 
[| 1 [Non-Maskabe nierunt 
[1 [rotiess Select ask opion) | 
[9 |Prosram/Data Space Select 
[1 [seiseraibaaot 
ia 
o_| 


oO) 
— 


Oo 
ol 
— 


ROMless 


Oo 


SDI 
INT2 
SCK 
SDO 
INT1 
WRSTB5 
WRRDY5 
INT3 
RDSTB5 
P/D 


—_. 
be | 
oO) 1¢%) a 
oO N oy; fl RPO; H 1 ORLA; oOITN |] oO}]mO 


[Handshake Read Ready 5 | 8 
[METimeroOuput® | 
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23 
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44 
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8 
9 
0 
0 
0 
1 


NJ 
—_ 


2 
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PIN DESCRIPTION (Continued) 


Table 4. ST9040 I/O Port Alternate Function Summary(Continued) 


//O PORT Function | Alternate Function Pin Assignment 
Port. bit PLCC PQFP | PSDIP_ | 


pas [toute | 0 |wetmetoupaa «| io |e 
[eae [rina | 1 |wFTimertingts —S~=~wSCi 
[p37 [Tioute | 0 |wFtimertouipt® —SC~sSC(i et 
[pao [ANO | 1 [wD Analoginguto =~ ea 
[pat [ani | 1 [aD Analog int Sis 
[paz [ane | 1 |[ADAraoginputa——~SC~sdSCi we 
[pas [Ans | 1 [wD Analog input’ ———SSC*Css | 
[eae [ane | 1 [wD Analoginnta ——SitSCat | 
[es [ans | 1 _[NDAraoginpts ——S~dSCise |e 
[pas [ans | 1 [aD Analoginnte _——*| ss? ‘| om ip 
2 


P5.0 
P5.1 


To 

P| 16 |W Handshake Pon 

[oJ Handshake Pots 
es oe 
Te 
es ae 
Ea 
me 
a 


ft 
— 
oO 


[ero [wre | 1 [ewtemaliniorupia iat dg 
[era [xk | 1 [sci Transmit lockinpat ——S«t Cat | se 
[p12 [ouout | 0 |s018yte Sync ck Outpst =| ati se 
[era [wrs | 1 |ewtemalmnemups _——~—S«tSCa ds) 
[p73 |RNGIK | 1 _|SOIReceve Gookinpat’ [ao | se) ar 
[p73 [aotne | 1 [wo ConveronTigger ===] se) 
era wre | 1 ewemalinierupis _——~SCitSCw | 
[p74 [P| 0 | ProgramData Space Select 
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3 
62 
3 


6 
4 


oO) 


5 


a 
o};}o 


a ee ee ee 
oO };—~ | Ph aw 


“s 
oe 
Se 


a 
a 


(7 SGS-THOMSON US7 
S/ ff MICROELECTRONICS 
233 


ST9040 
ADDRESS SPACES 
Table 1-5. Group F Peripheral Organization 


Applicable for ST9040 


DEC 00 
DEC HEX 00 


R255 RFF PESERVEDESERVED 
RESERVED 
R254 RFE oa 
MSPI ae 
PORT 3 
R253 RED 
RESERVED 
R252 REC 
R251 RFB PESERVED 
R250 RFA | twp RESERVED 
RT 2 MFT 1 
R249 RFO re 


R243 RF3 RESERVEDIRESERVED 


R242 RF2 METO 
R241 RF1 EEPROMOR EEPROMOA Paar Poe 
R240 RFO [RESERVED 


R247. RF7 PESEAVED SCI 
R246 RFE PORT 5 MFT 1 

R245 RFS | EXTINT pon 

R244 RF4 
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1.3 MEMORY 


1.3.1 INTRODUCTION 

The memory of the ST9 is divided into two spaces: 
. Data memory with up to 64K (65536) bytes 

- Program memory with up to 64K (65536) bytes 


Thus, there is a total of 128K bytes of addressable 
memory space. 


The 16K bytes of on-chip ROM memory of the 
ST9040 are selected at memory addresses 0 
through 3FFFh (hexadecimal) in the PROGRAM 
space. 


The DATA space includes the 512 bytes of on-chip 
EEPROM at addresses 0 through 1FFh and the 
256 bytes of on-chip RAM memory at addresses 
200h through 2FFh. 


1.3.2 EEPROM 


1.3.2.1 Introduction 

The EEPROM memory provides user-programma- 
ble non-volatile memory on-chip, allowing fast and 
reliable storage of user data. As there is also no 
off-chip access required, as for an external serial 
EEPROM, high security levels can be achieved. 


The EEPROM memory is read as normal RAM 
memory at Data Space addresses 0 to 1FFh, how- 
ever one WAIT cycle is automatically added for a 
Read cycle, while a byte write cycle to the 


Figure 1-4. Memory Map 


INTERNAL 


EXTERNAL 


PROGRAM SPACE 
VRO01354 
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EEPROM will cause the start of an ERASE/WRITE 
cycle at the addressed location. Word (16 bit) 
writes are not allowed. 


The programming cycle is self-timed, with a typical 
programming time of 6ms. The voltage necessary 
for programming the EEPROM is internally gener- 
ated with a +18V charge pump circuit. 


Up to 16 bytes of data may be programmed into 
the EEPROM during the same write cycle by using 
the PARALLEL WRITE function. 


A standby mode is also available which disables all 
power consumption sources within the EEPROM 
for low power requirements. When STBY is high, 
any attempt to access the EEPROM memory will 
produce unpredictable results. After the re-ena- 
bling of the EEPROM, a delay of 6 INTCLK cycles 
must be allowed before the selection of the 
EEPROM. 


The EEPROM of the ST9040 has been imple- 
mented in a high reliability technology developed 
by SGS-THOMSON, this, together with the double 
bit structure, allow 300k Erase/Write cycles and 10 
year data retention to be achieved on a microcon- 
troller. 


Control of the EEPROM is performed through one 
register mapped at register address R241 in Page 0. 


INTERNAL EXTERNAL 


DATA SPACE 


VROO1355 
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EEPROM (Continued) 


1.3.2.2 EEPROM Programming Procedure 

The programming of a byte of EEPROM memory is 
equivalent to writing a byte into a RAM location af- 
ter verifying that EEBUSY bit is low. Instructions 
operating on word data (16 bits) will not access the 
EEPROM. 


The EEPROM ENABLE bit EEWEN must first be 
set before writing to the EEPROM. When this bit is 
low, attempts to write data to the EEPROM have 
no affect, this prevents any spurious memory ac- 
cesses from affecting the data in the EEPROM. 


Termination of the write operation can be detected 
by polling on the EEBUSY status bit, or by inter- 
rupt, taking the interrupt vector from the External 
Interrupt 4 channel. The selection of the interrupt is 
made by EEPROM Interrupt enable bit EEIEN. It 
should be noted that the Mask bit of External Inter- 
rupt 4 should be set, and the Interrupt Pending bit 
reset, before the setting of EEIEN to prevent un- 
wanted interrupts. A delay (eg a nop instruction) 
should also be included between the operations on 
the mask and pending bits of External Interrupt 4. 


If polling on EEBUSY is used, a delay of 6 INTCLK 
clock cycles is necessary after the end of program- 
ming, this can be a nop instruction or, normally, 
therequired time to test the EEBUSY bit and to 
branch to the next instruction will be sufficient. 
While EEBUSY is active, any attempt to access the 
EEPROM matrix will be aborted and the data read 
will be invalid. EEBUSY is a read only bit and can- 
not be reset by the user if active. 


An erased bit of the EEPROM memory will read as 
a logic “O”, while a programmed cell will be read as 
a logic “1”. For applications requiring the highest 
level of reliability, the Verify Mode, set by EEPROM 
control register bit VRFY, allows the reading of the 
EEPROM memory cells with a reduced gate volt- 
age (typically 20%). If the EEPROM memory cell 
has been correctly programmed, a logic “1” will be 
read with the reduced voltage, otherwise a logic “O” 
will be read. 

1.3.2.3 Parallel Programming Procedure 
Parallel programming is a feature of the EEPROM 
macrocell. One up to sixteen bytes of a same row 
can be programmed at once. 


10/57 


The constraint is that each of the bytes occur in the 
same ROW of the EEPROM memory (A4 constant, 
A3-A0 variable). To operate this mode, the Parallel 
Mode enable bit, PLLEN, must be set. The data 
written is then latched into buffers (at the ad- 
dresses specified, which may be non-sequential) 
and then transferred to the EEPROM memory by 
the setting of the PLLST bit of the control register. 
Both PLLST and PLLEN are internally reset at the 
end of the programming cycle. Any attempt to read 
the EEPROM memory when PLLEN is set will give 
invalid data. In the event that the data in the buffer 
latches is not required to be written into the memory 
by the setting of PLLST, the correct way to terminate 
the operation is to reset PLLEN and to perform a 
dummy read of the EEPROM memory. This termina- 
tion will clear all data present in the latches. 


1.3.2.4 EEPROM Programming Voltage 

No external Vpp voltage is required, an internal 
18Volt charge-pump gives the required energy by 
a dedicated oscillator pumping at a typical fre- 
quency of 5MHz, regardless of the external clock. 


1.3.2.5 EEPROM Programming Time 

No timing routine is required to control the pro- 
gramming time as dedicated circuitry takes care of 
the EEPROM programming time (The typical pro- 
gramming time is 6ms). 

1.3.2.6 EEPROM Interrupt Management 

At the end of each write procedure the EEPROM 
sends an interrupt request (if EEIEN bit is set). The 
EEPROM shares its interrupt channel with the ex- 
ternal interrupt source INT4, from which the priority 
level is derived. 


Care must be taken when EEIEN is reset. The as- 
sociated external interrupt channel must be dis- 
abled (by reseting bit 4 of EIMR, R244) along with 
reseting the interrupt pending bit (bit 4 of EIPR, 
R243) to prevent unwanted interrupts. A delay in- 
struction (at least 1 nop instruction) must be in- 
serted between these two operations 


WARNING. The content of the EEPROM of the 
ST9040 family after the out-going test at SGS- 
THOMSON’s manufacturing location is not guar- 
enteed. 
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1.3.2.7 EEPROM Control Register 
EECR R241 (Fih) PageO Read/Write 
(except EEBUSY: read only) 

EEPROM Control Register 


Reset value : 0000 0000b (00h) 


7 0 
0 |veRIFY EESTBY| EEIEN | PLLST | PLLEN |EEBUSY/EEWEN 


bit 7 = B7: This bit is forced to “O” after reset and 
MUST not be modified by the user. 


bit 6 = VERIFY: Set Verify mode. Verify (active 
high) is used to activate the verify mode. 


The verify mode provides a guarentee of good re- 
tention of the programmed bit. When active, the 
reading voltage on the cell gate is decreased from 
1.2V to 0.0V, decreasing the current from the pro- 
grammed cell by 20%. If the cell is well pro- 
grammed (to “1”), a “1” will still be read, otherwise 
a “0” will be read. 


Note . The verify mode must not be used during an 
erasing or a programming cycle). 


bit 5 = EESTBY: EEPROM Stand-By. EESTBY = 
“1” switches off all power consumption sources in- 
side the EEPROM. Any attempt to access the 
EEPROM when EESTBY = “1” will produce unpre- 
dictable results. 


Table 1-6. Register Map Addendum 


EECR R241 (F1h) Page 0 


Figure 1-5. EEPROM Parallel Programming Rows 


Read/Write 


3T9040 


Note. After EESTBY is reset, the user must wait 6 
CPUCLK cycles (e.g. 1 nop instruction) before se- 
lecting the EEPROM. 


bit 4 = EEIEN: EEPROM Interrupt Enable. INTEN 
= “{” disables the external interrupt source INT4, 
and enables the EEPROM to send its interrupt re- 
quest to the central interrupt unit at the end of each 
write procedure. 


bit 3 = PLLST: Parallel Write Start. Setting PLLST 
to “1” starts the parallel writing procedure. It can be 
set only if PLLEN is already set. PLLST is internally 
reset at the end of the programming sequence. 

bit 2 = PLLEN: Parallel write Enable. Setting 
PLLEN to “1” enables the parallel writing mode 
which allows the user to write up to 16 bytes at the 
same time. PLLEN is internally reset at the end of 
the programming sequence. 

bit 1 = EEBUSY: BUSY. When this read only bit is 
high, an EEPROM write operation is in progress 
and any attempt to access the EEPROM is 
aborted. 

bit 0 = EEWEN: EEPROM Write Enable. Setting 
this bit allows programming of the EEPROM, when 
low a writing attempt has no effect. 

1.3.3 REGISTER MAP 


Please refer to the Register Map of the ST9030 for 
all general registers with the exception of the regis- 
ter shown in the following table. 


Control Registers 


B C oD EF _ ADDRESS 
171.12 15 14 #15 


1FOh — 1FFh 


1EOh — 1EFh 


pitt TTT tT eT TE tf 2 om 


10h — 1Fh 


ewo] TT ET ET ET Tt tT yf Jom - 
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2 ELECTRICAL CHARACTERISTICS 


ABSOLUTE MAXIMUM RATINGS 


— 0.3 to Vpp +0.3 


-50 to +50 mA 


Note: Stresses above those listed as “absolute maximum ratings” may cause permanent damage to the device. This ts a stress rating only and 
functional operation of the device at these conditions ts not implied. Exposure to maximum rating conditions for extended periods may affect 
device reliability. All voltages are referenced to VSS 


me, 


RECOMMENDED OPERATING CONDITIONS 


Parameter 
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DC ELECTRICAL CHARACTERISTICS 
Vop = 5V + 10% Ta = — 40 °C to + 85°C, unless otherwise specified) 


? 
Symbol Parameter Test Conditions Twin. | Typ. 


| Vick [Clock InputHigh Level [External Clock | 0.7Voo_ | | Von +03 | V | 
| Vick [Clock inputLowLevel_[ExtemalClock | -03 | | 0.3 Vo | V 
el te ee mo 08 |v 

emos | 700 | | Vo +03 | V 


fomosSSSC~sCm «(a 
[Vers [RESET nputviohteve | ——SCS~S~SC Ve | «dC v0 | 


RESET InputLowLevel | | 08 | | 08 Vo | VV 
Output High Level Push Pull, lload = —0.8mA 


a 

sre |p [el 

|S 

SRR wctou mena | | am | [om 
=a 


10 
Reset Pin Input Leakage | OV < Vin< Vpp 


: Alternate Function, 
fcas A/D Pin Input Leakage Open Drain, “a uA 
OV < Vin< Vpbp 


Active Pull-up Input 


OSCIN Pin Input Leakage | OV < Vin < Vop 


Note: All I/O Ports are configured in Bidirectional Weak Pull-up Mode with no DC load, External Clock pin (OSCIN) ts driven by square wave 
external clock. No peripheral working. 


DC TEST CONDITIONS 


2.4V 
TTL INPUT X 
FORCING CONDITION 
0.45V 
0.8Vop 
CMOS INPUT X 
FORCIN TION 
ORCING CONDITIO 0.2Vop 


1” SOURCE CURRENT = —0.8mA 
PUSH-PULL OUTPUT 5.0V 
TEST CONDITION 0.8V os 
0” SINK CURRENT = 1.6mA 
"1” SOURCE CURRENT = 0 
WEAK PULL-UP OUTPUT 3.0V 
TEST X Log 
EST CONDITION 23 0” SINK CURRENT = 1.6mA 


VAQ0117 
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AC ELECTRICAL CHARACTERISTICS 
(Vpp = 5V + 10% Ta =— 40 °C to + 85°C, unless otherwise specified) 


symbol Parameter Test Conditions 
Run Mode Current 
no CPUCLK prescale, 24MHz, Note 1 
Clock divide by 2 


Run Mode Current 

Prescale by 2 24MHz, Note 1 30 mA 
Clock divide by 2 

WEI Mode Current 

no CPUCLK prescale, 24MHz, Note 1 

Clock divide by 2 


Note 1: All I/O Ports are configured in Bidirectional Weak Pull-up Mode with no i load, External Clock pin (OSCIN) is driven by square wave 
external clock. No peripheral working. 
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CLOCK TIMING TABLE 
(Vop = 5V + 10%, Ta = — 40°C to + 85°C, INTCLK = 12MHz, unless otherwise specified) 


Symbol Parameter 


ll etal Ss ee 
ee ee ey 
Pa [rerio _[osowhseaarartme | ~~ 


TwCL, TwCH OSCIN Low and High Width 


Notes: 
1; Clock divided by 2 internally (MODER.DIV2=1) 
2. Clock not divided by 2 internally (MODER.DIV2=0) 


CLOCK TIMING 


Vin =0.8Vop 


Vit =(Q, 2V DD 


VA00116 
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EXTERNAL BUS TIMING TABLE 
(Vpp = 5V + 10%, Ta =— 40 °C to + 85 °C, Cload = 50pF, CPUCLK = 12MHz, unless otherwise specified) 


Value (Note 
Symbol Parameter 


) 
OSCIN Not Divided in. 
By 2 By 2 

fm ERP ose [rei [a 

2 [Tans 0) [hess oaTineatorRST [Teo twos [as] we 
| 3 |TdAS(DR) | ASTtoData Available (read) | TpC (4P+2W+4)-52 | TpC (2P+w+2)-51 | [115] ns | 
4|TwAS [ASLowPulseWidth | TpC(2P+1)-7_— | TwCHsPTpC-3 | 35| | ns_ 
5 


TdAz (D DS 
( 
( 


) Address Float to DS J t 12 


TdAz (Ds) _| ae 12] | as | 
—= TwCH+TpC 
TwDSR DS Low Pulse Width (read TpC (4P+2W+3) —20 (2P4Ws1) 16 108] | ns | 


7 | TwOSW DS Low Pulse Width (write TpC (2P+2W+2)-13| TpC (P+W+1)-13 | 70| | ns 


ThDR (DS Data to DS T Hold Time (read) 
TADS (A DS 7 to Address Active Delay | TpC -7 TwCL -3 35] | ns_ 


—_— | 
— | © 


TdDS (AS) | DS Tto AS J Delay TpC -18 TwCL -14 24] | ns | 


) 

ite) 
TdDSR DS J to Data Valid Delay (read) | TpC (4P+2W-3) -50 we He TpOl2P w+ P| 75] os | 
fof | is | 


E 
( 

2 |TsR/W (AS) | RWSet-upTimebeforeAST | TpC(2P+1)-22 | TwCH+PTpC-18 | 20] | ns | 
( 


DR) 
| = 
S) 
13 |TaDsR (RW) | OS! aia as ome TwCL-5 33) | ns 
1 ) : 
) 
) 


4 | TaDW (DSW eae Data Valid toDS 4 Delay [+56 (op44)-32 | TwCHsPTpC 28 10) | as 


15 | ThDS (DW Data Hold Time after DS T (write|TpC-9 TwCL -5 133] | ns | 


-9 
Address Valid to Data Valid TWCH+TpC 
te [rancom | Aseoev rpo(erwaw)-20| ORTH. | [sso ns, 


AST to DS J Delay TpC —18 TwCL -14 


EXTERNAL WAIT TIMING TABLE 
(Vpp = 5V + 10%, Ta =—40°C to +85°C, Cload = SOpF, 
INTCLK = 12MHz, Push-pull output configuration, unless otherwise specified) 


Value (Note) 
Parameter OSCIN Divided | OSCIN Not Divided 
By 2 By2 


AST to WAIT J Delay 2(P+1)TpC -29 2(P+1)Tpc-29 | 
AS 7 to WAIT J Min. Delay 2(PsW+t)TpC—4 | 2(P+W+1)TpC—4__| 80 
S . a 


AST to WAIT J Max. Delay 2(P+W+1)TpC —29 P+W+1)TpC —29 


Note: (for both tables) The value in the left hand two columns show the formula used to calculate the timing minimum or maximum from the 
oscillator clock period, prescale value and number of wait cycles inserted. 

The value in the right hand two columns show the timing minimum and maximum for an external clock at 24 MHz divided by 2, prescaler value 
of zero and zero wait status. 


) 
) 
17 | TdAs (DS 


Legend: TpC =OSCIN Period 
P = Clock Prescaling Value TwCH =High Level OSCIN half period 
W = Wait Cycles TwCL =Low Level OSCIN half period 
fy, SGS-THOMSON 1st 
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EXTERNAL BUS TIMING 


CPUCLK 


I 3 | 


nee 


DS 
(READ) 


apne) D7-DO OUT 
7 a. ae 
=< a | 
DS | ! 
(WRITE) 


| VA00447 


EXTERNAL WAIT TIMING 


| om | | 


CPUCLK | | | | | | | | | 


VA00115 
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HANDSHAKE TIMING TABLE (Vpp = 5V + 10%, Ta = —40°C to +85°C, Cload = 50pF, INTCLK = 12MHz, 
Push-pull output configuration, unless otherwise —"""" See 


Value | Value (Note) 
Symbol Parameter (a Divided OSCIN Not Divided 
(a By 2 


RDRDY, WRRDY Pulse 
Width in One Line 
Handshake 


TwSte: |e) Pe Whole Pulse” | sr 6710 TpC+12 95 
Width 

oy) RDSTB, or WRSTB T (TpC-TwCL) 

TsPD Port Data to RDRDY T 

(RDY) Set-up Time 
TsPD Port Data to WRRDY J 
5 (RDY) Set-up Time in One Line 

Handshake 
Port Data to WRRDY J 

ThPD Hold 

(RDY) Time in One Line 
Handshake 


TsPD Port Data to WRSTB T 
(STB) Set-up Time 


TdSTB RDSTBD T to Port Data 

(PD) Delay Time in 
Bidirectional Handshake 
TdSTB RDSTB T to Port High-Z 

10 (PHZ) Delay Time in 
Bidirectional Handshake 


Note: The value in the left hand two columns show the formula used to calculate the timing minimum or maximum from the oscillator clock 
period, prescale value and number of wait cycles inserted. 

The value tn the right hand two columns show the timing minimum and maximum for an external clock at 24 MHz divided by 2, prescaler value 
of zero and zero wait status. 


Legend: 
P = Clock Prescaling Value (R235 4,3,2) 
WwW = Programmable Wait Cycles (R252.2.1.0/5,4,3) + External Wait Cycles 
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HANDSHAKE TIMING 


STROBE 


OUTPUT 
HANDSHAKE 


ONE LINE 
INPUT 
HANDSHAKE 


TWO LINES 
INPUT 
HANDSHAKE 


BIDIRECTIONAL 
HANDSHAKE 
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BUS REQUEST/ACKNOWLEDGE TIMING TABLE (Vpp = 5V + 10%, Ta =—40°C to +85°C, Cload = 50pF, 
INTCLK = 12MHz, Push-pull output oe ee unless otherwise specified) 


pValue (Note) (Note) 
Symbol parameter OSCIN Divided OSCIN Not Divided 
a os 


a eee Tp | TwoLei2 | 2 
1 | TdBR (BACK) BREQ J to BUSACKL 
TpC(6P+2W+7)+65 |TpC(3P+W+3)+TWCL+65 ate 
i TdBR (BACK) BREQ T to BUSACK t}  atposeo } 8TpOs6O TpC+TwCL+60 | | 185] ns | 


Note: The value left hand two columns show the formula used to calculate the timing minimum or maximum from the oscillator clock period, 
prescale value and number of wait cycles inserted. 


The value right hand two columns show the timing minimum and maximum for an external clock at 24MHz divided by 2, prescale value of zero 
and zero wait status. 


BUS REQUEST/ACKNOWLEDGE TIMING 


BUSACK \ 


VA00114 


Note : MEMINT = Group of memory interface signals: AS, DS, RW, P00-P07, P10-P17 
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EXTERNAL INTERRUPT TIMING TABLE (Vpp = 5V + 10%, Ta =-40°C to +85°C, Cload = 50pF, 
INTCLK = 12MHz, Push-pull output configuration, unless otherwise specified) 


Value (Note) 
Symbol Parameter 


sy ane 


Divided By | Divided By 
2 Min. 
+ [ih [ Low LevelNinimum Puce Within ising Edge Mode | aTpOwia | TpOwt2 | S| | ne 
[2 [Twi High Level rimum Pulse Wisin ing Ege Mode [2TpC+12 [TeO-12 | 5] | ne 
[2 [Twi | Hon Levelninimum Puse Wh inating Ege Mode | 2Tpor@ | ToGwr2 | a5] | ne 
[+ [TwuF [LowLevelninimun Puse wahinFatin EepeMose | eTaOv12 [TpGwr2 | os | | ne 


Note: The value left hand two columns show the formula used to calculate the timing minimum or maximum from the oscillator clock period, 
prescale value and number of wait cycles inserted. 
The value right hand two columns show the timing minimum and maximum for an external clock at 24 MHz divided by 2, prescale value of zero 


and zero wait status. 


EXTERNAL INTERRUPT TIMING 


RISING EDGE DETECTION FALLING EDGE DETECTION 


VA00112 
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SPI TIMING TABLE (Vpp = 5V + 10%, Ta = —40°C to +85°C, Cload = 50pF, INTCLK = 12MHz, 
Output Alternate Function set as Push-pull) 


ee 

Input Data Set-up Time | Tots 

ThD! (1) Input Data Hold Time )2tpc+i00f | ots 
a a aT 
ee ee ne 
~? ta aaa. a 
a 


Note: TpC is the OSCIN Clock period. 


SPI TIMING 


VA00109 
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WATCHDOG TIMING TABLE(Vpp = 5V + 10%, Ta = — 40 °C to +85°C, Cload = 50pF, 
CPUCLK = 12MHz, Push-pull output configuration, unless otherwise specified ) 


Symbol Parameter tin, 


— 
Pi Frewoo. _|woouriewhicewan ————SSCSC~=~sdCi 
2 [Fwwook [woourtighPucewan ——SSC*Ct 
I 
_ 


20 
620 
WDIN High Pulse Width 


WATCHDOG TIMING 


VA00110 
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A/D CONVERTER 
EXTERNAL TRIGGER TIMING (Vpp = 5V + 10%, Ta = —40°C to +85°C, Cload = 50pF) 


Oscin not Value?) 
Symbol Parameter by 2" ears v 


Min, Max. pine | Max. | 
lite External scl Taperne pulse with Ae i A 
2 [Tacn | External Trigger pulse | oe i = ee = a 


External trigger active 
Internal delay between 

4 | Tstr EXTRG falling edge and first] Tpc 3xTpc |0.5xTPC| 1.5xTpc | 41.5 125 
conversion start 


Notes: 
1. Variable clock (TPC=OSCIN clock period) 
2. INTCLK=12MHz 


Oscin divided 


A/D External Trigger Timing 


ST (stort conversion bit) 


vR001401 
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A/D INTERNAL TRIGGER TIMING TABLE 


OSCIN OSCIN Value (3) 
Symbol Parameter Divided by 2 (2) Not Divided by 2 (2) 
Pim [oe | me [in | to 
Internal trigger 


Internal trigger 
Internal trigger 

3 | TWext | active edges 276n x Tpc 138n x Tpc nx11.5 us 
distance (1) 


_ Bae 


A/D INTERNAL TRIGGER TIMING 


Internal delay 
between INTRG 
rising edge and 
first conversion 
start 


VROA1 401 
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A/D CHANNEL ENABLE TIMING TABLE 


OSCIN OSCIN 
ome me a - —." a 


Notes: 


1. n = number of autoscanned channels (1 <n<8) 
2. Variable clock (Tpc = OSCIN clock period) 
3. CPUCLK = 12MHz 


A/D CHANNEL ENABLE TIMING 


INTCLK (Periph.clock) 


VvR001402 
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A/D ANALOG SPECIFICATIONS 


Parameter Typical (1) | Maximum — Units (2) 


Avcc 
Voc 


Power-up time 


Resolution 


Monotonicity 


No missing codes 


Int. Non Linearity 


Absolute Accuracy 


1. The values are expected at 25 degree Centigrade with AVCC = 5V 
“LSBs”, as used here, has a value of AVCC/256 
@ 12MHz internal clock 


2 

3 

4. Including sample time 

5 It must be intended as the internal series resistance before the sampling capacitor 
6 


This is a typical expected value, but not a tested production parameter. 
If V(t) is the value of the i-th transition level (0 <1 < 254), the performance of the A/D converter has been valued as follows: 


OFFSET ERROR = deviation between the actual V(0) and the ideal V(0) (=1/2 LSB) 

GAIN ERROR = deviation between the actual V(254) and the ideal V(254) (=AVCC-3/2 LSB) 
DNL ERROR = max {[V(i) - V(i-1)/LSB - 1} 

INL ERROR = max {[V(i) - V(0)//LSB - i} 
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MULTIFUNCTION TIMER UNIT EXTERNAL TIMING TABLE 


Value | Value(a) 
Symbol Parameter jim | ie 


Ta [ew [ean cnaoerriawen [ares [rm | = [a 
[2 [cw | seertcosmeor pie cams [ane] nxt [ oxoe [= [me [1 
Be ae ae 
[ww [oaeniewn exes ovree| oe | - [| 


[m= eee [orl Pe | [|= 
BSG a 
the following TINB pulse edge 
Twn | Distance between two TxINA | Distance between two TXINA pulses Po | fo | | | ns 
eee Tatra tr 


OSCIN 
Divided 


OSCIN 
Not 


by 2 Divided 
by 2 
(3) (3) 


Notes: 2.In Autodiscrimination mode 
1. n= 1 ifthe input is rising OR falling edge sensitive 3.Variable clock ( Tpc = OSCIN period ) 
n=3 if the input ts rising AND falling edge sensitive 4.INTCLK = 12 MHz 


MULTIFUNCTION TIMER UNIT EXTERNAL TIMING 


VRO01403 
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SCI TIMING TABLE 
(Vpop = 5V + 10%, Ta = - 40°C to +85°C, Cload = 50pF, INTCLK = 12MHz, 
Output Alternate Function set as Push-pull) 


7 FRxCKIN 


Sie RxCKIN shortest pulse 


Frxckin | Frequency of TXCKIN sl 
Piexmege Yee | te 
1 x mode 4 Tck 
Bic edne MOREE: pixmode | 4 Tox 


DS (Data Stable) before rising 
Tsps edge of RxCKIN 1 x mode reception with RxCKIN 
1 x mode transmission with 
Tdpi TxCKIN to Data out delay Time external clock C load <100pF 
1 x mode transmission with 
Tdpe2 CLKOUT to Data out delay Time CLKOUT 


Note: FCK = 1/TCK 


SCI TIMING 


FIG 1: RECEPTION WTH EXTERNAL CLOCK 1X MODE FIG 2: TRANSMISSION WITH EXTERNAL CLOCK 1X MODE 


TXCKIN 


RXCKIN 
—_ a — 
1 


FIG 3: TRANSMISSION WITH CLKOUT 1X MODE 

CLKOUT 

= =e 
5 
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PACKAGE MECHANICAL DATA 
80-Pin Plastic Quad Flat Package 


[mm [inches _| 

Pai [ Typ [oe | in [Typ [ a 
re 
[0 |e295|za20| 2445] aoa] 0813 asoa 
Pos] [reso] | loreal | 


res} feof | foal 
re [esol | locee| 


i 
(ges ee 


Number of Pins 


VROA1500 


Short Footprint recommended Padding 


PAD AREA ON PCB 


FOR EACH LEAD 
VRO1724C 


VRO1724B 
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68-Pin Plastic Leadless Chip Carrier 


4.20 
Ai | 0.51 


ne 
fei 
AS | 
eet 
LAO) 


0 

| 03 | 2032] | ——fogoo] 
| E |2502| [2527/0985] [0.995] 
Fei 2413 [24a3{o950| | 0958 


z 
iw) 


Number of Pins 


pe | [iat [  fooso] | 


Number of Pins 


VRO01534 


56-Pin Plastic Shrink Dual-In-line Package, 600 Mil Width 


8 [oss] [oss [oor] [aces 
Bi [07s] [142 |o.030| [0.056] 
| ¢ {ozo} [036 |0.008] | 0014] 


Pt [ase [sar [06 | [oreo 
ref fet [foo] 
veonr7 
ee 


ORDERING INFORMATION 


Sales Type Temperature Range 


ST9040C1/XX 0°C to + 70°C PLCC68 i 
ST9040B1/XX 24MHz PSDIP56 


ST9040C6/XX PLCC68 
-40°C to + 85°C 
ST9040B6/XX PSDIP56 


Note: “XX” is the ROM code identifier that is allocated by SGS-THOMSON after receipt of all required options and the related ROM file. 
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$T9040 STANDARD OPTION LIST 


Please copy this page (enlarge if possible) and complete ALL sections. 
Send the form, with the ROM code image required, to your local S@S-THOMSON sales office. 


Customer Company: [o.oo ccc cece cece ceeeueunceeeceeuuunveeeeeeeeneneens ] 
Company Address : [sash hcsatateas thy enn narcaecade aise, beowvaranathe atie eared raneea ees ] 
eae Sennen ree mie era ete eR eNe aS Mere en tt ek ene ] 
Telephone : oad eit adtid eee bende cated ] 
FAX : Ree taiuie tea Beredt sank! ] 
Contact : it seed ea tel Telephone (Direct): [.....00.0......0.00......] 


Please confirm characteristics of device : 


Device ST9040 
Package [ ] PQFP80 [ ] PLCC68 [ ] PSDIP56 
Temperature Range [ ] -40°C to +85°C [ ] 0°C to +70°C 
Special Marking [ ] No 
[ ] Yes 14characiers [!]]] 1111111711] 


Authorized characters are letters, digits, ’.’, ’-’,’/” and spaces only. 
Please consult your local SGS-THOMSON sales office for other marking details if required. 
Notes : 


ROMless Option (Consult text) 


[ ] No 

[ ] Yes Pont Bit [ ]P7.1 [ ] P2.0 
Code : [ ] EPROM (27128, 27256) 

[ ] HEX format files on IBM-PC® compatible disk 

filename: [.........eee 

Confirmation : [ ] Code checked with EPROM device in application 
Yearly Quantity forecast: [0.0.0 eee, ] kK units 
- for a period of : Nsssiop Mace eit Nachos ] years 
Preferred Production start dates :[......................] (YY/MM/DD) 


Customer Signature : 
Date : 
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NOTES : 
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16K EPROM HCMOS MCU 
WITH EEPROM, RAM AND A/D CONVERTER 


= Register oriented 8/16 bit CORE with 
RUN, WFI and HALT modes 


a Minimum instruction cycle time: 500ns 
(12MHz internal) 


Internal Memory : 


EPROM 16Kbytes 
RAM 256 bytes 
EEPROM 512 bytes 


224 general purpose registers available as 
RAM, accumulators or index pointers 
(Register File) 


a 80-pin Plastic Quad Flat Pack package for 
ST90T40Q 


68-lead Plastic Leaded Chip Carrier package for 
ST90T40C 


= 56-pin shrink DIP package for ST90T40B 


s 80-pin Windowed Ceramic Quad Flat Pack pack- 
age for ST90E40G 


» 68-lead Windowed Ceramic Leaded Chip Carrier 
package for ST90E40L 


= 56-pin Shrink Windowed Ceramic package for 
ST90E40D 


=» DMA controller, Interrupt handler and Serial Pe- 
ripheral Interface as standard features 


a 56 fully programmable I/O pins 
Up to 8 external plus 1 non-maskable interrupts 


16 bit Timer with 8 bit Prescaler, able to be used 
as a Watchdog Timer 


= Two 16 bit Multifunction Timers, each with an 8 
bit prescaler and 13 operating modes 


s 8 channel 8 bit Analog to Digital Converter, with 
Analog Watchdogs and external references 


Serial Communications Interface with asynchro- 
nous and synchronous capability 


a Rich Instruction Set and 14 Addressing modes 
a Division-by-Zero trap generation 


Versatile Development tools, including assembler, 
linker, C-compiler, archiver, graphic oriented de- 
bugger and hardware emulators 


« Real Time Operating System 


a Compatible with ST9036 and ST9040 16K ROM 
devices 


March 1994 


PQFP80 


“ 
al 


CQFP80W 


a : y 
‘eeetfitt 
CLCC68W 


CSDIPS6W 


(Ordering Information at the end of the Datasheet) 
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Figure 1. 80 Pin QFP Package 


40 


VROA1649 


Table 1. ST90E40G-ST90T40Q Pin Description 


AVss 


z= 
©) 


P44/AIN4 


P56 
55 

NC 
C 


U 
oi 
NI 


NGS as 


ri 
1 
, 
1 
1 
1 
1 
1 


17 
18 


—_ 
i<e) 


0 
a 
2 
3 
4 
5 
6 
0 
1 
2 
3 
4 


2 
2 
2 
2 
2 
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Name 


| Pin [Name | | Pin [Name 
| 80 |AVoo 
| 60 | P71/SOUT 
(CLKOUT 
/RXCLK/ADTRG 
P26/INT3 _ 
P76/WDOUT /RDSTB5/P/D 
= (ase | fresno — 
P77/WDIN pee P24/INT4 
/BUSACK /WRSTB5 
| 66 | P2z/INT2/SCK _| 


keyz7 SGS-THO 
S// MISRGGLSETAGRIES 
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Figure 2. 68 Pin LCC Package 


VROD1649 


Table 2. ST9OE40L-STS0T40C 


| Pin [Name | | Pin |Name | | Pin |Name | |_ Pin [Name 
10_| P35/T1OUTA | 60 |AVss 
P34/T1INA 
P72/CLKOUT 
P73/ADTRG 
ee 4 |faecun 
i 
P76AWDOUT 
ov | eee 
iBUSACK (ADSTESED 
| 6 |OSCIN, P2a/INT1 
| 8 | PS7/TIOUTB 
a 
jj S&S-THOMSON euiot 
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Figure 1b. 56 Pin Shrink DIP Pinout 


VROA1740 


Table 3. ST90E40D-ST90T40B Pin Description 


[rin | Pinname | [Pin | Pinname | 
Ts [pariain7 
rervsouT 


7 |aAVvSS P70/SIN 
P44/AIN4 P71/SOUT 


ig | PT2ICLKOUT 
TXCLHAINTA 
a7_|P7SIADTAG 
5A RXCLK/INT5 
: 
52 


oO 


Ba 


pss 
19 [Pa7TiOuTS 
6 [PS1/T00UTA 


: 
Vpp 


i] 


| 42 | AS 
Pa INGO a, 
| 40 |Vss 


27 | P30/P/D/TOINA 
P10/A8 
P11/A9 


28 | P13/A11 
P12/A10 
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1.1 GENERAL DESCRIPTION 


The ST90E40 and ST90T40 (following mentioned 
as ST90E40) are EPROM members of the ST9 fam- 
ily of microcontrollers, in windowed ceramic (E) and 
plastic OTP (T) packages respectively, completely 
developed and produced by SGS-THOMSON Mi- 
croelectronics using a n-well proprietary HCMOS 
process. 


The EPROM parts are fully compatible with their 
ROM versions and this datasheet will thus provide 
only information specific to the EPROM based de- 
vices. 


THE READER IS ASKED TO REFER TO THE 
DATASHEET OF THE ST9040 ROM-BASED DE- 
VICE FOR FURTHER DETAILS. 


The EPROM ST90E40 may be used for the proto- 
typing and pre-production phases of development, 
and can be configured as: a standalone microcon- 
troller with 16K bytes of on-chip EPROM, a micro- 
controller able to manage external memory, or asa 
parallel processing element in a system with other 
processors and peripheral controllers. 


Figure 3. ST90E40 Block Diagram 


256 Bytes 
REGISTER FILE 


ST90E40 - ST90T40 


The nucleus of the ST90E40 is the advanced Core 
which includes the Central Processing Unit (CPU), 
the Register File, a 16 bit Timer/Watchdog with 8 
bit Prescaler, a Serial Peripheral Interface support- 
ing S-bus, I?C-bus and IM-bus Interface, plus two 8 
bit I/O ports. The Core has independent memory 
and register buses allowing a high degree of pipe- 
lining to add to the efficiency of the code execution 
speed of the extensive instruction set. 


The powerful I/O capabilities demanded by micro- 
controller applications are fulfilled by the ST90E40 
with up to 56 I/O lines dedicated to digital In- 
put/Output. These lines are grouped into up to 
seven 8 bit I/O Ports and can be configured on a bit 
basis under software control to provide timing, 
status signals, an address/data bus for interfacing 
external memory, timer inputs and outputs, analog 
inputs, external interrupts and serial or parallel I/O 
with or without handshake. 


INTO = INT7 


1/0 PORT 7 
( SCI ) 


SCl 
WITH DMA 


REGISTER BUS 


1/0 PORT 3 
( TIMERS ) 


ky. SGS-THOMSON 


2 x 16-bit TIMER 
WITH DMA 


1/0 PORT 4 
( Analog Inputs ) 


VROA1385 
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GENERAL DESCRIPTION (Continued) 


Three basic memory spaces are available to sup- 
port this wide range of configurations: Program 
Memory (internal and external), Data Memory (ex- 
ternal) and the Register File, which includes the 
control and status registers of the on-chip peripher- 
als. 


Two 16 bit MultiFunction Timers, each with an 8 bit 
Prescaler and 13 operating modes allow simple 
use for complex waveform generation and meas- 
urement, PWM functions and many other sys- 
temmsiming functions by the usage of the two 
associated DMA channels for each timer. 


1.2 PIN DESCRIPTION 


AS. Address Strobe (output, active low, 3-state). 
Address Strobe is pulsed low once at the begin- 
ning of each memory cycle. The rising edge of AS 
indicates that address, Read/Write (R/W), and 
Data Memory signals are valid for program or data 
memory transfers. Under program control, AS can 
be placed in a high-impedance state along with 
Port 0 and Port 1, Data Strobe (DS) and R/W. 


DS. Data Strobe (output, active low, 3-state). Data 
Strobe provides the timing for data movement to or 
from Port 0 for each memory transfer. During a write 
cycle, data out is valid at the leading edge of DS. 
During a read cycle, Data In must be valid prior to the 
trailing edge of DS. When the ST9040 accesses on- 
chip memory, DS is held high during the whole mem- 
ory cycle. It can be placed in a high impedance state 
along with Port 0, Port 1, AS and R/W. 


R/W. Read/Write (output, 3-state). Read/Write de- 
termines the direction of data transfer for external 
memory transactions. R/W is low when writing to ex- 
ternal program or data memory, and high for all other 
transactions. It can be placed in a high impedance 
state along with Port 0, Port 1, AS and DS. 


RESET/Vpp. Reset (input, active low) or Vpp (in- 
put). The ST9 is initialised by the Reset signal. 
With the deactivation of RESET, program execu- 
tion begins from the Program memory location 
pointed to by the vector contained in program 
memory locations 00h and Oth. In the EPROM 
programming Mode, this pin acts as the program- 
ming voltage input VPP. 


INTO, INT7. External interrupts (input, active on ris- 
ing or falling edge). External interrupt inputs 0 and 
7 respectively. INTO channel may also be used for 
the timer watchdog interrupt. 


40/57 


In addition there is an 8 channel Analog to Digital 
Converter with integral sample and hold, fast 11s 
conversion time and 8 bit resolution. An Analog 
Watchdog feature is included for two input chan- 
nels. 


Completing the device is a full duplex Serial Com- 
munications Interface with an integral 110 to 
375,000 baud rate generator, asynchronous and 
1.5Mbyte/s synchronous capability (fully program- 
mable format) and associated address/wake-up 
option, plus two DMA channels. 


OSCIN, OSCOUT. Oscillator (input and output). 
These pins connect a parallel-resonant crystal 
(24MHz maximum), or an external source to the 
on-chip clock oscillator and buffer. OSCIN is the in- 
put of the oscillator inverter and internal clock gen- 
erator; OSCOUT is the output of the oscillator 
inverter. 


AVpp. Analog Vop of the Analog to Digital Con- 
verter. 


AVss. Analog Vss of the Analog to Digital Con- 
verter. Must be tied to Vss. 


Vpp. Main Power Supply Voltage (5V + 10%) 
Vss. Digital Circuit Ground. 


P0.0-P0.7, P1.0-P1.7, P2.0-P2.7 P3.0-P3.7, P4.0- 
P4.7, P5.0-P5.7, P7.0-P7.7 //O Port Lines (In- 
put/Output, TTL or CMOS compatible). 56 lines 
grouped into I/O ports of 8 bits, bit programmable 
under program control as general purpose |/O or 
as alternate functions. 


1.2.1 I/O PORT ALTERNATE FUNCTIONS 


Each pin of the I/O ports of the ST90E40/T30 may 
assume software programmable Alternative Func- 
tions as shown in the Pin Configuration Tables. 
Due to Bonding options for the packages, some 
functions may not be present, Table 4 shows the 
Functions allocated to each I/O Port pin and asum- 
mary of packages for which they are available. 
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PIN DESCRIPTION (Continued) 
Table 4. ST90E40, T40 I/O Port Alternate Function Summary 


1/0 PORT HOPORT| Name | Function Alternate Function Pin Assignment 


mice pore | PsP 
FR Sr 
ae 2 ee 
[p02 [name | v0 | AdtressrOatabitemux «dts ae 
[pos [aebs | vO | AdtressDatabtemx ~~ so«dt~Cas Ys 
Pio [as | 0 [Adiressbte —SSSC*~=~irtC‘idP 
pas [oo [0 faasensons er 
Pia [ato | 0 | Adtess tio 
is Ja [0 faassen 

— 

ns 

NM 


[ee@iag 

i O.| 
0 ass be 
| 0 [Address bittS 
| | [Non-Maskable Interrupt | 
p20 |ROMless | _|_[ROMless Select (Mask option) | 
pat [PD | O | Program/Data Space Select 

sol] 

Lo 

aed 

Les 

pied 

ae 


ow 


—_, 


.?) 


5 


NM 


sPisenacect | ss 
[Exiemalinterupt't——S—=~=‘iSC | | 


O;lns!]m |] oO |] ca a |]@ | o& 
a;a;lrP PPO; HA- I/O; RIO 


on 
© 


—_ fee) 


P2.4 WRSTB5 


P2.5 WR 


P2.6 INT3 


P2.6 RDSTB5 


u 
a 


a 

oer Wit Ressy5 | a0 

|| | external interrupts | 80 

|| [Handshake Read StrobeP5 | 50 

pe6 [PID |__| ProgramyDataSpaceSelect_ | 50 

p27 |RORDYS | 0 [Handshake ReadReadyP5 | St] 71 

P3.0 a ee a Se 
Ones ee 
Res ta 
i a 
| oO | || 
Powe! 


P3.1 
P3.2 
P3.3 MF Timer 0 Output B 


P3.4 
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PIN DESCRIPTION (Continued) 
Table 4. ST90E40, T40 I/O Port Alternate Function Summary 


/O PORT Alternate Function Pin Assignment 
| Port. bit | pLoc | PQFP | PSDIP__ 


2 

[eae [Tine | 1 |wrTimert muta ——=SC~sSC(itSSPCs | 
[p37 [tours | 0 |wrTimert out ——=S=~=~wtS=C(i‘iaSC*dYSCe | 
[pao [Ano | 1 |ADAnaloginpwo ——=S~=~wt=CiP Ce 
[Pat [ant | 1 [NDAnaloginot —=«dt=Cs «dC 
[pas [ana | 1 |arDnalog inputs ——SS*dCs ee 
[Pua [Aine | 1 |aDAnalou pata ——SS—~SC Pa 
[pas [ans | 1 |aDanalouinpts ——=S—=~wS=Cin Pe 
[Pac [Ane | 1 _|AaDAnaloginnts ——Si«dt Ss i iP 
[par [ain? | 1 [ar Anaton pat? ——S—~idSCsw |e 
[p50 | | WO |vorandshate Pots ——SC=tS ts 
[ps1 | | Wo |VoHandshako Pots == Sep ta 
[ps2 [+L v0 [Wo Handshake Pots ——SSC*St te 
[ps3 [| Wo [vorandshake Pots Sit 
[ps4 | | Wo |VoHandshake Pots ——=S=i«dtSC |e 
[pss [YY WO [VOWandshake Pons Side | 
[ps6 | | Wo |voHandshare Pons ——~S=i«dtS | Yt 
[ps7 | | Wo [oWandshake Pots =e | Ss | 


ers : 
a : 
cr 


[1 |sciReceie Cockinat +d ao 
re 

Po 

Paid 

ad 

Em 


P7.6 WDOUT T/WD Output 
P7.6 BUSREQ External Bus Request 
Rit WDIN 


P7.7 BUSACK 
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1.1 MEMORY 


The memory of the ST90E40 is functionally divided 
into two areas, the Register File and Memory. The 
Memory is divided into two spaces, each having a 
maximum of 65,536 bytes. The two memory 
spaces are separated by function, one space for 
Program code, the other for Data. The ST90E40 
16K bytes of on-chip EPROM memory are Se- 
lected at memory addresses O through 3FFFh 
(hexadecimal) in the PROGRAM space, while the 
ST90T40 OTP version has the top 64 bytes of the 
EPROM reserved by SGS-THOMSON for testing 
purposes. The DATA space includes the 512 bytes 
of on-chip EEPROM at addresses 0 through 1FFh 
and the 256 bytes of on-chip RAM memory at 
memory addresses 200h through 2FFh. 


WARNING. The ST907T40 has its 64 upper bytes in 
the internal EPROM reserved for testing purpose. 


External memory may be addressed using the mul- 
tiplexed address and data buses (Alternate Func- 
tions of Ports 0 and 1). At addresses greater than 
the first 16K of program space, the ST90E40 exe- 
cutes external memory cycles for instruction 
fetches. Additional Data Memory may be decoded 
externally by using the P/D Alternate Function out- 
put. The on-chip general purpose (GP) Registers 
may also be used as RAM memory for minimum 
chip count systems. 


Figure 4. Memory Spaces 
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1.2 EPROM PROGRAMMING 


The 16384 bytes of EPROM memory of the 
ST90E40 (16320 for the ST90T40) may be pro- 
grammed by using the EPROM Programming 
Boards (EPB) available from SGS-THOMSON. 


1.2.1 Eprom Erasing 


The EPROM of the windowed package of the 
ST90E40 may be erased by exposure to Ultra-Violet 
light. 


The erasure characteristic of the ST90E40 is such 
that erasure begins when the memory is exposed 
to light with a wave lengths shorter than approxi- 
mately 4000A. It should be noted that sunlight and 
some types of fluorescent lamps have wave- 
lengths in the range 3000-4000A. It is thus recom- 
mended that the window of the ST90E40 
packages be covered by an opaque label to pre- 
vent unintentional erasure problems when testing 
the application in such an environment. 


The recommended erasure procedure of the 
EPROM is the exposure to short wave ultraviolet 
light which have a wave-length 2537A. The inte- 
grated dose (i.e. U.V. intensity x exposure time) for 
erasure should be a minimum of 15W-sec/cm2. 
The erasure time with this dosage is approximately 
15 to 20 minutes using an ultraviolet lamp with 
12000uW/cm* power rating. The ST90E40 should 
be placed within 2.5cm (ilnch) of the lamp tubes 
during erasure. 


768 
RAM 
512 


EEPROM 
0000 


INTERNAL EXTERNAL 


DATA 


SPACE VRO01400 
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ABSOLUTE MAXIMUM RATINGS 


[vat 
Pv | imputvotage—SSC~=<C~*~“~*~*~“~*~*~sSC Oe | 
ee 
am 
aa 


Value 


DD 
Vi 
Vo 
E 
A 
PF Maximum accumulated pin injection Current in the device mA 


Note: Stresses above those listed as “absolute maximum ratings” may cause permanent damage to the device. This is a stress rating only and 
functional operation of the device at these conditions is not implied. Exposure to maximum rating conditions for extended periods may affect 
device reliability. All voltages are referenced to VSS 


RECOMMENDED OPERATING CONDITIONS 


owes | Exemel Osler emery 
[~teser | tntemal Gack Frequency NTO) ———SSCiCSSidC tee 


DC ELECTRICAL CHARACTERISTICS 
Vop = 5V + 10% Ta = — 40°C to + 85°C, unless otherwise specified) 


Clock Input High Level _| External Clock | 0.7 | | 
Clock Input Low Level_| External Clock p -03 | | 08¥o0 | Vv 
aa 


| rs 
a ——EeEE 
———_— 
a a —+s 
eo a oe ed Eos 
$= —— 
a 


RESET Input Hysteresis 
Output High Level Push Pull, lload = — 0.8mA 


Push Pull or Open Drain, 
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DC ELECTRICAL CHARACTERISTICS (continued) 


Weak Pull-up Current Bidirectional Weak Pull- 
FE ate up, Voi = OV | -90 | 200 | 420 | ua 
Active Pull-up Current, 
for INTO and INT7 only i ala cle le seed 
Input/Tri-State, 


Ce a BTN 


, Alternate Function, 
ne A/D Pin Input Leakage Open Drain, _3 43 WA 
OV < Vin< Vpp 
Active Pull-up Input 


OSCIN Pin Input Leakage | OV < Vin < Vop oe 


Vep EPROM Programming 42.2 12.5 12.8 V 
Voltage 
EPROM Programming 30 mA 
Current 


DC TEST CONDITIONS 
2.4V 
TTL INPUT x 
FORCING CONDITION 
0 45V 
0.8Vpp 
CMOS INPUT x 
FORCIN NDITION 
ORCING CONDITION 4 oy, 


"1" SOURCE CURRENT = —0.8mA 
PUSH—PULL OUTPUT 3 OV 
TEST CONDITION X gee 
Eo SOND ben 0” SINK CURRENT = 1.6mA 
"1” SOURCE CURRENT = 0 
WEAK PULL-UP OUTPUT ae | 
TEST CONDITION 0.8V ae JeiNie OURRENTCS- A Gis 


VA00117 
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AC ELECTRICAL CHARACTERISTICS 
(Vpp = 5V + 10% Ta = — 40°C to + 85°C, unless otherwise specified) 


Run Mode Current 
no CPUCLK prescale, 
Clock divide by 2 


Run Mode Current 
Prescale by 2 
Clock divide by 2 


WFI Mode Current 
no CPUCLK prescale, 
Clock divide by 2 
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PACKAGE MECHANICAL DATA 


80-Pin Ceramic Quad Flat Package with Window 


[mm eh 
escerac 
Tat fesst [foul 
re | [aol | loreal | 
ro | fxseof | fos | 
Por | feoao[ [azar] 
Toa | freaol | forael | 
re | frreof [foros | 
rer freool [loser] 


I 
! 
I 
| 
| 
I 
I 
I 
ND | 
I 
I 
I 
I 
I 
I 
I 
I 


Number of Pins 


VROB1500 


68-Pin Ceramic Leadless Chip Carrier with Window 


e 


1 


za 
Oo 
Number of Pins 


A 
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56-Pin Ceramic Shrink Dual-In-line Package with window, 600 Mil Width 


| mm =| inches 
1 ade 
eee 3 


| | NumberofPins 
ie a | eee 


VROA1727 


ORDERING INFORMATION 


Sales Type Temperature Range 
ST90E40L1/ES"™) 0°C to + 70°C CLCOC68W 
24MHz 


ST90T40Q1 0°C to + 70°C PQFP80 
ST90T40B6 -40°C to + 85°C PSDIP56 


Note . EPROM parts are tested at 25°C only 
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ROMLESS HCMOS MCU 
WITH EEPROM, RAM AND A/D CONVERTER 


» Register oriented 8/16 bit CORE with 
RUN, WFI and HALT modes 


a Minimum instruction cycle time:500ns 
(12MHz internal) 


ROMless to allow maximum external memory 
flexibility 


Internal Memory : 

RAM 256 bytes 
EEPROM 512 bytes 

224 general purpose registers available as 
RAM, accumulators or index pointers 
(register file) 


a 80-pin Plastic Quad Flat Pack Package for 
ST9O0R40Q 


68-lead Plastic Leaded Chip Carrier package for 
ST90R40C 


DMA controller, Interrupt handler and Serial Pe- 
ripheral Interface as standard features 


40 fully programmable I/O pins 
Up to 8 external plus 1 non-maskable interrupts 


16 bit Timer with 8 bit Prescaler, able to be used 
as a Watchdog Timer 


a Two 16 bit Multifunction Timers, each with an 8 
bit prescaler and 13 operating modes (Ordering Information at the end of the Datasheet) 


8 channel 8 bit Analog to Digital Converter, with 
Analog Watchdogs and external references 


Serial Communications Interface with asynchro- 
nous and synchronous capability 


Rich Instruction Set and 14 Addressing modes 
= Division-by-Zero trap generation 


» Versatile development tools, including assembler, 
linker, C-compiler, archiver, graphic orinted de- 
bugger and hardware emulators 


s Real Time Operating System 


Compatible with ST9040 16K ROM device (also 
available in windowed and One Time Programma- 
ble EPROM packages) 


PQFP80 
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Figure 1. 80 Pin PQFP Package 
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Table 1. ST90R40Q Pin Description 


ac 
20 


P72/INT4/TXCL 
/CLKOUT 


P73/INT5 
/RXCLK/ADTRG 


55 P76/WDOUT 
/BUSREQ 

5A P77/WDIN 
/BUSACK 


P27/RRDY5 


P26/INT3 
/RDSTBS5/P/D 


P25/WRRDY5 


| 69 | 
P24/INT1 
| 66 


P23/SDO 
P22/INT2/SCK 
P21/SDI/P/D 


RESET 


P37/T1OUTB 


P36/T1INB 
P35/T1OUTA 


A6/D6 


A5/D5 


A4/D4 
A3/D3 
A2/D2 
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ST90R40 


Figure 2. 68 Pin PLCC Package 
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| Pin [Name E Pin. 
| 60 
| 59 | 
| 58 
son 
| 56 
| 55 | 
| 54 
| 53 
| 52 |Pao/Aino 
ce 
aoe 
ban 
[e246 | 
45 | 


P34/T1INA 
44 | P72/CLKOUT 
/TXCLK/INT4 
4g | P73/ADTRG 
/RXCLK/INT5 


37 P76/WDOUT 
/BUSREQ 


P26/INT3 


36 P77/WDIN 
/BUSACK 


/RDSTBS/P/D 


P25/WRRDY5 


P24/INT1 
IWRSTB5 


P20/NMI 


5 
5 
5 
5 
5 
5 
5 P27/RRDY5 
5 
4 
4 
4 


59 
8 
57 
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5 
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ST90R40 


1.1 GENERAL DESCRIPTION 


The ST90R40 is a ROMLESS member of the ST9 
family of microcontrollers, completely developed 
and produced by SGS-THOMSON Microelectron- 
ics using a proprietary n-well HCMOS process. 


The ROMLESS part may be used for the prototyp- 
ing and pre-production phases of development, 
and offers the maximum in program flexibility in 
production systems. 


The ST90R40 is fully compatible with the ST9040 
ROM version and this datasheet will thus provide 
only information specific to the ROMLESS device. 


THE READER IS ASKED TO REFER TO THE 
DATASHEET OF THE ST9040 ROM-BASED DE- 
VICE. 


The ROMLESS ST90R40 can be configured as a 
microcontroller able to manage external memory, 
or aS a parallel processing element in a system 
with other processors and peripheral controllers. 

The nucleus of the ST90R40 is the advanced Core 
which includes the Central Processing Unit (CPU), 
the Register File, a 16 bit Timer/Watchdog with 8 
bit Prescaler, a Serial Peripheral Interface support- 
ing S-BUS, I*C-bus and IM-bus Interface, plus two 


Figure 3. Block Diagram 


512 Bytes 
EEPROM 


256 Bytes 
REGISTER FILE 


8 bit I/O ports. The Core has independent memory 
and register buses allowing a high degree of pipe- 
lining to add to the efficiency of the code execution 
speed of the extensive instruction set. 


The powerful I/O capabilities demanded by micro- 
controller applications are fulfilled by the ST90R40 
with up to 56 I/O lines dedicated to memory ad- 
dressing or digital Input/Output. These lines are 
grouped into up to seven 8 bit I/O Ports and can be 
configured on a bit basis under software control to 
provide timing and status signals, address lines, 
timer inputs and outputs, analog inputs, exterrial 
interrupts and serial or parallel I/O with or without 
handshake. 


Three memory spaces are available: Program Mem- 
ory (external), Data Memory (internal and external) 
and the Register File, which includes the control and 
status registers of the on-chip peripherals. 


Two 16 bit MultiFunction Timers, each with an 8 bit 
Prescaler and 13 operating modes allow simple 
use for complex waveform generation and meas- 
urement, PWM functions and many other system 
timing functions by the usage of the two associated 
DMA channels for each timer. 


INTO = INT7 


REGISTER BUS 


1'O PORT 0 
( Address/Data ) 


1O PORT 1 
( Address ) 


1.0 PORT 3 
( TIMERS ) 


2 x 16-bit TIMER 
WITH DMA 


VROB1385 
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GENERAL DESCRIPTION (Continued) 


In addition there is an 8 channel Analog to Digital 
Converter with integral sample and hold, fast 11us 
conversion time and 8 bit resolution. An Analog 
Watchdog feature is included for two input chan- 
nels. 


1.2 PIN DESCRIPTION 


AS. Address Strobe (output, active low, 3-state). 
Address Strobe is pulsed low once at the begin- 
ning of each memory cycle. The rising edge of AS 
indicates that address, Read/Write (R/W), and 
Data Memory signals are valid for program or data 
memory transfers. Under program control, AS can 
be placed in a high-impedance state along with 
Port 0 and Port 1, Data Strobe (DS) and R/W. 


DS. Data Strobe (output, active low, 3-state). Data 
Strobe provides the timing for data movement to or 
from Port 0 for each memory transfer. During a 
write cycle, data out is valid at the leading edge of 
DS. During a read cycle, Data In must be valid prior 
to the trailing edge of DS. When the ST90R40 ac- 
cesses on-chip Data memory. DS is held high dur- 
ing the whole memory cycle. It can be placed in a 
high impedance state along with Port 0, Port 1, AS 
and R/W. 


R/W. Read/Write (output, 3-state). Read/Write de- 
termines the direction of data transfer for memory 
transactions. R/W is low when writing to program 
or data memory, and high for all other transactions. 
It can be placed in_a high impedance state along 
with Port 0, Port 1, AS and DS. 


RESET. Reset (input, active low). The ST9 is ini- 
tialised by the Reset signal. With the deactivation 
of RESET, program execution begins from the Pro- 
gram memory location pointed to by the vector 
contained in program memory locations 00h and 
Oth. 
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Completing the device is a full duplex Serial Com- 
munications Interface with an integral 110 to 
375000 baud rate generator, asynchronous and 
1.5Mbyte/s synchronous capability (fully program- 
mable format) and associated address/wake-up 
option, plus two DMA channels. 


OSCIN, OSCOUT. Oscillator (input and output). 
These pins connect a parallel-resonant crystal 
(24MHz maximum), or an external source to the 
on-chip clock oscillator and buffer. OSCIN is the in- 
put of the oscillator inverter and internal clock gen- 
erator; OSCOUT is the output of the oscillator 
inverter. 


AVpp. Analog Vpp of the Analog to Digital Con- 
verter. 


AVss. Analog Vss of the Analog to Digital Con- 
verter. Must be tied to Vss. 


Vpp. Main Power Supply Voltage (5V+10%) 
Vss. Digital Circuit Ground. 


ADO-AD7, (P0.0-P0.7) Address/Data Lines (In- 
put/Output, TTL or CMOS compatible). 8 lines pro- 
viding a multiplexed address and data bus, under 
control of the AS and DS timing signals. 


A8-A15 Address Lines (Output, TTL or CMOS 
compatible). 8 lines providing non-multiplexing ad- 
dress bus, under control of the AS and DS timing 
signals. 


P2.0-P2.7 P3.0-P3.7, P4.0-P4.7, P5.0-P5.7, P7.0- 
P7.7 //O Port Lines (Input/Output, TTL or CMOS 
compatible). 40 lines grouped into I/O ports of 8 
bits, bit programmable under program control as 
general purpose |/O or as Alternate functions (see 
next section). 


1.2.1 1/O PORT ALTERNATE FUNCTIONS 


Each pin of the I/O ports of the ST90R40 may as- 
sume software programmable Alternative Func- 
tions as shown in the Pin Configuration Drawings. 
Table 3 shows the Functions allocated to each I/O 
Port pins. 
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PIN DESCRIPTION (Continued) 
Table 3. I/O Port Alternate Function Summary 


VO PORT ; 
Alternate Function 


TPortit 


P1.5 A13 Address bit 13 


P1.6 4 Address bit 14 


Pin Assignment 
PQFP80 PLCC68 


Function 
IN/OUT 
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PIN DESCRIPTION (Continued) 
Table 3. 1/O Port Alternate Function Summary (Continued) 


1/0 PORT Function : Pin Assignment 
Alternate Function 
| Portbit IN/OUT PQFP80 PLCC68 


[0 | wFTinert Gupta ae 
[we Timert inputs 
[owe Tinert Outputs |e 
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1.3 MEMORY 


The memory of the ST90R40 is functionally divided 
into two areas, the Register File and Memory. The 
Memory may optionally be divided into two spaces, 
each having a maximum of 65,536 bytes. The two 
memory spaces are separated by function, one 
space for Program code, the other for Data. The 
ST90R40 addresses all program memory in the 
external PROGRAM space. The DATA space in- 
cludes the 512 bytes of on-chip EEPROM at ad- 
dresses 0 through 1FFh and the 256 bytes of 


Figure 4. Memory Spaces 


INTERNAL EXTERNAL 


PROGRAM 
SPACE 


96/57 


REGISTER 


on-chip RAM memory at addresses 200h through 
2FFh. 


The External Memory spaces are addressed using 
the multiplexed address and data buses on Ports 0 
and 1. Data Memory may be decoded externally by 
using the P/D Alternate Function output. The on- 
chip general purpose (GP) Registers may be used 
as RAM memory. 


RAM 


EEPROM 


INTERNAL EXTERNAL 


VROC1404 


IST] SGS-THOMSON 


MICROELECTRONICS 


282 


ST90R40 


ORDERING INFORMATION 


ST90R40C6 -40°C to + 85°C PLCC68 
24MHz 
ST90R40Q1 0° to + 70°C PQFP80 
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1 SOFTWARE DESCRIPTION 


ETADDRESSING MODES wixisaceds Zicecyedec So caedipa shivassiieves hare nakdoncetdaaadsdewecerbesecusiacawssceasaveteneteeeds 1 
11 Register Addressing MOGeS <sxisstisjjiavcsarvessacausataee ak nana 4 
1122 Memory Addressing MOGES igor spares ecoech easverascetthanttcaatertlen shel atectiecewecedccieeta iene 5 

‘Te INSTRUCTION ‘SE Vi pctcczect prea ceteccccascicesmiee cars cous nee ters Sete eae cus etc ce eras aus eeneuecnnvenaaeeeons 8 
1S2:17-3 FO PROCESSOLN Flags Auveetecets eet orcs hee eacen edna aes Renter 14 
12222 CONGITION CODES incor ceeteide doves cet cec sus encesoaeusesteacceustenecteceessanvene laindatiacenemaen dent eecaedis 14 
TDS INOLAUOM cy soncaedesecasdeunmynannsebatesubean tee edaieiuotecceileanewasstaapaunlendegs vsves quia Seuaoanaeseuesue ves geanveeateut 15 
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ST9 - Software 


1 SOFTWARE DESCRIPTION 


1.1ADDRESSING MODES 


The ST9 offers a wide variety of established and Single operand arithmetic, logic and shift byte in- 
new addressing modes and combinations to facili- structions have direct register and indirect register 
tate full and rapid access to the address spaces addressing modes. For a full list of the possible 
while reducing program length. The available ad- combinations for each instruction type, please re- 
dressing modes are shown in Table 1-1: fer to the ST9 Programming Manual. 


Table 1-1. Addressing Modes 


Operand is In Addressing Mode Pee neen laanel 
Location 
Byte #N 
Instruction Immediate Word 


re 
Register File Byte/Word 
(r 
N 
(r 
(r 
-( 


(r) 
r) 
r)+ 
rr) 


Any bit of any working register Bit 
Any bit in program or data memory Bit 


Program or Data Memory 
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ADDRESSING MODES (Continued) 


Two Operands Arithmetic and Logic Instructions 


ee 


Register Direct Register Direct 
Register Direct Register Indirect 
Register Direct Memory Indirect 


Register Direct Memory Indexed 


Register Direct Memory Indirect with Post-Increment 


Register Direct Memory Indirect with Pre-Decrement 


Register Direct Memory Direct 


Register Indirect Register Direct 
Memory Indirect Register Direct 
Memory Indexed Register Direct 
Memory Indirect with Post-Increment Register Direct 
Memory Indirect with Pre-Decrement Register Direct 


Memory Direct Register Direct 


Register Direct Immediate 
Memory Direct Immediate 


Memory Indirect Immediate 


Two Operands Arithmetic, Logic and Load Instructions 
ee 


Memory Indirect 


Memory Direct 
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ADDRESSING MODES (Continued) 


Two Operands Load Instructions 


ee 


Register Direct 
Register Direct 
Register Direct 
Register Direct 
Register Direct 
Register Direct 
Register Direct 


Register Direct 


Register Indirect 

Register Indexed 

Memory Indirect 

Memory Indexed 

Memory Indirect with Post-Increment 
Memory Indirect with Pre-Decrement 


Memory Direct 


Register Direct 
Memory Direct 


Memory Indirect 


Long Indexed Memory “’ 


Memory Indirect with Post-Increment 


Memory Indirect with Post-Increment 


Register Indirect with Post-Increment 


Register Direct 

Register Indirect 

Register Indexed 

Memory Indirect 

Memory Indexed 

Memory Indirect with Post-Increment 
Memory Indirect with Pre-Decrement 


Memory Direct 


Register Direct 
Register Direct 
Register Direct 
Register Direct 
Register Direct 
Register Direct 


Register Direct 


Immediate 
Immediate 


Immediate 


Two Operands Load Instructions 
a 


Memory Indirect with Post-Increment 
Register Indirect with Post-Increment 


Memory Indirect with Post-Increment 


Notes: 
1. Word Instructions Only 
2. Load Byte Only 
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ADDRESSING MODES (Continued) 


1.1.1 Register Addressing Modes 
Immediate Addressing Mode 


In the Immediate addressing mode, the data is 
found in the instruction. When using immediate 
data, a hash-mark (#) is used to distinguish it from 
an absolute address in memory. 


Example: ldw RR42, #65536 

loads the immediate value 65536 into the register 
pair R42 & R43. While the example shows decimal 
data, hexadecimal and binary values may also be 
used. 


Example: ldw RR42, #0FFFFh. 


Figure 1-1. Immediate Register 


Addressing In The In a Working In an Absolute In 


Mode Instruction Register Register Memory 


IMMEDIATE 
REGISTER 


Direct Addressing Mode 


In the direct addressing mode, a register can be 
addressed by using its absolute address in the 
Register File (in decimal, hexadecimal or binary 
form). Alternatively a register can be addressed di- 
rectly as a working register; 


Example: xch ROA2h, r4 
exchanges the values in the register RA2h and 
working register number 4. 


VROA1845 


Figure 1-2. Direct Register 


Addressing In The In a Working In an Absolute In 
Mode Instruction Register Register Memory 


DATA 


DIRECT REGISTER 
REGISTER ADDRESS Bale 

REGISTER 

ADDRESS 
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Indirect Addressing Mode 


In the Indirect Register Addressing mode, the ad- 
dress of the data does not appear in the instruction 
but is located in a working register. The address of 
this register is given in the instruction. The indirect 
addressing mode is indicated by the use of paren- 
theses. 


Example: 

If register 200 contains 178 and working register 
11. contains 86 then the _ instruction 1d 
(x11) ,R200 loads the value 178 into register 86. 


Note: the indirect address can only be contained in a working regis- 
ter. 


Figure 1-3. Indirect Register 
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Indexed Addressing Mode 


To address a register using the Indexed mode, an 
offset value is used to add to an index value (which 
acts as a base or starting value). The offset value is 
the Immediate value given in the instruction while 
the index value is given by the contents of the 
working register. 


Example: if working register 10 contains 55 then 
the instruction 

Id 40(r10),r18 

loads register 95 (i.e.55+40) with the contents of 
working register 18. 


The Register File never needs an absolute value 
requiring more than one byte and therefore only re- 
quires a short offset and a single register to contain 
the index. 

Note. The index value can only be contained in a working register. 


Figure 1-4. Indexed Register 
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ADDRESSING MODES (Continued) 


Indirect Register Post-increment Addressing Mode 


In this addressing mode, both destination and 
source addresses are given by the contents of 
working registers which are then post-incre- 
mented. The address of the memory location is 
contained in a working register pair, and the ad- 
dress of the register is contained into a single work- 
ing register. Only working registers may be used to 
contain the addresses, this mode being indicated 
by both source and destination using parentheses 
followed by plus sign. 


Example: if working register 8 contains the value 
44, working register pair rr2 contains the value 
2000, and register 44 contains the value 56, then 
by using the instruction 

Id (rr2)+,(r8)+ 

the memory location 2000 will be loaded with the 
value 56. Immediately following this, the contents 
of r8 is incremented to 45 and the contents of rr2 is 
incremented to 2001. 

This addressing mode is useful for moving blocks 
of data either from Register File to Memory or from 
Memory to Register File. 


Direct Bit Addressing Mode 
Figure 1-5. Register Indirect Post-Increment 
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In the direct bit addressing mode, any bit in any 
working register can be addressed 


Examples: bset r7.3 


This instruction sets the bit 3 of the working register 
7 


bid r7.3, 12.6 


This instruction loads the bit 6 of the working regis- 
ter 12 in bit 3 of working register 7 


ST9 - Software 


1.1.2 Memory Addressing Modes 


The memory addressing modes described in this 
section are available to data and program memory. 
Thus before addressing the memory, it is neces- 
sary to indicate by use of the Set Program/Data 
Memory instructions, spm and sdn, in which mem- 
ory the instructions are working. Since each mem- 
ory space is 64K byte long, a word address is 
necessary to specify memory locations. 


Direct Addressing Mode 


The Memory Direct addressing mode requires the 
specific location within the memory. This only 
needs the absolute offset value which can be given 
in decimal, hex or binary form. 


Thus the instruction 
Id 12345,r9 


loads working register 9 data into memory location 
12345 


In the memory direct mode, it is possible to use an 
immediate addressing mode for the source oper- 
and. 


Examples: 
Id 12354,#34 


will load the value 34 into the memory location 
12354. 


Idw 12354,#3457 


will load the location pair 12354 and 12355 with the 
value 3457. 


Figure 1-6. Memory Direct 
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ADDRESSING MODES (Continued) 


Indirect Addressing Mode 


When using the indirect addressing mode to ac- 
cess memory, the address is contained in a pair of 
working registers. 


Example: if the working register pair r8 and r9 con- 
tains the value 2000 then the instruction 

Id (rr8),#34 

loads the value 34 into memory location 2000. 

If the data to be stored is a word then the instruc- 
tion 1dw will automatically interpret the address as 
a pair of memory locations. So if rr8 contains 2000 
then the instruction 

Idw (rr8),#3467 


loads the memory locations 2000 and 2001 with 
the value 3467. 


Figure 1-7. Memory Indirect 
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Indirect With Post-increment Adressing Mode 


The indirect with post-increment addressing mode 
is similar to the memory indirect addressing mode 
but, in addition, after accessing the data in the cur- 
rently pointed address, the value in the pointing 
working register pair is incremented. This mode is 
indicated by a plus sign following a working regis- 
ter pair in parentheses, e.g. (rr4)+. 


Example: 

If the working register pair rr4 (working registers r4 
and r5) contains the value 3000 and memory loca- 
tion 3000 contains the value 88, then the instruc- 
tion 

Id R50, (rr4)+ 


loads register 50 with the value 88 and then the 
value in rr4 to be incremented to 3001. 


This mode uses only working registers to contain 
the address. Thus the Indirect with Post-Increment 
addressing mode is most useful in repeated situ- 
ations when a number of adjacent items of data are 


DATA 


VROF 1845 


required in succession. The use of this addressing 
mode saves both time and program memory space 
since it cuts the usual increment instruction. 


Figure 1-8. Memory Indirect Post-increment 
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Indirect With Pre-decrement Addressing Mode 


This indirect memory addressing mode has an 
automatic pre-decrement. The address can only 
be contained in working registers and the mode is 
indicated by a minus sign in front of the working 
registers which are in parentheses, e.g. - (rr6). 


Thus if the working register pair rr6 contains the 
value 1111 and location 1110 contains the value 
40 then the instruction 


Id R56,-(rr6) 


decrements the value in rr6 to 1110 and then loads 
the value 40 into register 56. 


This addressing mode allows the ST9 to deal in the 
reverse order with data previously managed using 
the indirect post-increment mode without resetting 
the pointing registers (of the last post-increment). 


The pre-decrement mode has the same benefits of 
time and program memory saving as the post-in- 
crement mode. 


Figure 1-9. Memory Indirect Pre-Decrement 
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ADDRESSING MODES (Continued) 


Indexed Addressing Modes 


There are three indexed addressing modes, each 
using an indirect address plus offset format. The 
index address is given as an indirect address con- 
tained in a working register pair, while the offset 
can be long or short (a word or a byte). The ad- 
dress of the data required is given by the value of 
the working register pair indicated (the index), plus 
the value of the given offset. The specification of 
this offset which differentiates the three modes, is 
as follows: 


. Indexed with an Immediate Short and Long 
Offset 


In these indexed modes the offset is a fixed and 
Immediate value included in the instruction. It may 
be either a short or long index as required, this im- 
mediate value being added to the address given by 
the working register pair. 


Example: if the working register pair, rr6, contains 


the value 8000 and memory location 8034 con- 
tains the value 254 then the instruction 


Id R55,34(rr6) 
loads the value 254 into register 55. 


Or, as another example, if the working register pair 
rr2 contains the value 2000 and register 78 con- 
tains the value 34 then the instruction. 


Id 322(rr2),r78 

loaded the value 34 into memory location 2322. 

. Indexed with a Register Offset 

In this addressing mode, the index is supplied by 
one pair of working registers and the offset is sup- 
plied by a second pair of working registers. The for- 
mat is rrx(rry), x and y being in the range 
0,2,4...12,14. 

Example 

If working register pair rrO contains the value 2222 
and working register pair rr4 contains 3333 while 


register 45 contains the value 78 then the instruc- 
tion 


Id rr4(rr0),R45 
loads the value 78 into memory location 5555. 


ST9 - Software 


Figure 1-10. Memory Indexed with Immediate 
Short Offset 
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Long Offset 
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Figure 1-12. Memory Indexed with Register 
Offset 
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Indirect Memory Bit Addressing Mode 


In the indirect memory bit addressing mode, any bit 
of Program/Data memory location can be ad- 
dressed with the btset (Bit Test and SET) in- 
struction. 


Example 
btset (rr8).3 


This instruction sets bit 3 of the memory location ad- 
dressed by the working registers r8, r9 contents. 


MEMORY 
INDEXED 


WITH 
REGISTER REGISTER 
OFFSET ADDRESS 
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1.2 INSTRUCTION SET 

The ST9 instruction set consists of 87 instruction 
types which can be divided into eight groups: 
. Load (two operands) 

. Arithmetic & logic (two operands) 

. Arithmetic Logic and Shift (one operand) 
- Stack (one operand) 

- Multiply & Divide (two operands) 

- Boolean (one or two operands) 

. Program Control (zero to three operands) 
. Miscellaneous (zero to two operands) 


The wide range of instructions eases use of the 
register file and address spaces, reducing opera- 
tion times, while the register pointers mechanism 
allows an unmatched code efficiency and ultrafast 
context switching. A particularly notable feature is 
the comprehensive “Any Bit, Any Register” (ABAR) 
addressing capability of the Boolean instructions. 


The ST9 can operate with a wide range of data 
lengths from single bits, 4-bit nibbles which can be 
in the form of Binary Coded Decimal (BCD) digits, 
8-bit bytes, and 16-bit words. 


The following summary shows the instructions be- 
longing to each group and the number of operands 
required for each instruction. The source operand 
is “src”, “dst” is the destination operand, and “cc” is 
a condition code. 
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INSTRUCTION SET (Continued) 


Load Instructions (Two Operands) 


ee 
dst,src Load 
dst,src Load Word 


dst,src Load Program Memory -> Program Memory 
dst,src Load Data Memory -> Program Memory 


dst,src Load Program Memory -> Data Memory 
dst,src Load Data Memory -> Data Memory 


ee 
ADD dst,src Add 
ADDW dst,src Add Word 
ADC dst,src Add With carry 
ADCW dst,src Add Word With Carry 
SUB dst,src Substract 
SUBW dst,src Substract Word 
SBC dst,src Substract With Carry 
SBCW dst,src Substract Word With Carry 
AND dst,src Logical AND 
ANDW dst,src Logical Word AND 
OR dst,src Logical OR 
ORW dst,src Logical Word OR 
XOR dst,src Logical Exclusive OR 
XORW dst,src Logical Word Exclusive OR 
CP dst,src Compare 
CPW dst,src Compare Word 
dst,src Test Under Mask 
dst,src Test Word Under Mask 
dst,src Test Complement Under Mask 
dst,src Test Word Complement Under Mask 
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INSTRUCTION SET (Continued) 


Arithmetic Logic and Shift Instructions (One Operand) 


Increment 
Increment Word 

Decrement 
DECW Decrement Word 
SLA dst Shift Left Arithmetic 
SLAW dst Shift Word Left Arithmetic 
SRA dst Shift Right Arithmetic 
SRAW dst Shift Word Right Arithmetic 
RRC dst Rotate Right Through Carry 
RRCW dst Rotate Word Right Through Carry 
RLC dst Rotate Left Through Carry 
RLCW dst Rotate Word Left Through Carry 
ROL dst Rotate Left 
CPL dst Complement Register 


Stack Instructions (One Operand) 


a 


Push on System Stack 
Push Word on System Stack 
Push Effective Address on System Stack 


Pop From System Stack 
Pop Word from System Stack 


Push on User Stack 
Push Word on User Stack 
Push Effective Address on User Stack 


Pop From User Stack 
Pop Word From User Stack 
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INSTRUCTION SET (Continued) 


Multiply and Divide Instructions (Two Operands) 


ee 
DIV 
DIVWS 


dst,src Divide 16/8 
dst,src Divide Word Stepped 32/16 


Boolean Instructions (One or Two Operands) 


a 
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INSTRUCTION SET (Continued) 


Program Control Instructions (One, Two or Three Operands) 


[emery tsmucton 
RET Return from Subroutine 
Return from Interrupt 


Stop Program Execution and Wait for 
the next Enabled Interrupt. If a DMA 
request is present, the CPU executes 
the DMA service routine and then 
automatically returns to the WFI 


Decrement a Working Register and Jump 

DWUJNZ dst,N Decrement a Register Pair and Jump if 
Non Zero 

CPJEI dst,N Compare and Jump on False. Otherwise 
Post Increment 

CPJTI dst,N Compare and Jump on True. Otherwise 
Post Increment 
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INSTRUCTION SET (Continued) 


Miscellaneous (None, One or Two Operands) 


[tment |e 
es 
Ce Co 
SRP1 Set Register Pointer 1 (8 MSB working register) 
a 
ee 
es 
ee 
ee! 
foe eerste 
eee 


Select Program Memory 
Select Data Memory 
No Operation 
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INSTRUCTION SET (Continued) 


1.2.1 ST9 Processor Flags Bit 1 is available to the user. Bit O is the Pro- 


An important feature of a single chip microcom-  gtam/Data Memory selector bit. 

puter is the ability to test data and make the appro- The Flag Register is further described in the Archi- 
priate action based on the results. In order to tecture Chapter. 

provide this facility, FLAGR (register 231) in the 1.2.2 Condition Codes 

register file is used as a flag register. Six bits of this 


register are used as the following flags: Flags C, Z, S, and OV control the operation of the 


“conditional” Jump instructions. The next table 


C - Carry shows the condition codes and the flag settings. 

Z - Zero Note : Some of the Status flags are used to indicate 

S - Sign more than one condition e.g . Zero and Equal. In 

V - Overflow such cases the condition code is the same for both 
conditions. 


D - Decimal Adjust 
H - Half Carry 


Table 1-2. Condition Codes Table 


Binary 
value 


0000 
1000 
0111 
1111 
0011 
1110 
1101 
0101 
0100 
1100 
0110 
1110 


Sion 
Zon vr V)-0 
Zo 01 Vm 


Unsigned Greater 
Unsigned Less Than C=1 7 


Unsigned 

aa Greater Than Ce and a0)e 
Unsigned Less 

eee Than or Equal Core) 3 
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1001 


0001 
1010 
0010 


1111 


0111 


1011 


0011 
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INSTRUCTION SET (Continued) 


1.2.3 Notation 


Operands and status flags are represented by a The notation for operands (condition codes and 
notational shorthand in the detailed instruction de- address modes) and the actual operands they rep- 
scription (see programming manual). resent are as follows: 


Table 1-3. Notation (Part 1) 


| Notation | = Significance Actual Operand/Range 

a 

[a [emcee ae eats 
Immediate Word # data where data is a word expression 

Te [tresses [memos 


Direct Working Register Pair 
; where n is an even number in the range 0-254. 
pa Direct Register Pair pn (n=0,2,4,6....254) 


Indirect Working Register where n=0-15 
Indirect register where n=0-255 


(t)+ Indirect working register post 
increment 


Indexed register where x=0-15; N=0-255 (one byte) 


Program label or expression in the range 0-65535 in 
memory area 


Where n is an even number in the range 
0-15.(n=0,2,4,6....14) 


where n is an even number in the range 0-15. 
(n=0,2,4,6....14) 


(rn)+ where n=0-15 


Indirect Pair of Working (rrn) 
Register Pointers 
(rr) Indirect Pair of Working Register (rrn)+ 
a Pointers with Post Increment 
(rr) Indirect Pair of Working Register -(rn) 
Pointers with Pre Decrement 


where n is an even number in the range 
0-15.(n=0,2,4,6....14) 


where n is an even number in the range 
0-15.(n=0,2,4,6....14) 
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INSTRUCTION SET (Continued) 
Table 1-4. Notation (Part 2) 


Indexed Pair of Working 
N(rrx) Register Pointers with N(rrx) 
Short Offset 
Indexed Pair of Working 
NN(rrx Register Pointers with Long NN(rrx) 
Offset 
Indexed Pair of Register 
ee Pointers with Short Offset me 
Indexed Pair of Register 
a ae Pointers with Long Offset EY 
Indexed Pair of Working 
Registers with a Pair of 
ie Working Registers used as Peg 
Offset 
Bit pointer in a direct working pm 
: rn.b 
register 


Bit pointer in a Memory 
( Location using a Pair of (rm).b 
Indirect Working Registers as , 
Address Pointer 
Indirect pair of Register Pointer (RRn) 


where x is an even number in the range 
0-15.(n=0,2,4,6....14) and N is a signed one 
byte expression between +127/-128 


where x is an even number in the range 
0-15.(n=0,2,4,6....14) and NN is word 

expression in the range between 0 and 
65535 


where x is an even number in the range 
0-255.(n=0,2,4,6...254) and N is a one byte 
signed expression in the range +127/-128 


where x is an even number in the range 
0-255.(n=0,2,4,6....14) and NN is word 
expression in the range between 0 and 65535 


where n and x are two even numbers in the 
range 0-15. (n,x=0,2,4,6....14) 


n=0.15 and b is a number between 
0-7;0 LSB 
7 MSB 


where n is an even number in the range 
0-15.(n=0,2,4,6....14) and b is anumber 
between 0-7 0 LSB 

7 MSB 


N(rrx) 
) 
(RRx) 
r(rrx) 
rb 
rr).b 
RR) 


where n is an even number in the range 
0-255.(n=0,2,4,6....254) 
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1.3 INSTRUCTION SUMMARY 


The following tables summarize the operation for Note: for detailed information on the instruction set 
each of the instructions which are listed with their refer to the ST9 programming manual. 
corresponding mnemonic codes, addressing 

modes, byte counts, timing information, and af- 


fected flags. - dst: destination operand 
GENERAL NOTES: . Src: source operand 
- SSP: system stack pointer 
FLAGS STATUS: - USP: user stack pointer 
_ \+ affected - PC: program counter 
_ -:not affected - cc: condition code 
. 0: reset to zero - ©: carry flag 
. 1:setto one - 2: zero flag 
. ?:undefined - S: sign flag 


- V: overflow flag 

- D: decimal adjust flag 

~ CIC: central interrupt contro! register 
- DP: data/program memory flag 
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INSTRUCTION SUMMARY (Continued) 


Clock Flags 
cycles CZSVDH 


ADC : Addition of 2 bytes with carry 


dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
rr<-rr+1 
dst<-dst+src+C 
rr<-rr+1 

rr<-rr-1 
dst<-dst+src+C 
rr<-rr-1 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
rr<-rr+1 
dst<-dst+src+C 
rr<-rr+1 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
rr<-rr-1 
dst<-dst+src+C 
rr<-rr-1 
dst<-dst+src+C 
dst<-dst+srce+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 


Bytes 


Operation 


DJ72 on 


> > > > > > > > PP > > > > > 
> > > > > > > FPF > >> > > > 
> > > > > > > > >> >PDPmUmUmDmUmUOUmD 
> > > > > > >OmUmDOPmUDOUOUOPOODDD 
oo oo 0 00 0 0 0o0 0000 
PD Re De ie ee DP Ce eS 


Owonw»nrFrRRWWWNM WWW PD 


an Davart Davoaua aCe 
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INSTRUCTION SUMMARY (Continued) 


Clock Operation Flags 


Bytes | cycles CZSVDH 


ADCW : Add word with carry 


dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
IT<-rr+2 

dst<-dst+src+C 
ir<-tr+2 

ir<-rr-2 

dst<-dst+src+C 
tr<-rr-2 

dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
Ir<-t+2 

dst<-dst+src+C 
ir<-rr+2 

dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
rr<-rr-2 

dst<-dst+src+C 
r<-rr-2 

dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 
dst<-dst+src+C 


OwWvunAA BRWMWW WW WP 
> > > > > > > PP PP > > > FP > >? 
> > > > > > > > PP > D> DPehmUmUmGOOmUmGC Um 
> > > > > > F FP FP PP > FF > > 
> a a ne a a a a a a a a a 
IVVV VV VV VV VV VD ND 
IVVV VV VV VV VV VY 


io) 
ae) 
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INSTRUCTION SUMMARY (Continued) 


Clock : Flags 
ADD : Addition of 2 bytes without carry 


dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
rr<-rr+1 

dst<-dst+src 
rr<-rr+1 

rr<-rr-1 

dst<-dst+src 
rr<-rr-1 

dst<-dst+src 
dst<-dst+src 
dst<-dst+srce 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
rr<-rr+1 

dst<-dst+src 
rr<-rr+1 

dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
rr<-rr-1 

dst<-dst+src 
rr<-rr-1 

dst<-dst+src 
dst<-dst+src 
dst<-dst+sre 
dst<-dst+src 
dst<-dst+src 
dst<-dsi+src 
dst<-dst+src 


vD- 


yv- 


> > > > > > > > > > > > > > > 
> > > > > > > > > > > > > D> > 
> > > > > > > > > > > > > > > 
> > > > > > > > > > >>> > > 
ooooo0o0o°oco°o°o°0co°0o 000 0 
> > > > > > > > > > > > > > > 


WOWOanaahARARWOWONM WW W PP 


ié¥] 
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INSTRUCTION SUMMARY (Continued) 


Clock : Flags 
ADDW : Add word without carry 


dst<-dst+srce 
dst<-dst+sre 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+sre 
dst<-dst+srce 
dst<-dst+src 
ir<-rr+2 
dst<-dst+src 
Ir<-rr+2 
ir<-rr-2 
dst<-dst+src 
tr<-rr-2 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
Ir<-rr+2 
dst<-dst+sre 
ir<-rr+2 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+srce 
r<-rr-2 
dst<-dst+src 
r<-rr-2 
dst<-dst+src 
dst<-dst+src 
dst<-dst+sre 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 
dst<-dst+src 


Owvaoaa»rhrhA HPWNMWWWW W DY 
> > > > > > > > > > > > > > > 
> > > > > > > > > > > > > > D> 
> > > > > > > > > > > > > > > 
> > > > > > > > > > > > > > D> 
VV VN VN NYY YN VN NN ND 
YVVV NV VV VV VN VN NYY NY 


ee) 
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ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


dst<-dst AND sre 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
rr<-rr+1 

dst<-dst AND src 
rr<-rr+1 

rr<-rr-1 

dst<-dst AND src 
rr<-rr-1 

dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
ir<-rr+1 

dst<-dst AND src 
rr<-rr+1 

dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
rr<-rr-1 

dst<-dst AND src 
rr<-rr-1 

dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 


NO 


N(rrx) 
NN(rrx) 
NN(rrx) 
rr(rrx) 
(rr)+ 


Owonn»rhrhRHRWWOWNM WW W 


(rr)+ 


-(rr) 
-(rr) 


OWooaanA A 


ie) 


Owaw Ww 
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> > > > > > > FFP >rmUmDmmUmUOlmUOOUCOUOO 


Flags 


j evtee | Sect | open | ga Fon 
cycles 


CZSVDH 


AND : Logical AND between 2 bytes 


> > > > > > FF FP FP >PmUmUmDUmUDPmUOmUCOULUmO 


ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


Clock : Flags 
ANDW : Logical AND between two words 


dst<-dst AND src - 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
i'<-rr+2 

dst<-dst AND src 
Ir<-tr+2 

Ir<-rr-2 

dst<-dst AND src 
I<-rr-2 

dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
T<-rr+2 

dst<-dst AND src 
Ir<-rr+2 

dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
rr<-rr-2 

dst<-dst AND src 
tr<-rr-2 

dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 
dst<-dst AND src 


> > > > > > > > PP > FF > > 
> a a a a a ee a ee a a a a 


WOWoWnatr A A WNHWW WW W PD 
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ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


Clock Flags 


BAND : Bit AND 


BAND r.b r.b 3 14 dst bit<-dst bit AND src bit 
BAND r.b r.!b 3 14 dst bit<-dst bit AND complemented src bit 


BCPL : Bit Complement 


BLD : Bit Load 
BLD r.b r.b 3 14 dst bit<-src bit 
BLD r.b r.!b 3 14 dst bit<-src bit complemented 


BOR : Bit OR 


BOR r.b r.b 3 14 dst bit<-dst bit OR src bit 
BOR r.b r.!b 3 14 dst bit<-dst bit OR complemented src bit 


BRES : Bit Reset 


we fe[ [el] [omeo 


BSET : Bit Set 


Sm ce 


BTJF, BTJT : Bit test and jump 


BTJF r.b N 3 14/16 If test bit is 0, PC<-PC+N 
BTJT r.b N 3 14/16 If test bit is 1, PO<-PC+N 


BXOR : Bit Exclusive OR 


BXOR r.b r.b 3 14 dst bit<-dst bit XOR src bit 
BXOR r.b r.tb 3 14 dst bit<-dst bit XOR complemented src bit 


BTSET : Bit Test and Set 


BISET r.b 2 8 If test bit = 0, test bit <-1,Z<-1 SYST O22" 3 
BTSET (rr).b 2 20 If test bit = 0, test bit <-1,Z<-1 -AQ-- 
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ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


Clock Flags 


fA Calta subroutine Call a subroutine 


SSP<-SSP-2,(SP)< 
CALL PC, PC<-dst 
CALL (rr) 
CALL (RR) 


CCF : Complement Carry Flag 


CCF 1 C<-C 
complemented 


CLR : Clear register 


SGS-THOMSON ——(irsis—s—s—C(CCSCi AB 
ky 
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ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


Clock : Flags 
CP : Compare bytes 


dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-sre,rr<-rr+1 
dst-src,rr<-rr+1 
rr<-rr-1 ,dst-src 
rr<-rr-1 ,dst-src 
dst-src 
dst-src 
dst-src 
dst-sre 
dst-src,rr<-rr+1 
dst-sre,rr<-rr+1 
dst-src 
dst-src 
dst-src 
dst-sre 
dst-src 
dst-src 
r<-rr-1,dst-src 
rr<-rr-1 ,dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 


NN(rrx) 
NN(rrx) 


VrarawDavDrerasat Dat 


a a a a a a a a a a a a a a a a a a a i a a a a a a a a ne a a a a a a a a 
> > > > > > >rmUmUOemUmU OUP eee ee ee ee ee ee ee ee eee De De > > FP Fe DF DDD 
> > > > > > >OmUPrmUmUOlmUOOlmUmUOeDeD MD eS eS haa ae ee ee FP re ee De DF DF 2 Fr Fo FD DDD 
> a a a a ee a a a a a a a a a a a a a a a a a a a a a a a a a a a a a ne ad 


OWNWWWWWHOAAHKRARAAWWWWWHWHWWAWWHAUAGAA HAW WW MY WW OH 


CPL : Complement register 


CPL r 2 6 dst<- NOT dst 
CPL R 2 6 dst<- NOT dst 
CPL (r) 2 6 dst<- NOT dst 
CPL (R) 2 6 dst<- NOT dst 


CPJFI, CPJTI : Compare with post-increment 


(rr) r,N 3 22/24 
(rr) r,N 3 22/24 


26/48 {7 SGS-THOMSO 
S/ A eh tact 
312 


If compare not 
verified jump 
otherwise post- 
increment 

If compare verified 
jump otherwise post- 
increment 


ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


Clock Flags 
CPW : Compare word 


dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
'r<-rr+2 
dst-src 
T<-rr+2 
tr<-rr-2 
dst-sre 
r<-rr-2 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
If<-rr+2 
dst-src 
Ir<-rr+2 
dst-sre 
dst-src 
dst-src 
dst-src 
dst-src 
dst-src 
fr<-rr-2 
dst-src 
ir<-rr-2 
dst-src 
dst-src 
dst-src 
dst-sre 
dst-src 
dst-src 
dst-src 
dst-src 


> > > > > > > >OmUDPmUmUOlmUOOlmUOPlmUOUCUO OD 
> a a a a a a a a a a a a ad 
> > > > > > >OODPermUmUmOlmUmUmUOOlmUmUmUOeOD De De 


Ooanatr AP HRWONMWWOWW WP 
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ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


Clock Flags 


DA : Decimal adjust 


DA r 2 6 dst<- DA dst 
DA R 2 6 dst<- DA dst 
DA (r) 2 6 dst<- DA dst 
DA (R) 2 6 dst<- DA dst 


DEC : Decrement 


DEC 2 6 dst<- dst-1 
DEC 2 6 dst<- dst-1 
DEC 2 6 dst<- dst-1 
DEC 2 6 dst<- dst-1 


DECW : Decrement Word 


DECW rr 2 8 dst<-dst-1 aries 
DECW RR 2 8 dst<-dst-1 eh NR Ss 


DI : Disable Interrupts 


DIV : Divide 16 by 8 


dst / src <- dst high=remainder 


DIVWS : Divide Word Stepped 32 by 16 


rrlow 


DJNZ : Decrement a working register and Jump if Non Zero 


DWUNZ : Decrement a register pair and Jump if Non Zero 


DWJNZ rr N 3 12/16 rr<-rr-1, If rr=0 then PC<-PC+N note 2 
DWJNZ RR N 3 12/16 RR<-RR-1,If RR=0 then PC<-PC+N 


moles: 
. Refer to the ST9 Programming Manual for detailed information. 
2. Working registers in groups D, E and F are not allowed. 
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ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


Clock Flags 


EI : Enable Interrupts 


EXT : Sign extend 


EXT rr 10 ) —> r(n) . =8-15 
EXT RR 10 7) —> Rin) n=8-15 


HALT : Halt Operation 


HALT 2 Stops all internal clocks until next system 
reset if not in Watchdog Mode 


INC : Increment 


dst<- dst+1 
dst<- dst+1 
dst<- dst+1 
dst<- dst+1 


INCW : Increment Word 


INCW rr 2 8 dst<-dst+1 NR 
INCW RR 2 8 dst<-dst+1 SP Perse oa 


IRET : Return from Interrupt Routine 


IRET FLAGS<-(SSP),SSP<-SSP+1, note’ 
PC<-(SSP), SSP<-SPP+2, CIC(4 


JP : Jump to a Routine 
JP NN 
JP (rr) 
JP (RR) 
JPcc NN 


10 
8 
8 
10 
IF cc(condition code)is true, 


JRcec : Conditional Relative Jump to a Routine 
Note 1 : All flags are restored to original setting (before interrupt occured). 


PC<-dst 
PC<-dst 
PC<-dst 


IF cc(condition code) is true, 
PC<-dst 


{7 SGS-THOMSON 29/48 
S/ / e MICROELECTRONICS 
315 


ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


Clock : Flags 
ftom. | at |e yb | oyctes i 
LD : Load byte instructions 


dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-sre,tr<-rr+1 
dst<-srce,tr<-rr+1 
rr<-rr-1 ,dst<-src 
rr<-rr-1,dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-src,rr<-rr+1 
dst<-src,tr<-rr+1 
dst-sre 

dst-src 

dst-src 

dst-src 

dst-src 

dst-src 

dst-src 

rr<-rr-1 ,dst<-sre 
rr<-rr-1 ,dst<-src 
dst<-src 
dst<-src 
dst<-src 
dste<-sre 
dst<-src 
dst<-sre, 
rr<-rr+1 ,r<-r+1 
r<-rr+1 r<-r+1 


DanxDvuo- 


PNONWAAWANWAWHAONAAARAWADWWWNHHWONnNWWWHWHWHUATHPA WAHLANWANN NM W MY 


dst<-src (1) rreerre4 
dst<-src 2) rre-rr4 
dst<-src (3) reer 
dst<-sre  rre-rr+ 


Notes: 
1. dstin Program Memory, srcin Program Memory = 3.dst in Program Memory, src in Data Memory 
2. dstin Data Memory, src in Program Memory 4.dst in Data Memory, src in Data Memory 
30/48 {7 SGS-THOMSON 
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ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


Clock : Flags 
LDW : Load word instructions 


dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-srce 
dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-ssc 
dst<-srce 
dst<-src 
dst<-src 
dst<-src 
dst<-src,rr<-rr+2 
dst<-sre,rr<-rr+2 
rr<-rr-2,dst<-src 
rr<-rr-2,dst<-src 
dst<-sre 
dst<-src 
dst<-srce 
dst<-src 
Ir<-rr+2,dst<-src 
Ir<-rr+2,dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-src 
rr<-rr-2,dst<-srce 
rr<-rr-2,dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-src 
dst<-srce 
dst<-src 


2 
3 
3 
3 
3 
3 
2 
3 
4 
3 
4 
4 
5 
5 
3 
3 
3 
3 
3 
3 
3 
2 
3 
3 
3 
4 
3 
4 
4 
5 
5 
3 
3 
3 
4 
4 
4 
5 
6 
6 
2 
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ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


Clock Flags 


MUL : Multiply 
MUL rr r 2 22 Ost est SIC ene note 1 
multiply 
NOP : No operation 
nop [| | Ot 6 | No Operation | ee 


OR : Logical OR between 2 bytes 


dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR sre 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
rr<-rr+1 

dst<-dst OR src 
rr<-rr+ 

rr<-rr-1 

dst<-dst OR src 
rr<-rr-1 

dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
rr<-rr+1 

dst<-dst OR src 
rr<-rr+1 

dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
rr<-rr-1 

dst<-dst OR src 
rr<-rr-1 

dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR sre 
dst<-dst OR src 
dst<-dst OR src 


NO 


vV- 


UWe- 


Ur 
WOWOAAA PAB WAWAWNH WW W 
> > > > Pe >rmUmUhcCOrmrmUmUmOPrmUmUOOlmUCUCOFO DOA ED Ee ee 
> > > > > FF FFF > FP FF FP > 
oooooqoooqooo0o 000 © 

' 
1 


oo 
jo) 


Note 1. Refer to ST9 programming manual for detailed information. 
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INSTRUCTION SUMMARY (Continued) 


ho 


OwanaarA HWY WWW WW 


ie) 


(rr)+ 


NN 
N(rrx) 
N(rrx) 

NN(rrx) 
NN(rrx) 
rr(rrx) 


-(rr) 
-(rr) 


rr 
RR 
(rr) 
NN 
N(rrx) 
NN(rrx) 
(rr) 


fy, SGS-THOMSON 
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dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
<-rr+2 

dst<-dst OR src 
r<-ir+2 

ir<-rr-2 

dst<-dst OR src 
tr<-rr-2 

dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
r<-rr+2 

dst<-dst OR src 
r<-rr+2 

dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
(r<-rr-2 

dst<-dst OR src 
tr<-rr-2 

dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 
dst<-dst OR src 


Clock : Flags 


ORW : Logical OR between two words 


> > > > > > > P>PrmUmUmOrmUmUmOlUmUOlmUCUOeOD Dee 


ST9 - Software 


> a a a a a a a ee ee a ae ea 
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ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


Clock Flags 
[wwe [ox [se Jom] Sez [comm | lin 


PEA : Push effective address on system stack 


4 20 SSP<-USP-2, (SSP)<-rrx+N 
5 26 SSP<-USP-2, (SSP)<-rrx+N 
4 20 SSP<-USP-2, (SSP)<-RRXx+N 
5 26 


SSP<-USP-2, (SSP)<-RRx+N 
PEAU : Push effective address on user stack 


20 USP<-USP-2, (USP) <-rrx+N 
NN(rrx) 5 26 USP<-USP-2, (USP) <-rrx+N 
N(RRx) 4 20 USP<-USP-2, (USP)<-RRXx+N 
NN(RRx) 5 USP<-USP-2, (USP)<-RRx+N 
POP : Pop system stack 


POP r dst<-(SSP), SSP<-SSP+1 
POP R dst<-(SSP), SSP<-SSP+1 
POP (r) dst<-(SSP), SSP<-SSP+1 
POP (R) dst<-(SSP), SSP<-SSP+1 


POPU : Pop user stack 


r 2 10 dst<-(USP), USP<-USP+1 
R 2 10 dst<-(USP), USP<-USP+1 
(r) 2 10 dst<-(USP), USP<-USP+1 
(R) 2 10 dst<-(USP), USP<-USP+1 


POPUW : Pop word from user stack 


POPUW rr 14 dst<-(USP), USP<-USP+2 
POPUW RR 14 dst<-(USP), USP<-USP+2 


POPW : Pop word from system stack 


POPW rr 14 dst<-(SSP), SSP<-SSP+2 
POPW RR 14 dst<-(SSP), SSP<-SSP+2 


PUSH : Push system stack 


r 2 SSP<-SSP-1, (SSP)<-sre 
R 2 SSP<-SSP-1, (SSP)<-sre 
(r) 2 SSP<-SSP-1, (SSP)<-src 
(R) 2 SSP<-SSP-1, (SSP)<-src 
#N 3 SSP<-SSP-1, (SSP)<-sre 
r 2 10 USP<-USP-1, (USP)<-sre 
R 2 10 USP<-USP-1, (USP)<-sre 
(r) 2 10 USP<-USP-1, (USP)<-sre 
(R) 2 10 USP<-USP-1, (USP)<-sre 
#N 3 16 USP<-USP-1, (USP)<-sre 


PUSHUW : Push word on user stack 
USP<-USP-2, (USP)<-sre 
USP<-USP-2, (USP)<-sre 
USP<-USP-2, (USP)<-src 
PUSHW : Push Word on System Stack 


SSP<-SSP-2, (SSP)<-src 
SSP<-SSP-2, (SSP)<-sre 
SSP<-SSP-2, (SSP)<-sre 


PUSHUW 
PUSHUW 
PUSHUW 
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ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


Clock Flags 


RCF : Reset carry flag 


a" ie 
Dar [[ [+f [eo Sid 


RET : Return from subroutine 
RLC : Rotate left through carry 


dst(0)<-C, C<-dst(7) 
dst(n+1)<-dst(n) n=0-6 


RLCW : Rotate word left through carry 


RLCW rr 2 8 dst(0)<-C, C<-dst(15) 
RLCW RR 2 8 


dst(n+1)<-dst(n) n=0-14 
ROL : Rotate left 


C<-dst(7), dst(0)<-dst(7) 
dst(n+1)<-dst(n) n=0-6 


ROR : Rotate right 


C<-dst(0), dst(7)<-dst(0) 
dst(n)<-dst(n+1) n=0-6 


dst(7)<-C, C<-dst(0) 
dst(n)<-dst(n+1) n=0-6 


RRCW : Rotate word right through carry 


RRCW rr 2 8 dst(15)<-C, Ce<-dst(0) 
RRCW RR 2 8 


dst(n)<-dst(n+1) n=0-14 
{7 SGS-THOMSON 35/48 
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ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


Clock : Flags 
SBC : Subtraction of 2 bytes with carry 


dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
rr<-rr+1 
dst<-dst-src-C 
rr<-rr+14 
r<-rr-1 
dst<-dst-src-C 
rr<-rr-1 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
rr<-rr+1 
dst<-dst-src-C 
r<-rr+1 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-sre-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
rr<-rr-1 
dst<-dst-src-C 
rr<-rr-1 
dst<-dst-src-C 
dst<-dst-srce-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 


Dramwrg- 
ou aona»»hh BPWWWNDM WW W PO 
> a a a a a a ee a a a a ae a. 
> > a a a a a ee a a ee a a ae 
a a a a a a a a a ee a a ae 
> a a a ee a a a a a a a a ae 
a oo Se. ae ca Ca ca a So a Se Ce o 
a a ee a ee ee ee a a ee a 


aon Da Ware DO 


ie) 
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INSTRUCTION SUMMARY (Continued) 


dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
IT<-"r+2 
dst<-dst+src+C 
rr<-rr+2 
Ir<-rr-2 
dst<-dst-src-C 
rr<-rr-2 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
rr<-rr+2 
dst<-dst-src-C 
ir<-rr+2 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
tr<-rr-2 
dst<-dst-src-C 
rr<-rr-2 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 
dst<-dst-src-C 


OwvoankhrhRWNH WWW WO W P 
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Clock Flags 


SBCW : Subtract word with carry 


ST9 - Software 
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ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


Clock : Flags 
| mnemo, | dst | sre | eytes| See | operation CZSVDH 


SCF : Set carry flag 


SDM : Set data memory 


p som | Tt || SetData Memory DP<-t Notet | === === 
a ana enOnnnu UNE Ie ene, 


SLA : Shift left arithmetic 


r 2 6 dst C<-dst(7), dst (0)<-0 
SLA R 3 10 
(rr) 3 20 


dst(n+1)<-dst(n)n=0-6 
SLAW : Shift word left arithmetic 


rr 2 10 C<-dst(15), dst (0)<-0 
dst(n+1)<-dst(n)n=1-14 
SLAW RR 3 12 7 . 
(rr) 2 32 


SPM : Set program memory 


pospem | tT tt | 6 | Set ProgramMemory DP<-0 Note? | === -- 


SPP : Set page pointer 
SRA : Shift right arithmetic 


dst(7)<-dst(7), C<-dst(0) 
dst(n)<-dst(n+1)n=0-6 


6s 


SRAW : Shift word right arithmetic 


SRAW tr D dst(15)<-dst(15), C<-dst(0) 
SRAW RR 2 


dst(n)<-dst(n+1)n=0-14 
Notes: 


1 Following this instruction, all addressing modes referring to address spaces will refer to the Data Space. 

2 Following this instruction, all addressing modes referring to address spaces will refer to the Program Space, except for the following instruc- 
tions which operate with Dataspace independently of the setting of the DP flag : 

PUSH(W)/PUSHU(W), POP(W)/POPU(W), PEA/PEAU, and CALL, RET, IRET and interrupt execution 

(assuming the Stack Pointers are not pointing to the Register File). 
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ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


Clock Flags 
[rnomo: | ait | ew [ove | Sites | openton | rte 


SRP : Set register pointer 
| osrp | | NH | 2 | 6 __| SetRegister Pointer cegee | 


SRP0 : Set register pointer 0 


psrrpo | | aN | 2 | 6 | SetRegisterPointero | 


SRP1 : Set register pointer 1 


[sre Tw | 2 | 6 [sethegiserrontert Sd 
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HQGASZO 
sbel4 


04S-]SP->]}Sp 
01S-]SP->]Sp 
O1S-]SP->]Sp 
O1S-]Sp->]Sp 
21S-]Sp->]Sp 
O1S-]Sp->}sp 
Q1S-]SP->]Sp 

| -dd->JJ 
91S-]Sp->]Sp 

| ==> 
91S-]SP->]Sp 
01S-]SP->]sp 
O1S-]SP->]Sp 
91S-]SP->]Sp 
O1S-]SP->]Sp 
O1S-]SP->]Sp 

| -F->dJ 
O1S-]SP->]Sp 

| -+1->dJ 
91S-]SP->]Sp 
O1S-]SP->]Sp 
01S-]Sp->]Sp 
04S-]Sp->]Sp 
O4S-]SP->]Sp 
O1S-]SP->]Sp 

| -->JU 
901S-]SP->]Sp 

| -dd->J 

| +U->dJ 
O1S-]SP->]Sp 

| +U->dJ 
91S-]SP->]Sp 
O1S-]Sp->]Sp 
O1S-]SP->]sp 
O1S-]SP->}Sp 
O1S-]SP->]Sp 
O1S-]SP->1Sp 
O1S-]SP->]Sp 
O1S-]SP->]Sp 
O1S-]Sp->]Sp 
O1S-]SP->]Sp 
O1S-]SP->]Sp 
O1S-]SP->]Sp 
O1S-]Sp->]Sp 
O1S-]SP->]Sp 
O1S-]Sp->]Sp 
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ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


Clock , Flags 
SUBW : Subtract words 


dst<-dst-src 
dst<-dst-src 
dst<-dst-sre 
dst<-dst-sre 
dst<-dst-src 
dst<-dst-src 
dst<-dst-src 
dst<-dst-sre 
dst<-dst-sre 
dst<-dst-src 
dst<-dst-src 
dst<-dst-src 
dst<-dst-src 
dst<-dst-src 
dst<-dst-src 
Ir<-tr+2 
dst<-dst-src 
Ir<-tr+2 
tr<-rr-2 
dst<-dst-sre 
f<-rr-2 
dst<-dst-sre 
dst<-dst-src 
dst<-dst-src 
dst<-dst-sre 
dst<-dst-sre 
dst<-dst-sre 
Ir<-tr+2 
dst<-dst-srce 
If<-rr+2 
dst<-dst-src 
dst<-dst-src 
dst<-dst-src 
dst<-dst-sre 
dst<-dst-src 
dst<-dst-src 
(r<-rr-2 
dste-dst-sre 
rr<-rr-2 
dst<-dst-src 
dst<-dst-src 
dst<-dst-src 
dst<-dst-sre 
dst<-dst-src 
dst<-dst-src 
dst<-dst-sre 
dst<-dst-src 


OoOwanfrhhR RWOMWOWWW WP 
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ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


Clock : Flags 
TCM : Test and complement byte under mask 


NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
rr<-rr+1 

NOT dst AND src 
rr<-rr+1 

rr<-rr-1 

NOT dst AND src 
rr<-rr-1 

NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
rr<-rr+ 

dst<-ds AND src 
rr<-rr+1 

NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND sre 
rr<-rr-1 

NOT dst AND src 
rr<-rr-1 

NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 


ana Der Desa User Ve Var. 
OwonnhRR BR WOWWWN WWW PP 
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ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


Clock Flags 
TCMW : Test and complement word under mask 


NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
rr<-rr+2 

NOT dst AND src 
r<-rr+2 

ir<-rr-2 

NOT dst AND src 
tr<-rr-2 

NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
ir<-rr+2 

NOT dst AND src 
ir<-rr+2 

NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
rr<-rr-2 

NOT dst AND src 
(r<-tr-2 

NOT dst AND sre 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 
NOT dst AND src 


N(rrx) 
N(rrx) 
NN(rrx) 
NN(rrx) 
rr(rrx) 


(rr)+ 
(rr)+ 
(rr) 
-(rr) 


> a a a a a a a a a a ee a 
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ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


Clock ; Flags 
TM : Test byte under mask 


dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
rr<-rr+ 

dst AND -sre 
rr<-rr+1 
rr<-rr-1 

dst AND src 
rr<-rr-1 

dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
rr<-rr+ 

dst AND src 
rr<-rr+1 

dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
rr->rr-1 

dst AND src 
rr->rr-1 

dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 


Da Dt 
NO 
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ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


Clock ‘ Flags 
| se | artes | Sie | operation CZSVDH 
TMW : Test word under mask 


dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
If<-tr+2 

dst AND src 
tr<-rr+2 

rr<-rr-2 

dst AND src 
rr<-rr-2 

dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
ir<-tr+2 

dst AND src 
r<-rr+2 

dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
rr<-rr-2 

dst AND src 
r<-rr-2 

dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 
dst AND src 


WFI : Wait for Interrupt 


> > > PP > > > > >POmUDPrmUmUmOOlmUmUOOUOUOD 
> > > > > > > >mDOPrmUmUOlmUmUOmUOOCUOPOD 
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ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


XCH : ree Register 


dst <-> src 
dst <-> src 
dst <-> src 
dst <-> src 


dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
rr->rr+1 

dst<-dst XOR src 
rr->rr+1 

rr->rr-1 

dst<-dst XOR src 
rr->rr-1 

dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
rr->rr+1 

dst<-dst XOR src 
rr->rr+1 

dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
rr->rr-1 

dst<-dst XOR src 
rr->rr-1 

dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 


vDe-q 


U- 


uU- 


Dan Dea 


NN(rrx) 
rr(rrx) 


(rr)+ 
(rr)+ 
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ST9 - Software 


INSTRUCTION SUMMARY (Continued) 


Clock : Flags 
XORW : Logical exclusive OR between words 


dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
rr<-rr+2 
dst<-dst XOR src 
r<-tr+2 
ir<-rr-2 
dst<-dst XOR src 
tr<-rr-2 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
IT<-rr+2 
dst<-dst XOR src 
Ir<-tr+2 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
NN(rrx) dst<-dst XOR src 
rr(rrx) dst<-dst XOR src 
Ir<-rr-2 
dst<-dst XOR src 
rr<-rr-2 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
dst<-dst XOR src 
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ST9 - Software 


NOTES: 
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SALES OFFICES 


EUROPE 


DENMARK 


2730 HERLEV 

Herlev Torv, 4 

Tel (45-44) 94 85 33 
Telex 35411 

Telefax (45-44) 948694 


FINLAND 


LOHJA SF-08150 
Ratakatu, 26 

Tel (358-12) 155.11 
Telefax (358-12) 155 66 


FRANCE 


94253 GENTILLY Cedex 
7 - avenue Gallieni - BP. 93 
Tel (33-1) 47 40 75 75 
Telex 632570 STMHQ 
Telefax (33-1) 47 40 79 10 


67000 STRASBOURG 
20, Place des Halles 

Tel (33-88) 75 50 66 
Telefax (33-88) 22 29 32 


GERMANY 


85630 GRASBRUNN 
Bretonischer Ring 4 
Postfach 1122 

Tel. (49-89) 460060 
Telefax (49-89) 4605454 
Teletex 897107=STDISTR 


60327 FRANKFURT 
Gutleutstrasse 322 

Tel (49-69) 237492-3 
Telefax: (49-69) 231957 
Teletex 6997689=STVBF 


30695 HANNOVER 51 
Rotenburger Strasse 28A 
Tel (49-511) 615960-3 
Teletex 5118418 CSFBEH 
Telefax (49-511) 6151243 


90491 NURNBERG 20 
Erlenstegenstrasse, 72 
Tel (49-911) 59893-0 
Telefax (49-911) 5980701 


70499 STUTTGART 31 
Mittlerer Pfad 2-4 

Tel (49-711) 13968-0 
Telefax (49-711) 8661427 


ITALY 


20090 ASSAGO (Ml) 

Vle Milanofiori - Strada 4 - Palazzo A/4/A 
Tel (39-2) 57546 1 (10 linee) 

Telex 330131 - 330141 SGSAGR 
Telefax. (39-2) 8250449 


40033 CASALECCHIO DI RENO (BO) 
ViaR Fucini, 12 

Tel (39-51) 593029 

Telex 512442 

Telefax (39-51) 591305 


00161 ROMA 

Via A. Torlonia, 15 

Tel (39-6) 8443341 
Telex 620653 SGSATE | 
Telefax (39-6) 8444474 


NETHERLANDS 


5652 AR EINDHOVEN 
Meerenakkerweg 1 

Tel (31-40) 550015 
Telex 51186 

Telefax (31-40) 528835 


SPAIN 


08004 BARCELONA 

Calle Gran Via Corts Catalanes, 322 
6" Floor, 2 Door 

Tel (34-3) 4251800 

Telefax (34-3) 4253674 


28027 MADRID 

Calle Albacete, 5 

Tel (84-1) 4051615 
Telex 46033 TCCEE 
Telefax. (34-1) 4031134 


SWEDEN 


S-16421 KISTA 
Borgarfjordsgatan, 13 - Box 1094 
Tel (46-8) 7939220 

Telex 12078 THSWS 

Telefax (46-8) 7504950 


SWITZERLAND 


1218 GRAND-SACONNEX (GENEVA) 
Chemin Francois-Lehmann, 18/A 

Tel (41-22) 7986462 

Telex 415493 STM CH 

Telefax (41-22) 7984869 


UNITED KINGDOM and EIRE 


MARLOW, BUCKS 
Planar House, Parkway 
Globe Park 

Tel (44-628) 890800 
Telex 847458 

Telefax (44-628) 890391 


AMERICAS 


BRAZIL 


05413 SAO PAULO 

R Henrique Schaumann 286-CJ33 
Tel (55-11) 883-5455 

Telex (391)11-37988 “UMBR BR” 
Telefax (55-11) 282-2367 


CANADA 


NEPEAN ONTARIO K2H 9C4 
301 Moodie Drive Suite 307 
Tel (613) 829-9944 

Telefax (613) 829-8998 


U.S.A. 


NORTH & SOUTH AMERICAN 
MARKETING HEADQUARTERS 
55 Old Bedford Road 

Lincoln, MA 01773 

Tel (617) 259-0300 

Telefax (617) 259-4421 


SALES COVERAGE BY STATE 


ALABAMA 
Huntsville - Tel (205) 533-5995 
Fax (205) 533-9320 


ARIZONA 
Phoenix - Tel (602) 867-6217 
Fax (602) 867-6200 


CALIFORNIA 

Santa Ana - Tel (714) 957-6018 
Fax (714) 957-3281 

San Jose - Tel (408) 452-8585 
Fax (452) 1549 


COLORADO 
Boulder - Tel (303) 449-9000 
Fax (303) 449-9505 


FLORIDA 
Boca Raton - Tel (407) 997-7233 
Fax (407) 997-7554 


GEORGIA 
Norcross - Tel (404) 242-7444 
Fax (404) 368-9439 


ILLINOIS 
Schaumburg - Tel (708) 517-1890 
Fax (708) 517-1899 


INDIANA 

Kokomo - Tel (817 
Fax (317 

Indianapolis - Tel (317 

Fax. (317 


~~ 


MICHIGAN 
Livonia- Tel: Bi3) 953-1700 
Fax. (813) 462-4071 


MINNESOTA 
Bloomington - Tel (612) 944-0098 
Fax (612) 944-0133 


NORTH CAROLINA 
Cary - Tel (919) 469-1311 
Fax’ (919) 469-4515 


NEW JERSEY 
Voorhees - Tel (609) 772-6222 
Fax (609) 772-6037 


NEW YORK 
Poughkeepsie - Tel : (914) 454-8813 
Fax: (914) 454-1320 


OREGON 
Lake Oswego - Tel (503) 635-7650 


TENNESSEE 
Knoxville - Tel (615) 524-6239 


TEXAS 

Austin - Tel (512) 502-3020 
Fax (512) 346-6260 

Carrollton - Tel (214) 466-8844 
Fax (214) 466-8130 

Houston- Tel (713) 376-9936 
Fax (713) 376-9948 


FOR RF AND MICROWAVE 
POWER TRANSISTORS CON- 
TACT 

THE FOLLOWING REGIONAL 
OFFICE IN THE U.S.A. 


PENNSYLVANIA 
Montgomeryville- Tel (215) 361-6400 
Fax (215) 361-1293 


ASIA / PACIFIC 


AUSTRALIA 


NSW 2220 HURTSVILLE 
Suite 3, Level 7, Otis House 
43 Bridge Street 

Tel (61-2) 5803811 

Telefax (61-2) 5806440 


HONG KONG 


WANCHAI 

22nd Floor - Hopewell centre 
183 Queen's Road East 

Tel (852) 8615788 

Telex 60955 ESGIES HX 
Telefax (852) 8656589 


INDIA 


NEW DELHI 110019 

Liaison Office 

3rd Floor, F-Block 

International Trade Tower 
Nehru Place 

Tel (91-11) 644-5928/647-9415 
Telex 031-70193 STMI IN 
Telefax (91-11) 6443054 


MALAYSIA 


SELANGOR, PETALING JAYA 46200 
Unit BM-10 

PJ Industrial Park 

Jalan Kemajuan 12/18 

Te! (03) 758 1189 

Telefax (03) 758 1179 


PULAU PINANG 10400 

Ath Floor - Suite 4-03 

Bangunan FOP-123D Jalan Anson 
Tel (04) 379735 

Telefax (04) 379816 


KOREA 


SEOUL 121 

8th floor Shinwon Building 
823-14, Yuksam-Dong 
Kang-Nam-Gu 

Tel (82-2) 553-0399 
Telex. SGSKOR K29998 
Telefax (82-2) 552-1051 


SALES OFFICES 


SINGAPORE 


SINGAPORE 2056 

28 Ang Mo Kio - Industrial Park 2 
Tel. (65) 4821411 

Telex RS 55201 ESGIES 

Telefax (65) 4820240 


TAIWAN 


TAIPEI 

11th Floor 

105, Section 2 Tun Hua South Road 
Tel (886-2) 755-4111 

Telex 10310 ESGIE TW 

Telefax (886-2) 755-4008 


THAILAND 


BANGKOK 10110 

54 Asoke Road 
Sukhumvit 21 

Tel (662) 260 7870 
Telefax (662) 260 7871 


JAPAN 


TOKYO 108 

Nisseki - Takanawa Bid 4F 
2-18-10 Takanawa 
Minato-Ku 

Tel (81-3) 3280-4121 
Telefax (81-3) 3280-4131 


Information furnished is believed to be accurate and reliable. However, SGS-THOMSON Microelectronics assumes no responsibility for the 
consequences of use of such information nor for any infringement of patents or other rights of third parties which may result from its use. No 
license is granted by implication or otherwise under any patent or patent rights of SGS-THOMSON Microelectronics. Specification mentioned 
in this publication are subject to change without notice. This publication supersedes and replaces all information previously supplied. 
SGS-THOMSON Microelectronics rms are not authorized for use as critical components in life support devices or systems without express 
written approval of S@S-THOMSON Microelectronics. 
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